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INTRODUCTION, 



The maintenance and operation of a s>-stem of waler-works is 
often believed to be a purely business proposition requiring essentially 
a business management. Regarded in a broad and comprehensive 
sense this view may be correct, for a far-seeing business managemenl 
would not overlook the purely technical or scientific considerations 
which are necessarily involved in the management of a modem water- 
works s\-stem. The questions involved do not rclaie solely to the 
sale of a commodity supplied in the form of a water senice, but also 
deal with the quality of the water supplied and the design, con- 
struction, and operation of the physical property by and through 
which the service is rendered. 

The selection of a water-su])ply drawn from an unpolluted source 
IS highly desirable and inspires the confidence of the public in (he 
management of water-works. This confidence, however, may be 
also secured when circumstances compel the use of a water drawn 
from polluted sources, provided the water be properly purified 
before use. Many natural waters contain more or less dissolved 
minerab, such as lime, magnesia, and iron, which are of themselves 
harmless, although in some instances objectionable when tlie water 
is required for some particular mecham'cal purpose, A soft water is 
always to be preferred for general use and is usually obtained from 
some surface source when a desirable selection can be made; but 
a moderately hard water is sometimes accepted for a public supply 
rather than incur the expense of the construction and operation 
of purification works. Turbidity and color, whether due lo sedi- 
ment mechanically suspended in water or to vegetable stain, are 
offensive even when present in a moderate degree, although they 
may not render the water unwholesome. The introduction of 
pathogem'c bacteria into a water-supply by contamination by sewage 
^oi other wastes is often productive of disease, and the human system 
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may be readily infected through the medium of drinking-water 
exposed to pollution of this nature. In consequence, sanitarians at 
the present time regard the quality of a water for hygienic purposes 
as closely associated with the bacterial life which it may contain. 

Taking into consideration the many things which have to be 
regarded in the selection and purification of water-suppL'es, it is 
clear that science can be serviceable to a water-works management 
in many ways, and the advantage of this kind of service should 
become more and more apparent as communities increase and 
prosper. If the aid of science is necessary to select a source of sup- 
ply free from dangerous pollution or to detect the presence of unob- 
served polluting influences, its aid is even more necessary in those 
cases where a source of supply, known to be polluted, requires 
thorough purification. It will not sufiice to seek scientific assist- 
ance in such a case solely for the purpose of designing and 
constructing purification works, but it should also be retained for 
the purpose of insuring the satisfactory operation of these works 
and the preservation of the purity of the water after treatment. 
The safeguards of the public health in the way of constructed 
works need guardsmen to see that such works positively perform 
the functions expected of them at all times — a service which may 
yet have to be supplied through the State or Federal government. 

From the foregoing it will appear that questions relating to the 
maintenance and operation of a system of water-works often depend 
for their proper solution upon the details of the original design, and 
the authors have deemed it advisable to outline to some extent in 
Part I the various methods by which a supply is secured. 

Part II deals particularly with matters more closely connected 
with the ordinary routine management of a water-works plant. 

In Part III consideration is given to questions which arise in the 
dealings of municipalities with private water companies. These 
questions have been brought to the attention of conmiunities to a 
large extent during recent years by the trend toward municipal 
ownership of public utilities, and the principles involved in the fix- 
ing of water rates and the valuation of water-works property are 
presented in detail. 
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WATER-WORKS MANAGEMENT 
AND MAINTENANCE. 



PART I. 

ON THE METHODS AND PRINCIPLES OF 
DEVELOPING, IMPROVING, AND STOR- 
ING WATER-SUPPLIES. 



I 



GROCND-WATER SLTPLY. 

Quality. — There is a charm and satisfaction attached to the 
cool, sparkling, and refreshing draught from a natural spring 
which incites a warm and enduring friendship for it. The perfect 
transparency of the water and its comforting and refreshing effect 
offer no hint that between the sparkling spring and its origin, 
the rainfall, the water possesses a long and obscure history. Per- 
haps the very obscurity of the precise nature of this history gives 
substance to the water's enchanting influence. But liidden as it 
is and with no visible signs that that history could have been any- 
thing but good in its long and untraceable source through the 
ground, there is apparent to the observer no tangible ground 
upon which to base the slightest suspicion of its purity so long 
as it is agreeable both to taste and sight. , We therefore detect in 
ground-water the nearest approach to ^Slat may be popularly 
considered an ideal drinking'watA-.* In fact we find it above 
suspicion and reproach in rural districts, almost invariably of 
first consideration in communities desiring to acqiiire a public 
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water-supply, and often regarded technically as of the highest 
rank among the various sources of water-supply. 

Sentiment and advertisement may stimulate a regard for a 
water of certain springs above that of other springs because the 
reputation thus gained usually centers around some medicinal 
qualities the water of such springs is supposed to possess. These 
special waters, the qualities of which are developed and sought 
out for special reasons and for special purposes, are not classed 
with the ordinary run of ground-waters available for the public 
water-supply. 

The basis of popular acceptance of a ground-water is usually 
its appearance and general palatability, and as a rule its appear- 
ance neither presents nor suggests evidence of present or past 
pollution. However, a little reflection must tell us that the rain- 
fall which washes the air and the surface of the ground must come 
in contact with contaminating influences to a greater or less degree, 
particularly in populous districts. Just how far we may encroach 
upon the domain of nature with our modem civilization and 
multiply instances of contamination upon her fair face without 
seriously polluting the rainfall, the source of all ground-water 
supply, is a question with which the water analyst and speciaUst 
is engaged. The further these investigations proceed along ra- 
tional lines the cruder appear the past methods and means of de- 
termining and judging of the wholesomeness of a ground-water 
and the more secure appear the provisions of nature to remove 
the impurities collected by the rainfall even in populous districts. 
In fact it is exceedingly doubtful that we yet reaUze and fully 
appreciate the true character, scope, and security of these pro- 
visions of nature. While some forms of bacterial life may be a 
source of danger in water, it is well known that bacterial hfe of 
other forms is a source of security. For instance the portion of the 
rainfall which enters the ground, even though it may be grossly 
polluted by surface contact with decaying matter, is quickly 
relieved of its dissolved organic impurities by the bacterial life 
which infests the surface soils and thrives upon the food which 
percolating water conveys to it. The ideal geological condition 
for the natural purification of water is to be found in a plane of 
well-ventUated sandy soil upon which the rainfall remains quite 
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imilormly distributed until absorbed. A slow percolation through 
a comparatively lew feet of such soil is sufficient for the purification 
of the rainfall. It is believed that pathogenic germs which water 
may have absorbed at the surface of the ground cannot survi\'e a 
slow passage through such soil teemiog with natural but to them 
antagonistic bacterial life. There is every reason to believe that a 
ground-water will be found quite as pure a comparatively few feet 
below the surface of a sandy soil as many leet below it, pro\'ided 
there are no more direct lines of communication than tliose 
through the \'oids of the sand. 

Sanitary analysis of a ground-water tells of the existing con- 
dition of the water as exemplified by the samples analyzed, 
of the probable present and past relation of the water with putres- 
cible organic matter, and of the possible contamination of the 
water from sources which cannot be detected by a personal inspec- 
tion of the territory receiving the rainfall. It is indicative of the 
degree to which the process of natural purification has progressed. 
It deals with existing facts and conditions, and when regularly 
made affords direct evidence of changes in the characteristics of 
a water as they occur. It can give htOe reliable information of a 
danger threatening eventually to become a source of contamination. 

A sanitary chemical analysis of a shallow ground-water con- 
cerns itself most with the existing state of tlie organic matter 
dissolved in the water analyzed, with the hardness of the water, 
and with the amount and condition of iron the water may con- 
tain, and with the total sohds in solution. 

The term albuminoid ammonia used in recording the results 
of a chemical analysis indicates the undecomposed organic matter 
remaining in a water, the terms free ammonia and nitrites are 
considered respectively measures of progressive decomposition of 
organic matter, and the terra nitrates represents the final result of 
decomposition when the decomposed elements of the organic 
matter have united with some mineral in the water. The trans- 
formation in its completeness is from putrescible organic matter 
to a stable mineral compound. A water wliich possesses evidence 
of all the intermediate steps in this transformation is considered 
imperfectly purified and may be still subject to the agencies pro- 
ducing the change. The presence of albuminoid and free ammonias 
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B in small quantities or in a stable condition, the absence of nitnteS 
■ and the presence of the nitrates in either large or small amount^ 
I afford evidence of complete purification. 

Chlorine, usually present as common salt, has no direct cher 
connection with the organic matter in water, is unchangeable ant 
harmless, and is often regarded as an evidence of sewage pollution! 
when the amount in the water exceeds that derived from natural J 
sources. 

A few years ago, before biology demonstrated bacteria in som 
form to be the active agents of water purification and the t 
element to be feared in a polluted water, the result of a chemicaj 
analysis showing abnormal amounts of chlorine and nitrates woul 
have been considered sufficient evidence of impurity to condem 
the water because of past association with organic impurity, 
conclusion was based upon the considerarion that suspicion shoul^ 
attach to a water showing evidence of past pollution because of al 
fear that the conditions of complete natural purification may not-a 
remain perfect, rather than upon a consideration of danger in the J 
presence of the compounds themselves. At the present time thffl 
conditions surrounding the natural filtration of ground-water £ 
better understood, and better understanding inspires greater conJ 
fidence in the process of natural purification and offers a strongen 
assurance of the certainty with which this operation of nature i: 
conducted even when water is exposed to much more pollutioi 
than that naturally encoimtered. 

We are thus unable to draw rigidly the line of demarcaticM 
between a wholesome and an unwholesome water in bo far as th6^ 
quality of the water is revealed to us through the apphcation of 1 
the science of chemistry alone. A knowledge of the physical char- 
acteristics of the territory from which the ground-water is supplied J 
is often a more reliable guide than is the result of a chemical analy f 
sis alone. But both sources of information when fully developedl 
should be mutually supporting. 

The importance of the application of the science of bacteriology J 
to the study of water-supply arises from the fact that drinking-water i 
is a medium through wliich the bacilli of certain diseases may be 
imbibed and infection widely disseminated when the water is ex- 
posed to the pollution of infectious bacterial life without inter- 
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mediate provision for its destruction or removal. The most prob- 
able source of disease germs in water is direct sewage contamina- 
tion, and therefore the bacteriologist searches for bacterial hfe 
characteristic of that known to exist in sewage in abundance. 
Tlie presence in the water of sewage bacteria renders a water open 
to suspicion; the absence of this form of life allays suspicion even 
though the water may contain in small degree harmless forms of 
bacterial life native to water. 

Attention is called to the following analysis to illustrate the 
efiect which exposure of the rainfall to polluting matter upon the 
surface of the ground may have upon ground-water derived from 
springs and shallow wells. 

(In parts per million.) 

• Well ISO Chi trom Minissippi Spring 

Uivwitipl River. River watei. Bn>gk. 

Total solid 264.00 339.00 126.0 

Free ammonia o.oi 0.34 Trace 

Albuminoid ammonia. ... 0.014 °*3Q4 o.oiS 

Nitrites None None 

\itrates 9.6 e.oj 0.038 

Oxygen consumed 0.6 13. i 

Chlorine ..,..,,, 6.8 t.75 15,3 

The analysis of the water of the well near the Mississippi River 
indicates past pollution of a considerable amount but thorough 
subsequent purification. The bacteria in the well were few, 
numbering 20 to 40 per cubic centimeter and of a harmless variety. 
The water is also noteworthy in the regard that the sample, though 
taken about 50 feet below the surface of the ground, contains less 
dissolved minerals than the water of the adjoining ri\-er. The catch- 
ment area supplying the well from which the sample of water 
analyzed was taken is a sandy plane extensively cultivated and 
heavily fertilized. Doubtless the origin of the nitrogen and 
abnormal clUorine in the well-water is the fertilizer whicli is used 
upon the surface of the ground. 

The sample of water from the spring brook was taken near a 
spring which is supplied by rainfall upon a timbered, sandy, un- 
cultivated catchment area. The analysis shows a small amount of 
organic pollution and accordingly is greatly in contrast with that 
of the sample supplied from the cultivated catchment area de- 
scribed in the preceding paragraph. 
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However, the character of the water from both the well aiu9 
the spring brook could be substantially forecasted by survey ofl 

the physical characteristics of the respective catchment areas^ 
Both waters were finally pronounced wholesome. fl 

Careful survey of the physical characteristics of a catchmend 
area feeding comparatively shallow water bearing sand and grav^B 
beds taken in connection with the information furnished by chera'S 
ical and bacterial analysis of the water itself constitutes a com-* 
prehensive sanitary survey, and when the results of the severaM 
examinations and analyses are interpreted with due mutual re^ 
gard, we may reach substantially correct and safe conclusion ad 
to the wholesomeness of a ground-water. A purely independenfl 
interpretation of the results of any one of the three elements r&« 
ferred to may lead to a wrong conclusion; for instance the results! 
of the analj-sis of the well-water given in the preceding table, {{I 
interpreted from a chemical point of view alone in accordance^ 
with the so-called standard of purity of a potable water as lai^| 
down in some of the older books on water-supply, would certainljfl 
lead to a rejection of that water, although in fact the poUution'a 
indicated is purely a matter of the past state of the water. Simi-1 
larly a purely physical examination may discover sources of pollu- 1 
tion for the rainfall of such a character and so located as to arouse 1 
suspicion that the polluting influence may extend to the sub- I 
terranean waters and accordingly seek the assistance of both a J 
chemical and bacteriological examination of the underground J 
waters to either remove or confirm the suspicion, I 

In a general way it may be stated that polluting matter upon I 
the surface of the ground cannot be carried by absorbed rainfall j 
into the underground water by percolating through intervening I 
soil without purification. The danger of pollution of this sort J 
lies in a direct communication between the surface and the under- I 
ground waters, as, for instance, when surface-water overflows or I 
passes through the curb of an open well or well-developed fissure I 
channels. I 

Polluting matter, particularly excrement deposited in covered"" 
excavations like the ordinary privy, is less exposed to natural 
purifying influences than similar matter upon the surface of the 
ground and accordingly is more to be feared, but the contami- 
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nating effect of such matter so deposited is confined to a much 
more restricted area than many people would suppose when the 
excrement rests on the subsoil. However, if the excrement rest 
upon fissured rock exposed by the excavation of the privy, the 
connection between the receptacle and underground water may 
be direct and pollution proportionally extended. 



Water from deep wclLs possesses entirely different character- 
istics and camiot be regarded in the same category as shallow-well 
water. Usually such wells penetrate rock or alternate layers of 
porous and impervious materials and are supphed by the rainfall 
on remote catchment areas. As a rule the water from such wells 
is practically sterilized by a prolonged and slow process of filtra- 
tion. A visual sur\-ey can scarcely be made of the catcfiment area 
except where the geological structure of the surrounding territory 
is known by extended surveys, and a bacterial analj-sb of the 
water is scarcely necessary because prolonged filtration deprives 
the water of bacterial hfe. A chemical examination is practi- 
cally all that IS needed, and this chiefly to determine the amount 
and character of dissolved mineral matter. 

With regard to water of this class the subject can be concisely 
covered by quoting from the reports made in connection with the 
water-supply of Galveston, Texas: 



IN, Tbxas. November 19th. i8gj. 
" To the Honorable Board of Commissioners of Water-works, Gal- 
veston, Texas. 
"Gentlemen: The following report is submitted, mainly from 
a sanitary standpoint, with respect to the new water-supply from 
artesian wells proposed for this city. 

■' The environment which gives character to deep-ground 
water is sucb that this class of water cannot be consistently 
compared with either surface or shallow-well waters. 

"Nitrogen in several chemical combinations influences the 
determination of the quality of water for potable purposes more 
than any other element m chemical combinations, since it is 
a principal constituent of the decaying organic matter with 
wluch all natural waters come in contact. Whether tlie source 
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of this organic impurity in water is in decaying animal or vege- 
table matter, chemistry does not pretend to decide definitely. 
So much of the organic matter as is absorbed by rain falling 
in the open country is, as a rule, thoroughly oxidized and con- 
verted into the harmless inorganic nitrogen compound, nitrates, 
by intermittent filtration through porous surface soils in the 
presence of air. The nitrates in shallow-well waters, accom- 
panied by small amounts of albuminoid and free ammonia, indi- 
cate a high degre§ of natural purification by intermittent fil- 
tration and the amount of previous contamination of water by 
dissolved organic matter. Should the nitrates be accompanied 
by a considerable amount of unstable albuminoid and free ammonia 
and nitrites there is evidence of recent contamination. The free 
ammonia, so called, is in itself harmless, and its presence in sur- 
face and shallow-well waters is simply indicative of a progressive 
natural process of purification of water that contains organic 
matter. 

"The character of deep-well waters is entirely different. 
Because of the usual absence of free oxygen in these waters, 
nitrates once formed by intermittent filtration through well- 
aerated surface soils may be reduced by contact with mineral 
salts and organic matter deposited in deep subsoils, the nitrogen 
reappearing as free ammonia in considerable quantities. Waters 
of this class may safely contain free ammonia and other nitrogen 
compounds in quantities which from a chemical view-point 
would cause suspicion if contained in shallow-well and surface 
waters. 

"The total and relative amounts of the nitrogen compounds 
in deep-well waters are not, therefore, a quantitative indication 
of past pollution, as they are in shallow-well waters. The remote- 
ness of the source of these constituents is in itself a security 
against dangerous contamination. 

"A determination of the amount of combined chlorine in 
waters, particularly surface-waters, is very often valuable in 
detecting sewage contamination; but in coast countries and in 
connection with artesian well-waters which may have filtered 
through soils containing saline matter it loses its significance. 

"Total solids are largely derived from the mineral matter in 
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solution. The degree in which they will affect water for mechan- 
ical and manufacturing purposes can be detennined by chemical 
analysis. If contained to the extent of making a water unfit 
for hygienic purposes the water becomes unpalatable as a rule. 
"The analysts of many samples of deep-well waters in Eng- 
land, made under the direction of the 'Rivers Pollution Com- 
mission on the Domestic Water Supphes of Great Britain,' lead 
to the following conclusions, namely: 'Of the different varieties 
of potable waters, the best for dietetic purposes are spring and 
deep-well waters; they contain the smallest proportion of organic 
matter, and are almost always bright, sparkhng, palatable, and 
wholesome, while their uniformity of temperature throughout 
the year renders them cool and refreshing in summer, and pre- 
vents them from freezing in winter. Such waters are of ines- 
timable value to communities, and their conservation and utiliza- 
tion are worthy of the greatest effort of those who have the public 
health under their charge.' ..." In all cases in which spring 
and deep-well water of good quality are available we recom- 
mend that they should be employed in preference to surlace- 
or river-water for domestic supply.' 

"The fear of future contamination of the water-supply from 
increased population and cultivation of the catchment area 
is very remote, since the prolonged intermittent filtration 
which the water receives tends to exhaust or to render harmless 
the organic matter that may have been originally dissohed, 
while any organic matter which may have been dissoI\'ed from 
the deep subsoils is probably of a vegetable nature and harm- 
less. So far as judgment can be based upon a single chemical 
determination of the nitrogen compounds, it has not detected 
pollution in any one of the samples of the local deep-well waters 
which have been analyzed, when considered from tiie standpoint 
of deep-well waters. By comparison with otJier unpolluted deep- 
well waters, the local waters certainly show a superiority. 

"Of the three local waters, tlie Tacquard well is shown by 
the single determination to be the best." 



The late Dr. Drown, formerly chemist to the State Board 
of Health of Massachusetts, furnished a very interesting report 
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of water of this character has been followed by injurious results. 
If we deduct the amount of common salt in the average of the 
five waters from the total solids, we have 34.43 parts of solid 
matter remaining, or about twenty grains to the gallon. Assum- 
ing that these were all sodium carbonate, the amount taken 
into the S5^tem in the regular use of the water would be very 
small, say seven to eight grains a day. There is no evidence 
that I know of to indicate that this could prove injurious. 

" 2. With regard to the technical use of these waters, the ad- 
vantage of softness in water is one that cannot be overestimated. 
The expense and annoyance involved in the use of hard waters, 
both in the household and in industrial works, is so great that a 
water-supply with little lime and magnesia is much to be prized. 
The most injurious scale-forming ingredient in boilers is sulphate 
of lime. This is almost entirely absent in these waters, and the 
lime and magnesia in the form of carbonates is exceptionally 
small. As is well known, carbonate of soda is added to hard 
waters as a preventive of scale in boilers. 

"3. With regard to the permanence in the character of these 
waters on continued pumping I am not able to form an opinion; 
time alone can decide this question. From the information given 
by your engineer, Mr. Kiersted, it seems to me very unlikely that 
the amount of salt will increase by infiltration from the sea. But 
new underground areas may be drawn upon which contain water 
of different character. Thus it will be noticed that sample Xo. 
8, from Tacquard's, contains considerable iron, which is absent, or 
nearly so, in the other samples. When iron is present in well-water 
in sufficient quantity to cause a precipitation of iron rust, the 
water becomes unfit for laundry use. The amount of iron in this 
water (Xo. 8), 0.0514 part of oxide of iron in 100,000, is very near 
the limit of precipitation. Again, both the wells of Tacquard's 
yield water which is more highly colored than the others, and in 
both the water is slightly harder. 

" I do not know whether all these Hitchcock wells have been 
in continuous use for a sufficient length of time to enable one to 
say whether the character of the water they now jneld is constant. 
If not, it would seem to be prudent to pump them continuously 
to their maximum capacity for some weeks to discover if the 
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GROUNO-U^ATER SUPPLY. 13 

water changes in composition, either in the direction of impro\-e- 
raent or deterioration. Any well yielding water high in iron or with 
iron continuously increasing should be rejected. 

" I do not know what system of water-works is under consider- 
ation, but the effect of the exposure to light and heat of these 
waters should be considered if open reservoirs are contemplated, 
The presence of free ammonia in the waters would afford food for 
the growth of organisms, which might impart unpleasant tastes 
and odors to the water. 

" With regard to tltfe other samples examined, the Dickenson 

I well is almost identical with the waters from the Hitchcock wells 

. I, 6, and 8. The water from Alva is decidedly harder, and 

therefore much less desirable for general use. The water from 

Houston is of an entirely different character. It contains much 

I less salt, and its hardness is nearly four times as great as the 

Hitchcock water. 

" The water of San Jacinto River would not furnish an accept- 
' able supply without extensive settling-reservoirs and filter-beds, * 
\ which, in connection with the expense involved of bringing the 
1 water sixty miles, would probably be proliibitive. 

" In conclusion I would say that, in my opinion, the waters from 
\ Hitchcock, as represented by samples from the residence of Mr. 
I Tacquard, Wheeler's well, and the railroad well, would in their 
I present condition make a satisfactory water-supply for the city of 
1 Galveston from a sanitary, domestic, andindustrial point ofview." 
The general superiority of ground-water as a source of public 
t water-supply, hygienically considered, is generally accepted by 
[sanitarians. But how far considerations of quality for hygienic 
Ipurposes should weigh against considerations of quality for 
Kinechanical purposes without prejudice in either direction is 
i somewhat of an open question from other standpoints. As a 
1 general proposition, a quality of water which in any particular 
I locality will serve the public and private requirements in a satis- 
riactory degree should prove the most valuable as a commodity, 
particularly if it be of attractive appearance. 

A naturally clear, soft, wholesome water is the ideal water. 
But water of such a quality is accessible to but comparatively 
few communities. Usually there is a wide departure of the quality 
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of available water from that of ideal water in some one or more 
of the three named particulars, but as a rule the least variation 
permissible, popularly considered, is in the clearness of the water. 
A very slight turbidity will arouse a suspicion in the popular 
mind, even though the wholesomeness of the water may be 
unimpaired on account of it, and quickly offend the esthetic 
taste. 

A suspicion of pollution or an offense to the sense of sight 
becomes all the more intense and aggravated if aroused periodically; 
that is to say if turbidity is an abnormal condition of a water-supply 
arising occasionally for a brief interval, a comparison of the con- 
dition of the water then with a normally clear water is so strik- 
ing as to magnify and intensify a suspicion of serious poUurion. 
A community will become accustomed more readily to a water 
somewhat turbid all of the time than to one similarly affected a 
part of the time. Thus the turbidity occasionally noticed in 
ground-water drawn from a shallow-water supply gallery paralld 
with a river and the accompanying increase of bacteria in the 
water may be due to too high a rate of filtration through the gravel- 
bed separating the gallery from the river. This changed con- 
dition of the water-supply becomes at once apparent to every con- 
sumer, and without knowing the facts the consumers become sus- 
picious of pollution and are quite likely to suspect a direct intake 
to the river, accidental or otherwise, to meet some contingency of 
water service — a suspicion affording ground for numerous com- 
plaints and unpleasant rumors, outspoken complaint of improper 
management, all of which are a source of annoyance and often of 
mutual misunderstandings between the water-works management 
and its patrons. But in any event a judicious water-works manage- 
ment should desire to avoid either a suspicion of unwholesome- 
ness or an offense to the senses by serving a uniformly clear water, 
one of so pleasing and attractive appearance that its use as a 
commodity becomes popular quite as much as a necessity. 

There is no desire to be understood as advocating in any measure 
the clearness of water-supply as a disguise for unwholesomeness. 
It is mentioned chiefly as a quality wliicli pleases and gives genera! 
satisfaction so far as appearances may go, and to this extent 
should not be disregarded. While there may be little connection 
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between the qualities of clearness and wholesoraeness hygienically 
considered, still it is known that the provisions which are olten 
necessary to insure clearness often suffice to insure wholesome- 
ness, as, for instance, the complete removal of sediment from a 
turbid river-water, or the removal of iron from a heavily mineral- 
ized ground-water, or microscopic life from a natural lake or reser- 
voir — in fact reflection upon the matter shows that the instances 
where a clear water is unwholesome are so few as to become 
notable exceptions wherein individual or commimity negligence 
may be a contributing cause. 

Many recorded instances of dangerously polluted, though clear, 
well-water lack substantial confirmation of the source of pollution 
or the avenue through which the pollution reaches the well. It 
is believed with a host of observed instances to confirm the belief, 
that the actual source of well-water pollution is, as has been pre- 
viously stated, through direct overflow of surface drainage or a 
fissure underflow affording almost as direct communication with 
the well as the surface overflow. This is stated as a behef for the 
reason that no matter how well fortified by observation the state- 
ment may be, it must stand in this day and generation simply 
as a belief until by confirmation of well-directed scientific proof 
it becomes recorded as a matter of fact. Exceptional and con- 
clusively proven cases of well-water pollution can neither be 
construed fairly as a reason for wholesale condemnation of well- 
water supply either for private or public purposes, nor be used 
sincerely as an illustration to cast suspicion on ground-waters as 
a class. 

It is seldom that we can gratify our desires with regard to 
the softness of ground-water, as the character of water partakes 
largely of the geological structure of the ground in the locality 
where the water-supply is developed. The highly solvent prop- 
erty of water renders it capable of retaining dissolved minerals 
with a tenacity that requires the exercise of something like the 
force of chemical action to separate them from the water and to 
reduce them to a condition in which they can be mechanically 
removed therefrom. Tlie objection to any process of this kind 
is to be found in the fact that often it may be merely a substitu- 
tion of one mineral for another or tliat the expense involved in 
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the chemical process is either prohibitive or no less than the 
expense of repairs resulting from the use of a hard water. Prob- 
ably the expense is the chief objection to the introduction of 
most water-softening processes. 

Thus far the softening of water is regarded in sort of a rela- 
tive way and as possessing scarcely a determining influence in 
the selection of a public water-supply . It will doubt -l^ss be given 
greater consideration in the future as improved and less expen- 
sive methods of water-softening are perfected and brought to 
public notice. Efforts in this direction seem to have been largely 
confined to the softening of water for industrial use. 

It is not intended to pursue in detail this subject of the 
quality of ground-water, as such a course would be somewhat 
foreign to the purpose of this treatise and would burden the 
work with much unnecessary matter. As a rule, ground-water 
derived from a district suitable for water-supply development 
is hygienically wholesome when proper precautions are observed 
to avoid contamination through open channels connecting the 
underground flow directly with the surface flow or run-ofl. 

Quantity. — The amount of ground-water that is available 
for water-supply purposes is a perplexing problem to the minds 
of many a water-works management, as is shown by the many 
disappointing failures that have attended efforts to secure ground- 
water supplies. It is believed the problem should not be found 
so perplexing and uncertain of solution if rationally considered. 
A few fundamental propositions may perhaps aid in clearing 
away some of the perplexities. For instance: 

No more water can be continuously taken out of the ground than 
goes into it. 

The yield of the ground-water is dependent upon the character 
and extent of the catchment area and depth of the saturated water- 
bearing material. 

The velocity of flow of ground-water depends upon the character 
of material through which it must pass in gravitating from a higher 
to a lower level. 

The stability of the ground-water supply depends upon the three 
considerations above stated as well as upon available ground storage 
at the point selected for developing the water-supply. 
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Were these several considerations kept fully in mind when 
contemplating the development of shallow-ground water there 
should be little difficulty in approximating correct conclusions. 
They possess some variations, however, which it is necessary to 
consider as we proceed. 

The amount of water which an artesian basin can furnish 
permanently is somewhat uncertain because of the difficulty of 
determining the several governing factors above outlined, and 
therefore becomes a matter of conjecture except where com- 
plete geological surveys have been made, which is a work usually 
undertaken and carried out only by the general government. 
It is not unusual to find artesian districts which originally sup- 
ported flowing wells so overtaxed by the exhaustion of accu- 
mulated water storage as to reduce the water pressure and cor- 
respondingly the available flow of water to a degree that requires 
the use of pumping-engines installed at considerable depth below 
the groimd surface to maintain the sUpply of water. In most 
instances a reduction of pressure and of flow resulting from 
constant draft should be anticipated in artesian water-supply 
development even to the extent of sinking an intake well or 
installing pumping machinery considerably below the surface 
of the groimd. 

Interesting measurements were made by Professor William 
D. Pence of the artesian flow from wells of the Hitchcock group, 
near Galveston, Texas, for the purpose of determining the flow 
of water at different elevations between the surface of the ground 
and the static level assumed by the water in an extension of 
the well-casing above the groimd. 

The flow of the well ceased at a height of about 30 feet above 
the surface of the ground. 

In the following tabulations the heights represent the distance 
from the top of the 7j-inch well-casing near the surface of the 
ground upward to the several centers of discharge in a 3-inch 
rising pipe tapped into a cap screwed onto the well-casing. 
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DISCHARGE OF ARTESIAN WELL AT HITCHCOCK, TEXAS, MAY I9, 
189I. MEASUREMENTS TAKEN WITH TWO-INCH EMPIRE 
METER. 



ight above top 


of well-casing. 


Discharge 


; in gallons j>er 24 hotirs 


28.00 


feet 




Scarcely any 


25.35 






8,022 


20.45 






32,089 


15.55 






40,000 


10.62 






51,343 


5.26 






70,551 


0.76 






94,966 



DISCHARGE OF ARTESIAN WELL AT HITCHCOCK, TEXAS, JUNE 5, 
189I. MEASUREMENTS TAKEN WITH FOUR-INCH CROWN 
METER. 



Height above top of well-casing. 

28.00 feet 



20.4 

15.21 

10.63 

5.39 
1.03 



cc 



<c 



cc 



C€ 



C€ 



Discharge in gallons per 24 hours 

Scarcely any 
28,245 
48,470 
67,320 

84,374 
98,616 



It will be observed that the discharge varies almost directly 
with the pressure or head and that for each one foot of head 
or equivalent pressure below the level which the water natu- 
rally assumes in the stand-pipe connected with the well-casing 
there is an equivalent acceleration of discharge of about 3400 
gallons per twenty-four hours; for instance, if the discharge 
from an orifice in the stand-pipe one foot below the static level 
of water therein is 3400 gallons, then the discharge 50 feet below 
said level should be 170,000 gallons per day or 340,000 gallons 
at a level 100 feet below said level. 

The experience with artesian wells at Memphis indicates a 
discharge of about 1,000,000 gallons per day from fifty wells 
for each 4 feet of draft, or a rate of increase of about 5000 gal- 
lons per twenty-four hours per well for each one foot of draft. 
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It is estimated that the available flow from a single pumping- 
station of llie Memphis district is about 25,000,000 gallons per 
day under a draft about 60 feet below static water-level. 
In the Hitchcock district, where the available draft is about 
50 feet, the station yield should approximate about 15,000,000 
gallons per twenty-four hours. But the water-supply develop- 
ment need not be confined to a single pumping-station and its 
group of wells, as in an extensive artesian district auxiliary sta- 
tions and other groups of wells may be located beyond the zone 
of influence of the first group— possibly several miles therefrom 
as local conditions suggest — and operated by power transmitted 
from the original or central station. 

Artesian water-supplies, particularly those derived from sand 
or sand rock, are exceedingly desirable and should be developed 
to the highest possible degree and with the greatest amount of 
care. They can scarcely be equalled by any artificially filtered 
surface-water supply, considered hygientcally. 



Shallow ground-water supplies are usually developed from 
sand and gravel deposits in the valleys of creeks and rivers. In 
a valley where the stream flows over a rock bed the sand deposits 
are thin and usually so exhaustively drained as to afford but 
a very small yield of water. The attempts to develop a public 
water-supply in valleys of this character have failed almost with- 
out exception, for there is no permanent water storage of any 
great volume. 

Valleys like those of the important rivers of the central states 
often possess immense deposits of sand and gravel extending 
50 or more feet below the river-beds. These deposits afford 
immense rese^^■oi^s for the permanent storage of water, which 
can be drawn upon for large volumes of water year after year 
with no fear of depletion. The valleys of the Mississippi and 
Missouri Rivers afford a striking example of sand deposits of 
tiiis kind, but, strange as it may seem, the value of these deposits 
as sources of water-supply has as yet ne\'er received in practice 
I the public appreciation they deserve. The impression seems to 
prevail in communities located along these rivers that the rivers 
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themselves are the best available source of supply, and immense 
sums of money have been expended in the erection of water puri- 
fication works without a thought apparently of considering the 
availability of a clear and wholesome supply from the sand beds 
beneath the rivers. 

Any impression that the deposits are generally a mixture of 
alluvia an*^ • ; I'^ksand, m:. .?rials which are known to be altogether 
too fine for tii? free flow of water, i? erroneous. WTiile deposits 
of this character may l>e encountered above the level of the river- 
bed, it is generally true that the deeper deposits below the bed of 
the river are composed very largely of clean coarse sand inter- 
mingled with gravel. Frequently the coarse sand is in strata 
separated by thin layers of tenacious clay. In some districts 
along the Mississippi River the deeper deposits for 20 to 30 feet 
are composed largely of heaxy gravel and sand, wth scarcely a 
suggestion of the presence of quicksand. The hea\y and coarse 
deposits can be made to yield a large supply of water by proper 
methods of development. 

In estimating the available yield of water from sand deposits 
of these and similar river valleys the matter of catchment area 
is scarcely to be taken into consideration outside the valley proper, 
for the river is an important factor in keeping the sand deposits 
supplied with water should they be drawTi upon. The situation in 
this regard can probably be more clearly presented by referring 
to tests made for the purpose of dev^eloping the water-supply 
conditions in the vallev of each of the two rivers named. 

In 1902 a study was commenced of the ground-water-supply 
conditions of the Mississippi River valley at a point about two 
and one-half miles below the city of Muscatine, Iowa, having in 
view the new water-supply works for that city. The studies 
finally resulted in a decision to abandon the Mississippi River, the 
source of supply for twenty-five years of the original water-works, 
and to develop ground-water at the site of tests referred to. They 
also developed much interesting information regarding ground- 
water conditions. 

Fig. I is a diagram of a series of test wells excavated to bed- 
rock or clay on a line about right angles with the Mississippi 
River. 
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Each well after reaching the rock or clay substratum was with- 
drawn a few feet to admit of free percolation of water into it, except 
well I, which had a strainer about 8 feet long composed of three 
rings of vertical slots, nine slots to each ring, I- to f of an inch wide 
and respectively 21^, 24^, and 33^ inches long, each ring of slots 
being separated by 8 or 10 inches of solid metal. The combined 
area of the slots was about four and one-half times the sec- 
tional area of the 8-inch well-casmg. The strainer is the design 
of William Molis, superintendent of water-works, Muscatine, Iowa. 




Fig. I. 

Muscatine Island (island in name only), where the test was 
conducted, is several miles wide, with a sUghtly undulating sur- 
face. A high-water slough skirts the bluffs on the western side and 
the Mississippi River washes the eastern side of the island. The 
rainfall upon the island, which is not evaporated or absorbed by 
vegetation, passes almost entirely into the underflow; scarcely 
any of it disappears in surface run-off. 

This land is under cultivation for the raising of garden truck 
and accordingly extensively fertilized. Storm-water rapidly dis 
appears, showing thorough underdrainage. 

Plate I gives an idea of the geological structure of the island, 
at least for 3000 feet inland, and shows a vertical section along the 
line of test-wells and soundings of the Mississippi River to the 
Illinois shore. It also serves to show the immense permanent 
storage capacity of the gravel deposits below the low-water stage of 
the river, and the additional temporary storage between the low- 
water and the usual high-water marks. The tangible value of even 
the temporary storage is not to be underestimated along such rivers 
as the Mississippi and Missouri, for as we write the Mississippi 
River has been 5 feet or more above low water for nearly a year, 
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and accordingly has served to maintain a high ground-water level. 
However the temporary storage is not an element that can be 
depended upon for water-supply year in and year out, for during the 
period between 1878 and 1902 tliere were ten years when the average 
gauge-reading of the Mississippi River at Muscatine was below 
the 5-foot stage and two years when the stage of the river was 
below the 5-£oot mark for the entire year. 

The problems which were presented for solution in the Muscatine 
study of ground-water supply are tlie same as those presented in 
other similar localities, and the methods there pursued are cliar- 
acteristic of those which may be pursued elsewhere with such 
variations as may suit local requirements. In general the essen- 
tial problems for solution are as follows: 

1. \\'hat is the extent and available depth of the permanent 
ground-water storage? 

2. What is the available velocity of flow through the deposits 
of sand and gravel underlying the river valley and the probable 
greatest permissible hydraulic slope? 

3. What is the source from which the gravel-beds are supplied 
with water and how much of the water thus supplied is avail- 
able for use? 

4. What is the chemical and bacteriological condition of the 
ground-water? 

5. Is there danger of contamination of the underflow from 
drainage of the city above or from farms in the immediate vicin- 
ity of the site of the tests and observations? 

6. What extent of water-supply development work is required 
for the desired supply of water ? 

The borings were made for only a distance of 3000 feet from 
the river, affording infonnation of a practically uniform geological 
formation of the lower strata of water-bearing material. Private 
wells for a radius of a mile or more from the site of the tests, 
equipped with centrifugal pumps, showed the water-bearing ma- 
terial to continue much beyond the range of the test-wells. So 
far as could be ascertained the bed of the Mississippi River is of 
the same formation, and it was assumed the gravel formation 
extended even beyond the Illinois side of the river. Therefore 
without pursuing investigations to actually determine the full 
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extent of the gravel deposits, a work evidently involving large 
expense, reasonable assurance was developed to indicate at least 
two square miles of available catdunent area wliicli should absorb 
sufficient rainfall, if rainfall only could be relied upon to support 
the gravel-beds, to yield at least 454,000 gallons of water per 
square mile of catchment area, or an average of 813,500 gallons 
per twenty-four hours, the smaller computation being based upon 
gj inclics or 35 per cent of tlie minimum annual rainfall, and 
the larger amount being based upon 15 inches or 45 per cent of tlie 
average rainfall. 

Tlie local conditions seemed to require a basement level of 
the piunp-pits at about 6 feet above low water, and the pump- 
plunger about 9 or 10 feet above low water, and a suction draft 
to a level 10 feet below low water or possibly a little more. 

With due allowance for hydrauhc slope of the ground-water 
the available permanent storage wliicli can be drawn upon in ad- 
dition to the rainfall yield is computed at 130,000,000 gallons per 
square mile. 

During the months of September and October, 1902, prac- 
tically simultaneous observations were made of tlie level of the 
water in the nine test-wells and of the river. The stage of the 
river was practically constant for the month preceding the 
beginning of tlie observations. The period covered by the obser- 
vations embrace a period of rather rapid rise of the river and a 
corresponding fluctuation of the ground-water level in alt of 
the test-wells. 

The fourteen representative series of water-level observa- 
tions are represented in the diagram, Plate II. Otlier observa- 
tions were made between September 21 and 26, in connection 
with a pumping test, which are the subject of special comment 
further on. 

The four water-surface lines of September 6 to 13, inclusive, 
show a pronounced slope of the ground-water table towards the 
river of an average of 0.8 of a foot in 1000 feet and necessarily 
a movement of the absorbed rainfall from remote points of the 
island towards the river. 

A rise of 2 feet in the river between September 13 and 21 
produced a corresponding but gradually decreasing rise inland. 
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even further inland than well 9, where the recorded rise was 
0.3 of a foot. The average slope of the ground-water table 
between the dates named is about 6 inches per 1000 feet. It 
is observed that during this interval of progressive rise the slope 
remains downward towards the river, showing a persistency of 
the ground-water to advance in that direction notwithstanding 
the check imposed by the rise of the river. This check or damming 
of the ground-water at the river-front compelled the advancing 
imderflow to fill the voids of the sand in the wedge between the 
water planes of September 13 and 21. In order to accomplish 
the filling of this wedge 2 feet in height at the river-front and 
with an apex about 3300 feet inland, the water in the saturated 
gravel of the island down to the clay substratum, a depth of 
about 43.5 feet, must have advanced laterally at least 58 feet 
through the gravel or at the rate of 7.25 feet per day, or 
nearly the equivalent of 2 J feet of soUd water 43.5 feet high 
after making correction for a rainfall ol i\ inches during the 
interval. 

As the river continued to rise the slope of the ground-water 
was reversed to an inclination from the river inland about Sep- 
tember 23, and continued reversed until after the summit of 
the rise was reached on September 30. The average inclination 
of the slope inland during this period was 1.13 feet per 1000 feet. 
The advance of river-water inland to fill the voids in the sand 
between the curves of the dates named is computed in a manner 
similar to the above computation to have been 41. i or at the 
rate of 13.7 feet per day, equivalent to 4.6 feet of solid water 
44 feet high. In the foregoing computation a void space of 
one-quarter the mass was allowed for the wedge embraced 
between the several ground-water planes in order to allow 
for moisture permanently retained by capillary attraction, 
and one-third the mass was considered as available void 
space in computing lateral sectional flow through saturated 
material. 

The matter may be put into convenient shape for compu- 
tation by means of the Darcy formula, namely, 
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wherein ii=velocity in feet per day; H 

t=inc]inaUon of ground-water surface in a given dis- V 

tance divided by that distance; 1 

ft=a factor depending upon the porosity of material M 

tlirough which tlie underSow passes. m 


InUrvaL 


Vilocilvintwlp^r 
day ..I iDlid iv.ter. 


i. 
Inclinatlan. 


1 

Factor. H 


September 13 to 31 

= 71030 


^■5 

1-55 
4.63 


0.0005 

0.000271 

0.00113 


1 


Average value o{ k is 4900 in round numbers. 

In order to obtain the actual advance as measured in the 
voids of the sand the tabulated velocities should be multiplied 
by 3 and the corresponding average value of k would then be 
14,700. 

During the inter\-al between tlie dates September 21 and 27 

the condition of the ground-water table was observed in the 

several wells while pumping on one of the wells was in progress. 

Plate III contains a diagram showing the fluctuations referred to. 

^L A centrifugal pump was connected directly with the 8-inch 

^1 casing of No. i well, the details of which well are described on 

^B a previous page, and operated practically continuously by means 

^^r of a belted connection with a traction-engine, from 7 A.M. of 

^H the 2ist to 12 P.M. of the 26th, one hundred and twenty-five 

^H and one-half hours. The object of this test was for the pur- 

^H pose of deriving information regarding the porosity of the gravel 

^^^ deposits. Accordingly the actual amount of water pumped from 

^B the well was regarded as purely an incidental matter and of itself 

^H capable of furnishing little or no rehable information of the kind 

^^ desired Such appro.ximate measurements as were made of the 

discharge of the pump as the water passed through a wooden 

flume to the river indicate a discharge at the rate of 1,500,000 

^^ gallons per twenty-four hours. 

^^ An interesting fact connected with the test is the one that 
^H the river rose over 3 feet between the morning of the 2ist and 
^H the 26th and that a corresponding rise was observed in most 
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of the wells notwithstanding the large amount of water that 
was abstracted Irom well No. i. 

Plate III shows the zone affected by the pumping to extend 
about 700 feet from the pu:>ip well and to present a face about 
1400 feet in diameter to the river-front. The depth to the clay 
substratum below the water-table at this well is about 45 feet. 
When pumping ceased at 12.25 p.m. the zone of depleted 
sand as the result of pumping was about 1000 feet in diameter. 
Between that hour and 4.30 P..M. of the same day the inflow 
from the river so filled the depleted sand that there was a con- 
tinuous slope to test-well 8 and almost a level water-table for 
the next 1500 feet inland, or to test-well 9. On the morning 
I of September 27 the influence of the rising water-table caused 
I by inflow of water from the river became decidedly apparent 
at and beyond test-well 8, and were it not for the heavy pump- 
ing of the preceding days the water-table would doubtless have 
presented a more uniform slope. As soon as pumping ceased 
the inflow of water was comparatively heavy and must have 

I been influenced very largely by the steep slope which then 
obtained between the river-front and pump well No. i even as 
late as the morning of the ■27th. The average slope between 12.25 
P.M. of September 26 and 7 a.m. of the 27th was 2.8 feet per 
1000 feet, and the estimated volume ■ of the cone of depleted 
sand of a base 1000 feet in diameter which was filled with 
water between 12.25 ^iid 4.30 p.m. and of the wedge between 
the water-table of the last stated hour of the 26th and that of 
the morning of the 27th divided by 48,000 square feet of river 
Irontage gives approximately a velocity of flow through the sand of 
45 iect per twenty-four hours or about 15 feet of solid water. 
From these data we compute by the formula v=ki the value of 
the coefficient of porosity (A) to be 5360. A previous method of 
computation gave the value of k at 6200, but it is believed the 
Tiputation fits the observations more correctly. In view 
( these computations a factor of porosity 4000 to 5000 appears 
suit the Muscatine conditions and admits of the following 
jcal rule, namely: 

Multiply the observed slope of the ground-water table expressed 
^ feci per woo jeet by the jacior 4 to 5 to gel velocity 0/ undcrfloiP 
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expressed as solid water, or 12 to 15 to get velocity expressed as ktUral 
movement through sand, assuming the voids in sand to be one-third 
the mass. 

No mechanical analysis was made of the Muscatine gravek 
and sands at the time of the tests referred to, but later when 
excavating for a permanent water-supply well, several samples of 
the sand and gravel penetrated by the boring were collected 
and analyzed, with the following result. 

Mechanical Analyses of Muscatine Sand and Gravbl. 



Number of sieve. 



Rejected by 6 

6 

10 

14 

18 

20 

40 

60 

80 



Per cent of sand finer than stated sieve numbers. 



I. 



5.5 
94.2 

83.1 

63 3 
44 -o 

31 5 
I I 

0.09 

o 00 



18.5 
80. 50 
58.08 
41 o 

32.4 

24. 1 

2.3 

o 35 
0.00 



54-5 

45 5 
27 2 

131 
8.4 

62 

2 o 

I . I 

0.2 



36.8 

63.2 

25.8 

7.6 

3.0 

1-7 
0.2 

0.02 



In order to form some conception of the classification of the 
Muscatine sand we have deduced the value of the coefficient of 
porosity (k) of assorted ahd washed sands of various sizes from 
the tabulated results of experiments contained on pages 210, 211, 
and 244 of Professor F. H. King's report in the Nineteenth Annual 
Report of the Geological Survey. 

The factors in the following table indicate that the effective 
size of the Muscatine sand should be about the grade of a coarse 
concrete sand, the nearest tabulated size of sand being 0.7146 
millimeter, which is little less than one thirty-second of an inch 
or somewhere near the size of sand which will pass a sieve of 20 
meshes to the lineal inch and will be retained by one of 40 meshes 
to the lineal inch. However, the analysis of the Muscatine sand 
indicates a coarser grade of sand, at least samples 3 and 4, than 
that indicated by the table, a circumstance due no doubt to the 
fact that the sand experimented with by Professor King was of 
uniform sized grains, possessmg a uniformity coefficient of unity, 
while the Muscatine sand is an unassorted sand of various sized 
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grains. It should be recollected that the velocities stated in the 
following table are measured as volume of solid water passing 
in a unit of time, and that for a lateral velocitv in the voids of the 
sand the tabulated velocities should be multiplied by about 3. 

Flow of Water Through Sands and Sandstones in Cubic Feet per 
Minute per Square Foot of Section under a Pressure Gradient 

OP I IN 10. 



Series 
Number of sand. 



No. 8 quartz 

7 
6 

5i 

5 

4 

3 

2 

I 

o 
100 

Dunville sandstone 
Madison sandstone 



Size of sand 

grains in 

millimeter. 



2.54 
1.808 

I-45I 
1 .217 

I 095 
0.9149 

0.7988 

o. 7146 

o . 6006 

0.5169 

o. 1018 

0.0363 
0.0818 



Flow in cubic 
feet per minute. 



5.2268 

3 649 
I. 8481 

X.3582 

1 .2232 

0.8242 

0.5084 

03295 
0.2321 

o. 1767 

0.0041 

0.029 

0.246 



Velocity in feet 

Ser 34 hours, 
rad. I in lo. 



7526.6 
5254.6 

2161 .3 
1955.8 

1 761 .4 
1186.8 



732 

470 

334 

254 

5 
o 

2 



I 

9 

2 

4 
9 
3 
5 



Value of 
coefficient {k), 

75266 
52546 
21613 

19558 
17614 

1 1 868 

7321 

4709 

3342 

2544 

59 

3 

25 



* Author's G)mputation. 

In this connection it is interesting to know what the coefficient 
of porosity may be of natural sands and gravels. Apropos of 
this part of our subject are the experiments of the Metropolitan 
Water and Sewerage Board of Boston, Massachusetts, conducted 
to determine the rate of percolation through sand and soils, sum- 
marized by F. P. Steams, chief engineer of that Board, as follows: 

"Amount of filtration in gallons per day through an area of 
10,000 sq. ft. of different materials, with the loss of head of i foot 
in 10 feet. 

'•Qjarse sand, the average of three experiments. . .2,200,000 



Medium 
Fine 

Very fine 
SoU 



(( 



(C 



(C 



C( 



cc 



« 



(( 



(C 



SIX 

" two 



« 



(C 



cc 



cc 



cc 



cc 



cc 



400,000 

90,000 

7,200 

510" 

The mechanical analysis of the several grades of material 
above described is not given in the article referred to, but the 
data are sufficient for the computation of the velocity stated in 
terms of solid water and the coefficient of porosity as follows: 
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Velocity. Coefficient (*). 

Coarse sand 29.3 293.0 

Medium sand 5.3 53 . o 

Fine sand 1.2 12.0 

Very fine sand 0.96 9.6 

Soil 0.0068 0.068 

It is seen that the grade of sand has much to do with the per- 
missible velocity of water flowing through it; that is to say, the 
coarser the sand and the more uniform the size of the individual 
grains of sand the more freely does water flow through it. As 
a rule, however, a sand deposit is a heterogeneous mixture of inter- 
mingled large- and small-sized grains. If the small grains are very 
fine and constitute a considerable percentage of the total volume, 
the voids of the deposit may be so thoroughly filled as to admit 
of but slow percolation, notwithstanding the presence of even a 
considerable amount of coarse gravel. Instances of this kind are 
not uncommon. 

A striking example of this kind is to be found in the following 
mechanical analysis of a sand from a district bordering on the 
Ohio River. 

Sand rejected by sieve No. 6 36 per cent. 

" passed " " " 6 64 " " 



(( «( C( C( (( ^ (( (( 

CC tt ii Ci C( _ . - (( ii 

CC CC CC CC CC _Q ^^ ^ (( CC 



18 51.2 



" " " 20 49.2 " " 

" " " 40 34.7 " " 

" " " 60 20.0 " " 

" " " " " 80.... 16.5 " " 

" " " 100 12.7 " " 

The 12.7 per cent of the sand which passed the No. 100 sieve 
contained a considerable amount of silt which by washing and 
reweighing was found to be about 2 J per cent. 

The uniformity coefficient is about 12, indicating a heteroge- 
neous mixture of gravel stones of considerable size with a highly 
assorted sand in which there is a large percentage of fine grains. 

The result of Allen Hazen's investigations under the direction 
of the Board of Health of Massachussetts indicates that the finer 
10 per cent, of the sand grains controls the percolating capacity 
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of sand and gravel, and suggests expressing sand texture in 
terms of a "uniformity coefficient," found by dividing the size of 
the sand grain separating the coarser ^o per cent from the finer 
60 per cent by the size of the grain separating the finer 10 per 

icent from the coarser 90 per cent. 
It seems, however, as though the entire relation of sand texture 
might be more conveniently expressed by a nomenclature referring 
to a series of graduated sieves and the uniformity coefficient ex- 
pressed as tlie ratio fjctween the number of meshes to the Hneal 
inch of the sieve separating the coarser 90 per cent from the finer 
10 per cent and the number of meshes to the lineal inch of the 
sieve separating the finer 60 per cent from the coarser 40 per cent. 
The autlior suggests a nest of sieves for the purpose of analj'sis 
graduated 100, 80, 60, 50, 40, 30, 20, 18, 10, and 6 inches respec- 
tively to the lineal inch. The size of the T.vire entering into the 
construction of tJie sieves must necessarily vary in gauge and 
should be fixed in accordance with some practical standard. 
Having once arrived at a standard nest of sieves the sand can be 
classified as No, so and so, corresponding to the sieve which allows 
it to pass after a definite period of agitation of the sieves nested. 
Thus a sand which passes a No. 6 sieve and is retained by a No. 
1 10 sieve, or the next size finer whatever it may be, would be class!- 
I fied as No. 6, etc. 

To illustrate the method reference is made to a table repre- 
V senting a mechanical analysis of sand from a series of borings ia 
I the valley of the Misssouri River shown graphically on Plate IV. 

Analyses op Misrocri River Sands. 



No.oltievc. 


Par cent ol tuid finer ttian lUUd «irve numbct. 


R 


S:\ 


No' J. 


Well 


Mbsouri 


OuickMod. 


ttejected. . 

M 

[8 

to 

1.::::: 


96 -93 
9«-93 
85.97 
80. »3 
73>2 
a*. II 
6.87 


9-J4 
90.66 
80.63 
71.34 
64.70 

3 5^ 


79-18 
64.0s 

37-89 

111 

0.91 
0,68 


99,41 
98.83 
98.30 
97.07 

m\ 

9.34 

4-94 


5-94 

^t 
80..3 
73-48 

19.07 

■1;:: 
5.60 


too. 00 

40. 9 J 
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Upon platting the percentages corresponding to the above- 
stated sieve sizes and connecting the consecutive points so platted 
the sieve number may be read off corresponding to the effec- 
tive size of the sand, or that which separates the finer lo per cent 
from the coarser 90 per cent, also the sieve number correspond- 
ing to the separation of the finer 60 per cent from the coarser 40 
per cent. Dividing the former by the latter gives the uniformity 
coefficient. The following table expresses the results of the 
platting of the preceding table. 





Sieve corresponding to the 
separation of 


Uniformity 
coefficient. 


Approximate 

effective size 

in millmieter. 


No. of test-well. 


Finer io% from 
the coarser 90%. 


Finer 60% from 
the coarser 40%. 


I 


54.5 
56.0 

34.5 
79.0 

72.0 


25.2 
19.0 

"•5 
45.5 
235 


2. 12 
2.95 

3.00 
1-74 
307 


0.36 

0-35 

0.55 
0.21 


2 


c 


J 

6 


Missouri River. . . . 


0.29 



In order to show the relation between the sieve nimiber and 
the effective size of the sand grain, the tabulated results of Allen 
Hazen's experiments in the mechanical analysis of sands con- 
tained in the Twenty-fourth Report of the State Board of Health 
of Massachusetts have been platted, and from the diagram so 
constructed there has been tabulated the relation above referred 
to over as wide a range as it is necessary to consider in practice. 
The table follows. 



Table showing 



THE Relation between the Sieve Number and the 
Effective Size of Sand Grains. 



Sieve No. 


Effective size in 
millimeter. 


Sieve No. 


Effective size in 
millimeter. 


140 


0.135 


40 


0.46 


120 


0-I5S 


30 


0.71 


100 


0.18 


20 


0.96 


90 


0. 20 


18 


1 . 10 


80 


0. 22 


14 


1.52 


70 


0. 24 


10 


2 .04 


60 


032 


6 


3 90 


50 


0-39 
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The essential advantage to be derived in a classification of 
sand by the sieve number is that that nomenclature is more gen- 
erally understood and is in close association with the only appa- 
ratus that is usually available in field operations of the mechanical 
analysis of sand. 

The method may be carried a step farther and a series of 
factors deduced by which the measiured slope of the ground-water 
table may be multiplied to give the velocity of imderflow and 
furthermore these factors may be tabulated in conjimction with 
corresponding sieve numbers in a manner to facilitate the work 
of computation. 

There has been already given a series of such factors {k) in 
formula v=ki in the table expressing the results of Professor 
King's experiments on page 31. However, these factors repre- 
senting the condition of minimum resistance offered by sand to 
the flow of water are not generally applicable, for the reason 
that they represent a measure of the resistance of sorted sands 
of uniform grain possessing a uniformity coefiicient of unity 
which is a condition of material not encountered in field oper- 
ations. 

Allen Hazen gives a formula for the flow of water through 
unassorted sands as follows: 



«-4(^^^). 



where v is the velocity of water in meters daily in a solid column 
of water of the same area as that of the sand, 

c is a constant factor which present experiments indicate 
to be approximately 1000, 

d is the effective size of sand gains in millimeters, 

h is the loss of head, 

/ is the thickness of sand through which water passes, 

t is the temperature (Fahr.). 

Assume a temperature / of 50 degrees, which is approximately 
the temperature of ground-water, and that the entire head or 
pressure of water for a depth equal to the thickness of sand is 
consumed in producing velocity, as would be the case of ver- 
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I tical flow with unobstructed discharge in a layer of sand satu- 
I rated to tlie top, then Hazen's formula reduces to the simple 
[ expression v=cd^, the factors crf^ being equivalent to k for ver- 
I tical flow in the Darcy formula previously described. 

Upon using the values of effective size for which the corre- 
I spending sie\-e numbers are known, as given on page 35, and 
i interpolating for intermediate sieve numbers, we have the results 
L expressed in the following table. 




Example. — The velocity of flow through a sand 90 per cent 
I of which by weight is retained by a No. 60 sieve when the ground- 
I water slope is i foot in 1000 feet is i'=336Xi/iooo =0.336 feet 
I per day of solid water or I foot per day in terms of the voids in 
I the sand. 

Example. — What is the grade of the sand which with a slope 
I of I foot in 100 feet admits of a velocity of 10 feet per day in 



I terms of ^■oid space? In this cj 



- or A =333, correspond- 



ling to a number 60 sand in preceding table. 

A recent experiment to determine the flow of water through 
I a No. 55 sand resulted in a measured vertical velocity of flow 
I of 511 feet of a solid column of water when the water covered 
I the sand to a depth of 14J inches and a corresponding value 
I of A of 425 for sand just covered with water, the uniformity 
I coefficient being 2.1. 

Upon platting the results of the analysis of the Musca- 
Itine sand as tabulated on page 30 the following table is de- 
pived. 
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Effective Size and Uniformity Coefficient of Mubcatinb Sands. 







-I _ ^- M 






Samp>. 


oievc correspDnatng vj vuc srpBi«i«.u ut 


Uniformity 
coefficient. 


Appfft>xiniat« 

effective size 

in millimeters. 


Finer ic^c ^rom 
coarsrr 90%. 


Finer 6c r^ frofa 
coarser 4^%. 


I 

2 

3 

4 


32 
330 
17.0 

135 


15.0 
9-5 

6.25 


2.1 

3 5 
2.0 


0.81 
86 
X.20 

1-59 



Now it w-ill be remembered that the value of ^ in the for- 
mula i' = *f as found by computation based upon water-level 
measurements was 4900 for velocity in terms of a solid column 
of water. The same factor * computed from the table of 
coefficients on page 37 for the sieve numbers 32, 33, 17, and 13.5 
is respectively 1461, 1365*, 4871, and 8337, ^^ ^m average of 4008 
without regard to the resj)ective depths of the several grades 
of water-bearing sand, which information just at present is not 
available, but which when definitely known will doubtless modify 
somewhat this value of *. 

Ser\4ceable water-bearing sands are seldom finer than No. 
70, and usually of a range of 60 to 30. Deep beds of water-bear- 
ing gravel and sand like the Muscatine deposits are rather excep- 
tional. 

The water-bearing ca[xicity of a sand is an essential con- 
sideration in judging of its v;Uue for water-supjdy purposes, for 
unless it is of a grade which will admit of a free circulation of 
water the results of water-supply de\-elop«nent may be very 
dis.\pix>inting. Wherever tlie natun\l velocity of underflow and 
the sloix^ of water-table can W measured with a reasonable d^ree 
of approximation, it is K^t to take th<^^ nuMsurements, as they 
offer dirt\ t on i^^lonoe of the tlow tl\iviigh the s.md deposits. But 
such nioasurtMUouts are tu^t alwa\*s loa<iblo and usually some 
substitute nuist Iv aavptixl. Iho Ix^t sul^titute is that of a 
careful mtvhank al analysis atwl a sunvy of the s.\nd deposit of 
<; tficiont extent tv^ avhnit ot caiuaty dotennination of the 
character horoin aosviiUxl 

Direct punipii^ tuMU a nnvU mKKhu funusltes reliable e\i. 
d( nee of the ivnmnent suppK^V K\^Mvity of s^md deposits 
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unless continued for a long period of time, much longer in fact 
than is afforded most investigators of water-supphes. The 
results determined by pumpmg are usually in excess of the per- 
manent yield by the amount of water contributed to the well 
from local storage. For instance, if one were to attempt to 
determine the flow of water into a pond by pumping from 
the pond, it is evident that so long as the level of the water was 
depressed as the result of pumping, a draft is made upon storage 
and the volume of water delivered by the pumps is in excess 
of the actual inflow and will continue to be in excess until the 
level of the pond ceases to fall or the storage is completely ex- 
hausted. The same principle holds true in pumping from a 
well. The storage in the sand about the well augments the 
yield of the well and will continue to do so until exhausted and 
a stable water-table is established in the sand deposit. How- 
ever a long period of time is sometimes required to estab- 
lish a stable water-table for the reason that available storage 
extends a considerable distance from the well and gives up 
its water in a progressively decreasing volume moving at a low 
velocity. 

A short-time pumping test furnishes direct information of 
value when observations are made of the curve assumed by the 
water in the ground approaching the well. A steep or abrupt 
pitch downward toward the water surface in the well over a com- 
paratively restricted circumscribing area indicates a fine sand 
of high resistance, while a flatter pitch covering a more extensive 
area affords information of the presence of a coarse sand of com- 
paratively low resistance. It is apparent therefore that for 
a given rate of yield a fine sand deposit must be much deeper 
theoretically than a smiilar deposit of coarse sand. 

There are records of cases where the depletion of ground 
storage as the result of continuous draft has been so gradual 
as to extend over a period of several years, showing conclusively 
tlie erroneous conception which usually arises from the results of 
short-period pumping tests. 

A tunnel driven imder a mountain will often open subter- 

I ranean fissures from which water flows into the tunnel in great 

volumes for a considerable period of time and finally dwindles 
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down to a comparatively insignificant flow. Other instances of 
a similar character are encountered when shafts have been sunk 
into water bearing sand rock and tunnels driven laterally for a 
considerable distance. At first water flows abundantly, but as the 
draft continues and the water pressure falls as the natural 
storage is depleted, the flow diminishes and finally must be re- 
duced to the annual rainfall supply. Similar experience has fol- 
lowed the use of filter 'galleries in sand and gravel deposits — all 
going to show that a study of the mechanical make-up, depth 
and extent of water-bearing deposits, as well as available ground- 
water slope, constitute essential elements of study in formulating 
correct conclusions with regard to the probable permanent 
yielding capacity. These obser\''ations have their exceptions, 
as, for instance, when water is taken from a well penetrating 
the permanent storage deposits underlying such rivers as the 
Missouri and Mississippi, hereinbefore alluded to; for then the 
influence of the river has a pronounced effect in restoring rapidly 
the depleted storage resulting from a hea\y draft upon ground- 
water. The Muscatine studies afford a striking example of river 
influence as shown by the diagram representing the result of these 
studios. It is soon that under normal conditions there is a pro- 
nouncod slojx^ and flow of ground-water towards the river, and it 
is obvious that tho inclination of the ground-water table riverward 
must Ix^ !iuxlil'u\i Ix'^th by a departure of rainfall from the normal 
and by rivor fluctuation, with a tendency to flatten during a drought 
auil a pn>longi\i stable stage of tho rivor. It is also clear that a 
rapivi liso of tho rivor dams tho ground-water, checks its advance 
towatvl^ tho ii\or. and by Kick pressure causes the water to rise 
vortivally in tho ^ixnnui lor a K>ng distance back from the river, 
thoiobv loduviuj; tho ituHnativ>n of tho water-table and finally 
tx^vot^iui; tho n1o|v shouKl tho ris^^ continue. During the exist- 
M\^ ot iovotsi\l slojv vM tho \\ator-tabk\ water from the river 
lotx 0*- i^*^ It \nto tho j^iavol Kxls and driws Kick the ground-w^ater 
\\\ a I. lio.Uini; N>^^N^' 1'^^^^ tvttxMtinc and advancing waves of 
mxMUul waloK K^'^^'^^'^"^ ^^^^''^^*^ ''^^^ *^^ ^'^''>' advance inland, beat 
Xxxxw U^ \\\^^ thu tuation ^^^ tho riwr. Oortainly tho influence of 

,IN0<^ uiHxn Ht.M^W^ ^^< ^>^^<^^^ ^^^ ^'^^^ ^^''''''^^* ^^ prwnounced, and is a 
hotorolM^pi^^^tl xvhivhoan Jv doivrnKxi uiv^n in j^ars of abnor- 
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mally low rainfall so long as the gravel deposits extend well below 
the river-bed and afford permanent storage. 

Whatever support such deposits of gravel receive from the 
river naturally may be expected to operate when artificial con- 
ditions are created by drawing water from the ground storage 
reservoirs to whatever depth may be found practicable. The 
river inflow to restore depleted storage is pronounced and effec- 
tive and proportionately eliminates the necessity of considering 
extensively the catchment area and the amount of rainfall. Tlie 
velocity of flow of such rivers as the two referred to is sufficient 
to prevent a silting of the bed of the river, inasmuch as it is 
naturally much in excess of any percolating velocity which can 
originate in the passage of river-water downward through its bed 
to supply any near-by artificially depleted storage. 

Sluggish and muddy streams may accumulate a layer of silt 
over the bed which at ordinary stages of water interferes with 
replenishment of depleted storage in neighboring deposits by in- 
flow from the stream. In such instances the basis of computa- 
tion of available yield must be based largely upon absorbed rain- 
fail. Likewise the basis of computations for the sand and gravel 
deposits often encountered in territory bordering the coast must be 
the absorbed rainfall. 

Thus it is found in these instances that a mechanical analysis 
of the water-bearing material, its depth and extent, the natural 
slope of the water-table and the velocity of underflow, are im- 
portant factors for the determination of permanent yielding 
capacity. The slopes of the water-table and accordingly the 
velocity of underflow will be found to possess seasonal and period- 
ical variations, often compelling a draft upon storage for a con- 
siderable period of time to furnish the desired yield. It is im- 
portant to determine the probable extent to which natural storage 
may t>e thus drawn upon without permanently depleting it; that 
is to say, without exceeding the replenishing capacity of the rain- 
fall during the wetter periods. 

The dry-weather flow of streams is an index of the volume of 
imderflow, and therefore a careful gauging of those streams which 
drain a limited territory affords information of the rainfall-absorb- 
ing characteristics and yielding capacity of restricted areas. 
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Such studies are best adapted on a limited scale to streams 
draining comparatively small catchment areas through which the 
meteorological conditions are generally the same. However when 
facihties admit of extensive observation a measurement of the 
increment by which the flow of a stream progressively increases, 
affords information of the volume of underflow entering even large 
streams draining extensive territory. 

A hydrological sur\"ey of territories and districts with a view 
of determining underground run-off of rainfall is a question which 
has engaged the attention of but few communities in this country. 
Therefore when a speciahst is called upon to give advice with 
regard to the feasibihty of a ground-water supply, there is usually 
a dearth of information, except that ol a very general character, 
often confined solely to rainfall statistics collected by the meteoro- 
logical department of the general government. The gauging of 
streams and other necessary accompanying measurements or 
observations in order to secure complete data of the locality is a 
matter which usually cannot be undertaken in the limited time 
available when a project for water-works is first carried out, and 
as a rule the first steps are usually guided by and based upon 
an analysis of such general information as can be gathered, to- 
gether with the facts and data bearing upon the subject which 
may have been collected elsewhere. The experience of com- 
munities with ground-water supplies is often very disappointing — 
perhaps no more so with ground-water than with other sources 
of water-supply — but nevertheless serious and tangible enough 
to affect the interest of the entire community and to arouse doubts 
of the expediency of making further efforts of improvement along 
the line heretofore pursued. A systematic water-works and water- 
supply record maintained from year to year showing in detail 
the technical liistory of the water-supply plant would serve greatly 
in solving many perplexing local problems. Unfortunately such 
records are not always avail-ible, and frequently after years of 
experience only meager general information is still all that 
is available to guide in an improvement of the water-supply 
works. However, where detailed information is lacking, it is 
always profitable to supply its place by such well-directed tests 
ffirvations as time and facilitira may admit. The nature of 
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some of the detailed information that is desirat^ and which can 
be acquired by comparatively inexpensive tests has been already 
pointed out. But in addition to this information a sanitary sur- 
vey of the site of a proposed ground-water supply sliould be made 
to determine both the area and physical make-up of the catcli- 
ment basin, particularly when the balancing effect of a near-by 
large river upon the ground-water storage is not available. In 
this case rainfall must be the sole reliance of a ground-water supply. 
The soil in the catchment basin which collects the rainfall must 
be porous enough to absorb a considerable percentage of the 
water and the geological substructure of a character which 
admits of the necessarj* free lateral movement of the ground- 
water towards the site selected for developing the water-supply. 
There b a wide difference in absorbing capacity of the soils 
and sands, a difference which b well exempUfied in the experi- 
ments of Steams, before alluded to on a previous page of this 
chapter. Upon tabulating the results of these experiments in 
a manner to show the rate of vertical percolation (which b about 
ten times the rate determined by the experiments at a grade 
of I in 10) some idea may be formed of the relative porosity ol 
sand and soils. 



Pebcoujting Capacity or Sons. 


WateruL 


Rati o( vrrt jcal 
pa- day. 


lUlio ol abKuptioo. 


Coarse sand 

Medium sand 

Fine sand 

Very fine sand 

Soil'^ 


»93-3 
S3-3 

0^96 

0.06B 


43'4 

784 



The results of anotlier experiment by Professor King to de- 
tennine the rate of percolation through a sandy soil covered with 
a yellowish sand are given in the table on page 44. 

We must remember, however, that the laboratory experiments 
to determine the rate of percolation through unassorted sand 
and soib do not take into consideration the modifying effects 
of natural conditions such as frost action, vegetable growth, the 
intermittent and variable intensity of the appUcation of water 
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stated underflow into the rivers, and doubtless an equilibrium 
is not yet altogether established. In some instances the water- 
table has been raised forty feet or more. 

It b impossible to tabulate the underground ruo-off per unit 
of area to ser\'e as a guide in estimating ground-water yield 
except in particular cases and for local guidance only. In some 
instances where the collecting area is large and flat and the soil 
is permeable in a rather humid climate, about 30 per cent of a 
minimum annual rainfall and 50 per cent of the maximum annual 
rainfall, or about 40 to 45 per cent of the average annual rain- 
fall, is considered to be a safe basis of estimate. The average 
rainfall is perhaps a safe basis of estimate where there is exten- 
sive underground storage for the reason that this storage can be 
drawn upon for deficiency of yield during the periods of abnor- 
mally low rainfall. Thus for an average rainfall of "8 inches 
covering a period of 50 years of record, 40 per cent, or 15 inches, 
may be considered available underground run-off, amounting 
to an average daily yield of about 716,000 gallons per day per 
square mile. 

In order that this volume of water may pass away freely 
without water-logging the surface soil, there must be a suffi. 
cient depth of porous gravel formation beneath to admit of free 
lateral movement of the water and a free outlet. Thus upon 
the assumption that the body of moving water must pass tlirough 
a layer of sand one mile long we find by computation, allowing 
one-third the volume of sand to be void space, that in order to 
discharge 716,000 gallons per day the sand layer should be at 
least 54 feet tliick for a velocity through the sand of i foot per 
day, 27 feet for a velocity of 2 feet, about 18 feet for a velocity 
of 3 feet, etc., requiring respectively a water-table slope for a 
No. 50 sand, which is an average wafer-bearing sand, of 8, 16. 
and 24 inches, respectively, per 1000 feet. But in a very expan- 
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which occurs naturally through the rainfall; ir 
ments the water was fed continuously to tl 
mented with. Relatively the exporinients ar< 
tions and seem to show that a collecting area 
for the absorption of rainfall should be of a s 
close-grained soils where clay generally pred 
trolled largely by the laws of capillarity am 
exceeding slow rate of percolation. 

I*ERa)LATiNo Capacity op Soils 



Section of pit. 


Effective sixc of soil grains in millimeters. 


Lower soil. 


Upper Si il. 


I 
a 

3 

4 


0.0338 

0.0414 
0.0405 

0.0526 


O.2S44 
0.2844 

0.2844 
O.2S44 

Average. 



In field operations only a fraction of th 
by the underflow even in porous soils, the 
as surface nm-ofif or evaporation and abs« 

In irrigated sections in Colorado, Profc 
nioasuronionts show a return to the rivers • 
of the water applied for irrigation where tl- 
application of water to land aggregates ab 
the nuwsurenionts also indicate a return 
tlow ot I cubic fvx^t ]XT sivond constant ! 
ot ini4:ati\i land for the Poudre district 
disliiv I I cubic tvvt for each 430 acres, ; 
x\w same anuMint of rclimi water for v 
>\\n\y\\\v^ aip.vMints o\]Mrssi\l in another 
7-\\ *:o|.|Sv\ aiul i.(\^^.8So i:allons \x 
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nio<tl\- tv> tl;c i^ivator viistauvv tor the s 
strcanu aivl to tlio ti:r.o> and amour 
has taken raany \\\u>i tor tV.i^ s^vjwgr 
tricls to nil the unvlci^ivnuul storaec 
ingly to raise the water-table suthciei- 
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\it'M'/it:t \\f}\pfth alxive rompute*^! could only obtain in 
wlj':f': tli<:n: IS cornApr>nding ground-surface slopes, as in 
o/Ji^t I'rrritory. 

Tli'rv; <;x;implr:s serve to illustrate the relation of 
oils li'irtors which it is necessary to consider in estimatin 
WJil«!r yield with a reasonable degree of accuracy. But ti: 
fiiiiy 1x5 carried a step further, and the relation of thes' 
factors with the length of development required in orde' 
ktrt the ground-water may be shown in the form of a 
as in I 'late V on opposite page. 

The diagram contains lines of slope for various g 
Hand, a \\\\<\ of velocity in terms of the voids in the sand 
to \h\ practically one-fourth of the volume of sand, and 
of length of development required to furnish i,ooo,oa 
of water |ht day for stated rates of yield per lineal foot 
opnuMit from a sand stratum 35 feet in depth measu: 
the water-table downward. The 35 feet of depth of ^ 
Hunil is pun4y an arbitrary depth and is considers 
lM»cause it is the actual minimum depth of a saturate 
in tlie i^irticular case for which the diagram was origii 
|vucd. In tlu* diagram the line of water-supply develc 
u;^\utUHl to ha\o a jH^sitivo finnl from both sides, hence t 
\s\w ol yioKl is double the yield from one side only, 
plicatum ot the vlia^ram is rtwdily understood. Ha\' 
a Knu^i; on the site of a pu^ix^sixl water-supply de\ 
aiul bv sonomI analyses dotermiuix! tliai the average 
sue ol tl\e waun Ivann*: s^uui is No. 40, .md by 
the waU'i >mlavo ot various vvnvoiv.cn: woUs in the 
exthei K^iwl loi t';v put'j\>s<* or vionu^tio wolls in an un 
statx\ ha\v.\.: tvni;^l t>,,it tho \va:v'r-:A:\i* h,i> a slope 
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gallery furnishes the supply of water which is delivered into a 
receiving-well within convenient reach of pumps or into a gra\-ity 
pipe connecting with some distant reser\'oir. Galleries of the 
latter kind connected with a reservoir of large capacity may 
run continuously, but should the rate of discharge exceed the 
rate of underflow replenishment a gradual depletion of ground 
storage must ensue and eventually a gradual reduction of jHleld 
must follow. The reason of this is plain when it is considered that 
the maximum head or pressure of water actuating the delivery 
into the gallery depends upon the depth of the gallery below 
the water-table and the deli\'ery depends upon the porosity of 
the gravel. WTienever a continuous discharge from the gallery 
causes the water-table to fall progressively, replenishment is 
e\'idently exceeded, the actuating pressure falls and propor- 
tionately the rate of yield of the galler}'^ decreases until an equi- 
librium between replenishment and yield is established. 

A comparatively thin bed of coarse sand and gravel not far 
from the surface of the ground is the most favorable condition 
for gallery development. The gallery should be located as far 
as practicable below the water-table in order to utilize to the 
fullest extent the storage which a gravel deposit affords for 
occasional heavy draft of water. 




N&raral Gronnd Wstur Level 

C lay 

Fig. 2 . 
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Fig. 2 illustrates the depth of a deposit of watcr-boaring 
gravel wliich has furnished the water-supply of a large-sized 
city for over fifteen years. 

Tlie diagram shows the normal ground-water tal)le to l)e about 
18 to 20 feet above an impervious clay substratuui. Tlie water- 
supply is collected in a system of galleries aggregating iy\i) lert 
in length leading into a combined \vater-supi)ly and sih tion 
well about 47 feet in diameter containing in the aggregate a grf»^s 
infiltration area of 12,500 square feet. At tlie time; of w]ji< h wc» 
are speaking, the average daily ccmsumption was nearly 3,00^ 
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gallons per day and infiltration was at the rate of 240 gallons per 
square foot of gross area or about 300 gallons per square foot of 
net area. This rate of infiltration has been increased fully 60 
per cent upon occasions requiring heavy fire service. 

A water-level test with the gallery dehvering nearly 3,500,000 
gallons of water showed a drop at the gallery of 3^ feet below 
normal water-table level and an actuating slope of the ground- 
water of about 7 feet per icx)o feet, corresponding to a lateral veloc- 
ity of approach of about 6 feet of soUd water per day through the 
l6j feet of saturated gravel near the gallery, assuming water to 
be supphed equally from both sides of the gallery. The average 
coefficient of porosity is estimated at 1000 and the effective grade of 
the sand a No. 36. We regret to have no mechanical analysis of 
the sand, but it the curve of the water-table under draft be com- 
pared with the Muscatine curve as shown by Fig, 3, the higher 
resistance of the sand referred to becomes apparent. 
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Fio. s.— Diagram ot Ground-waler Curves. 

The level of the bottom of the galleries ranges from 8 to 9 feet 
below the normal water-table, leaving several feet of ground 
storage between the gallery and the clay substratum which cannot 
be drawn upon in emergencies. The importance of making this 
deeper storage available justifies the construction of a gallery 
somewhat deeper than the original galleries whenever the demand 
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indefinite so long as due regard can be given to the hydraulic con- 
ditions which are necessary to produce the required flow of water 
within the gallery and to structural requirements. The rate of 
infiltration should not be so great as to disturb seriously the 
sand underlying the usual ground floor of the gallery. 

The depth of gallery construction below the normal water-table 
possesses a very decided limitation from the standpoint of cost; in 
fact such construction is confined in this particular direction within 
such narrow limits that it is seldom considered a feasible method of 
water development in localities where deep water-bearing strata 
prevail, particularly when the coarse and more desirable stratum 
is near the bottom and much below the water-table. Even where 
the gravel-bed is shallow, as in the preceding illustration, the supe- 
riority of a gallery over other forms of development is often ques- 

tionable. Upon this debatable point it is thought that much de- 
pends upon the mechanical make-up of the water-bearing materia] 
and upon the cost of maintenance of gallery construction com- 
pared with other forms of construction. 

For example consider what other form of water-supply develop 
ment can be substituted for an infiltration gallery, in the deposit o t:; 
water-bearing material of which Fig. 2, on page 51, is a sketch . 
Several large open wells connected in series by a gravity-flow pip::; . 
and finally with a pump-suction well could scar^rely prove an adc- .^ 
quate substitute because the expense of constructing the wells an-^ u, 
the connecting gravity pipe lines would fully equal the cost of 
gallery of equal yielding capacity. This fact seems clear upon tl 
face for the reason that all the conditions affecting the yield ar 
the cost of construction and maintenance are identical in the tv 
cases. But were the series of wells connected by a series of sipho 
of gradually increasing capacity as the suction well is approach 
some saving in the investment would result, although the cost 
operation and maintenance of the water-supply works would 
somewhat increased because of the necessity of having to provi 
and maintain a means of removing air from the series of siphoi 
The uncertainty of a prompt response of a series of siphons to 1 
fluctuating requirements of consumption and the inaccessiblL 
of the several siphons would militate against this method 
development even at a reduced cost of construction. 
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described. There is only one siphon and only one point in thi 
one siphon where there is any possible cliance of an air-locli 
namely, at the vacuum-chamber on or near the down-take inle 
to the suction well, and then only through neglect of the attendan 
at the pum ping-station. The vacuum in the siphon pipe cai 
always be maintained and the water-supply works can always b 
in shape to respond to any demand of consumption up to th 
supplying capacity of the wells. The only chance for a break i 
through the exhaustion of the supply of water in any one wel 
to the extent of exposing the mouth of the branch supply pipe to tin 
siphon, but this danger of a break of the vacuum may be avoide< 
by a small suction well sunk inside the supply well to some deptl 
below the limit of suction ;i5 indicated by Fig. 6. 

This form of construction usually requires less investment 
in water-supply works than does an infiltration gallery. The water- 
supply wells may be sunk with proper appliances by dredging the 
material from the inside as the curb descends through its own or 
a superimposed weight, thereby permitting all construction work 
to be accomplished above the ground-water table with but 
little if any pumping for construction purposes, which is the chief 
source of expense in the construction of an infiltration gallery. 
The cost of operating and maintaining the well system of sup- 
ply should be no greater than that of the gallery system of supply. 
Besides a series of wells can be more readily sunk to a depth which 
will make available practically all of the permanent storage 
in the water-bearing material, as would be the case in the illus- 
tration referred to were the shoe of each of the supply wells to 
penetrate the water-bearing material to a level 4 or 5 feet above 
the clay substratum. 

Tlie general arrangement would perhaps appear more balanced 
were the supply wells distributed on either side of the siphon pipe, 
even though in the matter of yield there might be no matenal 
difference, the welh being naturally distributed in a direction 
normal to the slope of the natural ground-water table. 

Consideration of the matter of an economical substitute for an 
infiltration gallery may be carried a step farther by attempting 
to find a satisfactory substitute for the large open well. This step 
naturally leads to a consideration of a series of small tubular 
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«s raced along either side of the large siphon pi|M* wliicli has 

.^aesi described. These small wells may be either o|xrii m 

oai uu^trn or bored, according to present practice. Iina^im- 

»:ws of s mall wells, one on either side of the siphon pijxi aUiVr 

HnJcd and close enough together to absorb the entire flow of 

iES'that the crater-bearing material is capable of i)assin^ at th«- 

^ssnnna pennissible slope. For the purpose of ascertaining what 

^ aiope shooki be to produce a maximum dis<:harge, or, in oth'-r 

^wfe far the purpose of defining the Hmit to which the w;it'r- 

Safeshoold be depressed near such a system of wells as ha. [/•• n 

*sciibed in order to produce a maximum vekxjty of approarfi 

Sraici the sand and accordingly a maximum di'r.h:irv/:., r"A*:T- 

fltts made to FL?. 7 and the follov.ing solution. 
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h-x 
Substitute in value for Q the value of i= — j — > 

then Q=jx(h—x), 

Now the condition which makes the i2LctoTx(h—x) a maximum 
is the condition which gives a maximimi value for Q and accordingly 
a maximimi velocity of approach through the sand. It is found 
that the value of x which makes this factor a maximum is JA. 

Hence, by substitution, 

k Ik 

Q = jih—ih^h =7 jh^ in cubic feet per day. 

In order to reduce to a discharge in gallons per 24 hours, con- 
sidering the water to approach equally from both sides of a system 
of wells, multiply the above equation by 2 and 7.5, making 

Q =3757*2. 

Reference has been made to an illustration, Fig. 2, where A =20 
feet and ft =1000, and where the observed value of / was about 
500 feet; hence for that case 

_ 375x1000 X20X20 

Q =^^-^-^ =3000 gallons per day. 

500 

That is to say this computed rate of discharge is the maximum dis- 
charging capacity of the stated grade of sand under 'stated con- 
ditions of slope and depth of water-bearing material independent 
of any question of rainfall or river support, and is representative 
of the conditions which make the best use of the available ground 
storage for emergency draft. 

It is evident that a gallery which is sufficiently low in the 
ground to depress the natural water-table over it one-half the 
depth of the water-bearing stratum receives the maximum rate 
of infiltration. But when a system of wells is substituted for 
a gallery, the direct current of approach must break up into a 
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through the strainer opening into the well is the negative head 
produced by pumping. Whenever water does not enter the well 
fast enough through strainer openings of insufficient area the 
pump gradually increases the vacuum in the well, within prac- 
tical limits of course, in an effort to secure a feed of water. 
The resulting but gradually increasing pressure outside the 
strainer eventually packs the sand about the strainer to the 
extent of throttling the already deficient area of openings and 
proportionately the feeding capacity of the strainer. A system 
of wells thus throttled will usually be found to yield a gradually 
decreasing volume of water and finally to decrease the feed to the 
pumps to such an extent as to render the method of water- 
supply development more or less of a failure. 

This throttled condition of strainer is often the direct result 
of the use of a strainer with openings so small that the fine 
sand cannot enter the well. The theory forming the basis of 
this practice may be correct when the sand in which the strainer 
is embedded is generally fine and of uniform texture, but it can- 
not hold good where the layer of sand is an assorted mixture 
in which fine sand is a comparatively small percentage of the 
bulk, for in that case the strainer should be coarse enough to allow 
the finer sand to pass through the openings into the well and to 
be removed mechanically. In fact it is often a most excellent 
practice to give each well a preliminary washing by means of a 
directly attached pimip operated at a rate of pumping some- 
what in excess of that which would prevail in general service. 
Any portion of the sand thus drawn through the openings of 
the strainer and not ejected from the pump with the water 
can readily be withdrawn with a sand-bucket. The remnant 
of coarse sand about the strainer prevents the subsequent ad 
vance of fine sand in the same manner that the graduated grave 
layer of a sand-filter prevents sand entering the imderdrain. 

The danger of further movement of fine sand after such i 
washing is very remote because of the rapidly decreasing velocit 
of flow through the sand as the distance from the center i 
the well increases. In order to determine what this velocit 
may be and the law by which it increases as the well is approachr 
it is necessary to devise a mathematical expression embracij 




■\ ^ 
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It is also known that the quantity of water which flows 
through any cylinder C must also flow through any other cylinder 
Ci, C2. 

In the general expression for velocity v=ki, where A=the 
factor of resistance and i is the slope which for any in- 
finitely small arc of the curved water-table of radicil flow may 

dx 
be expressed by ^. Hence 

dx 

'-'%•* <^) 

By substituting the value of v of equation (i) in equation (2) 
there follows: 

c Ax dp , - 

p dp p 



or 



c I —=k / dx=clog^p^kx+C, 



(3) 



Now if the distance from the well to the boundary where 
the water-table of approach to the well meets or becomes the 
naturcil water-table be represented by R with its corresponding 
value of X =A, the natural depth of the water-bearing material, 
and the distance from the center to the exterior of the well by r, 
where the value of x=x, we may substitute these values in equa- 
tion (3) and solve for C. Hence 

clog, (7? + r)-AA=C, 
clog,r — kx =C. 

Now placing the values of C equal to each other there follows: 

(^og, (R+r)-\og,r]=k(h-x), 

k(h-x) 

c = T^n:^ (4) 



- m 



* The theoretical portion of this demonstration is suggested by Prof. Slichier's 
analysb of radial flow in Nineteenth Annual Report of U* S. Geological Survey. 
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In formulae (4) to (8), inclusive, the natural logarithm (lege) 
is used and may be found by multiplying the common logarithm 
by 2.3. The reduction is made in the formulae which follow 
and the logarithm indicated by c.l. 

Formulae (5) to (8), inclusive, should be multiplied by a factor 
of resistance of flow from the sand through the strainer, and so 
far as investigations have gone they point to a range of values 
of 0.17 to 0.25. Accordingly the reduced formulae become 

^max. =0.114 to 0.17 — T^-pTT (9) 

"•'• (-7-} 

T^max.=0.073tOO.II J^qi^T * ' ' * (^^^ 



U.I. {^ 



For general application formulae (5) and (6) similarly cor- 
rected become 



x{h'-x) 



g =045 to o.68fe ,j^l'^ (II) 



k{fi-x) , , 

» =0.146 to 0.22 ,p , . . . . (12) 



, c.i. (5±r) 



The above formulae, (9) to (12), inclusive, when applied to the 
flow into small wells like the ordinary drive or tubular well may 
be still further abbreviated without appreciable error by writing 

for com. log. I j, com. log. (-r), where D=diameter of the 

outer extremity of the zone of depression and d=the diameter 
of the well. 

A still further reduction may be made of the formula? for 
special application to tubular wells by assuming the average 
diameter of a tubular well to be J of a foot and that the average 
radius of the zone of depression is 1000 feet, then the com. log. 
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may be considerably shorter, as, for instance, when it is desirable 
to confine the strainer to a coarse material underlying a compara- 
tively fine material and to absorb the water in the superimposed 
fine matericil through the coarse material. Thus while the length 
of the strainer need never be more than half of the depth of the 
water-bearing material, it may be considerably shorter, depending 
upon the relative porosity of the several strata and upon the 
support which the 5deld of the supplying gravel receives from the 
rainfall or other sources. 

In every instance, however, the diameter of the strainer should 
be one which will admit of perforations of a sufficient aggregate 
capacity, within the limits of the desired length, to absorb the 
water as fast as delivered from the sand at its maximum rate of 
flow. This statement is also true of a strainer of greatest length 
in a water-bearing matericil of practically imiform texture. 

An approximate formula for the area of strainer openings may 
be derived in the following manner: Let the discharge through 
a rectangular orifice be represented by the formula 



^ = (cbd\/2gh' ) F, in cu. ft. per sec., 

where c =a coefficient of resistance of discharge =0.6; 
6rf= aggregate area of strainer openings; 
y/2g = effect of gravity =8; 
A' = velocity head =h — X] 

F=a factor of reduction to discharge per 24 hours or 
bined with a factor to cover blank space between slots and 
reduction of area of slots resulting from contact of sand 
gravel = (F'F'') =1^x86400. 

By substitution and reduction, 

Q' =27648bd\/ h - X. 

Since the radial flow at the well must be equal to the 
through the strainers, we may place Q of equation (13) equal 
and solve for bd; hence 



2y648bd\/h-x=o,i25 to 0.19 kx^h—x), 
or 6(^=0.00065 to o.ooi kxy/h-x, in square inches, . 

or (6i)max. =0.00016 to 0.00025 kh\/2h, in square inches. 
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crevices and freely through a 12-inch bore-hole penetrating 12 
feet below the bottom. The yield of the well was never accu- 
rately measured, but was approximately 60,000 to 70,000 gallons 
per day, and after a short period of time seemed to come chiefly 
through seams, fissures, and drill-holes in or near the bottom, the 
sides of the well becoming quite thoroughly drained. Similar 
conditions of flow were observed in other wells and in a tunnel cut 
through sand rock. The physical conditions surrounding the flow 
of subterranean water through rock are found to be more complex 
than those governing the flow of water through sand and gravel 
deposits, and accordingly wider departures of the actual yield of 
water from wells, theoretically computed from formulae, may be 
expected. However, there appears no good reason for the modifi- 
cation of the formulae hereinbefore offered, at least in the general 
form, although the constants and relation of factors may be altered 
to suit localities where investigation has developed the con- 
trolling physical conditions. 

This line of discussion might be pursued further were it not for 
the fact that rock wells are not the usual form of ground-water 
supply development except in a comparatively few favored local- 
ities where heavy artesian flow is available. Moreover, the expense 
of developing large quantities of water from rock formation sup- 
plying only non-flowing wells is heavy per unit of volume of water 
thus developed — in fact very much heavier than is the cost o 
developing an equal flow of water from sand and gravel deposits 
and often greater than the cost of the purification works require' 
to purify an equal amount of surface-water. 

Returning to the subject of well-strainer, it may be stated th. 
the form of strainer is an essential consideration in the develo 
ment of ground-water supply and can in nowise be restrict 
to any particular standard of manufacture. The ordinary dri\ 
well strainer, composed of a metal skeleton surrounded with w 
gauze and a perforated sheath of brass plate, is sometimes 
jured seriously in driving and is altogether unsuited to a con 
water-bearing bed of sand and gravel. This form of strainc 
usually employed for wells of 2 to 3 inches in diameter, and in * 
regard is open to the serious objection of being forced out < 
vertical direction by an obstacle like a stone or buried log of w« 
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be SO short that the depressed water-table shall not come below 
the strainer openings, for the air which enters the exposed slots 
will destroy the vacuum formed by siphon action or by the pumps. 
The strainer attached to the drop-pipe through a reducing special 
has an open bottom resting on an artificially made bed of heavy 
gravel and absorbs water through large vertical slots. It may 
be made of ordinary wrought-iron or steel pipe. 

Like the previous case the wells must be excavated through : 
casing-tube larger in diameter than the strainer, the bottom < 
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gravel deposited inside the tube, the strainer and drop- 
justed to position, then the outer casing must be carefv 
drawn. The bed of gravel should be deep enough to s 
free flow of water through the open bottom of the strain< 
as through the slots. 

When the water-bearing material is not coarse enoog' 
of this form of construction and is about uniform of texi 
stitute may be employed, as shown by Fig. ii. In tl 
the casing with attached strainer plugged at the bott 
to the impervious substratum or to an intermediate 
neath the surface of the ground. A smaller drop-[Hpe ' 



x;-i'-,t»* ,.>u5<*-r«r ^tH" itrut ; -^^ij- ^x riotix'Ojd concrete under 
^cvv't vutv. *7V >5*w A o,»uv-ti*K <acuii£ r^ xxraed in the bot- 
A.tM , V th; -tt;»iv*t :u ^■Anvtm tict*^ ^^'^ rx* rr,T>rc crade for each 
vuK uiu .<tv.:i >^Xiui >:::i>uii^ imx jrb^rr rie rqv ts l»ud and 
v)utvtg: i tjuy !>; ivuihi jtu act .rt 'jruviwiof weu nrr^iid to rigidlv 
Nui-^v^^^ ^'«bci^ PH^ whtjre it eaters the beH or its neighbor as a 
i>it>vh>i%ni j^diife^t settlement or straining of a joint when the 
cMith leinoved from the trench is returned. 

It is necessary to provide a chamber of considerable size at 
the point where the sif^on descends into the suction well. An 
air-pipe should lead from the top of this chamber to a dry vacuum- 
pump located in a convenient place, preferably in the engine- 
room, with which to exhaust the siphon of air and gas accumu- 
lating during the operation of the siphon. The down-take pipe 
should descend to a level in the suction-well twenty-five or more 
feet below the level of the pimtip. When laid out in this manner 
the sif^on line should be found, and if the work of design and 
construction is carefuUy done, will be found as positive and 
reliable of operation as any form of construction that can be 
devised. 

The substitution of a suction-pipe for a siphon is scarcely 
warnuitcd from a purely technical point of view, gjthough some- 
times advisable in connection with a small water-works or when 
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tlu^ Ks\il nuKstrata are of such a character as to entail unusually 
U^\u\ v\\piij^c iu th^^ construction of a suction well deep enough 
tv^ W^im tho iv^jui^tc vacuum. In such instances a vacuum 
v.IuuuIk'1 u^\i» tho |Himi>s is necessary and sometimes in addi- 
uv'u u^ i\w vhamU'i an air-trap in the suction-pipe similar to 

Hw iMpv^ suWiii^ tho trap from the wells is a few inches 
"V^iv^V UvA^ Vh^' \fi)^ b^viiVE the trap to connect with the pumps, 
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The rising pipe of the trap should be large enough to admit of 
easy circulation of water in dropping ftxim the inlet to the out- 
let, and at the top should have an air -pipe connected with a 
dn,' vacuum-pump. If the trap is large the effect of pump pul- 
sati(Hi upon the well may be greatly softened. 

Usually the line of water-supply development b restricted 
to a direction normal to the slope of the water-table. There- 
fore the requirements relating to future extension should be 
given due consideration during the original design and con- 
struction. Accordingly it may not always be the part of economy 
to reduce the diameter of a siphon or suction pipe as it recedes 
from the station and finally to end it in a pipe of a capacity for 
the flow of but one or two wells. This course of procedure, though 
common with small water-works, is injudicious, for it defeats all 
aims at economy when the occasion arises for an extension. The 
velocity head and frictional resistance of flowing water in either a 
siphon or suction pipe, as well as in the drop-piijes of the wells 
and through the well-strainers, are proportional to the vacuum 
up to the practical limit of 20 to 25 feet. If for any reason the 
line of pipe connecting the system of wells is too long or of insuffi- 
cient size to admit of the full flow of the wells without increasing 
frictional resistance beyond the supporting power of the vacuim) 
the system becomes throttled in the proportion that the resist- 
ance of full flow exceeds the available vacuum. Consequently 
a constructed system of piping connecting a series of wells which 
in the outstart absorbs the head produced by an available vacuum 
will gain little, if any, by extensions of any sort, Therefott a 
liberal allowance of pipe capacity is essential even to the cylciit 
of a uniform diameter of siphon or suction pipe in anticipation 
simply of future extensions. 

Perhaps a diagram may make the pohits more evident and 
impressive. 

In sketch, Fig. 13, is illustrated a siphon connecting a series 
of wells discharging into a suction well, also the suction pipe from 
the pumps entering the suction well. The natural ground-water 
table is shown by the higher of the two broken lines and the 
vacuum line, say 20 feet below the center of the pump-plungers, 
by the lower broken hne. The air having been exhausted'^ 
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jointed cast-iron pipe with a slab of reinforced concrete under 
each joint. The slab of concrete should be formed in the bot- 
tom of the trench to conform nicely to the proper grade for each 
joint and each special casting, and after the pipe is laid and 
jointed it may be found an act of prudence well repaid to rigidly 
support each pipe where it enters the bell of its neighbor as a 
provision against settlement or straining of a joint when the 
earth removed from the trench is returned. 

It is necessary to provide a chamber of considerable size at 
the point where the siphon descends into the suction well. An 
air-pipe should lead from the top of this chamber to a dry vacuum- 
pimip located in a convenient place, preferably in the engine- 
room, with which to exhaust the siphon of air and gas accumu- 
lating during the operation of the siphon. The down -take pipe 
should descend to a level in the suction-well twenty-five or more 
feet below the level of the pmnp. When laid out in this manner 
the siphon line should be found, and if the work of design and 
construction is carefuUy done, will be found as positive and 
reliable of operation as any form of construction that can be 
devised. 

The substitution of a suction-pipe for a siphon is scarceb 
warranted from a purely technical point of view, gjthough some 
times advisable in connection with a small water-works or whe 
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the loccil substrata are of such a character as to entail unus 
heavy expense in the construction of a suction well deep ei 
to form the requisite vacuum. In such instances a v< 
chamber near the pumps is necessary and sometimes in 
tion to the chamber an air-trap in the suction-pipe sin- 
that of Fig. 12. 

The pipe entering the trap from the wells is a fev 
higher than the pipe leaving the trap to connect with the 
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from the siphon pipe and siphon conditions having been estab- 
lished therein, the head of water under which the siphon works 
is represented by the difference of level between the water in the 
suction-well as it is depressed by the operation of the pumps and 
the water in the ground at natural ground-water level or the head 
BC + CD. This head becomes a maximum at the lowest level 
that the pumping-engine is capable of maintaining the water m 
the well. The head AB represents the lift of water produced by 
the vacuum conditions from the natural level of the water-table 
to the highest point of the siphon pipe and reduces to zero when 
the siphon pipe is laid at the level of the natural ground-water 
table. This head AB has no bearing upon the flow of water 
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through the siphon, for when the water in the well rises to the 
level of the ground-water, flow through the siphon ceases and 
the head AB, which is a negative head, simply holds the water 
in the pipe system, that is to say, keeps the system primed. The 
amount of this negative head or Uft that is permissible depends 
upon the practical limit of a siphonic vacuum, 20 to 25 feet, and 
upon the amount that it is desirable to depress the natural ground- 
water level. From the standpoint of economy of construction, 
it may have some plus value with relation to the ground-water 
table in order that the work of excavation may be ''in the dry." 
The head BD between the ground-water table and the vacuum 
line is made up of two parts, the part BC representing the dis- 
tance between the normal water-table and the depressed water 
table at the wells, or the head consumed in producing the flow o 
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resistance head at well lo of 3.7 feet, while at well i it is 7.5, 
with a velocity of flow varying from 2 feet at well i to nearly 4 
feet at well 10. 

The heavy resistance head at well i resulting from an effort 
to put an additional 1,000,000 gallons of water through the 
original 1000 feet of siphon pipe extends its effect throughout 
the extension and leaves a very much reduced head, //G, to in- 
fluence the velocity of approach of the ground-water to the wells. 

The hydraulic conditions will not manifest themselves pre- 
cisely as outlined, because in the actual adjustment of the hydrau- 
lic conditions the true hydraulic slope line will he somewhere 
between the Une EF and GF corresponding to some intermediate 
rate of discharge from the 20 wells on the 2000 feet of siphon 
pipe considerably below the 2,000,000 gallons rate used as the 
basis of this estimate, the case being somewhat exaggerated to 
show the error into which one may fall if due consideration is 
not given the question of probable future requirements in the 
original design and construction. Had the future requirement* 
been anticipated in the first illustration, the size of siphon pip« 
would have been fixed larger than 12 inches. 

An effort to increase the flow of the entire system of wells, V 
independently increasing the vacuum on the siphon, would crea 
conflicting siphonic conditions whenever that vacuum hne f i 
below the vacuum line indicated by the level of the water in 
well, for then the direction of siphon-action would be revei 
from the point where the independently-made vacuum line 
below the water-level of the suction-well, and accordingly i: 
would be a tendency towards flow from the suction-well intc 
ground. Moreover, this siphon pipe should be large enough 
a line KL drawn parallel with the ground-water hydraulic 
line of the highest possible rate of draft, from a point A', 2 
above the vacuum line, shall be above the siphon at all j 
otherwise the siphon will flow only partially full or with a j 
ing flow through that portion above the line KL. 

There is no necessity of setting the pumps or the siphc 
lower than is necessary to produce a vacuum which ins 
average depression of the ground-water table lower than < 
the depth of water-bearing stratum. 
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I kh^ 

Q= 7- =200 cu. ft. per day per lin. ft. and double this 

amount, or 400 cu. ft. per day, for both sides of 
a line of weUs. 

The average maximum discharge of a tubular well under 
the conditions stated may be approximated by formula (15). 

^max. =0.0475x^2=19,000 cu. ft. per day. 

The distribution of the wells may be approximated by divid- 
ing 19,000 cu. ft., the capacity of one well, by 400 cu. ft., the 
discharge per lineal foot of water-bearing material under a head 

h 
of - = io feet, and amoimts to 47.5 feet. 

Having no analysis of the water-bearing material, assume it 
to be uniformly a No. 36 sand, the size previously computed. 
Observations of the capacity of an ordinary slotted brass strainer 
with slots i^- inches long by 1/32 of an inch wide and 13 per 
cent of the total metal surface indicate a capacity of about 
12,000 gallons or 1600 cu. ft. per day per lineal foot in fine sand. 
Accordingly a strainer of this rated capacity should be about 
12 feet long to absorb 19,000 cu. ft. of water per day. But as 
the limit of length is 10 feet the deficiency must be made up by 
increasing the slot area or efficiency above that of the rated 
strainer. 

The velocity of radial flow at the exterior of the strainer is 

--Ty or 1210 feet per day for a strainer 6 inches in diameter. 

This diameter tested by formula (16) became 

_ 0.03x1000x20 - - ^ 

a = ^ =0.405 of a foot. 

1210 ^^^ 

The diameter of a drop-pipe which can discharge 19,000 cu. ft. 
or 142,500 gallons per day with a frictional loss of i foot in 
25 feet, including valves and fittings, is about 3 inches. The 
requisite diameter of drop-pipe is so mucti less than the diametar 
of the well that the open-well plan of development naturally 
suggests itself. Of course the drop-pipe should be as short as 
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from 2500 feet of tubular-well development depends upon the 
extent to which it can be sustained by the rainfall together with 
the substantial assistance of river reinforcement when necessary, 
and embraces a discharge of 2000 gallons from two sides or 1000 gal- 
lons from one side per lineal foot of the line of development. 
It requires an average velocity of approach of over 6 feet per 
day in terms of a soUd coliunn of water at a grade of about 24 feet 
per 1000 feet and a catchment area extending over 6J^ miles back 
from the line of development absorbing 17 inches of the annual 
rainfall, or heavy local river-reinforcement. 

Where conditions confine the support of the yield largely to 
one side of the line of development, the foregoing measure of 
velocity, grade, and area of catchment territory must be propor- 
tionately greater or the yield must be better sustained by river 
reinforcement. 

For a second illustration consider the Muscatine conditions, 
where the saturated bed of gravel is 35 feet deep of an 
average effective size of sand of No. 18, corresponding to a value 
of k equal to 4000, but underlaid with 10 feet of No. 13.5 gravel, 
corresponding to a value *of k equal to 8337. The greatest per- 
missible depression of the ground-water table by pumping is 10 
feet and the corresponding value of discharge for average porosity 
of the sand by formula 13 becomes 

Q^o,i()kx{h-x)-=o.i(), 4000, 25(35 — 25) =190,000 cu. ft. 

per day, equivalent to a velocity of radial flow at the circumference 

of a 6-inch well of ;: — :: =4840 feet per day. But as it is dc- 

3.142, .5, 2^ 

sired to confine the strainer to the 10 feet of coarse material and 

at the same time take advantage of the full yield of water for the 

10 feet of available head, the requisite velocity of radial flow 

becomes X 4840 =10,088 feet per day. Accordingl thi 

strainer must have a diameter which admits of the cutting of . 
grade of slots which shall have sufficient hydraulic efficiency t* 
absorb water at the rate of 190,000 cu. ft. per day. 

Applying formula (17) we find for the grade of san- 
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This exceedingly small slope can scarcely produce a velocity of 
ground-water flow in the direction of the valley greater than f our- 
or five-tenths of a foot per day, and is rendered almost ineffec- 
tive by reason of the controlling effect of the slope approximately 
normal to the general direction of the river, which usually exceeds 
the former tenfold or more. The influence of flow riverw^ard so 
far predominates that the underdrainage from the town can pro- 
gress but slightly in a direction parallel with the river. The drive 
of ground-water inland during a rise of the river can scarcely 
modify the general direction of flow riverward, because when the 
crest of the flood-wave has passed and the river recedes rapidly 
the resulting increased ground-water slope accelerates the under- 
flow in the direction of the river. 

A local drought may flatten the ground-water table somewhat, 
but scarcely to the extent of giving the balance of power to a 
parallel tendency of flow. Should the drought become protracted 
and extensive its influence progressively reduces the discharge 
of the river and the resulting falling stage maintains the normal 
slope of the water-table as the river draws upon the undergrounc 
storage for its support. 

It is conceivable, however, that in valleys of heavy slope tli 
parallel flow may at times predominate. In that event the el 
ment of time becomes a factor and the interval which must elaj 
between the introduction of pollution from town drainage and i 
arrival of the water at the site of the water-supply may be fi: 
sufficient to remove everything but the evidence of past polluti 
A study of local conditions should in any case determine whci 
apprehensions of pollution have any substantial support. 

Generally the danger of serious pollution of the chara 
referred to is to be guarded against chiefly in the immec 
neighborhood of the water-supply works, and if proper precau 
are here observed to prevent deposits of polluting matter u: 
groimd the really dangerous element of imdergroimd-watei 
lution will have largely disappeared. 
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remedy can be none too speedy. The rusty-colored liquid which 
marks the morning flushing of a service pipe or is periodicaDy 
ejected from a hydrant on the dead end of a street pipe does not 
inspire one with much faith in the medicinal quaHties of a chaly- 
beate water whatever the facts may be with reference to the 
water freshly drawn from the ground; in fact there is no asso- 
ciation with it about the household that can inspire much respect 
or promote much friendship for it. 

The remedy for iron in water has many suggestions in nature. 
Wherever spring-water containing iron emerges from the ground 
a rusty deposit follows the course of the rivulet for a considera- 
ble distance from its source. The oxide of iron, adhering firmly 
to almost any obstruction with which the minerahzed water come- 
in contact, is the result of the aeration which the water naturall\ 
receives during the first brief period of its surface flow. Thi 
natural process of oxidation by aeration can be much hastened 
by spraying the water in any manner which will expose it tho 
oughly to the atmosphere. It has been successfully practice 
abroad for many years and to a more limited extent and for 
briefer period of time in this country. 

The attractive part of the process, although purely a chemi 
process, is that it is altogether natural and accordingly reqii; 
the use of no chemical to promote chemical action. The 
supplies the chemical that is needed to oxidize the iron 
reduce it to an insoluble condition. Another attractive fea 
is that the process may be applied very cheaply and eq 
successful on a large scale as well as on a small scale. 

After the iron is precipitated as an insoluble oxide the pr( 
of straining or filtering out of the water the iron sedimei 
problem in many respects similar to the clarification of a si 
muddy surface-water. As much as 90 per cent of the iroi 
be removed by sedimentation practiced under very fa\ 
conditions, perhaps more favorable than is attainable in 
ing a water-works. The process of sedimentation, how< 
too uncertain to apply to the removal of iron except a> 
liminary process intended to precede and to lessen the 
filtration. 

It is not unusual to find iron present in ground-wati 
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upon the bed-rock underlying the Missouri River valley a 
surrounded by a stratum of coarse sand 21 feet thick overla\ i 
the rock. The site of the water-supply is about four miles fr» 
the town and is the only accessible site promising to furnish 
unfailing supply of water. 

Although the presence of iron in the ground-water was obsei 
at the time the works were constructed over seven years . 
no funds were then available for a purification works and accc 
ingly no effort was made at the time to introduce them. 
was remarked at the time of construction that the iron ni 
diminish with the protracted and continuous use of the wi 
but after six years of water service the iron increased ra 
than diminished, and at the time of the construction of the 1 
fication works the iron amounted to about | of a grain to 
gallon or about 12 parts per milUon. During the six years ot 
of the iron water the annoyance gradually increased and poj 
objection, intensified accordingly. 

The results of the operation of an experimental plant en 
and operated for the purpose of demonstrating the feasibili' 
removing the iron led to the following conclusions: 

1. Aeration completely precipitates the iron and reduc 
to a condition in which it can be partially removed by i- 
dence and thoroughly removed by filtration. 

2. Subsidence alone can remove but about 80 per cc 
the iron under favorable conditions in a subsiding basin 
capacity one and one-half or more times greater than the * 
mum daily water consumption. 

3. Filtration of the aerated water removes practically n 
iron, that is to say, reduces it to 0.05 part per million. 

4. The amoimt of iron in the natural water is so larg« 
preliminary subsidence after aeration of the water will ^ 
the work of the filter and prolong its life between scraj^ 

5. By combining in one process aeration, subsidenc* 
filtration an attractive water can be funiished wliich v 
foimd as pure and wholesome as the best spring-water. 

The purification plant as constructed consists of thn 
centric rings of concrete. The inner ring is 17 feet, tht 
die ring 38 feet, and the outer ring 60 feet in diame 
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A 6-inch pipe delivers the water from the well pump into 
the aerator. The aerator consists ot four trays, each 2 feet by 
6 feet in the clear and 6 inches deep attached at two feet inter- 
vals to four posts set upright on the bottom of the aerator basin. 
Each of the four pans has a bottom of No. 8 wire net with |-inch 
mesh supporting a galvanized iron lining peforated with ^-inch 
holes spaced J inch apart. The water from the rising main 
enters the uppermost tray in a sheet about 6 feet wide and 
showers down through the perforations of the succeeding pans 
into the basin below. The total drop of the water is about 8 feet. 

An 8-inch suction-pipe connects the clear-water basin with 
the high-pressure pump which delivers the purified water to 
the consumers. 

The bottom of the clear-water basin and filter receptacles, 
the center and the inner curbs and the roof are all of 1-3-5 lola 
Portland-cement concrete, reinforced with the Johnson cor- 
rugated steel rods. The exterior curbing is banked with earth 
and the concrete roof has a covering of earth 18 to 24 inches 
deep. 

The aerator is surrounded by a concrete curb 2 feet high 
and a brick curb for an additional height of 7 feet. It is open 
at the top. 

The bottom of the filter receptacles, clear-water basin, and 
aerator basin were constructed in radial block alternately. The I 
outside curb of the clear-water basin and one-half of two division 
walls were constructed monolithic. The middle curb, the other 
half of the two division walls above referred to, the regulating 
wells, the outside curb of the filters, and half the division wall 
between the two filters are constructed monolithic as shown by 
Plate VII, page 91. Plate VIII, page 93, shows the inner curb 
completed and the outer forms removed; Plate VII is also a gen- 4 
eral view of the work during construction. Plate IX, on page 95 
and Plate X, on page 97, show details of construction at differen 
stages of progress. Plate IX in particular gives an interesting vie 
of the method of constructing the roof slabs of concrete in foni 
suspended from A-shaped wood frames. Tlie entrance to f: 
clear- water basin is where the ladder is seen protruding, the squi^ 
opening is the regulating well, the A frames over the filters wi 
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6 sieve, loo per cent. 
10 " 97. f 



14 
18 



60 
80 



The effective size is No. 47 or 0.41 mm.; the ^ 
coefficient 2.12. 

The first filter put in commission furnished tl^ 
record: 

ist day, filter-head, 6 inches, rate 367 gallons B 



2d •' 


8 •' 


367 " 


3d '• 


9i •• " 


367 •• 


4th •• 


•• 11} •• •• 


367 " 


5lh •' 


,7 .■ 


367 •■ 


6th •• 


19 " 


367 •• 


7th ■■ 


25 


367 " 


8th " 


30 •' 


367 " 


I2th " 


•• 56 •• " 


367 ■• 



The filter was scraped on the twelfth dayl 

A run of forty-nine days gave the following i 

stantijiUy represents a fair rating of the fUten 

Total amount of water pumped 

" " " dirty sand removed 

Numbere of times the filters were cleaned. 
Gallons of water pumped for each i inch 1 

sand removed 

Number of cubic yards of sand removed J 

each 1,000,000 gallons of water filtered^ 
Number of gallons of water filtered for each c 

yard of dirty sand removed 

Within six months after the filtered wat. 
the dty, the water consumption had practi 



1 

4 


^H ^HHS^ ^Ki ^^^^1 


i 


L iii\E| 


^^^^ W ^^^^^r 



ii6 H-.-*r£-r <:f.~:.5v 

•ihon-n immediately behind the men si::ir.; ■:- tiie r^rirt: • 
and back of the tower W.1II5 is the wiil c: :r.T r".::::;-r;v — . 
i.-:e upon the reiniorced-concrete wiii? cccl>=ir.t :r.t c'v^-r-v 
basin. 

Plate X\" shows the high-prcs=ure ■p-.zir.-pir.z-^-r-r.i ir.s'.^'J.:-. 
The engine sets upon the rc«:i of "he c;e^-"A.iter bi>;r.. « h: 
also the floor of the engine-rooni. Tr.r-jCih thr -ir-fr. i:>.: 
in the partition wall the front? oi the b.ilvrs -'.::y r-i i<^r.. 

The bottom is a continuous sUb c: ::r.:re;r :rr r-.th 
dear-water basins and the niters, but ir.iL:>.r.i-.r.: c: ej^h 
The side walls and roofs are monoiithi-: bu: sc- ::r:ned that the J 
concrete box composing the filters is tr.nrt'.y ir.iependent o(l 
that composing the clear-water Ixisin. The sever-il jvimtioo v 
in the clear-water basin are so formeid is :v> mike w^o re^nlati 
wells, a pump-pit for the well pump, aci two comiurtiiients I 
the storage of filtered water. .\ ciccreie r.»f covers the pc* 
where water is stored and forms the i<y>r of the er.i:ii»e-rtioco,J 
stairway leads down into the pump pit. manholes are : 
over each division of the clear-water ba>in, and wooden < 
protect the re^pilating wells. The side walls of the dear-w 
basin are the foundation walls of the ensiae-room pan oi j 
puinpine-station. The high-press-ire purr,p sets upon steel t 
beams molded into and made a part of the r'X>: ci the 
water basin. 

The foundation walls of the b-r-iler-house and boOers j 
upon natural earth and are not monolithic with the dear-iil 
basin. 

The filtei? are di\-ided by a lon2ir.idir..\l wall ilir 
center, iormins two c-qual cr-mpartments, .\ conv 
both filters with the cxcepii-jn 01 :iS.'Ut 5 :~t a 
tilters r.-xt to the building. .\ pir.ir'.-: wii: j; i-. 
entir-riy iround the cov-.-:..-i rr.'ti.r. ■:: ::.e r.I; 

up">n th-i riri?^' ^v^^ll >■:— -"h::; ::.r Iircr openings | 
!:Irers. T:.'l~ :-wer vn:!'^-' :^v: ~^'.~ ■:: A^rAtor tray* 

mvnd w:-rks f.r.'.y ir. lir.-;.;! ii~ ■■->:: r.s. 'cy.-ir.t: '. by 4 
water ir. showering thr'iugh ::■.■:- :r.ivs dr-rps about 11 
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operations successfully without the aid of skiUed assistance except 
for a few days when the purification works are first started, and 
then only to teach the attendant the principles and the few 
mechanical restrictions under which the puritication works should 
be operated. 

The hygienic quality of the water which is the product of 
such purification works as the two just described is of the highest 
rank. The aeration which the ground-water receives not only 
oxidizes the iron but also substitutes air for the gases so often 
present in an iron water. Filtration imparts to it a clearness 
which is always delightful in a drinking-water and a perfect free- 
dom from the inky taste of the fresh well-water. In fact there is 
so complete a transformation of the hygienic qualities of the 
water in passing from the well through the aerator and filter 
to the clear-water basin that, so far as one may base a judgment 
upon taste and appearance, they are waters of totally different 
characteristics, and the same statement may be made of the water 
with regard to many domestic uses. The method of purifying the 
water leaves no room for the suspicion of the presence of unpleas- 
ant or undesirable by-products of chemical treatment which so 
often attaches to the water from filters or settling-basins which 
perforce must use a coagulant to remove the sediment from 
surface-water. In the one instance the chemical action result- 
ing in the oxidation of the iron is altogether natural and diminishes 
the amount of both mineral and organic matter present in the 
fresh well-water, while in the other instance the use of the coagu- 
lant adds to the dissolved mineral of the raw water and also some- 
times leaves suspended in a clarified river-water a portion of the 
coagulant in a hydrated form. 

No possible exception can be taken to the bacterial purity of 
filtered iron water, for could any suspicion whatever attach to 
the well-water naturally filtered, the suspicion is entirely elimi- 
nated by the second process of filtration in covered filters and 
the subsequent storage of the doubly filtered water in a covered 
storage basin. No artificially filtered surface-water can surpass 
the doubly filtered well-water in hygienic or bacterial purity- 
Moreover, the filtered iron water approaches more nearly the 
popular conception of a desirable drinking-water than any pun- 



114 IV A TER'S UP PLIES. 

natural facilities in this direction are not confined to the require- 
ments of small cities and towns, but by proper forms of develop- 
ment they may be made available for cities of considerable size. 

It will certainly pay any city to make thorough investigation 
of the availability of ground-water in its vicinity before grappling 
with the highly expensive problem of surface-water purification, 
for expensive construction and maintenance must precede success- 
ful and satisfactory operation of purification works. 

A zeal to stimulate the growth of high ideals as to what 
constitutes a standard of hygienic purity and to give struc- 
tural expression to these high ideals should not lead one to 
such extreme lengths as to claim for the purification works whicVk^ 
depend upon ceaseless vigil for efficiency of action the lofties 
structural expression of such ideals, but rather influence one t 
accept such works as desirable and necessary only in the abseno 
of means and facilities of obtaining structural expression in 
simpler, more direct, and less expensive form, wherein skill 
surveillance is reduced to a minimum because of the fact thm.= 
the source from which the water-supply is derived is eit 
unpolluted or so surrounded by natural safeguards as to ren 
artificial pollution a remote probability or even a bare po 
bility. All energetic efforts towards progress tend to develo 
few extremists either in fact because of their extremely optimi^"^ 
or visionary views, or so called because their energy and t^^= 
sight keep them well in advance of the general procession- 
switch to by-roads from the general direction of progress, »=^ ^ 
tion, retrograde movement, a return to the old but newly p- 
and better-lighted route, a renewed advance are the accom 
ments of general progress in technical as well as in other e 
day pursuits. 

Thus upon the opportunities of a community to learn 
appreciate progress, upon its means as well as upon its 
depends very much the perfection of water-supply develops 
in individual cases. Often simple though fairly effective me't 
of water-supply may lead to a quicker and better appre 
of high ideals of hygienic purity than more complex m^^ 
which require the exercise of special skiU in the attainmer:*- 
good results. Accordingly clear and wholesome natural 






CHAPTER II. 

RIVER-WATER SUPPLY. 

Rivers usually constitute a frequent and unfailing source 
of water-supply and are probably more in demand for this pur- 
pose in the central and southern portions than in any other sec- 
tions of the country. But it is seldom that the river-water can 
be used without some sort of purification. Purification works 
add much to the expense of the construction, maintenance, and 
operation of a system of water-works, and when successfully 
operated demand no small amount of attention from the manage- 
ment and attendants. In the East, sewage and manufacturing 
wastes constitute the chief source of river pollution, while in 
the Middle West, where these sources of pollution are relatively 
less, there is an exceedingly large amount of sediment carried 
in suspension by nearly all rivers and streams which needs to 
be removed. Problems of water purification, while having the 
same object in view in all sections of the country, receive solu- 
tion in a manner differing very much in the mechanical details 
of the purification works. For instance, the filter is usually 
considered the essential requirement for removing sewage pollu- 
tion, and the settling-basin or a combination of the settling- 
basin and filter for clarifying muddy water. 

In order to present the practical side of the several methods 
of water purification, it is necessary to pursue the description 
considerably in detail, particularly that portion of the descrip- 
tion relating to the preliminary treatment of river-water n 
preparing it for filtration. 

Clarification alone is necessary when a naturally ix^^^"^ 
water can be made wholesome by removing the sediment 'W™^ 
it contains. This is frequently accomplished by the use ^* ^ 
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culty in this method of operation is the one of drawing upon 
the division containing the subsided water for any large per- 
centage of the contained water without disturbing and drawing 
into the effluent pipe a considerable portion of the intensely 
muddy lower water which has grown dense with deposits from 
above. The sediment descends very slowly through the lower 
water before final repose in a compact form at the bottom of 
the basin, and when in this semi-fluid state it is very unstable 
and naturally mingles with the less turbid water from above 
as it eddies into the effluent pipe. Even a more serious objec- 
tion to the fill-and-draw plan of operation is the one that a 
river-water does not respond equally on each and every day 
to the process of natural sedimentation, as the amount and 
character of the sediment in river-water varies or as the tem- 
perature changes. Within a single day the water in a settling- 
basin operated on this plan may change from one slightly turbir 
to one decidedly muddy and opaque. Moreover, a coagulan 
when needed must be introduced into the raw water as take 
from the river by the piunps, and when so introduced much 
it is absorbed or subsides with the heavy sediment, leaving t 
fine sediment practically unaffected by the process of coat 
lation except when the coagulant is used in excess. The obi 
tions mentioned are so serious that the settling-basins o 
inally constructed to operate on the fill-and-draw plan are gi 
ually being remodeled to operate on the continuous flow plan. 

The continuous- flow method of sedimentation provide? 
the passage of the water from one division of the basin to anr 
successively, the muddy water being introduced into the 
division of the series and the clarified water being stored 
abstracted from the last division of the series. Progressive 
mentation takes place during the interval of transit from di 
to division. 

The simplest method of communication with the sei 
divisions of the settling-basin is by long depressions oi 
in the division walls, together with suitable by-pass pi 
conduits to facilitate the emptying and cleaning of any 
the divisions without disturbing the operation of the oth* 
sions of the series. 
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iilters. During the process of cleaning either one of the two 
divisions of the basin the other division can be operated singly 
in connection with the effluent well, 

A three-division basin {not constructed) operated on the 
displacement plan is shown in Fig. ig. The principle of opera- 




ticMi of this basin is similar to that of the two-division basin just 
described, except for such modification of operation as is em- 
braced in a three-division layout. 

Other designs of settling-basins are to be seen on succeeding 
figures which accompany descriptions on other [)ages of this 
chapter. 
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Natural Subsidence. — When a muddy water is delivered 
into a settling-basin opjerated cither by the fill-and-draw method 
or by that of continuous- flow, sediment naturally settles to 
the bottom and the water becomes clarified to a degree. This 




method of clarification is termed natural or plain sedimentation 
to distinguish it from the method of sedimentation with the 
aid of a coagulant. 

The degree of clarification which can be attained by natural 
sedimentation depends upon the character of the sediment in 
the raw water and to a degree upon the viscosity of the water 
itself. A sediment composed almost wholly of sand descends 
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rapidly and a fair degree of clarification may be reached by natu- 
ral sedimentation. A raw water of this class is characteristic 
of the Missouri River during the late summer and the fall months, 
when the sediment carried in suspension is largely sand with 
a small percentage of clay. 

When a considerable amount of clay is carried in the water, 
there is always a portion of it which is so finely divided and so 
light that it resists natural subsidence for a long period, even 
for a longer period than admits of satisfactory clarification in a 
settling-basin containing four to six times the daily consumption 
of water. This is the condition of the Missouri River water in 
the spring of the year and of almost any other detrital rivers 
of the middle West during either all or a portion of each year, 
depending upon the character of the soil in the territory drained. 

Robert Spun* Weston, resident expert of the Sewerage and 
Water Board of New Orleans, Louisiana, gives 265 parts per 
million of suspended matter remaining in the Mississippi River 
at that city after seventy-two hours' natural subsidence. 

In the Cincinnati experiments conducted by George W. Fuller 
for the purification of the Ohio River water, Mr. Fuller tabu- 
lates results of natural subsidence as follows: 



Table I. — Suspended Matter in Ohio River. 

(In parts per milliori.) 



Range. 


Original. 


After 7 2 hours of 
plain subsidence. 


Percentage 
removed. 


I to ^0 


38 

73 
166 

33^ 
665 

1235 


12 

19 
48 

93 

184 
222 


68 


^i to 100 


74 

71 
72 

72 

^2 


10 1 to 250 


2 ci to ^00 


J"^' ............. 

501 to 1000 


1000 and over 







In some observations of sedimentation of Missouri Rivi 
water the results are as shown by Table II. 

The observations in this table were made of water passii 
through the settling-basin of the Kansas City, Missouri, wati 
works, illustrated by Fig. 20. Observations after a longer period t 
natural sedimentation could not be recorded, as the water rccei\' 
a coagulant solution immediately after twenty-four-hours* natui 
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The per cent of seffimettt mnm-ed b iboiit 41 ps- cent ror 
twetity-(oar hoars' and 67 per cent for forty-eiefat bxir=' canir^I 
sedimentation. 

The remnant of the sediment stiD sospended in the wsisi 
aiUx nataral aedimentatioa is probably oi the same general 




character in each instance referred to, as the average amount 
of this remnant does not vary much in any of the river-waters 
named. A greater variation may be found by comparing the 
results of natural sedimentation of the several river-waters at 
seasons of the year when turbidity is most persistent. 

Sedimentation is slower in the spring of the year when the 



through 3. rnnnnr: n. thi strairi:: sia tt^. *--vs 
made i\z Zi'Siz^'-^^zmz tii- inihien: w^tr- m: ::r .-■- 
large d:'~_5rj:Tii=- vmiK sam*. ant o: t::e?- ZTv-r^.-ir: .- :: .• 
out o: ^—-ir* PiatSr XVI. Xri;. :jic r.'"";i s*. >\ ..: 
tion oi "Jit v.-eirr rr. in- cittsiot: wJir 

Tr.-r t=uen" vrti' reimininp :*.- onrmJj- :j!-^irr:'. > . v 
duit ir. "Jr.'-r ":» f . ujii . o: ni- zirrular wj. ir-rrw-^-:: i'-.:s;:^ . ..-.. 
exten-. -.r r-^n: txit mie: rower to tur Lin^- n;::r^t-r : :■ 
culir ■■s-ill "rterweet divisions i and ^ ]: :onnr.'^- v. :: .; 

I' :c»tr-^i=i£ a settling-basin on tut difSDiart-m-r.: ..;.. . . 
inr-'-.z': vi.-^ should be dflivered honznr.tiil'v zw:.: :;-; Iv ;... 

of ::.-r :;lj2l iu order to avoid as muci. a-^ :•>>:";.): ,. i. :^ ^ 

t • ■-:'"-"i v*;ri:xJ motion and to favc»r a 'lisTi'TSi.':-! i : :!.. » ..j. 
in:: v -'.^r :'jniar:ning to a temperature C':»n:c'-:r. 

T:.T ^-.rTinc wdter when thus intrciduced distributrs ]..<, , .;;x 

o-.-.r -.i^T b-i5ir without rising to the surface. This l,u f !».. l-, . ,, 

ch-T- r ri u>:ci numerous occasions by compariiii; -..imi'l. . ( 

\v^--rr tr'si. 'i^arious depths and from various ])()iii.iM ..i n.. 

d-.'.-irv.z. rtc*3\-iiig the raw river-water. For a con^iil. i.,m. .i. , , . 

tr.-^ -.uri-iiity is about uniform, then sHghtly inrp;. . ..ni \ ., m 

t:.vr-.- is a decidedly abrupt change from tnrl;j'li»-. 

rr-^^iintss. The variations of the depth of th*- t? -i ; 

L:r-:::*rTnly distributed throughout the cntir- 'ly • • • 

Fi-A- water, exren: wht^n thi^ entiTir:^- 

f.r-zZf^d upvrard nfur t:i: dtl:v;n- 

S'rdi-nent is cfaieri a:^p."Si::-.-i ri-.j 

t:.:ck fluid muz. ^z^:z ^::...-.t:. 

5<»lidified dercsr ::r z: ■ :• -- r 

accumulat:2s. rii: r-:-- . :: r . 

mud stT^^ zzr ^'--r^ v :: - 

the ^pprcMLz: :: -r.-ir-i:^ '-7. 

thejaw-Ki.zr r~jr^. T -- ' 

a pc/nx r r:r ^- — ~ 



• . t . 






• I" 



t!»E=: r ^- 



WATERSUPPUES. 




<lplii., 



RIVERH^ATER SUPPLY. 133 

building up of the heavy sediment near the influent openings 
deflects the entering water abruptly upward. 

The author's attention was early directed to the theory of 
displacement as producing the continuous flow of water from 
one division of a settUng-basin to another by observations of the 
tendency of the water entering a settling-basin to stratify accord- 
ing to a temperature contour. Turbidity observations made of 
the raw-water division of the Kansas City settling-basin showed 
that there existed at the time of one series of observations but 
slight difference in the degree of turbidity for the first 13 feet 
in depth and almost a uniform degree of turbidity for the first 
5 feet, even over the influent apertures. The transition from 
a state of turbidity to one of dense muddiness was sudden and 
pronounced below the i3-[oot level. Other observations of the 
same kind at different tim^ demonstrated similar conditions 
with the mud plane at a quite uniform level, though of a varying 
depth from week to week. 

It was also obser\-ed when a division of the basin was empty 
for cleaning that the sohdified fine mud was quite uniformly 
distributed over the bottom, sometimes exhibiting a stratifica- 
tion of different shades, while the heavy sediment was found 
; to form a comparatively high embankment in the vicinity of the 
inlet opening. 

When pumping machinery is employed to dehver the raw 
water into a settling-basin a thoughtless attendant will occa- 
sionally speed the pumps unduly, with the effect of abruptly chang- 
ing the rate of delivery and of unbalancing the adjustment of 
lateral circulation. The increased energy thus communicated 
to the water often induces convection currents which give an 
upward circulation of water above the mud plane established 
by the preWous regime of pumping and circulation, with a cor- 
responding infusion of intensely muddy water into the partially 
clarified water of the upper depths of the basin. The convection 
currents readily climb the faces of the enclosing walls and slopes 
of a basin and diffuse laterally thereft 

The tendency of water to strat' \ during the 

summer and autumn seasons w of the air 

Lis either comparatively st^a ^^^^^^^™-''^ change. 
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Then the upper layers of the water in the basin reach a tem- 
perature above that of the river-water, and the entering river- 
water, reSfKinding to the law of gravity, naturally seeks the lower 
depths and a lateral distribution ui the basin corresponding to 
some temperature contour. Doubtless this stratification of the 
water accounts for the existence of the mud plane referred to on 
preceding pages. 

At other seasons, particularly the early spring and the early- 
winter mcHiths, certain natural causes serve to break in upon 
the normal working ctmditton of the settling-basin, producing 
pronounced convection currents which are locally termed "boil- 
ing." The appearance of this boiling is not due to any sudden 
alteration of the regime of operating the basin, as all divisions 
of the basin may be similarly affected, though perhaps not in 
the same hour or day. Temperature observations made of 
the water in the Kansas City settling-basin revealed tempera- 
ture conditions at different depths of the basin indicated by 
Table IV. 
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Jimi: J.iM 

July »s. '89« 

AuR, 10. 1898 

Sept. 8, 1898 

Apr. u. 1899 

Un. JO. 1900 

Jan. }6. 1900 


»1 
«■< 
87 
76 

54 
.16 
36 


Sj 


Si 


Si 


Si 


SQi 

Si 
73 


Boi 


11' 
8.? 
71 


So 


36 


So 



In every instance noted in the table except that of January 
20th, the temperature observations were made with the basin 
in a stable working condition and unaffected to any material 
degree by convection currents. On January 15, 1900, the divi- 
sions all exhibited pronounced convection currents, particularly 
division 3. In division 4 much hydrate of alumina boiled up 
to the surface of the water. On January 16th tiie convection 
lairrents had nearly abated. At that time the surface tempera- 
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ture was 35 degrees, and the temperature was 36 degrees at a 
depth oi 15 feet. On this date the hydrate oi alumina in divi- 
sion 4 had largely disappeared. On January 20th the boiling 
action was resumed in division 3 and was clearly visible along 
the wall separating divisions 3 and 4, along the west embank- 
ment, and in various other parts of the division. A thin skin of 
ice which had formed over the basin during the preceding night 
emphasized tlie appearance of the convection currents as tliey 
were revealed tlirough the ice. The ascending mud and gray 
hydrate of alumina seemed to rise with a rotary motion and 
after contact with the ice rolled away radially in a manner resem- 
bling the rotating smoke and steam blown from a locomoti\e 
stack as it gradually rises, expands, and disperses through the 
atmosphere. 

Temperature observations made on that date at the surface 
and 15 leet below the surface revealed a uniform temperature 
of 36 degrees. 

Doubtless the same tendency towards stratification exists in 
the water as in the atmosphere. When a break of the stratifi- 
cation ensues, the vertical currents are similar in both fluids, 
though of course less violent in water because of its greater 
weight and inertia. 

Numerous temperature observations of the kind indicated in 
Table IV were made at various times, but all seem to indicate that 
a fall of temperature of about two degrees or more between the 
surface-water and that about 10 feet below is necessary to pre- 
serve a stable working condition of the water in a basin operated 
upon the displacement method. Convection currents develop 
frequently in the spring of the year as the ice in the river breaks 
up and moves out, but before the ice in the settling-basin has 
entirely melted, as well as in the late fall or early winter when 
new ice is forming or the surface of the water in the basin becomes 
chilled, and in this regard the movements of the water resemble 
the seasonal upsetting of the water in a storage reservoir or 
in natural lakes. When vertical circulation is in progress the 
upheaval of sediment from the deeper portions of the water of 
a settling -basin temporarily emphasizes the difficulties of water 
clarification by sedimentation. Even a deep basin, although 
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movement of the water as a body would become less ap- 
parent. 

It cannot be assumed that the basin is effective only for a 
width equal to the length of a weir in a division wall and that 
the water is dead in the comers of a ba&in beyond the ends of 
a weir, for it has been observed that a change of turbidity in 
the water falling from a weir is followed by corresponding but 
progressive change in all parts of the division receiving the water, 
even in all the comers, showing that all portions of the basin 
are effective. The comer of "clearest water" is the last, of 
course, to fall under the influence of any change, but none the 
less sure of showing the degree of change in the di\Tsion as a 
whole. Insistence upon a symmetrical or geometrical figure of 
a settling-basin seems unnecessary, and in fact is frequently 
impossible owing to topographical or land boundary consider- 
ations, nevertheless capacity to the fullest extent is serviceable 
or can be made serviceable by proper design and manipulation of 
the of)erating details. 

Coagulation. — We have already pointed out the inefficiency 
of natund sedimentation to properly clarify water of a detrital 
river. The condition of the subsided water when the beneficial 
effect of natural subsidence practically ceases is variable, depend- 
ing upon the amount of silt or finely divided clay the river-water 
may cany in suspension. So great is this variation that exposure 
of a raw river-water to a stated number of hours o[ natural sedi- 
mentation is found to show a turbidity variation of considera- 
ble range. For instance, twenty-four hours' natural sedimen- 
tation will afford a much clearer water at some seasons of the 
5'ear than at other seasons and during some periods of the same 
season than during other periods. So deficient has natural sedi- 
mentation been found that the aid of a coagulant is necessary to 
produce even a fair degree of clarification on many occasions. 
The amount of coagulant used varies with the degree of turbid- 
ity of the naturally subsided water. Thus far the sulphate of 
alumina has been used most extensively to facilitate clarification. 

Clarification of the water with the aid of sulphate of alumina 
is both a chemical and mechanical process, and as such it is 
now so well understood as to scarcely require explanation in 
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this chapter were it not that the various allusions herein made 
seem to require some general explanation. 

The use of a coagulant is for the purpose of gathering together 
into small masses the very fine jsarticles of silt and clay which of 
themselves are so Ught and fine as to resist natural subsidence 
and to thereby hasten their fall through the water. 

The coagulant for successful use must be harmless in its 
effect upon the water treated, leaving its wholesomeness imim- 
paired, and also cheap enough in the market to be available to 
any community which by force of circumstances may have occa- 
sion to use it in the clarification of the water-supply. The sul- 
phate of alumina, when judiciously used, has been found to 
answer the requirements successfully. Its properties and its 
effect upon turbid watere have long been known. As manufac- 
tured, it is a salt of aluminum composed of about i6 to i8 per 
cent of alumina, about 36 to 37 per cent of sulphuric acid, and 
about 44 to 46 per cent of water, together with a small percent- 
age of impurities like oxide of iron, in a chemical combination 
similar to a combination of sulphuric add with lime or mag- 
nesia. In a salt properly made, there should be no free sul- 
phuric acid. It is highly soluble in water and therefore readily 
made into a solution of any degree of strengtli up to one of com- 
plete saturation of the water. 

Tlie chemical affinity of the constituents of this salt is com- 
paratively weak and is readily broken in the presence of other 
solutions of mineral salts, such as the bicarbonate of lime and 
magnesia, and made to assume new chemical combinations of a 
more stable character. In tact its use depends upon the pres- 
ence in the water to be treated of a mineral salt in solution ca- 
pable of new chemical combinations with the applied solution. 
Many natural waters contain abimdance of lime and magnesia, 
the constituents of limestone, which are held in sohition by 
carbonic acid, and with these salts the dissolved sulphate of 
alumina readily enters into combination, forming sulphate of 
hme or magnesia, free carbonic acid, and hydrate of alumina. 
The sulphate of lime or magnesia and the carbonic acid remain 
dissolved in the water, wiille the hydrate of alumina, being insoluble 
in water, remains a floating though finely divided solid and 
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thus completes the essential chemical part of the process of coagu- 
lation. 

The presence of the carbonates of lime is characteristic of 
natural waters in limestone territories and is familiarly tenned 
"temporary hardness" or alkaUnity, the qualifymg terra "tem- 
porary" being used to distinguish the portion of the lime pre- 
cipitated by boihng, the boiling having tlie effect of releasing 
the carbonic acid as a gas. Natural waters which are soft or 
possess Uttle or no alkalinity must first be treated with lime 
water, a solution of carbonate of soda, or some mineral base 
of this character before the sulphate of alumina solution is 
introduced. 

The sulphate of lime and magnesia is a usual constituent 
of natural waters and represents the permanent hardness of 
water. In contrast with the temporary hartiness, the perma- 
nent hardness is not affected by boiling. 

Carbonic acid as found in natural waters is acceptable, it is 
desirable in a drinking-water and is present in natural waters in 
varying amounts. 

It should be observed that the use of the sulphate of alumina 
introduces no new chemical compounds in solution in the water 
treated; practically its only effect is to transler a portion of 
the mineral water in solution from a state of temporary hard- 
ness to one of permanent hardness, but usually the amount of 
mineral thus affected is small in comparison with the total amount 
of hardness naturally present in the water treated. Of course 
no undecomposed sulphate of alumina should remain in the water 
after treatment and does not remain when the coagulant is in- 
telligently used. 

Tlie hydrate of alumina formed by the chemical combina- 
tion just described is a sticky insoluble mineral in a finely divided 

I state when freshly formed, but gradually the small particles 
unite as they circulate through the water, collect the fine sedi- 

, ment, and finally subside in small ma,sses. This constitutes the 

' mechanical part of the process of coagulation. 

A common practice is to introduce the coagulant solution 

I into the raw water as it is being delivered to the settling-basin. 

' In cases where the water is dehvered to the basin by pumping. 
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a small by-pass pipe is connected with the main delivery-pipe 
and with a pressure-tank. Dry sulphate of alumina is put into 
the tank and the top bolted on. Water from tiie deliver>--pipe 
is then turned into one end of ttie tank, dissolving the sulphate 
of alumina as it circulates through the tank; the solution pass- 
ing out at the opposite end of the tank is returned to the 
delivery-pipe. This method of coagulation is exceedingly faulty 
and crude, as it gives a very irregular distribution of the coa^- 
lant, Introduced in this manner the coagulant has apparently 
little or no effect in clarifying very muddy water because the 
hydrate of alumina is either absorbed by the large amount of 
organic matter usually present in muddy water or becomes 
entangled with the heavy sediment as it subsides naturally 
and goes to the bottom of the basin without effect on the fine 
sediment. 

Several years ago the author made a few simple analyses to 
determine the loss of coagulant when mtroduced into the raw 
Missouri River water, and to determine a ratio of the alkalinity 
of the water consumed in the process of coagulation to the amount 
of coagulant used in the operation. The method employed in 
these experiments was to collect a sample of the raw river-water 
as it passed through the basin delivery-pumps and to treat imme- 
diately one portion of this sample with a definite amoimt of 
coagulant solution of known strength, and another equal por- 
tion of the same sample after removing the sediment by filtra- 
tion with an equal amount of the same coagulant solution. After 
treatment and subsidence, an aliquot part of each sample was 
siphoned off and its alkalinity determined and compared. The 
difference of the residual alkalinity of the two samples respec- 
tively was taken to represent the equivalent of the coagulant 
absorbing capacity of t!ie sediment and was reduced to grains 
per gallon by dividing it by the ratio of the alkalinity consumed 
in the treatment of the filtered sample to the known amount 
of coagulant in grains per gallon used in the treatment. The 
results are compiled in Table V. 

In the experiments indicated by the results collated in Table V 
an effort was made to keep a little within the range of the total 
coagulant decomposing capacity of the river-water. A proper 
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Table V. 
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test showed that no undecomposed coagulant remained in the 
water after each treatment. What difference there might have 
been in the relation of the residual alkalinities in each set of 
exj)eriments had a small amount of coagulant been used was 
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'III'' f^'-rulf'-. of tlic cxfx:riments recorded in Table V not only 
^li'/*^ III'' i-xUt'tw. wfisf^rfulm.'ss of the practice of introducing 
fli'- t-ji||/|i;ifi' ol ;ilijrfiin;i info a raw water heavily charged with 
tn'tUinrni^ l/ijf ;ilvi riff^r another reason for the unsatisfactory 
f«'f,iill'.* to ]ft* ilriiviul from the fill-and-draw method of oper- 
iilin^ it H<*fflhiK-l;aHin whirli admits only of the coagulation of 
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the raw water as it is delivered into the basin. An attempt 
to use an amount of coagulant in the clarification of a very muddy 
water which provides for the losses above pointed out and in 
addition reaches and coagulates the fine sediment which gives 
persistent turbidity to a water after natural sedimentation 
entails a prohibitive expense in clarifying water on a large scale. 

The most effective time to introduce the coagulant is after 
the water has passed through a period of natural sedimentation. 
The length of this period varies with the character rather than 
the amount of the sediment contained in the raw water and 
with the season of the year and should scarcely exceed twenty- 
four hours in length. 

A coagulant introduced into the Missouri River water after 
about 83 per cent of the sediment had been disposed of by about 
twenty-four hours' natural sedimentation has proven very effec- 
tive. The amoimt of coagulant required for clarification is found 
to vary with the turbidity after the twenty-four-hour period of 
natural sedimentation, but not necessarily with the amount of 
sediment in the raw water. 

In this connection and as a matter of illustration it may 
be of interest to tabulate a few analyses indicative of the character 
of Missouri River water and of the amount of sulphate of alumina 
that is required for clarification. 

Tlie alkalinity recorded in the second column of Table VII is 
a measure of the coagulant decomposing capacity of the river- 
water expressed in parts per million, and in column 4 the 
same capacity is expressed in grains per million and is found 
by dividing the alkalinity by 8, the ratio derived from Table VI. 
Tlie table embraces the period of the least as well as the greatest 
alkalinity of the river-water for the interval of a year. The 
large surplus of alkalinity beyond that required for chemical 
imion with the sulphate of alumina with which the water was 
treated affords conclusive proof that no undecomposed sulphate 
of alumina could have remained in the clarified Missouri River 
water of that year. 

An absence of turbidity observations in the table is notice- 
able and the observations may accordingly be considered incom- 
plete when viewed from a scientific standpoint. A few tur- 
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Table VII {continued). 
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127.5 




159 


2.64 


105 


21 
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1-52 


125 
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122.5 


26 




150 




18.8 
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127.5 


29 




160 


1750 


20.0 


2.24 


142.5 



bidity observations were made in the laboratory, but were dis- 
continued for the reason that turbidity observations of the water 
in the basin itself offered a better guide for the attendant in 
constant charge in proportioning the strength of a day's coagu- 
lant solution. An indication of a progressive increase of tur- 
bidity in division 3 of the settling-basin was followed by an in- 
crease of the amount of coagulant used until the increase of 
turbidity was checked, then the strength of the coagulant solution 
was reduced accordingly as the decrease of turbidity became 
apparent in division 3. 

The variation of turbidity in either division 3 or 4 of the 
basin was very apparent to a close observer of the daily work- 
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ing of the basin chiefly in a triangular patch of water extend 
ing irom the inner end of the weir in either division wall towar 
the outer wall of the basin, as indicated on Fig. 20. There wa 
usually a rather sharp Une of division between the recently coagu 
latod water and that of the water which had undergone partia 
subsidence after coagulation. A tendency of this line of divisioi 
to move away from the weir invariably indicated a gradua 
increase oi turbidity, and if this tendency remained uncheckec 
by the use of too small an amount of coagulant the line of divi 
sion would gradually encompass a larger and larger patch o 
the water and finally fade almost entirely in a cloud of genera 
turbidity. Thus an attendant making numerous daily obser\'a 
tions of the appearance of the water in the several divisions am 
having presented to his eye the relative position of the line o 
division between the recently coagulated water and that par 
tially subsided as the line advances with the general swing o 
the water as a body or retreats toward the weir, and having 
fixed objects Ix^neath the surface of the water in the clear-watei 
basin by which he could instinctively compare turbidities o 
succeeding obscrv'ations, could not fail to detect slight variation* 
of turbidity and to act accordingly day by day in proportion 
ing the strength of the coagulant solution. While this fact anc 
these circumstances account for the absence of a turbiditj 
record in Table \'II, they are not to be taken altogether as c 
justification for a neglect to make frequent laboratory measure 
ments of turbidity not only as a matter of record but also as 2 
help in the economic use of a coagulant. But however this ma} 
be it must be acknowledged that the laboratory observation* 
cannot supplant those observations which tlie attendant car 
and must make of the working condition of a settling-basir 
from time to time as he moves along the division walls and sees 
the operation from different points of view. Instinctively his 
judgment as to the variations in the management of the basir 
is largely governed rather by his general obscrs^ations of the 
working of the basin itself than by laboratory measurements 
of turbidity. The laboratory measurements enable him to record 
the facts or circumstances which influence his judgment. 

Observations of alkalinity are the only sure guide to the 
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safe use o£ a coagulant when the raw water is comparatively soft 
or of low alkalinity contents or during periods of floods, par- 
ticularly flashy floods of rivers having naturally hard water, 
for then the alkalinity may run abnormally low at a time when 
there arises the greatest necessity for the use of the coagulant. 
The coagulant decomposing capacity of the raw water should 
always be known to be sufficient for the complete decomposition 
of the amount of coagulant required for clarification, and when 
at critical periods the alkalinity runs too low to completely neu- 
tralize the coagulant, then the requbite amount of alkalinity 
must be supplied artificially by the introduction of lime-water 
or a solution of carbonate of soda or other alkaline base. 
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The amount of coagulant used and the distribution through- 
out the year for the clarification of the Missouri River water is 
shown in Table VIII. 

Upon platting the few determinations of the amount of sedi- 
ment contained in the Missouri River water after about twenty- 
lour hours' natural sedimentation and the corresponding amounts 
of sulphate of alumina used in the clarification of the river-water 
as expressed in Table II and VII, the amounts of sulphate of 
alumina for different degrees of turbidity may be roughly 
approximated as follows: 

Table IX. 



Suspended matter in 

Missouri River water after 

about 34 hours' natural 

subsidence. 

Parts per million. 


Amount of sulphate of 
alumina required for 

clarification. 
In grains per gallon. 


SO 


0.0 


100 


0.5 


ISO 


I.O 


200 


i-S 


250 


1.9 


300 


2.4 


350 


2.9 


400 


3-4 


450 


3.8 


500 


4.3 


550 


4.8 


600 


5-3 



The table indicates that no coagulant is required when the 
raw water contains about 50 parts per miUion of sediment. In 
this condition the water is acceptable for general use and may 
be even clearer than the clarified water will be found occasion- 
ally during seasons of freshets, usually from March to August, 
inclusive, when the turbidity of the clarified water has been 
found to range from 50 to 100 parts per million in a settling- 
basin of about four times the amount of the daily consumption. 
A basin of relatively less capacity requires the use of relatively 
more coagulant than that expressed in Table IX. 

In the practical use of a coagulant it is most desirable to 
use a solution of constant volume but of variable strength, 
dej)ending upon the turbidity of the water to be treated. The 
volume of the solution cannot be definitely stated, as it depends 
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upon the character of the apparatus used in introducing it into 
the water-supply and may vary somewhat with the character 
of the water to be treated. 

The coagulant solution should be delivered under constant 
head into the water to be treated by some other method than 
that of direct-pressure pumping. It is best to provide a tank 
at sufficient elevation to give tlie requisite head of discharge 
and to deliver the solution into the tank by means of a pump 
connected with the mixing-tanks. A uniform level can be 
maintained in the tank by providing an overflow-pipe so con- 
nected as to admit of a return of that portion of the solution 
to the mixing-tank which is pumped in excess of that required 
tor use. The delivery of the solution should be controlled by 
a valve suitably calibrated or a similar measuring device. A long 
line of iron pipe leading from the regulating-tank to the point 
of distribution is especially objectionable, as its capacity will 
speedily become seriously impaired by heavy accumulations 
upon the interior walls. It is far better to use brass or lead- 
lined pipe for the deli\'ery of the coagulant solution. The lead 
is not affected by the solution and less readily clogged by deposits. 
The required capacity of the coagulant apparatus depends 
very much upon the local conditions and volume of the water 
to be treated. There should be at least two mixing-tanks, each 
holding sufficient solution for one day's use, A tendency of the 
solution to stratify in the mixing-tanks should be avoided by 
providing and using an agitator to give the solution occasional 
circulation. 

When weirs are employed to pass the water from one divi- 
I sion of a settUiig-basin to another, the coagulant solution can 
be very effectively distributed through pet-cocks spaced 3 to 4 
feet apart in the coagulant pipe extended along the weir. The 
[ solution discharging from the pet-cocks enters the water as it 
I flows in a thin sheet across the weir and becomes thoroughly 
I distributed by the circulation of the water, particularly if the 
I water drops several inches from the lip of the weir. Fig. 22 

illustrates a method of distribution through pet-cocks. 
I Taken as a whole, the process of water clarification by the 
[ combined process of natural sedimentation and coagulation is a 
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decided improvement over that of natural sedimentation alone, 
if lor no other reason than that there ensues a greater uniformity 
of the general appearance of the water throughout the year. 
Moreover, by an intelligent use of a coagulant a rapid transition 
from a slightly turbid water to one of intense turbidity can be 
prevented. 

The methodical use of a coagulant to promote and accelerate 
sedimentation arose at first simply because plain or natural sub- 
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sidence failed to give satisfactory results. A way was thus 
opened of improving the water-supply without sacrificing property 
already constructed and serviceable. It was a logical step in a 
fuller development of the usefulness of the settling-basin, but 
nevertheless not a concluding step in the art of water clarifi- 
cation. The process fails to remove all the natural turbidity 
of a river-water and leaves suspended in the partially clarified 
water a portion of the decomposed coagulant. Even a sample 
of water from the clear-water division of the large settling-basin 
wherein objects several • feet under water are discernible will 
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upon standing a few hours disclose small clots of the hydrate 
of alumina. 

Convection currents, which are usual in the spring and fall 
of the year in a large settling-basin, never fail to cause an upheaval 
of the hydrate of alumina. On such occasions, when subsidence 
is sluggish, the amount of hydrate appearing in the clear-water 
basin is considerably increased. 

Although there is no substantial evidence that the compara- 
tively small amount of the decomposed coagulant which thus 
reaches the water-supply is deleterious, still it is desirable that 
all of the suspended products of coagulation should be removed 
from the water before reaching consumers. This is all the more 
important because the particles of the coagulant which thus 
pass the clarification works collect in the water-pipes of the 
distributing system where the consumption is usually small and 
occeisionally receive a complete stirring up when there is a sud- 
den and abnormal draft. On such occasions the consumers are 
liable for a brief period to receive water quite heavily charged 
with the hydrate of alumina. 

The author noticing this experimented a little by drinking 
every third day for a period of about a month a small goblet 
(100 c.c.) of clarified Missouri River water immediately after 
treatment with sulphate of alumina solution in proportions varj^- 
ing from 11. 6 to 23.2 grains per gallon with no noticeable effect. 
The only precaution observed was that the dose of coagulant 
was somewhat less than the coagulant decomposing capacity 
of the river-water. The experiment was simply made to for- 
tify a position to meet any criticisms which might honestly arise 
on the part of any consumer who might question the safety 
of using the coagulant. The occasion never arose, however, to 
advance the experimental argument, as the only consumer who 
seriously objected to the use of the coagulant filed his protest 
in midwinter when the river was ice-bound, accompanied by 
the statement that the **alum was so thick he could taste it." 
This objection was easily met by showing him the record that 
no coagulant whatever had been used for several weeks pre- 
ceding this discovery. This mistake was attributed to the fact 
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that the midwinter water of the Missouri River is more than 
double the hardness of the summer flow. 

The experiment probably possesses little or no scientific value 
in the absence of medical supervision and the brief period covered, 
even though the dose was concentrated, but it may be used to 
aUay apprehension founded solely on prejudice, and in this Ught 
only can it be regarded as of value. 

The remarks thus far r^arding the use of a coagulant apply 
specifically to sulphate of alumina. But so far as the principle 
of coagulation is concerned the remarks will apply to any coagu- 
lant. It is necessary, however, to refer specifically to another 
coagulant, the sulphate of iron, which is now used successfully 
to a considerable extent. The coagulating property of iron in a 
hydrated condition has long been known and has been frequently 
used in the purification of sewage. Lately the cost of manu- 
facture has been so reduced as a by-product of iron works that 
its market value is considerably less than that of sulphate of 
alumina and accordingly its sale is being pushed to the front by 
commercial interests as a coagulant. The action of both coagu- 
lants is similar in the regard that both require the presence of 
carbonate of lime in the water as a base for the chemical reaction 
which forms the hydrate acting as the coagulant to mechanic- 
ally collect the sediment and carry it to the bottom of the settUng- 
basin in small masses. They differ, however, in the regard that 
the hydrate of iron is soluble in water containing free carbonic 
acid, while the hydrate of alumina is not soluble in the acid. 

Ordinarily the carbonate of lime in natural water that is 
available for chemical action with the sulphate of iron is there 
because of the presence of an excess of carbonic acid naturally 
present in river-water. Moreover, one of the results of the chem- 
ical union of this sulphate of iron with the natural carbonate of 
lime in water is free carbonic acid, thereby increasing the capac- 
ity of water to dissolve hydrate of iron. 

It is not therefore practicable to use the sulphate of iron 
solution alone, because after the resultant chemical reaction a 
portion of the hydrate of iron is dissolved by the carbonic acid 
and remains in solution in the water-supply. Later, if present 
in considerable amount, the iron gradually oxidizes and deposits 
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on the waits of the water-pipes, in the service-pipes, or adheres 
to the surface of toilet fixtures and utensils ol domestic itse, or 
blows out through a service-pipe after a period of disuse as a 
rusty sediment. 

This difficulty is avoided in practice by treating the river- 
water with a solution of ordinary lime-water to neutralize the 
carbonic acid sometimes before and sometimes after the solu- 
tion of sulphate of iron is introduced. The formation of hydrate 
of iron is then complete because all free carbonic acid is neu- 
tralized by the lime-water and thereby the hydrate of iron is 
enabled to act to its fullest extent in coagulating the sediment. 
The practice of introducing lime into the river-water between 
the river intake and the pumps has its objection inasmuch as 
particles of lime collect around the valves of the pumps and 
may impair their operation. In one mstance an engine was tem- 
porarily disabled by the accretions of the undissolved lime around 
the \*alves and in the valve-chambers. 

The presence of dissolved hydrate of iron in the water-supply 
may appear a small matter, knowing that iron in water for drink- 
ing is frequently considered beneficial, but the tenacity with 
which it attaches itself to toilet fixtures and domestic utensils 
renders it very much of a nuisance about the household, so much 
so that when naturally present in a water-supply in considerable 
amounts various communities have sought relief by constructing 
purification works to remove the iron. Tfiis objectionable fea- 
ture in the use of iron as a coagulant must be regarded and pro- 
visions made to guard against it in any clarification works where 
it is used. 

The further fact that the water reaches the consumer with 
all free carbonic acid neutralized by the use of lime is in a measure 
an objection which is somewhat offset by the fact that the water 
may be somewhat softened as a direct result of the lime treat- 
ment. If an overdose of lime is given the water, the supply 
becomes flat and insipid to the taste aside from the caustic prop- 
erties thus communicated to the water. 

It follows that the economical and safe use of sulphate of 
iron as a coagulant must be accompanied by a knowledge of the 
character of the water to be treated obtained by making a daily 
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light sediment. The wide variation of velocity of flow between 
a Hood and a low-water stage of a river marks a similar varia- 
tion in the sediment-bearing capacity o£ the river, consequently 
it is advisable to provide for a period of natural sedimentation 
in the construction of any settling-basin, even though it may be 
unnecessary for operation the whole of each year, or prepare to 
use a large amount of coagulant (or brief periods. 

The conditions under which the process of coagulation must 
be applied are so similar, regardless of the particular coagulant 
employed, that the design of the settling-basin and the method 
of operating it remain substantiaUy the same. Even the appa- 
ratus for nuxing and applying the coagulant may be very simi- 
lar except that for the use of the sulphate of iron and its accom- 
panying solution of lime-water a somewhat larger apparatus is 
required. 

Experience has so thoroughly demonstrated the need of a 
coagulant in clarifying muddy river-water that even a much 
more extended discussion of the subject seems warranted than 
space here admits. An endeavor has been made to touch upon 
the more imptortant considerations in the belief that they will 
yet receive fuller development in the practice of water clarifica- 
tion even with the independent use of the settling-basin. 

As matters now stand in the apphcation of the process of 
coagulation to expedite sedimentation the least that can be 
said of the settling-basin is that it serves to remove the grosser 
impurities of muddy water and thereby prepares the water for 
more complete purification by some more refined process-like 
filtration. The most that can be said now of the settling-basin 
is that when constructed of a capacity several times the average 
daily consimiption of water it can clarify a muddy water to a 
degree that rendeis it of acceptable appearance generally, but 
not wholly free from sediment or from the products of coagu- 
lation. It is essentially a clarifying process which thus far does 
not ofier immunity from danger of disease germs which may 
the raw river-water. The bacterial reduction wliich results 
:ly an incident of the removal of the tiirbidity and is not 
The process of sedimentation as now practiced in its 
■loped form can be considered safe only when applied 
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to the darificati<m of a water which when fciirly well clarified 
is altogether wholesome. 

There is a decided and natural temptation to economize in 
the use of a coagulant whenever there is any apparent excuse 
for doing so, consequently we find the coagulant used very- unsys- 
tematically. Such a course is verj- likely to follow frequent 
changes of management of municipal water-works or to sug- 
gest itself to a superintendent of a private company for the pur- 
pose of increasing revenue. Very few of the small water-works 
under either private or municipal control seem to provide them- 
selves with adequate fadUties for either an inteUtgent or a sys- 
tematic apphcation of a coagulant even when experience con- 
cedes the necessity for its use. The attendants of tlicse small 
plants and even of large water-works frequently get into a rut 
and follow the same routine day after day regardless of the 
necessity to modify the manipulation of the clarification works 
to meet the varying condition of the raw river-water. The fault 
of unsystematic work in this regard is not primarily that of the 
attendant as a rule, but rather that of the management, which 
may be either too inexperienced to exercise proper judgment or 
too far away to properly appreciate local conditions or to know 
actual requirements from day to day or montli to month, and 
unwilling to delegate flexible administrative powers to the local 
superintendent. 

Winter Treatment. — A j)opular impression prevails that 
river-water like that of the Missouri and similar rivers is most 
impure during an excessively muddy condition. Doubtless a 
river-water may contain the greatest number of bacteria at 
flood stage, but unsightliness and the presence of a large num- 
ber of bacteria should not be confounded with dangerous pollu- 
tion. It is not the sediment in the water or the actual number 
of bacteria wliich should be chiefly regarded in estimating the 
hygienic quality of a water, but rather the character of the bac- 
teria found to be present, particularly when of sewage origin. 

Most of our large rivers receive sewage from many towns 
and cities in volumes which vary between comparatively nar- 
row limits, wliile tlie volume of discharge of a river varies between 
wide limits. Consequently the low-water flow of the midwinter 
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Germicides. — A consideration of the use of the setthng-basin 
for the production of a wholesome water from one that is bac- 
tcrially impure presents a new and a possible range of develop- 
ment. The accomplishment of such a development of the 
settling-basin must have considerable influence upon the 
character and cost of purification works. It might result in 
the practical restriction of the biological filter, and possibly of 
the mechanical filter, to uses for clarification purposes and 
would extend the useful life of existing settling-basins indefi- 
nitely. Wlienever a germicide is discovered which is harmless 
in its effect upon the water-supply, effective in the destruction 
of pathogenic germs, easy of application, and comparatively 
inexpensive, whether it be ozone or sulphate of copper or some 
other germicide, it is sure to receive an application in sterilizing 
water which may modify if not revolutionize our present methods 
of water-supply purification. Thus far the use of sulphate of 
copper, suggested by Dr. G. T. Moore as an algicide for use in 
destroying chiefly the algae which accumulate so rapidly in storage 
reservoirs, promises to become a germicide of extended use just 
as soon as scientists, physicians, and the public can be convinced 
that it has no deleterious effect upon a drinking-water. Of 
course the use of a germicide which destroys germ life through 
some other effect tlian by a toxic effect would more quickly 
become popular, but experiment has not progressed far enough 
yet to finally determine the feasibihty of the use of a germicide of 
the former character; but we are even now confronted with 
the problem of determining both the actual safety and the safe 
range of application of a germicide of the latter class. 

In order to facilitate tlie use of tlie sulphate of copper as a 
germicide the manufacturers of the sulphate-of-iron coagulant 
design to combine the two salts in the process of manufacture 
so that the coagulant and germicide may be introduced simul- 
taneously in the same solution. For certain practical reasons 
the use of the combined salts may be advantageous, but from 
a technical point of view the combination in a single solution is 
of doubtful utility, for the reason that the conditions requiring 
a variation of the coagulant from time to time do not necessarily 
require a similar variation of the germicide, while in midwinter 
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detrital rivers have also av-ailable a ground-water naturaJJy 
impregnated witli iron held in solution by carbonic acid. The 
well-known properties o£ an iron water to precipitate the iron 
as a hydrated oxide upon aeration and of hydrate of atm to act 
as a coagulant suggests the expediency of cities so located de\-cl(^ 
ing ground-water and mixing it after aeration with that por- 
tion of the water-supply which is taken from the river. Theo- 
retically the hydrate of iron of tlie well-water should in part at 
least coagulate the remnant of the sediment in the river-water 
after exposure to a proper period of natural sedimentation. The 
use of the artificial coagulant would then be confined to an amount 
needed only to reinforce tlie natural hydr<ite-ol-iron coagulant 
if for any reason it should be found to be deficient in quantity. 
Of course when the amount of ground-water available is 
sufficient for the entire supply of the city, all that is necessary 
is to remove the iron from the ground-water by methods described 
on preceding pages. But when the amount of this ground-water 
\i. insufficient for a full supply of water the deficiency drawn 
from tlie river and naturally settled may be so thoroughly- coagu- 
lated by the iron in the ground-water as to be thoruugliI\- puri- 
fied by tlie ordinary methods of sedimentation and filtration. 
WlitTC the facilities for natural coagulation exist a trial can be 
BO readily and inexpensively made that it is well worth tJie ex- 
penditure ol time and money in view of the attractive induce- 
mt'iitB whicli the practical application of the process presents. 
TIvTC are localities available for the purpose where the iron of 
the nutural ground-water has been found to vary from three- 
(|iiartfn* of n grain to over four grains to the gallon, whicli 
ilk i\ range of iron for coagulating purposes suited to a wide 
ranjiP of turbidity of a naturally settled river-water. Attention 
Khtnild be given, of course, to the respective mineral cliaracter- 
i!*tj[-» <)( the water from llic two sources of supply witli a view 
1)1 mahitaining as low a degree of mineralization of the purified 
wtUtT iw iKKsible. But tliis is a matter to be worked out in de- 
tiiit when theapplication of natural coagulation is contemplated, 
Tlie natunilly coagulated water sliould be subjected to subs^ 
quent sedimentation or filtration as in the case of wate^ ' 

with an artifici^ coaguljuit. 
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Consequently if the ratio of the superficial area of mechanical 
filters to slow sand-filters is r to 25 for a given quantity of vv^ter 
filtered per day, then for a depth of 30 inches of sand the me- 
chanical fitter will require about twenty times more wash-water 
than the slow sand-filter for the same grade and amount of 
clogging material removed and with equally perfect mechanical 
facilities for performing the washing. 

There is a biological action in slow sand filtration in some 
conditions of raw river-water wtiich serves by vital processes of 
living organisms to reduce organic matter and to extinguish 
bacterial life. This process is more particularly applicable to 
waters of comparatively low sediment contents which are pol- 
luted by organic matter, particularly sewage. 

The efficiency of a filter depends in a measure upon its clog- 
ging capacity, and accordingly upon its mechanical make-up 
and the skill bestowed in its operation and maintenance, and is 
measured by the degree of clearness and hygienic purity of the 
filter product. 

Tlius filtration as now understood is a refining process which 
as a part of a clarification process removes suspended matter 
whicti natural or plain subsidence coupled with coagulation can- 
not remove, or which as a purifying process removes not only 
the suspended matter in water but also a very large propor- 
tion of tlie bacteria which a raw water may contain. In the 
one instance the essential consideration is to clarify an other- 
wise wholesome water, while in the other instance it is to elimi- 
nate the living organisms with a view of excluding from the fil- 
tered water any disease germs that may be in the raw water. 

With some waters the distinction between clarification and 
purification is a theoretical rather than a practical one from 
the fact that the refining process which insures complete clarifi- 
cation also accomplisiies so great a reduction of bacteria that 
the product of the filter is considered safe and wholesome. This 
is true of the raw water of large detrital rivers containing a large 
amount of finely divided clay and possibly polluting matter in a 
highly diluted state. 

There is this distinction, however, to be made between clarify- 
ing filtration and purifying filtration, namely, that the one is 



governed largely by the appearance of the filtered water, while 
the other regards sanitary consideration to such a degree tliat 
the quaUty of the filtered water must conform to a hygienic 
standard of purity, whicli general experience, modified perhnps 
by local considerations, has found to be a safe guide in judging 
of the wholesomeness of a water. 

Purifying filters must be operated continuously, whereas the 
operation of clarifying filters is sometimes dispensed witli when 
the water from thp source of supply is clear, as is the case with 
detrital rivers when ice-bound. 

Notwithstanding the distinction of theory which may be made 
between clarifying and purifying filtration, this fact stands out 
clear and distinct, namely, that filtration in any form and for 
any purpose should be regarded as a refining process and should 
be so conducted that the effluent of tlie filter meets the require- 
ments of a standard of purity for a wholesome drinking-water, 
except when appHed merely to the preparation of water for some 
mechanical purpose, when a sanitary standard of purity may be 



In order that filtration may meet sanitary requirements the 
mechanical operation of filters must be under perfect control — 
a requirement which renders imf>erative a perfect control of the 
condition of the water admitted to the filter and of the rate of 
flow through the filter. Accordingly we must have a standard 
of hygienic purity for the filtered water and a standard, more 
flexible jjerhaps than the former, to so go\'em the condition of 
the water admitted to the filter that the filter can continu;dly 
produce a water conforming with the liygienic standard. 

The most available guide as to what constitutes an acceptable 
standard of purity of a filter effluent is the one in use in the Ger- 
man empire as follows: 

"Section i. In judging the quality of a filtered surface-water 
attention is to be paid to the following points: (a) The opera- 
tion of the filter is to be regarded as satisfactory if tlie number 
of bacteria in the effluent does not exceed that hmit wliich experi- 
ment has shown to be attained by good sand filtration at the 
water-works in question. A satisfactory effluent shall as a rule 
not contain more than about loo bacteria per cubic centimeter 
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when it leaves the filter, (h) The filtrate must be clear as pos- 
sible, and must not be inferior in color, taste, temperature, and 
chemical character to the water before filtration. 

"Section 2. In order to control a water-works continuously 
in its bacteriological relations, it is advisable to examine the 
effluent of each filter daily where the conditions permit. Such 
a daily examination is particularly important: (a) after the con- 
struction of a new filter until it assumes its regular working con- 
ditions; (6) whenever a filter is put in operation after cleaning 
and for at least two days after that time, until the effluent has 
a satisfactory character; (c) after the filtration head becomes 
more than two-thirds of the maximum for the works in ques- 
tion; (d) when the filtration head suddenly decreases; (e) during 
all unusual conditions, especially at times of high water. 

"Section 3. In order to be able to conduct bacteriological 
investigations according to Section i (a) the effluent of each 
filter must be accesseble, that samples may be taken at any 
desired time, 

"Section 4. In order to assume a uniform system of bac- 
teriological investigations the method given below is recom- 
mended for general use. 

"Section 5. The persons intrusted with the conduct of the 
bacteriological investigations must furnish proof that they possess 
the qualifications necessary for the work. They should belong 
to the official operatuig staif itself whenever possible, 

"Section 6. If a filter furnishes water which does not meet 
the hygienic requirements, it is to be cut out of service, pro- 
vided the cause of the deficient character has not already been 
removed during the course of the bacteriological investigations. 
In case a filter furnishes an unsatisfactory effluent oftener than 
occasionally, it is to be placed out of service and the defects 
sought out and remedied. 

" Section 7. In order to be able to waste poor water which 
does not meet the requirements each filter must ho arranged 
so that it can be cut off from the filtered water-mains and the 
effluent allowed to flow away. This waste Is to take place regu- 
larly, so far as the details of management permit, (a) immedi- 
ately after the complete cleaning of tlie filter, and (6) after com- 
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pletely renewing the bed of sand. The superintendent in chai;ge 
must determine, from liis exf)erieiice with the bacteriological 
investigations, whether a waste of effluent is necessary in each 
individual case after the completion ol this cleaning or renewal 
and the length of time that must elapse before the effluent attains 
the required degree of purity. 

"Section 8, It is necessary for satisfactory sand filtration 
for the surface of the filters to have ample dimensions and 
provide sufficient reserve to assure the velocity of filtration 
suitable for the local conditions and the character of tlie raw 
water, 

"Section 9. Each filter-bed must be controllable as respects 
quantity of effluent, excess pressure, and character of effluent. 
It must also be arranged so that it can be completely emptied, 
and also be filled from below with filtered water after each clean- 
ing. 

"Section 10. The speed of filtration in each filter-bed must 
be capable of adaptation to the most favorable conditions for 
filtration at any time, and be as regular and free from sudden 
fluctuations or interruptions as possible. To this end the usual 
fluctuations caused by the varying demand for water during 
different portions of the day are to be equalized as far as pos- 
sible by reservoirs. 

"Section 11. The filter-beds are to be so arranged that their 
operation will not be influenced by varying levels of the water 
surface in the clear-water resor\'oir. 

"Section 12. The excess filtration head must never be so 
great that breakage of the filtering-top layer can occur. The 
limit to which the excess pressure may rise without influencing 
the effluent is to be determined for each plant by bacteriological 
investigations, 

" Section 13. The filters shaU be constructed in such a manner 
that every portion of the surface of each bed shall work as uni- 
formly as possible. 

" Section 14. The walls and bottom of a fflter are to be water- 
tight, and particularly must there be no danger of an imme- 
diate connection or passage through which raw water may pass 
from the filter into the filtered-water main. For this purpose 
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special attention is to be paid to a water-tight construction and 
maintenance of the air-shatts of die iiltered-water mains. 

"Section 15. The thickness of the bed of sand shall be at 
least so great that the cleaning will never reduce it to less than 
30 centimeters (12 inches) where the conditions permit- Never- 
theless it is recommended that this minimum limit be raised 
to 40 centimeters (16 inches) where the conditions permit. 

"Section 16. It is desired that annual reports be made from 
all the sand-filtration works in the German empire to the Imperial 
Board of Health, giving the results of operation, and particularly 
the bacteriological character of the water before and after fil- 
tration." 

Experience or local requirements may suggest modifications 
of the quoted regulation. But in whatever degree modifica- 
tion may be found advisable, conformity thereto requires a 
methodical uniformity of the methods of operating filters and 
perfect control of the facilities for preparing the raw water for 
the filters, 

It is well known to those who have observed the operation 
of filters and who have studied the results of filtration that a 
uniform rate of flow through the filter and sufficiently long expo- 
sure of the water to the purifying agency is necessary to insure 
that degree of purification which will meet the requirements 
of a proper standard of purity. But a uniformity of flow through 
the filter cannot be preserved if too wide a range of the amount 
of sediment in the water supplied to the filter is allowed, for 
then the rate of clogging becomes variable, requiring a propor- 
tionately irregular fluctuation of the filtering water-pressure 
even beyond permissible limits, and resulting in an irregularly 
turbid-water delivery of the filter. Under tliese circumstances 
the bacterial efficiency of the filter is also reduced because fiigh 
bacteria! variation invariably accompanies a sudden or excessive 
variation of turbidity of the filtered water, In other words the 
filtering-machine is then overworked, overclogged, and disor- 
ganized, and accordingly fails to respond to the requirements of 
the situation to deliver an acceptable product. 

The neglect to provide the facilities which insure a uniformity 
of the physical condition of the water entering a iilter and of the 
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working regime of the filter itself accounts for numerous failures 
of mechanical filters and for the occasional disappointing result 
of slow sand-filters whenever the physical and bacterial con- 
dition of the raw river-water is raade to vary through natural 
causes. Practice in this regard must be modified in this country 
and far more attention must be given to the preparation of the 
raw water for filtration if the results are to conform reasonably 
well to a standard of hygienic purity of the order quoted from 
the German. 

So long as the theory prevails that certain forms of bacterial 
life in water are to be feared rather than the dissolved impuri- 
ties, and so long as tlie science of biology, or rather the line of 
practice based upon the developments of this science, is unable 
to discriminate with precision between tlie harmless and danger- 
ous bacteria and to identify indi\idual types independently, 
we are bound to consider the complete removal of bacteria 
from the water-supply, or if complete removal be found imprac- 
ticable, then to eUminate the probability and to minimize the 
possibihty of the presence of the more dangerous forms of bac- 
teria. 

At the present time this principle or rule of practice appears 
fundamental, and if fundamental, then the practical standard 
of purity should be based upon a limited number of bacteria 
remaining in the filtered water rather than upon a percentage 
of the number in the raw water removed by filtration. But 
why not sterilize the water and be done with it and make this 
the universal standard of purity? To this puestion an answer 
i5 that it is useless to plunge into a labyrinth of practical difficul- 
ties which surely must in\olve one who attempts to obtain a 
sterile water from an artificial filter, for the filter has practical 
limitations depending upon its design and construction, upon the 
method of of)eration and upon the condition of the water ad- 
mitted to the filter. It is perfectly plain, to use an extreme 
case, if the water could be sterilized before entering the filter that 
the work of the filter would bo confined to that of clarification, 
and that structural and operating details would then be of a 
character which would present the filter becoming a breeding- 
place for bacteria. WTiile we can scarcely hope for such perfection 
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in the works intended for the preparation of water for filtere as to 
produce the result just outlined, still the nearer that sort of prep- 
aration is approached the more readily can a high standard of 
purification be attained. It is the pivotal point to-day in the proc- 
ess of water purilication. It energy is concentrated upon the per- 
fection of mechanical devices in and about filters, relying purely 
upon filtration as modified and influenced by the mechanical 
devices to produce results, the longer will the attainment of a 
high standard of purity of filtered water be postponed. On 
the other hand, if energy is devoted to the perfection of works 
for the preparation of water for the filters of a quality which 
renders high-grade filtration not only possible but positive, the 
sooner may we expect to see rapid advances made towards the 
adoption of a universal high-grade standard of hygienic purity 
of the water-supply. Accordingly tliere appears no good reason 
for much flexibility in the quoted standard of hygienic purity 
in order to meet varying natural conditions of the sources of 
water-supply as they change geographically, because tlie vari- 
able conditions call for a modification rather of the preliminary 
treatment of the water and accordingly a modification of the 
structures by means of which tlie preliminary work is accom- 
plished. Whatever elasticity there may be in methods and means 
of water purification should be largely confined to the prelim- 
inary preparation of water before it reaches the filter. And 
the extent to which the physical condition of the raw water must 
be improved before it is admitted to the filter is largely a matter 
for local consideration and must be settled independently in 
individual instances. 

Tlie city of Bremen, Germany, takes its supply of water from 
the river Weser and meets the requirements of the German 
standard of purity of filtered water by resorting to double filtra- 
tion. Eugene Goetze, Esq., chief engineer of the water-works 
of that city, in a paper presented to the American Society of 
Civil Engineers September 4, 1903, concisely outlines the pliys- 
ical condition of the river-water and the results of filtration in 
these words: "The number of bacteria in the raw water of the 
Weser, which normally is about 1000 to 2000 per cubic centi- 
meter but often is only a lew hundred, increases at high water, 
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such as occurs regularly once or twice in the fall and once or 
twice in the spring, to 100,000 per cubic centimeter. ... in 
Bremen tlie water formerly filtered by single liltration contained 
during every flood 1000 to 3000 bacteria, instead of the permis- 
sible 100 and was quite turbid besides. Since the introduction 
of double filtration the city receives also, during floods, a dean 
filtrate with no more than about 100 bacteria per cubic centi- 
meter." 

The raw water from the river Weser is admitted directly to the 
Bremen filters, and the requirements of the German standard of 
purityare met bysingle filtration under ordinary conditions of Ihe 
river-water and by double filtration upon those occasions when 
the river-water is abnormally turbid, which may be inferred is for 
a comparatively brief period each year. 

The Bremen filters are the biological or slow sand type, which 
are cleaned by scraping. In this connection Mr. Goetze states: 
" The filtering periods between consecutive cleanings range from 
a minimum at a time of high water of about 7 days to a maximum 
of about 120 days, the average being 30 to 35 days." 

It 15 gathered further from Mr. Goetze's tabulations of results 
that the abnormal turbidity of the raw Weser water scarcely 
reaches 200 parts per million, and that single filtration suffices 
for a turbidity of the raw water of about 20 to 30 parts per mil- 
lion or less. 

In the matter of slight turbidity, or rather of a narrow range 
of turbidity, the few rivers of the United States which are com- 
parable with the Weser are principally those of the New England 
and neighboring States. Many rivers of the Middle West and of 
the South are muddy, carrying a sediment in excessive amounts 
during the greater portion of each year. While double filtration 
may answer the requirements of a proper standard of purity with 
waters similar to that of the Hudson and Merrimac rivers, it 
could not be used to satisfactorily purify or clarify the waters 
from most of the rivers of the Middle West. The burden of sedi- 
ment is far too great. 

The following table taken from the report of the Water-supply 
Commission of St. Louis, 1902, shows approximately the average 
amount of sediment in river-water at several localities. 
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Parts per millioa 

Merrimac River, Lawrence 10 

Hudson River, Albany 15 

Allegheny River, Pittsburg 50 

Potomac River, Washington 80 

Ohio River, Cincinnati 230 

Ohio River, Louisville . 350 

Mississippi River, New Orleans 650 

Mississippi River, water-works intake, St. Louis . . 1200 

Mississippi River, Missouri side, St. Louis. ..... 1500 

Elsewhere in this chapter is shown the large amount of sedi- 
ment carried by the Missouri River near Kansas City, ranging from 
300 to over 6000 parts f)er million, averaging nearly 3000 parts 
per million during the months of open river. When the river 
is ice-bound the river-water is turbid only, the turbidity ranging 
from 30 to 50 parts per million, or possibly less during protracted 
freezing weather. 

It is obvious that rivers like the Missouri, Mississippi, and Ohio, 
having a wide range of sediment capacity marked by sudden 
variations, cannot receive satisfactory preparation for filtration in 
prehminary filters, for the burden of sediment is so great that 
it can be disposed of successfully by the less expensive method of 
sedimentation. 

The settling-basin is usually the place where the roughening 
work of preparation can be accomplished and where the water can 
be prepared thoroughly for the refining work of t!ie filter to a 
degree that will meet the requirements of a standard of hygienic 
purity of the filter effluent. But there must necessarily be some 
fixed limit to the turbidity of the effluent from the settling-basins, 
in order that the filters may satisfactorily perform the after-work. 
What should be this limit of turbidity ? 

George W, Fuller, in his report of the Cincinnati experiments 
relating to the " English" (slow sand) system of filtering, states: 
'* Upon taking into consideration all of the evidence at the close 
of the work, it is finally concluded that the maximum permissible 
amount of clay in the Ohio River water applied day after day to 
Enfdish filters under local conditions ranges from about 30 to 70 
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and averages between 40 to 50 parts per million." " To tnalce use 
successfully at all times of English filters it would be necessary 
at times of freshets to give the Ohio River at Cincinnati further 
preparatory treatment than is afiorded by three days of plain 
subsidence." 

Robert Spuir Weston, in his report on the New Orleans experi- 
ments, states with regard to Enghsh filters that, " barring compli- 
cations from algje growths which would tend to reduce the yield 
of the filter between scrapings, a silica turbidity of 35 parts per 
million {about 20 parts of suspended matter) would, on an average. 
pennit according to available data regarding local conditions^ 
a yield of about 65 milhon gallons of filtered water per acre, or a 
period of service between scrapings of about 13 days, when a head 
of four feet is used. ... If the water applied to the filter should 
be as low in turbidity as 20 parts per million, silica standard, the 
jfield of filtered water between cleanings would be considerably 
more, and the jKnetration of the clay into the sand layer would 
very likely be a little less. On an average, and in the ab- 
sence of algffi growths, the data indicate that with such an applied 
water a yiuld of 100 milhon gallons per acre between scrapings, 
equivalent to a period of service of 20 days, could be obtained, 
and that the depth of sand removed by scrapings would be less 
than one inch. It seems doubtful whether, as a rule, it would be 
economical under local conditions to apply sufficient coagulant to 
reduce the siUca turbidity of the filter influent to 20 parts per 
million (about 12 parts of suspended matter), although better re- 
sults would probably accompany the lower turbidity." 

Mr. Wesfon, in summing up the results of experiments with 
mechanical filters at New Orleans in purifying the Mississippi 
River water, gives the table reprinted on page 172. 

With reference to this table Mr. Weston says: " It is beheved 
from the above that it is not economical to apply a coagulant 
to reduce the turbidity of the water to below 50 parts per million 
(30 parts of suspended matter per million). It is also beUeved 
that considerable saving is affected by reducing the turbidity to 
below 75 parts per million {45 parts of suspended matter per 
million); but it is an open question what should be the proper 
turbidity between these general limits to which to reduce the 
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subsided water in order to effect the most satisfactory and eco- 
nomical filtration." 



Table X,^ Approximate Relation between Turbidity i 
Influent, Percentage and Coht op Wash-water, and 
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Other statements of the general tenor may be given, but all 
point to what must be recognized as a fact that witiiin proper 
limits the lower the turbidity of the water admitted to a filter 
the higher and easier becomes the permissible degree of purifi- 
cation of the water in passing through the filter. 

Particular attention is called to the amount of wash-water 
that is required. It is seen in the preceding table that 6J per 
cent of the total product of the filter is required for washing 
purposes when the raw water contains 90 parts per million of 
suspended matter; it is also known from general practice that 
the percentage of wash-water increases rapidly as the amount 
of suspended matter in the raw water increases, and soon reaches 
a point where the large percentage of wash-water coupled with 
an excessive use of a coagulant renders the expense prohibitive. 
W'ith high sediment contents of the raw water, moreover, filters 
cannot be maintained in an efficient working condition. 

The practical limitations to the reduction of turbidity may 
approximate 50 parts per million for water of silt-bearing rivers, 
during the unfavorable seasons of the year, by the skillful use of a 
coagulant after the water has experienced a period of natural 
subsidence of 12 to 24 hours. A greater reduction of turbidity may 
be readily effected during more favorable seasons of the year 
with the use of a less amount of coagulant skillfully applied to 
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an amount approximating 20 parts per million, also after a similar 
period of plain subsidence. But in any event the reduction of 
turbidity to a proper degree to admit of successful filtration of 
the water of silt-l)earing rivers must be obtained with the aid 
of :i coagulant used approximately in the amounts indicated else- 
where- in this chapter. 

Two serious difficulties arise in connection with the operation 
of a settling-basin in a skillful manner, one is the objection to the 
expense entailed in the use of a coagulant in the skillful manner 
and in the amounts required for the reduction of turbidity to the 
extent indicated above and the other is the popular objection to 
the use of a coagulant in large amounts. Either objection can be 
met only by insisting on the one hand upon a proper standard 
of purity of the filtered wafer and on the other hand by a more 
general famiharity with the process of coagulation and the 
necessity for the use of the coagulant. 

The capacity of the basin that is required for coagulation and 
subsidence after coagulation and for temporary unserviceabihty 
during the cleaning or washing process amounts to 24 to 36 hours, 
which capacity added to the 12 to 24 hours' capacity required for 
plain subsidence makes the total capacity of a basin required for 
successful operation of 36 to 60 hours' supply, without considering 
the capacity of the needed clear-water storage-reservoir. The 
velocity of flow in some rivers is so low for a considerable portion 
of each year that the river-prism becomes a subsiding-basin. 
Then the raw river-water may be given a treatment with the 
coagulant as taken from the river and afterwards allowed a few 
hours' rest in a basin before going to the filters to allow the 
coagulant time to collect in masses large enough to be retained 
by the filter-sand. The current of other rivers is so rapid the year 
through, except when ice-bound, as to require basins of the capacity 
stated in the preceding part of this paragraph. Accordingly 
there is room for a considerable latitude of judgment in fixing 
upon the capacity of subsiding-basins which will meet the general 
requirements of local conditions most economically. 

The amount of clear-water storage at the purification works need 
not exceed that which will safely obviate the necessity of forcing 
the settling-basin beyond its proper turbidity-reducing capacity. 
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Fig. 23 shows a plan of a water-purification works (not con- 
structed) designed to purify water taken from the Missouri River 
at Fort Leavenworth, and serves to illustrate a purification 
works combining natural subsidence, coagulation, and mechanical 
filtration, and also a convenient arrangement of %'alves for manip- 
ulating the basin. 




The purification plant is designed for the delivery of at least 
one million gallons per day of wholesome ^valer. 

The settling-basin is in three di\-ision5, one diviaon of a capa- 
city of 1,227,600 gallons, the second of 852.000 gallons, and the 
third of 438,000 gallons capacity. The mechanical filters are 
each 17 feet long and 10 feet wide and of an estimated normal 
;ap^ty of about 400.000 gallons each per 24 bouis at 
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a rate of about loo million gallons per day per acre, or a little 
over 1.6 gaJtons per square foot per minute. 

Sectional elevations of the purificati(m works are shown in 




Fig. 24, and a general plan of the pipe sjrstem, valves, and gate- 
chamber on Fig. 25. 

TTie 12-inch raw-water influent -pipe divides at the gate-chamber 
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wall into two branches, one leading into division i, and the other 
into division 2 of the basin. At the end of each branch of the 




influent-pipe is a deflector which gives a horizontal radial directior 
to the water in a direction away from the valve-chamber. 
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Under normal working conditions the raw water entering the 
bottom of division i through the iz-inch influent-pipe just de- 
scribed, displaces an equal volume of the surface-water which 




isses into the adjoining quarter division of the gateK:hamber 
nigh a notch in the octagonal wall admitting of a stream 
t 6 inches deep and 12 feet long. In passing through this 
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notch the coagulant solution is introduced tiirongh a series of 
J-inch pet-cocks tapped into a 2-inch coagulant-pipe. From the 
quarter division of tlie gate-chamber the water passes into a 
branch pipe in the division-wall of the gate-chamber and enters 




the influent-pipe of division 2 of the settling-basin, which con- 
veys it into basin 2, where it is deflected horizontally and 
radially as described above for dlvisiDn l. The return-flow of 
the displaced water of division 2 enters a second quarter of the 
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gate-chamber by overflowing a second section of tlie octagonal 
wall, or that between the two division-walls of the basin; whence 
it enters through a sluice-gate the influent-pipe of division 3, 




which pipe distributes the water in division 3 in a manner similar 
to that described for divisions i and 2. 

The water from division z can be given a second treatment of 
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patents has contributed very greatly to the advancement of mechan- 
ical filtration to its present position in the art of water purification. 
It served to bring mechanical filtration before the public and to 
hold the attention of the public for years even before the merits 
of the mechanical filter had been thoroughly developed. Not- 
withstanding the efforts of mechanical-filter partisans to exploit 
the mechanical filter and to give it wide publicity, they often 
obscured the true merits of the filter in a decidedly foggy atmos- 
phere because of their neglect to accord consideration of the 
technical features which successful filtration naturally embraces, 
and it was not until the technical features of mechanical filtration 
and of the mechanical devices which are necessary to insure suc- 
cessful operation of a mechanical filter had been thorouglUy 
studied that it was brought to its present standard of excellence. 
It has been clearly shown by extended experiments and by close 
analytical study that mechanical filtration, like slow sand filtration, 
requires a thorough advance preparation of the raw water before 
it is in a proper condition to enter the filter. The one is intended 
to be as much a refining process as is the other; as good results 
may be expected from one as from the other; and the perform- 
ance of the one method of filtration over the other is often a 
matter of adaptability and of cost. 

It may be safely said from a purely technical standpoint that 
with a sufficient advance preparation of the raw river-water 
either method of filtration can be used in any locality, even where 
such waters as that derived from the Missouri, Mississippi, or Ohio 
River are to be purified. It is found, however, that slow sand 
filtration together with the necessary subsiding basins for the 
proper preparation of the water for these filters involves so great 
an expense as to be practically prohibitive; and it is further 
believed that slow sand filters, when used in connection uith 
purification works which require so thorough an advanced treat- 
ment of the raw water as that of the river just named, become in 
themselves purely mechanical filters, for the reason that the long 
period of subsidence and the large amount of coagulation to which 
waters from such rivers must be subjected doubtless remove from 
the raw water the elements or profwrties which are needed to con- 
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struct the filtering mantle which is supposed to be the effective 
element in the operation of the slow sand biological filter. 

In drawing this chapter to a close it may be briefly stated as a 
summary of what has been said that natural subsidence, coagula- 
tion, and filtration are necessary for the proper purification of the 
water from detrital rivers generally, and that there must be not 
only a high standard of purity for the effluent of a filter, but 
also a restricted range of turbidity to the filter-influent water. 
Without proper regard to the principles embraced in the three 
distinct processes and to the bacterial and physical condition 
of the water' admitted to a filter it is foimd impossible to secure 
a water of imiform purity, or one that should be recognized 
as conforming to a proper standard for a good and wholesome 
water. The general practice of the present day is not up to the 
standard indicated. Principles are often disregarded, especially 
the one of preliminary preparation of the water for filtration, car- 
ried even to the extent of sometimes adding a coagulant to a 
water of very low turbidity in order to make filtration success- 
ful even through slow sand filters. If the author has succeeded 
in making this point clear and in helping on the work of reform 
in the directions indicated, it is believed that the chief obstacle to 
successful water purification by filtration can be overcome. 
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The pymping-engine is so important a part of the equipment 
of many water-works as to warrant a few words regarding its use 
and maintenance. Little can be said regarding the manufacture 
of machinery of this kind, as it is a special work carried out by 
corporations fully equipped to design and manufacture. The 
manufacturers, howe\'er, desire a thorough knowledge of the ser- 
vice in which a pumping-engine is required to work in practice, of 
the source of the water-supply, and of any physical conditions 
which may affect the installation of the machine and the service 
expected of it. 

Accordingly the engineer's specifications under which pro- 
posals of design, installation, and manufacture are invited and 
the purchase is made are usually confined to general stipula- 
tions defining and fixing the obligations of the contracting 
parties, a detailed statement of the conditions affecting both the 
installation and operation of the pumping-machinery as above 
outlined, and the terms of payment, etc. Frequently a certain 
type of machine is specified which is known to possess superior 
merits for a particular kind or range of service. Usually plans 
are submitted with the specifications to illustrate the description 
given therein and to show the design and arrangement of the 
pumping-station, together with the arrangement of plant and 
machinery already installed or about to be installed. 

It is usually customary for the purchaser to build the founda- 
tions upon which the machinery is to rest after plans of the manu- 
facturer showing the anchor-bolt lay-out and the design of the super- 
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structure to accommodate the type of machine proposed for instal- 
lation. Such a division of the work serves to facilitate matters and 
to reduce expense. 

The manufacturer, while providing the valves, fittings, and ac- 
cessories necessary to properly govern and operate the machinery, 
is seldom expected to carry his work outside the walls of the 
building in which the machinery is installed. 

Usually tlie purchaser requires of the manufacturer some sort 
of guarantee as to the degree of economy with which a proposed 
pumping-engine will perform the work of pumping water. Evi- 
dently the larger the number of gallons of water delivered by the 
piunps of a pumping-engine with the consumption of some given 
amount of fuel under the boilers or of steam by the engine, as the 
case may be, the less becomes the fuel expense and, relatively, the 
higher the economy of the maclUne becomes in operation. The 
measurable work of the pumps never accounts for all of the energy 
developed by the combustion of coal in the boiler-furnaces in tlie 
manufacture of steam, nor even for all of the energy in the steam 
admitted to the steam-cylinders of the engine actuating the pumps, 
for a large portion of the heat of the coal is unavoidably wasted, 
and also a portion of the heat energy actuaUy absorbed by the steam 
is unavoidably lost in passing through the pipes leading to the 
engine, in the steam -cylinders themselves, and in overcoming the 
friction of the moving parts of the macliinery wliich it actuates. 
Accordingly in practice the term ' ' mechanical efficiency ' ' is 
applied to pumping-engines, meaning thereby the relation which 
the work actuaUy done by the steam in the cylinders bears to 
the work actually accomplished by the pumps in lifting M'ater. 
Thus if the work done by the pumps divided by the indicated work 
in the steam-cyhnder equals unity, as would be the case were the 
actual and the indicated work the same, then the engine is perfect 
mechanically and the mechanical elficiency is loo per cent. But 
as this percentage measure of mechanical efficiency decreases the 
work of the engine decreases on the scale of economy; for instance, 
a machine giving a mechanical efficiency of 90 per cent is better 
designed and constructed than one giving 70 per cent. 

But the ordinary term for a measurement of economy of a 
pumping-engine is " duty " in terms of foot-poimds — meaning the 
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number of pounds of water a pumping-engine is capable of lifting 
one foot high with the expenditure of a unit volume of fuel or 
steam. Formerly the unit volume was lOo pounds of coal or 
combustible. This basis of measurement is unsatisfactory to 
both the manufacturer and the purchaser of a pumping-engine 
because it necessarily embraces the evaporative capacitj- of the 
boilers and the mechanical perfection of the boiler-setting and 
steam-piping connecting the boilers with the pumping-engine. In 
other words, the pumping-engine ceases to be a unit of consideration 
in itself in a duty test. And from the very nature of tlie combi- 
nation of engine, piping, boilers, and furnaces, it is sometimes 
difficult and embarrassing to fix responsibility for failure of an 
engine to give a stated duty when the several units of the com- 
bination are the workmanship of as many different contractonj, 
Moreover the technical details to be observed and the measure- 
ments to be taken in a combined test are many and often con- 
siderably complicated. 

Of late years it has been customary to use. the unit volume as 
one thousand pounds of steam delivered to the engine at some 
stated pressure. The choice of this unit of volume simplifies mat- 
ters, and by isolating the boiler or boilers fumisliing steam for the 
engine under test, or by measuring the amount of steam diverted 
from the engine under test for use in other directions, the obser- 
vations and measurements relating to a test are rendered less 
compUcated than in the former case just described. Tliis method 
of measuring the duty of a pumping-engine, while satisfactory 
from a purchaser's or a manufacturer's point of view, does not meet 
the requirements altogether for ordinary station practice, for the 
reason that it fails to show a direct relation between the work done 
in pumping water and in operating other station appurtenances 
and the coal consumed under the boilers. Consequently for sta- 
tion purposes it is often convenient to refer to economy in vari- 
ous terms, as steam consimiption per horse-power per hour, coal 
consiuned per horse-power per hour and coal consumed per 1000 
gallons of water raised a given height, etc. 

In order to faciUtate computations and to compare approxi- 
mately the various units of measurements the following formulse 
and tables are offered; 
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Let D = duty of pumping-engine in foot-pounds per looo pounds 

of steam consumed by engine; 
£r=head or total lift of pump, including suction-lift; 
F^ volume of water pumped per unit of time; say, for 

convenience, one hour; 
IT -"Weight of unit of volume of water, 8.34 pounds per 

U. S. gallon; 
S= weight of steam consumed per hour; 
H.P.— pump horse-power. One H.P. =33,000 ft.-lbs. of 

work per minute or 1,980,000 ft.-lbs. per hour; 
C«-coal consumed per H.P. per hour. 



Thus 



HxFXiFXiooo 



or 



or 



H.P.=. 
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S 
H^VXW 
1980000 
1000X1980000 


H.P.~ 
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1000X1980000 


H.P.~ 
S 


D 
1980 



H.P. duty in million ft.-lbs. 

= steam consumption per horse-power per hour. 

From the last equation the following table is computed: 

Stbam Consumption per Pump H.P. per Hour for Stated Duties in 

Million Foot-pounds. 
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Coal Consumption per Pump H.P. per Hour, at an Evaporation op 
10 Pounds of Water per Pound of Coal, or when C^S/10 H.P., 
FOR Stated Duties in Million Foot-pounds. 
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To illustrate the use of the table, suppose that a pumping 
engine was found to consume 22 pounds of steam per pump horse- 
power per hour, as measured by the weigiit of water evaporated 
by the boiler, and also that the boiler was found to evaporate 6 
pounds of water per pound of coal. The duty, tlien, by the table 
would be 90 million foot-pounds per 1000 pounds of steam or per 
100 pounds of coal on the basis of an evaporation of 10 pounds of 
water per pound of coal, or 54 million foot-pounds per 100 pounds 
of coal consumed under the boiler, and the coal consumed per 
pump horse-power per hour would be atxjut 3.6 pounds. 

In every pumping-station a record should be kept of the 
amount of coal consumed in the boiler-furnaces and the number 
of revolutions made by each unit of the pumping-machinery and 
of the head or pressure against which the pumps operate, for infor- 
mation of this kind systematically and methodically recorded 
enables an engineer to keep posted upon the station duty of the 
several machines under his charge. 

The station duty is found to vary considerably from the test 
duty usually embodied in specifications governing the purchase 
of a pumping-engine, for the station duty is usually based upon 
a unit volume of the coal consumed and often takes into account 
boiler economy, waste, and the fuel consumed for all auxiliary 
engines as well as for the pumping-engines actually deUvering the 
water into the distributing pipes. For instance, in a pumping- 
station recently inspected it was found that one pumping-engine 
which on test delivered 338 gallons of water per pound of fuel 
actually delivered in daily service 263 gallons of water for every 
pound of fuel consumed, that a combination of large and small 
pumping-engines delivered 156 to 172 gallons of water per pound 
of coal, and that the average annual station duty for a period 
of three years was from 150 to 167 gallons of water per pound 
of coal consumed. It was also observed when a proper correction 
was made for the slips of the pumps that the station duty became 
reduced for one year to 124 gallons of water per pound of fuel 
consumed. The working head against the pumps was about 323 
feet. 

Thus it is observed that a test duty may be much in excess of 
the ordinary station duty and that when attendants become 
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careless or helpless regarding the mechanical condition of the 
pumping-engine the station duty based upon coal consumed and 
water actually delivered into the mains may run very low. 

Attendants may find it convenient to have a table or diagram 
showing the station duty of the pumping-machinery per pound 
of fuel consumed when the head or pressure against which the 
pumps operated is known. A diagram of this kind may be found 
on page 189. 

On other occasions when the annual amoimt of fuel to be 
charged against some specific imit volume of water, as 1000 gal- 
lons, is desired the diagram on page 189 may be found convenient. 

Again, the annual cost of fuel per one million gallons of water 
raised some stated height, when the station duty is known, 
is another convenient unit often referred to; accordingly two 
diagrams on page 190 may be of service. The diagrams are 
based upon 300 feet head or 130 poimds gauge pressure, but a 
reduction to any particular working head in feet may be made 
by multiplying the annual fuel cost as ascertained from the 
diagram by the ratio 

Particular head in feet 
300 ' 

A method of keeping the pumping-station records is given 
below. It may be varied somewhat to suit local requirements. 



Daily Station Record of Pumping-enginbs, 
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A table has been prepared based upon data collected from the 
annual reports of water departments for the purpose of illustrating 
the station duties that may be expected irom various types of 
pumping -engines. 

Table XI. 
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It will be observed from the preceding table that the head 
against which a pumping-engine works is an important factor in 
comparing economy of operation and that if one is to draw fair 
comparison the work of the engines should be based upon a com- 
mon head of say 100 feet. Making this reduction we find the pounds 
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h\ um\ required to raise tooo gallons o( water loo teet hi^ ibr 
llwr Mv»nil typ«» of engines referred to are respectively a 
5'3. ,176. aui. IS'). if>5. i-6i. 253. 1-64. 0-68. 

TliA iibovr Ltiblf and succeeding computations sfaooU iwt be 
Anj'|tti<(l M li'iily comptirnblc, fur unless all the conditkiiis of service 
iir<< kiitiwii In ciu-lt InstJincr and an allowance made acconfin^- 
iinliili rniuparlKon IDiiy result. All that is desired l^ the Olastn- 
IIm[i |a lui nppruximnte compiirison of the several tjr-pes of engiae. 
I'm liinttinro llir Biime typt* of engine working in diicct-pnaeaie 
wnlio would not ^\w. as liifj;!! 11 duty as when working under the 
Hiintlllinipi 111 rrwrvoir service (or the reason that in the Uxmtr 
limtiiiiri' Ihr- »iiwd o( tlic engine fluctuates with the moroenlary- 
iiiul liiiuily nHiuiremcnts of service, while in the latter case the 
t'llHltli' nuiy oiHiritti' under full load at its most economical speed 
hniii iittoi liour lUld day iifter day, regardless of the rate of water 
nihttiiMiptiorL 

II Ib nol rruty to obtain pnm ping-station duties of the small 
Wiili-iwurltN which use the non-condensing duplex type of pimiping- 
I'licliii-n lor the ix'oson that in the majority of cases the records are 
Iriioiiiplete. 

ilif ollp (tf pump* embraces the water which in the operation 
<i| II pntnplnK-cngine escapes tlirouRh leaky or defective val^-es or 
I Inutw biirkwtird imd forth through a defective plunger packing; 
Ihtit 1h to »uy, It is that portion of the pump-plunger displacement 
wlileJi dot* not reach the distributing system although raised to a 
prrwtre corrcuponding to Ih.it of the portion which does enter the 
(lltttribndng main, It requires proportionately as much fuel to 
ttUpjMirt thp slip of tt pump ili it does the delivery of the pump. 
For iu*tancc, to take an oxaggerated ca.sc, if the slip of the pump is 
50 pot cent, then one-half the fuel consumed in running the pump- 
Mig-cnfiine would be uml in siip[>orting slip and one-half in deliver- 
inu wrtter into ttie force mnin, or the annual cost of fuel would be 
nt'illlv doubln what it fihould bi- were the pumps maintained in 
iMI eltirit'iit rtindition. It is surprising to see the inefficient con- 
illtlmi whiih puuiping-machinery is sometimes allowed to reach. 
hi tlhl"lliili' IIiIn rondition reference is made to a controversy 
Witlill '»i»»e n l<'W V'tiiTt ago between a municipal corporation 
^^l,(,„. It, MHii wiil.T-works and n private corporation dependent 
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Upon the former corporation for its supply of water delivered to 
the company's distributing-pumps at a very low pressure. The 
controversy of three years' standing related to the actual delivery 
of a pumping-engine of 9 or 10 million gallons capacity per 24 
hours for the stated period of years and involved a considerable 
sum of money. A commission was finally appwinted to arrive at 
the facts and to settle the controversy. 

Three indepwndent methods of measurement were finally 
adopted by the commission: 

1. The plunger-displacement method, with the pump operating 
against a tightly closed gate-valve on the force main. This method 
of slip measurement was acceptable to the owners of the machine 
and the purchaser of the water, but discarded by the party selUng 
the water. 

2. The piezometer method, by means of which a series of hy- 
draulic grade lines were determined on the very low-pressure 
flow-line furnishing water to both parties, into wliich a meas- 
urable and known quantity of water was delivered. The hydraulic 
gradients were estabhshed both above and below the point from 
which the volume of water in dispute was abstracted. 

3. A weir measurement of the actual amount of water delivered 
by the pumping-engine in question when operated at different 
speeds under the pressure conditions corresponding to regular 
service. Tlie difference between the nominal delivery of the 
pumps based upon plunger displacement and the actual delivery 
as measured by the weir gave the slip. 

The sUp of the pumps as measured by these totally different 
and independent methods is as follows: 

1. Displacement method 2872.34 gallons per minute 

2. Piezometer method 3090.00 " " " 

3. Weir method 2926.46 " " " 

Average of the three methods.. 2962.9 gallons per minute 

The average computation of the slip was accepted as correct, 
and the test proved the substantial accuracy of the displacement 
method of sUp measurement, and enabled the commission to 
employ various similar measurements of sUp, previously taken, in 



1 94 »V TER-SUPPLIES. 

the construction of a diagram used in the correction of the records 
of the three preceding years and to arrive at the actual delivery, 
which was found to aggregate nearly 1960 million gallons of 
water and the slip to aggregate nearly as much. 

The condition of the pumps at the time of the test is repre- 
sented by the following table based upon weir measurement. 
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It is obvious from the table that the fuel required to raise 
the 2702.79 gailons per minute of water to the pressure of distri- 
bution was absolutely wasted. This glaring example of waste 
through slip serves to illustrate forcibly the importance of timely 
repairs of the moving parts of the pumps. 

Moreover the comparative tests show that the displacement 
method of measuring slip by operating against a closed valve on 
the force-main under the pressure conditions of servace is suffi- 
ciently accurate for practical purposes. It has the further value 
of being apphed in any pumping-station with littte or no expense. 

The valves in the force and suction chambers of the pumps 
become the source of serious sUp whenever the valve-seats are 
allowed to become scored or the rubber disks unusually worn, and 
either one of these two causes will lead to the presence of the other. 
Usually the diameter of the pump-valves b about 3 J inches, and 
unless the rubber disks are capped with a metal plate of somewhat 
smaller diameter they open over the radial arm of the valve-seats 
under heavy pressure and allow the escape of water at each stroke 
of the pump. Prolonged leakage of this character under high 
pressure eventually scores the valve-seats and cuts the valve- 
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disks irregularly — so much so that the hissing sound of water 
escaping through the valves is often distinctly audible. 

Tlie lift of the valves should never be much, for the wear and 
tear of pump-valves depends not only upon the number of re- 
vereals of the pump-plunger, but also upon impact at the instant 
the direction of the stroke of the plunger reverses. The impact 
becomes most serious when the pumps are forced beyond their 
rated capacity. 

Little need be said about the size and lift of pump-valves, as 
the purchaser can scarcely define details of this character precisely 
without assuming responsibility, in a measure at least, for the 
design of the machine and proportionately for the results of opera- 
tion. These details are usually left to the judgment of the manu- 
facturer under reasonable guarantees of maintenance and renewals 
of broken or defective parts for some specific period of time. Gen- 
erally spealdng this course of procedure duly protects the inter- 
ests of both the purchaser and the manufacturer if the purchaser's 
specifications define with proper precision the actual conditions 
of service. If these conditions are not so defined, it is scarcely con- 
ceivable that the interests of the purchaser would be better or 
more safely served by interfering with the details of design except 
through the instrumentality of a master of the art of design. 

Loss by slip through the plunger packing is much more hable 
to be neglected in pumps internally packed than in those externally 
packed, for the reason simply that any lack of vigilance on the 
part of an attendant is less apparent in the former than in the 
latter case and corresponding!}' less liable to correction by an 
overseer, and for the additional reason that many inside-packed 
pumps are metal-packed and cannot be repaired except by lathe- 
work, for which class of work most small water-works are not 
prepared. Accordingly wear is frequently allowed to progress to 
an extent which under more favorable circumstances for repairs 
and better facilities for packing would not be tolerated. 

It might be observed that inside metal-packed pumps are only 
adapted to the pumping of water entirely free from dirt, and even 
when used in pumping clear water under moderate pressure it is 
profitable to make a timely purchase of duplicate plunger and 
rings to replace the old ones as they become worn sufficiently to 
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admit of pronounced slip. The old ones can always be repaired 
in some near-by dty if do facilities are a\'ailable at bome for tbe 
purpose. 

The lowest-grade pumping-engine on the score of economy that 
is permissible to install in a water-works for daily service is the 
compound, non-condensing, duplex pumping-engine. The low 
economy of this class of machinery" is ofiset in a great measure by 
its low cost and siraplicitj' of design and opjeration, which makes 
it popular with small communities for the first five to ten years of 
experience with water-works. In fact it is pecuUaily adapted to 
tbe conditions and circumstasces surrounding the introduction 
of water-n'orls in small towns, because itssimplicit\''of constmctioa 
renders it the least likely of disarrangement under the direction 
and supervision of a very ordinary mechanic and occasions the 
least expense for maintenance and r^>airs. and because economy 
of opeiatioo b of anall consideration for the very few hours 
of ser\-ice daily during the probaticMiary period which serves 
to rend^ a community acquainted with the ctmv'enience, nature. 
and value of a public water-service, and to accumulate the experi- 
eoce and the proper appreciation of essentials that are necessary in 
the soccessful management oi a water-wurks. An investment in 
more expensive and more complicated machinery than the simple 
duplex machine would sometimes prove unprofitable until proper 
experience had been acqoired and the water-service had became 
extended and popular. 

Geneially speaking, the inside nietal-facked [>hinger-pump b 
preferred, and usually installed dorii^ tbe |MDbatioDary period, 
for water-pressure under 150 pomxk per square inch. Fibrous 
packing, sometiines sobstituted for metal plunger-packing, adds to 
the frictional resistance of the plunger in operation and accordingly 
reduces the mechanical efficiency of tbe machine. 

For pressures above 130 pounds per square inch it is fouDd 
ecoDoniical and much sa^ to approximate as nearly as possible 
a cylindrical form of axtstrnctioa of the pamp<hanibers, and 
accnrdin^y tbe usual form of design is four cylindrically fanned 
pomp-chambers standing upright in pairs, and with a plunger 
workmg ihroo^ two outside stuffing-boxes lor each pair of 
pumiMylinders. as iUustiated by Plate XV, page loj. These 



stufiing-boxes are fibrous-packed, usually with braided Italian 
hemp, and show any slip or leakage of water around tlie plunger. 
The double fibrous-packed plunger offers more than twice the 
resistance of the single inside metal-packed plunger previously 
described. However, tlus increased friction is unavoidable in 
high-pressure sen'ice and under careful mechanical supervision it 
need not be a large percentage of the total frictional resistance, 
which in liigh-pressure work is largely the pipe resistance of the 
force-main and distributing pipes. 

The inside-packed plunger possesses the further advantt^e of 
being able to sustain a higher vacuum on the pump suction-chamber 
than the outside-packed plunger, because the latter is continuously 
exposed to atmospheric pressure and will allow air to enter the 
suction-chamber of the pumps through an imperfectly packed 
plunger stuffing-box gland. 

The duplex pumps will often short-stroke; that is to say, they 
\v\l\ sometimes run with a shorter stroke than that necessary- to 
a full-capacity delivery of water. It is therefore customary to 
have a stroke-adjustment mechanism actuated by hand-wheels 
communicating by a spindle with the interior of the engine, by 
means of which an adjustment can be made to correspond 
with full-stroke delivery as soon as the engine after starting is 
well warmed and the pump is under full load. 

When the pumping-engine is working under heavy pressure 
it is a wise precaution to have attached to the steam-val^'e of 
the engine a water-pressure governor like the Fisher governor. 
which shuts off the steam upon a sudden fall of water-pressure 
like the bursting of the force-main or similar accident. 

The conditions of ser\'ice in many towns require stand-pipe 
pressure for domestic serxice and direct pressure for fire service. 
In the one case the stand-pipe communicates with the distributing 
system of pipes, absorbs whate\'er water comes from the pumps in 
excess of the consumption and accordingly governs the pressure 
upon the pipe system; in the other case the stand-pipe is \-alved 
off from the distributing pipes and no more water can be deli\-cred 
into the pipe system than that which is drawn out of it by con- 
sumption through the house service-pipes or fire-hydrants. Ac- 
cordingly in direct-pressure service the pressure upon the pipe 



system may be increased through the operation of the boilers and 
pumps much above the ordinary stand-pipe pressure. But a 
compound duplex pumping-engine designed to work economically 
under a stand-pipe pressure cannot work in a similar manner under 
fire-service. This ditficulty is overcome by providing a valve 
which when opened admits high-pressure steam into the low-pres- 
sure cylinder ordinarily using steam expansively, thereby convert- 
ing the machine into a simple engine using steam altogether at 
boiler-pressure. For the time being all concern to secure station 
economy in the use of fuel is abandoned in an effort to furnish 
prompt and efi&cient fire-service, and justifiably so, for the period 
of fire-ser\ice, always comparatively brief, is one which demands 
the protection of property exposed to destruction at any pumping- 
station expense of operation. A similar adjustment of rotative 
pumping-engines to the requirements of a \'ariable ser\'ice is made 
by means of an adjustable cut-off. 

It is usually customary to place a check-valve on the force- 
main near the pumps, but with doubtful propriety in small water- 
works when accompanied by a gate-valve, for the reason that a 
check-valve does not relieve a pump of water-hammer and is 
uimecessary to keep tl\e pressure off of tlie pump-vah^es when 
the engine is not working, as it takes but a few minutes to close a 
stop-valve of 12 inches and less diameter; with water-works ha^Tng 
large water-mains the situation b so entirely different that a 
multiple clieck-valve is indispensable. The pounding of the check 
may be a very disagreeable if not a dangerous feature usually 
experienced when pumps reach or somewhat exceed their rated 
capacity. 

A long force-raain connecting the pumps with the distributing 
sj-stem is frequently exposed to a hea\y water-ram, but it can be 
greatly relieved from the shock of the surging water by a relief- 
valve located usually in the pumping-station. Under some con- 
ditions of service — where, for instance, a hea\y static lift is required 
in order to reach a high elevation, and in addition where there is 
the resistance of a long force-main to overcome — a relief \'alve is 
absolutely essential, particularly when the pipe-lines are small. 

A grade of pumping-engine next above that )ust described is 
the compound condensing duplex t^-ptv In this t^-pe of engine tfie 
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low-pressure cylinder is somewhat larger in proportion to the high- 
pressure cylinder than it is in the type pre\'ioiisly described, thereby 
admitting of greater benefit of steam used expansively. The 
exhaust-steam passes into a condenser, where it is condensed and 
subsequently returned to the boiler or wasted, as the case may be. 
Local conditions usually decide whether a surface or a jet condenser 
can be most economically installed in connection with the pumping- 
engine. The saving of fuel through the higher expansion of steam 
in this type of pumping-engine and in the use of a condenser 
shoidd increase the station duty fully 25 to 30 per cent, 

A second step in advance is the installation of a triple-expansion 
duplex or a horizontal compound fly-wheel pumping-engine of 
the condensing kind. Small units of either type of engine are 
now manufactured for small water-works where the average daily 
consumption does not exceed one-half million gallons of water, 
which the manufacturer will guarantee to give a test duty re- 
spectively of 70 or 80 million pounds of water raised one foot 
high with the expenditure of 1000 pounds of steam. These types 
of engines of the small units stated should give a station duty 
more than double that of the type of engines first described. 

In installations of large units the test duty will run over a 
hundred million pounds of water one foot high with an expenditure 
of 1000 pounds of steam, and the station duty becomes propor- 
tionately as high. 

Duties as high as 130 to 160 million pounds of water raised one 
foot high with the expenditure of 1000 pounds of steam may be 
obtained from double- or triple-expansion fly-wheel engines in 
pumping large volumes of water to a considerable height. Engines 
of this type are adapted for use in connection with the water- 
works of large cities which depend upon the constant use of the 
pumps for their water-service. They are expensive machines and 
require skilled mechanics as attendants. Very high station duties 
may be maintained with this type of engine working under 
favorable conditions, and very long life may be expected of massive, 
=!ow-mo\'ing, and self-contained pumping-engines of this type. 

The centrifugal or turbine pump actuated by a reciprocating en- 
gine is peculiarly adapted to low-lift work because of the cheapness 
with which sucli machinery' can be installed in comparison with 
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♦■conoraically workJng reciprocating puraping-engines. Installa- 
tions of this character are frequently recommended in connecti<Hi 
with settling-basins and filters and numerous other uses of a 
similar kind. A few installations are to be found of high-lift 
turbine-pumps, but there seems thus far to be no substantial 
encouragement that they are capable of accomplishing heavy 
work as economically as the higher grades of the reciprocating 
pumping-machinery. Even in moderately low-Uft pumping a 
well-designed reciprocating pump will work more economically 
than the centrifugal pump, assummg either type of p\imp to be 
operated by an equally efficient steam-engine, Tlie only element of 
annual expense which wHl weigh against the reciprocating pump- 
ing-engine and in favor of the centrifugal pumping-engine is the 
interest on the cost of manufacture, transportation, and installa- 
tion. \Vhen this element of charge, taken in connection with the 
annual cost of operation and maintenance of the reciprocating type 
of machine, exceeds similar expenses in the aggregate of tlie cen- 
trifugal type of machine, the latter installation becomes the cheaper. 
When the lift is very low and very large volumes of water are to 
be handled periodically the centrifugal-pump installation becomes 
the more economical. The centrifugal pump as ordinarily manufac- 
tured is of comparatively low efficiency, and, so far as we may 
judge from the few reliable tests of such pumps, the efficiency is 
more often below than above 50 per cent, and sometimes as low 
as 35 percent. Intelligent design and careful shop-work are neces- 
sary to produce an efficiency of 60 to 70 per cent. 

The centrifugal or turbine pump gives its best efficiency 
when running at a constant speed and deUvering water against a 
uniform head and is therefore poorly adapted to that condition 
of service wliich requires occasional change from a reservoir 
delivery to a direct-pressure delivery. 

The rotary motion of this class of pumping-machinery pecu- 
liarly adapts it to a direct connection with an electric motor 
wherever occasion requires pumping by transmitted power. 

A pumping-engine of any grade does its best work when moving 
constantly at its rated capacity and deli\*ering water against a 
steady pressure, as when delivering water into a reser\'oir. But 
Toir-pumping warrants the installation of the highest grade 
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of pumping-machinery only when the vohime of water-consump- 
tion is sufficient to require the continuous use of pumps ol large 
capacity. \Vlien large-capacity machinery is so operated under 
skilled mechanical supervision it should give the liighest attainable 
station duty. 

The same class of machinery operated under direct-pressure ser- 
vice gives a lower station duty because in a service of tliis kind 
the fluctuating rate of consumption produces a fluctuating rate 
of speed, and correspondingly a momentary fluctuation of duty 
which in the average is considerably below the duty of the machine 
moving uniformly at its best speed under steady reservoir pressure. 

As a rule it does not pay to install high-duty pumping-engines 
in localities where the water-lift is light and the daily period 
of service short; besides the local cost of fuel is to a considerable 
extent an influencing factor. Small towns very properly install 
comparatively low-duty engines during the probationary period 
and gradually increase the duty of future installations as the 
consumption and hours of service progressively increase. 

The life of a pumping-engine depends upon the carefulness 
and intelhgence with which it is operated and kept in repair, 
quite as much as upon the design and construction for the 
particular work which it is required to perform in daily practice. 
The wear and tear, or in other words the cost of maintenance, de- 
pends very much upon the simphcity of design of the macliine, 
perfection of workmanship, rigidity of imporant parts, and stability 
of installation, and the rate of deterioration of moving parts depends 
in a great measure upon the "number of reversals in any unit of 
time. That b to say, high-speed operation generally contributes 
in a greater degree to the cost of maintenance than does low-speed 
operation. 

The mechanical life of a machine which is under good attend- 
ance and is not overworked may be very long, but its actual life 
depends very much upon the rate at which it is called on to 
work. Whenever its capacity becomes exceeded or daily require- 
ments of work reach a point where the machine of itself fails 
simply because of incapacity, its usefulness as an independent 
factor becomes impaired although mechanically it may be 
altogether rehable. This situation can be met by the installa- 
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tion of larger machinerv', but it does not necessarily require the 
complete abandonment of the older machine, which may yet per- 
form important and satisfactory service as a reserve machine. 

Instances arise where the actual substitution of one machine 
for another in the daily service produces a saving in station ex- 
penses which warrants the change regardless of the fact that the 
older machine may be thorouglily reliable mechanically, but the 
act of substitution cannot be interpreted as reflecting complete 
mechanical deterioration of the abandoned machine, so long as 
it remains a part of the station equipment and can be used in a 
secondare,' if not in a primary capacity. The benefit of the change 
is to be found directly in the decreased station expenditure result- 
ing from the use of the more economically working substitute for 
the heaw daily service. The complete abandonment of the older 
macliine as a part of the station equipment will seem to be justified 
only when the extra expense of operating and maintaining it in a 
subordinate capacit\', plus interest on the investment in its pur- 
chase and installation, is considerably greater than the sum of 
similar chai:ges against an installation of a higher grade but more 
costly machine intended for work in a smiilar subordinate capacity. 
The basis of a guaranteed duty (or some specified set of con- 
ditKHis is the proper basis for the pundiase of pumping-machinery. 
But tbe basis of purdiase b seldom adopted in the purchase of 
the small direct-acting pumping units installed in small water- 
works, for the reason that the \*olame of water pumped is so small 
and the daily period of service so short that the ccet of the fuel 
coasomed tn actual pumping-service b small in comparison with 
the other annual station expense; frequently the sa%iitg in fuel 
resulting fmn tbe use of a morv ctticient t\'pe of pamping^machinery 
wiU not amooDt to the interest on the difEennce in cost of the two 



However, as the volume of water pumped increases and the 
daily period of scr\-ice kngtheos, tbe need ot a hie^ier grade of 
pumping-nuchiiiery becomes neoessaiy «nd apparent, and natu- 
raDv tbe dnt>- basas of purchase becooMS aa indqwrtdait and 
usually a cootroQing coas«kratioa. 

Tbe penalty for noo^falfiUment of tbe duty guvantve soow- 
> tbe torm of a pnn-Kkn rrtaiaing a p ei t entage of tbe 
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purchase-price until a proper test of the pumping-machinery in- 
stalled shall have demonstrated its abiUty and capaxdty to give 
the duty guaranteed of it; at other times a forfeit is demanded 
upon the basis of a specified sum to be forfeited for each one mil- 
lion foot-pounds of duty the work of the engine falls below the 
guaranteed duty. In this regard the manufacturer has good 
reason for insisting that a forfeiture provision of the latter char- 
acter should be balanced by a premiimi clause offering some speci- 
fied bonus for each one miUion foot-pounds of work the engine 
proves itself capable of performing in excess of the guaranteed 
duty. Unless there is some balancing provision of this character 
the forfeiture clause of itself may result in higher bids than would 
otherwise be the case. 

Such provisions, however, are customary, as a rule, with large 
and high-class pumping-machinery only. 



CHAPTER IV. 



IMPOUNDED SUPPLIES. 



The flow of rivers and streams, the waters of which are of 
sufiicient purity for use without purification, is usually less during 
certain periods of a year than the demands for water-supply pur- 
poses. To insure an adequate supply during periods of low stream- 
flow, the water of freshets and flows in excess of the consumption 
by the works is stored in impounding or storage reservoirs. These 
may be natural lakes and ponds, or artificial reservoirs formed by 
the construction of dams across the valleys through which the 
streams flow. In many instances artificial reser\'oirs are repro- 
ductions wholly or in part of ancient lakes. 

The water from a storage reservoir is to be preferred to that 
taken directly from a stream, inasmuch as the quahty of a surface- 
water is improved by storage in a reservoir of sufficient capacity 
which has been properly prepared for ser^-ice. The effects of pol- 
lution by organic impurities are more marked in instances where 
water is taken directly from a stream than where the supply is 
obtained from a large storage reservoir, since the period which 
elapses from the time of contamination to that of consumption 
in the first instance is usually insufficient to result in the elimina- 
tion of the germs of typhoid fever and other intestinal diseases. 
The fact that epidemics of tj'phoid fever have been due to pc^Uuted 
surface-water supplies taken directly from streams is at present 
well estabUshed, and no community suppUed in this manner is 
safe from these epidemics when the catchment area of the stream 
is inhabited. 

In all probabihty pathogenic organisms do not multiplv in 
water-suppUes, and experiments made by biologists indicate that 
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these organisms do not retain their vitality longer than one 
month in the water of a reservoir. Consequently storage reservoirs 
act as safeguards against epidemics of intestinal diseases. 

The period of quiescence which the water of a large reservoir 
undergoes is beneficial, since the turbidity of the entering water 
during freshet flows in particular is considerably if not entirely 
reduced as a result of sedimentation, The color of a water is also 
reduced by storage in consequence of the bleaching action of sun- 
light. This effect is shown by the following table.* 
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It should be noted that the color of a stored water is not materially 
reduced unless the period of storage is about eight months. 

The beneficial effect of long storage upon the color of a water 
is, however, materially affected by the condition of the reservoir 
bottom. When the reservoir site has been carefully prepared by 
the removal of organic matter and the entering water contains little 
or no matter in suspension the best results are secured. On the 
contrary when the bottom of the reservoir is muddy the color of 
the bottom layers in deep reservoirs is increased during the stagna- 
tion periods which are common to reservoirs of a depth greater 
than twenty feet. The following tables illustrate the effect of 
organic deposits in a reservoir upon the color of the contained 
water.f 



• Steams and Drown. ' ' Discussion of Special Topics relating to the 
Quality of Public Water-supplies." Report of Mass. State Board of 
Health on Water-supply and Sewerage, Vol. I. 1889, 

t Boston Water Reports, 1891, pp. 96, 97. 
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The AsMan'J Reservoir was prepared by the removal of all the 
loam from the site, and at the time the samples were taken the 
bottom was composed of dean material. 

During the circulation periods the water of the lower layers 
of deep lakes and reservoirs is mingled with the nearly colorless 
water near the surface, thus changing the color of the entire mass. 
Not only is the color of the water affected in the manner indicated, 
but the quality of a water obtained from a reservoir containing 
organic deposits in contact with the water is injured in other ways. 
The water of the bottom layers coming in contact with organic 
matter during the period of stagnation is deprived of its free oxygen 
and becomes charged with organic matter in various stages of 
decomposition. This foul water when mingled with the upper 
layers gives rise to disagreeable tastes and odors due to the matter 
in solution and suspension, or to the organisms which derive their 
food-material from this matter. 

"The effect of the character of the reservoir upon the stored 
water is best indicated in a chemical analysis by the free ammonia, 
which is a product of decomposition, and the albuminoid ammonia, 
particularly the suspended portion oi the latter, which indicates the 
abundance of organisms and other suspended organic matter 
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coDtained in the water." * Analyses of water from two cleaned 
and three tmcleaned reservoirs in Massachusetts are given below. 
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TTie reduction of color due to long storage and the effect of 
cleaning a reservoir site is shown by Figs. 33 and 34. The 
changes during a year in the color of the influent streams, the 
surface-water, and the water at the bottom of two reservoirs in 
Massachusetts — a clean reser\'oir (Ashland) and an uncleaned 
reservoir (Lake GKhituate) — are indicated on these diagrams. 

The micro-organisms producing disagreeable odors in water- 
supphes are not usually present in flowing streams, but find the 
most favorable conditions for their growth in the quiet waters of 
lakes and reservoirs. The extent of their development depends 
in large measure upon the available food-supply, and clean water 
stored in a clean reservoir presents the least favorable conditions 
for their existence. The nitrogenous matter contained in the 
water of the entering streams or derived from the bottom and 
sides of the reservoir itself affords means for their growth often 
in considerable numbers. Even if the reservoir site be carefully 
prepared, the water entering the reservoir from an inhabited 
catctmient area, although perhaps thoroughly purified, usually 
contains nitrogenous material, and a storage reservoir is rarely 
free at all times from micro-organisms. 

The experience in Massachusetts has been that trouble due to 
taste and odois of water-supplies is greatly reduced by the removal 
of material containing more than four per cent organic matter 

• Report of Mass. Stale Board o( Health, 1890, p. 33. 
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trom the reservoir sites, or the covering with clean sand and gravd 
of deposits too deep to be economically removed. Shallow 'maieins 
are avoided either by excavating material until a snfiEdent depth. 
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is secured, or filling along the shores to make clean beaches. The 
excessive growth of grass and weeds along the shores during periods 
of low water is thus avoided. 



In addition the quality of the water entering a prepared reser- 
voir is improved by measures taken to drain swamps upon the 
catchment area, to provide for the interception of surface- and 
ground-water before it reaches these swamps and its conveyance 
to the reservoir, and for the disposal or treatment of sewage from 
buildings upon the area of catchment. 
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In the case of natural lakes or ponds which are subject to 
[ periods of stagnation and circulation, the effect of these occurrences 
npon the quaUty of the water is usually not so marked as has 
been indicated with respect to artificial reservoiis. Indeed, the 
view is often advanced that the stripping of a reservoir site ia 
an item of unnecessary expense inasmuch as in course of time ] 
through the dissolving action of the water the bottom of a reser- 
voir will approach a condition similar to that of a natural lake. 
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The length of time required to accomplish this end is, however, 
ver^' uncertain, and unless the benefits of stripping arc U^le to 
be impaired by deposits washed into the reservoir by freshets it is 
considered ad\T5able to expend funds for the purpose of removing 
objectionable material from the bottom and sides of an impound- 
ing resenoir. 

An objection to a supply of water from a shallow impounding 
reservoir is based upon the comparatively high temperature of the 
water during the summer months. The temperature of the upper 
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Fig. 35. 

layers is favorable to the growths of objectionable oi^anisms, and 
unless tlie reservoir is clean, water cannot be advantageously 
drawn from the cooler layers near the bottom even when the 
reser\oir is deep. The warm water Irom a shallow reserv-oir is not 
looked upon with fa\'or by consumers, as the water, even if un- | 
affected by organisms producing tastes and odors, is not very 
palatable unless cooled. Owing to tlie evaporation losses from 
large areas of water-surface and tlie high temperature of the 
water of shallow reservoirs during warm weather, impounding i 
reservoirs should be constructed of considerabk- depth. 

The capacity of an impoundii^ reservoir in any given instance j 
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is dependent upon local conditions, the amount of storage to be 
provided being computed from actual or estimated figures for 
yield and consumption. The yield used in these computations 
should not be the average yield of the catcliment area under 
consideration, but the yield during a dry year or a succession of 
dry years. In the absence of definite information regarding the 
rainfall on or run-off from a catchment area, comparisons are 
made with areas for which suitable records are available. In mak- 
ing these comparisons, allowances are made for differences due to 
topographical and geological conditions affecting the yield of the 
respective areas. Such conditions are the relative altitude of the 
areas, distance from the sea or large inland lakes, and the proximity 
of mountain ranges, etc., eis affecting the rainfall; the size of the 
catchment area, character of vegetation upon the area, extent 
of forests, general slope of surface, amount of impervious surface, 
character of the material composing the different strata, tempera- 
ture of the air, etc., as affecting yield. Furthermore, the losses 
by evaporation from the water surfaces in the area, and the losses 
due to percolation or seepage from the reservoir and the area 
itself are considered. Tables or diagrams are prepared giving the 
actual or estimated rainfall, run-off, consumption, evaporation, 
and other losses by months from which the amount of storage 
required is computed. 

The danger of using average values for rainfall and yield in 
storage computations is shown by the table of statistics for the 
Sudbury catchment area, The average results obtained from 1875 
to 1904, figures for the two years in which the yield was the lowest 
recorded and figures for the year in wliich the yield for six months 
was a minimum, are given in this fable. The fluctuations during 
the period covered by the observations are shown in Fig. 36. 

The matter of storage on the Sudbury area has been carefully 
studied by the engineers connected with the Boston works, and 
the results of these studies are contained in Mr. Fitzgerald's paper 
on " Rainfall, Flow of Streams, and Storage." • The diagram of 
storage capacity is prepared from that given in the paper mentioned 
and is applicable to catchment areas in New England comparable 

• Tra^s. Am Soc. C. E., Vol. XXVII. 
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Fig. 36.— Diagram of Yield of the Sudbury River Catchment Area. 

Calchmeat area; 1875-1878- 77.764 square miles 

1870-880=78.238 ■■ 

1881-1905-75.1 
Per cent of water-surface: 1875-1878- 1.9% 
Increased in 1870 to 3.c% 

.'.' :; ■£= :: '■•'% 

, ... it is impracticable to secure more than abotit ' 
Jlons daily Irom i square mile of watershed containiji 
jit of water-surface." * To secure this supply a sto 


I 10 I 
rage ■ 


^1 •Trans, Am Soc, C. E . Vol. XXVII. p. »68. ('-RaintaU, Flow of 1 
^H Streams, and Storage." Fitzgerald.) 1 
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capacity of about 222 million gallons per square mile is required. 
This is equivalent to about 56 per cent of the average annual yield. 




The effect of varying percentages of water-surface upon the 
area of catchment is clearly show-n by the diagram, and tin; extent 
of water-surface should be kept below 10 per cent of this area 
whenever practicable. In the case of natural lakes and ponds in 
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maximum section of new cboton dam. 
Fig. 38, 
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New England where the proportion of water-surface is compara- 
tively large, the available storage may be from one to one and 
one-half times the average annual yield. 

Dams or embankments are a feature of all artificial reservoirs, 
and often the selection of a reservoir site depends upon the practi- 
cabihty and cost of the necessary structures to retain the water 
therein. Provision is also made for the disposal of the water 
from freshets which cannot at all times be stored. Unless the 
main dam is designed to pass water, which is not usually the case 
with any but very low structures, masonry spUlwaj'S or waste- 
weirs should be constructed of sufficient capacity to waste the 
water from the maximum known, or anticipated, flood without 
danger of overtopping the dam. The site of the spillway depends 
upon the topography of the \'a!ley in wliich the reservoir is situated 
and the proximity of the bed-rock to the surface. When the 
dam is of considerable height the spillway is located at one side 
of the valley if possible, with its crest from six to twenty feet 
below the top of the main structure. 

Dams of a height exceeding about seventy-five feet, when built 
in connection with reservoirs of considerable extent, are usuaUy 
constructed of masonry. The masonry may be rubble, concrete, 
or Cyclopean faced with ashlar or concrete blocks to make a neat 
finish. The foundations of lugh masonry dams are carried to 
sound bed-rock. Fig. 38 shows a typical cross-section of a 
modem liigh masonry dam, the New Croton, which is the 
highest yet constructed. 

Rock-fill dams have been used in some instances in the West 
where cement could not be economically procured. Dams of this 
class are made more or less water-tight by a facing or core of con- 
crete, timber, or protected steel plates. 

Earth is largely used in the construction of dams and embank- 
ments, gravelly earth being considered the best material for this 
purpose. Earth dams are, or should be, provided witli a core-wall 
of masonry unless the bank is of unusual thickness and in no danger 
of ever being overtopped, The core-wall is usuaUy of concrete and 
is carried to bed-rock on the bottom and sides of the valley when 
this can be done witli economy, Otherwise the core-wall is founded 
on hard-pan or other impervious material. Sheet-piling has been 
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used in some instances beneath the core-wall when the rock was 
at a considerable depth. 




Fic. 39- — Cross-section of Enrlh Dam. 

Earth dams of ordinary height vary in thickness from 12 to 
30 feet at the top and have side slopes from ii:i to 3:1. 
The top is usually from 6 to 10 feet above high-water level. The 
slopes on the water side are paved with stone to the height reached 
by waves, and the down-stream slopes are sodded or faced with 
loam and sown to grass. 

When the height of the embankment exceeds 30 to 40 feet 
a berm is generally built at about mid-height on the water 
side to guard against the slipping of the stone paving. A similar 
berm is also placed on the down-stream side to prevent washing 
of the material by rains, Below the berm on the water side the 
slope is often riprapped with heavy stones as a substitute for the 
paving. 

The outlet-pipes from the reservoir and the controlling-valves 
are placed in gate-towers or chambers which are usually built in 
connection with the masonry portion of the dam or, in the case of 
earth embankments, as independent structures. 



PART II. 
MAINTENANCE AND OPERATION. 



PLANS AND RECORDS. 



An important requisite for the successful management of a 
system of water-works is a complete set of plans and records. 
These should be accurate, should be kept up to date, and should 
admit of ready interpretation. Dependence should not be placed 
upon scattered and fragmentary notes in numerous field and 
office note-books, nor upon the memory of any person or persons 
having charge of, or connected with, any portion of the works. 
The value of such plans and records may not be apparent at the 
outset, but the changes which inevitably take place through the 
growth of a community, with the resulting obliteration of old 
landmarks, tlie relocation of street-lines, the changes in the per- 
sonnel of the department, and so on, very soon indicate that funds 
expended for the proper preservation of data have been expanded 
wisely. 

Constnictioa Plans. 

In the case of surface-water supplies, maps or plans should 
be prepared, upon which are indicated the source of supply, the 
catchment area, all water-surfaces, buildings, dams, and intakes. 
These plans or notes thereon should furnish information regarding 
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tlie size of the catchment area, and the extent of water-surface 
at varying elevations for use in making computations of yield. 

Detailed plans of all pipes and appurtenances in, and in the 
vicinity of, gate-chambers, pumping-stations, filtration-plants, 
reservoirs, and 5tand-pif)es are to he desired. 

Accurate plans of the distribution system should be prepared 
from surveys made, or based upon measurements taken, during 
the work of construction. These plans may vary in character from 
the carefully drawn atlas sheets on a scale of forty or fifty feet 
to the inch, upon which are indicated the main pipes, valves, 
hydrants, plugged branches, service connections, street- and curb- 
lines, and all buildings, to the single sheet upon which main pipes, 
valves, hydrants, and street-lines alone are shown on a scale which 
will admit of the plotting of the distribution system upon a single 
plan, as the funds available for this purpose may determine. 

The record plans should preferably be made upon heavy 
paper mounted on linen, as plans on tracing-cloth are not very 
durable and in addition cannot be accurately scaled owing to 
the shrinkage of the material. Copies of the plans in the form 
of tracings or blue-prints made therefrom may, however, be of 
service. The several sizes of pipe may be indicated upon the 
plans by inks of different colors, valves by short hea\'y black 
lines at right angles to the pipe-line, and hydrants by small circles. 
In suburban locaJities where street-lines are not marked by monu- 
ments, or are otherwise not plainly defined, the travelled way may 
be shown to advantage by hght dotted lines. 

A skeleton plan of the entire distribution system, either drawn 
to scale or carefully sketched, with the main valves indicated will 
be found useful for many purposes, especially in connection \\ith 
a valve-location book, 

In order that the valves on street-mains may be quickly located 
in time of need, a valve-location book is indispensable. Where 
valves are set on the street-lines, tie locations may not be necessary 
when the distance of the valve from the line of the side street is 
known and both street-lines well defined, but usually locations 
by ties to permanent objects are advisable. A sketch of the 
immediate vicinity of the valve should be made, and measure- 
ments taken to the box-cover from the comers of adjacent build- 
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ings, trees, hydrants, light-poles, etc. At least three ties should 
be taken from objects, as noted above, which are not likely to be 
covered by snow, the distances measured being preferably such as 
may be made within the limits of a fifty-foot tape. Copies of 
the sketches should be made upon tracing-cloth and the measure- 
ments with the points from which they are to be taken clearly 
indicated. Blue-print sets of valve locations can then be bound 
in book form for convenient use. The size of the sheets should 
admit of the carrying of the book in the pocket, sheets four by 



r 



Fig. ^o. — Sketch of Location of Mafn Valve. 



six inches being suitable for the purpose. In cities a departure 
from the method of measurements outlined may be made by 
marking points at equal distances from the valve-box by bolts in, 
or circles marked m paint on, adjacent buildings. 

Similar tie-locations may be made of plugged branches with the 
addition of notes indicating the distance of the branch from the 
nearest valve or hydrant branch. 

Since service-pipes as a general rule are laid at right angles to 
the axis of the street, the curb-cock alone may be located by 
measurements from the comers ol the building to which the pipe 
b laid or from other convenient objects. The diagrams of the 
s and the ties to the service-boxes may be made upon cards 
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which are filed alphabetically, according to the name 9f the property 
owner or occupant of the premises, or by streets and numbers, at 
the option of the official in charge of the work. The corporation 
cock or tap may be located by similar measurements if desired, 
or both curb and corporation cocks may, in the case of isolated 
buUdings, be located by distances along, and offsets from, the 
line of the building produced. This latter method of location, 
however, possesses no advantages over that first mentioned, and 




Fig. 41. — Diagram of Scn-ic 



relocations cannot be made as accurately as by the u 
ments which intersect at a point. 



Construction Records. 

The plans of a system should be supplemented by records kept 
in specially designed books, on sheets preserved in loose-leaf 
binders, or by the card system. The first method is preferable 
for the preservation of data regarding street mains, valves and 



hydrants, and the second or third 

tions, particularly when the servi 

entered on a single form. In additi 

construction, information respecting alterations, renewals, and 

discontinuances should be recorded. 



.n the case of service connec- 

ice application and data are 

to the statistics of original 
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The record-books may be arranged in such manner that informa- 
tion concerning the separate items may be placed on a horizontal 
Une; the data being entered under appropriate headings printed 
above vertical columns covering two opposite pages of the book, 
or one page if an oblong book is used. The following headings 
are suggested for main-pipe, valve, and hydrant records: 

Main Pipes: Street; Location; Length and size of main 
(separate columns being used for the several diameters of pipe 
used) ; Distance from street-line; Material; Number of valves; 
Number of hydrants; Length and size of hydrant branches; 
Length and size of blow-off branches; Cost— pipe, specials, 
valves, valve-boxes, hydrants, lead and yam, labor, teaming; 
Date of completion, etc. 

Valves: Street, Location; Size (separate columns being 
ased for tlie several sizes); Type of valve; Maker; Turn to 
open, etc. 

Hydrants: Street; Location; Size of main; Length and size 
of branch; Number and kind of nozzles; Type; Maker; Turn 
to open, etc. 

The service records may be entered on printed sheets or cards, 
the service application and data appearing on one side of the form, 
the reverse being used for the diagram. These records should 
furnish information upon the following points: Owner and Occu- 
pant of Premises; Street and Number; Material of service-pipe; 
Diameter; Length — main to curb-cock, curb-cock to street-line, 
street-line to stop and waste; Total length; Number and size of 
taps; Date of completion; Cost — corporation-cock, stop-cocks, 
service-box, pipe, labor, teaming, etc. The items of cost may be 
divided in order that the respective costs within the limits of 
the street and in pri\'fitc property may be ascertained in cases 
where bills are rendered the property owner based upon actual 
expenditures for construction outside the limits of the street. 

A specimen service application and record is sliown on the 
following page. The sheets are 8 x loi inches in size and are filed 
in loose-leaf binders. 
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Town of Concofd: Water Department. 

Service Application, 

Sbrvicb No 

Concord, Mass 

To tlie Water and Sewer Commissioners: 

The undersigned hereby applies for a supply of water for 

the premises on Street, owned by 

and occupied by as a and 

hereby agree to conform to all rules and regulations now or to be 

established by the Commissioners. 

Applicant 

RECORD OF SERVICE. 



COST WITHIN STREET. 

Foreman S . 

Labor 

Team 

. . . .ft in pipe @ 

.... Stop and Waste Cock 
.... Corporation Cock 
.... Service Box 



COST WITHIN PRIVATE PROPERTY. 

Foreman $ 

Labor 

Team 

.... ft .... in ... . pipe @ 

.... Stop and Waste Cock 



Total 



Supervision and Use of 
Tools 

Total $ 



DIAGRAM OF SERVICE, 



Kind of Pipe 

Size of Pipe 

Main to Stop 

Stop to Line 

Line to Stop and Waste 

Total Length 

Number of Taps 

Service Completed 

Bill Rendered 

Bill Paid 

Remarks 



Maintenance Records. 

Whenever possible, data with regard to the yield of catchment 
areas from which surface-water supplies are obtained should be 
systematically collected and recorded. Observations of the pre- 
cipitation at one or more points on the area, of the elevations 
of the water-surfaces of ponds, lakes, or impounding reservoirs on 
the area of catchment, of the quantities of water drawn from the 
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area for use in the works, and of the amount flowing off in streams 
are necessary for this purpose. 

The measurements of precipitation should be made with a 
standard gage. The instruments adopted by the U, S. Weather 
Bureau are described and directions for their use given in circulars 
pubhshed by that Bureau. (Measurement of Precipitation, U. S. 
Dept. of Agriculture, Weather Bureau, 1903; Instructions to 
Observers, U, S, Dept. of Agriculture, Weather Bureau, 1903.) 

The standard gage of the Weather Bureau is shown by the 
accompanying illustration. This gage consists of a receiver {A) 
which is 8 inches in diameter inside, a measuring-tube (C) of such 




■Sland:ir<i Rain Gage. 



diameter that the depth of rainfall collected b magnified ten times, 
a graduated measuring-stick and an overflow attachment (B), in 
which rainfall in excess of the capacity of the measuring-tube 
may be collected. Rainfall is measured in inches and dccimab of 
an inch, and precipitation in the form of snow is recorded in equiva- 
lent inches of rainfall. Snowfall is collected in the overflow 
attaclunent of the gage and carefully melted, Ob5er\'aUons of 
precipitation should be made daily. The gages are preferably 
exposed in an open space and at a distance from trees, buildings, 
i^ fences. "Low bushes and fences, or walls that break the 
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force of the wind, are, however, beneficial, if at a distance not less 
than the height ot the object." The top of the gage is placed level 
and about three feet above the ground. 

The elevation of the water-surface of ponds, lakes, or storage 
reservoirs should be observed periodically, and the increase or 
decrease in the amount of water in storage computed from the 
results of these observations and the data regarding the extent 
of water-surface at different elevations. Tables or diagrams that 
indicate the volume of storage corresponding to stated elevations 
of the water-surface are useful in this connection. 

The draft from the catchment area is ascertained from purapi- 
ing or meter records, or observations of the flow of water over 
weirs. The first-mentioned records arc likely to be seriously in 
error, unless the slip of the pumps be known and provided for in 
the computations of pumpage. 

The ordinary type of water-meter is not, as a rule, used for the 
measurement of the total volume of wafer supplied to a city or 
town; the \'enturi meter, an instrument devised by Clemens 
Herschel, C.E., being used for this purpose. The Venturi meter 
consists of a contracted tube composed of two truncated cones 
and a throat-piece which connects the smaller ends of the former. 
This tube is placed in the pipe-line. When water is flowing through 
the tube, the velocity of flow is greater at tlie throat than at the 
up-stream end of the tube, and the pressure at this point is less 
than that at the latter; the difference in pressure being dependent 
upon the quantity of water flowing. The loss of head due to the 
contraction of area of the pipe is, under ordinary circumstances, 
insignificant. The up-stream end and the throat of the meter- 
tube are connected by pipes with a recording-apparatus, which 
mechanically integrates the varying relations of velocity and 
pressure within the tube, and indicates on a dial the amount of 
water which has passed through the meter. By the addition 
to the register of a chart-recorder the rate of flow at intervals 
throughout the day is recorded upon a strip of paper. The com- 
mon sizes of meter are from six to sixty-inch, and the meters are 
designed to measure flows when the maximum rate does not 
exceed about ten times the minimum rate of flow through the 
supply-main in which the meter is placed. The results obtained 
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by Venturi meters operating under suitable conditions are accurate 
within about two or three per cent. Forty-nine Venturi meters 
were used in investigations made by the Metropolitan Water and 
Sewerage Board in 1903; the arrangement of the meter and regis- 
tering-apparatus as generally used bcin^ shown in Fig. 43, 




The flow of water over weirs or dams is computed from obser- 
vations made of the height of water above the crest of the weir 
or dam, by the aid of formulas adapted for use with the condi- 
tions which obtain in a given instance. 

The yield of or nin-off from a catchment area is dependent 
upon the precipitation upon the area, and the evaporation from 
the land and water surfaces. The amount of water available 
from the area is determined from the computations of yield or 
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run-off; these computations being based upon the observations of 
the quantity of water in storage, the draft, and the waste over 
dams or waste-weirs. This amount varies from year to year, and 
since the capacity of the source is dependent upon the minimum 
yield and the opportunities for storage, records extending over 
a p'riod of years and embracing varied conditions are of great 
\alue when observations are accurately made and the data care- 
fully compiled. 

The average results obtained from observations made on some 
existing works are of interest in this connection and are given in 
the following table. 

AVRRAGB YlBLD O? CaTCMMBNT ArBA^. 



Sudbury 

Wachusett. .. 

Perkiomen. .. 
Neshaminy. . 
Tohickon. . . 



Squ. 



45. 07 

47-ej 

47-81 



I 



The extent of water-surface on a catchment area affects the 
total evaporation from that area since the evaporation from 
a water-surface exceeds that from one comjKJsed entirely of land. 
In order that the yield of a catchment area may be computed 
on a net land basis, the loss from the water-surface must be foiown 
or estimated. Such computations are of value in the consideration 
of problems of additional supply, when the proposed sources are 
in close proximity to sources of which the yield is known, or in 
the consideration of the effect upon the yield of a source due to 
the construction of additional impounding reservoirs. 

Measurements of the evaporation from a water-surface are 
made with a floating tub or tank of wood, protected in such man- 
ner that water may not be introduced into it from the pond or 
reservoir by the action of wind or waves. Results obtained on 
the Boston Water-works by Desmond Fitzgerald, C.E., from 1875 
to 1890 indicated that the average evaporation from a water- 
surface in that Wcinity was about 39.2 inches.* 

• Trans. Am. Soc. C. E, 
Vol. XXVII; •Evaporaiion." 
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This was distributed throughout the year as follows: 

Month. Evaporation in Inches. 

January 0.96 

February i .05 

March 1.70 

April 2.97 

May 4.46 

June 5.54 

J^y 5.98 

August 5.50 

September 4. 12 

October 3. 16 

November 2.25 

December 1.51 

Total 39. 20 

The average results obtained at the Mount Hope reservoir of the 
Rochester Water-works since the beginning of experiments in 
1891 are as follows: * 

Month. Evaporation £n Inches. 

1896-1904 January 0.66 

1896-1904 February 0.84 

1896-1904 March i .48 

1894-1904 April 2.71 

1892-1904 May 4.03 

1892-1904 Jime 4.80 

1891-1904 July 5.33 

1891-1904 August 4.92 

1891-1904 September 4.01 

1891-1904 October 2.88 

1895-1904 November 1.52 

1895-1904 December i . 17 

Total 34.35 

The records of consumption are based upon the records of 
draft previously mentioned, with corrections applied to com- 
pensate for the gain or loss in the quantity of water contained 

I _ — — * 

♦ Annual Reports, Rochester, N. Y., 1904. 
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in distribution-reservoirs or stand-pipes. Data with regard to 
the average, minimum, and maximum quantities of water con- 
sumed daily, weelcly, or monthly are kept by a number of water- 
works departments. The maximum hourly rates of consumption 
from a system are of value in the consideration of problems of 
fire-protection. 

Several recording devices are in use for the determination of the 
various elements entering into computations of yield, draft, or 
consumption. Continuous records of the height of water on 
dtUns or weirs, or in ponds, reservoirs, or stand-pipes may be 





Fto. 44> — No. a Wiaslow Electrical Indicaling and Recording Apparatus. 



obtained by the use of apparatus consisting of floats, indicating 
devices, and rolls carrying record-sheets which are moved by 
clockwork. Tlie apparatus illustrated is used for indicating and 
recording changes in water-level which take place at a point distant 
from that at which the recording instrument is placed. 

When reservoirs or stand-pipes are filled by pumps, a device 
indicating the height of water in the reservoir or stand-pipe is 
usually placed at the pimiping-station. An alarm-bell is often 
pro\'ided in connection with these devices which gives warning 
when the water-level approaches high-water mark. In cold cli- 
mates the formation of ice on the reservoir or in the stand-pipe 
often limits the use of appliances depending upon a float for their 
operation, and pressure-gages are used for a like purpose, although 
the rt^ults obtained with these instruments are not as accurate. 

Pressure-recording gages are placed in offices, pumping-sta- 
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tions, or workshops, and these instruments are ofteQ of value 
for indicating reductions in pressure due to large leaks or other 
causes, and as a check upon the operation of the pumps. Such 
gages should be attached to an independent supply-pipe leading 
from a large street mam and the cormection should not be made 
near branch hnes servmg street sprmkler stand pipes or large 
consumere 

The engmeer m charge of the pumping station should be pro- 
vided with blank forms upon which dctaik with regard to the 




Fig. 45. ^Combined Pressure and Recording Gage. 

operation of the station should be noted daily. The pumping 
records should be kept in book form at the water-works office and 
the daily observations, with the computations based thereon, 
entered each month. The data may be recorded somewhat as 
follows: Date; time of starting pumps; time of stopping pumps; 
duration of pumping; reading ol counter; number of strokes or 
revolutions; gallons pumped (with or without allowance for slip); 
reading of suction-gage; reading of pressure-gage; total lift 
(static and dynamic); reading of steam-gage; amount of coal 
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consumed; amount of ashes and clinkers; per cent of ashes and 
clinkers; quantity of feed-water; temperature of feed-water; duty. 
Care should be taken that the indications of the gages, scales, 
and water-meters are substantially correct. 

When water is furnished at schedule or fixed rates, all premises 
and buildings supplied from the works should be systematically 
inspected at intervals and the results of the inspections entered in 
an inspection record. Dependence should not be placed entirely 
upon returns made by consumers or plumbere employed by them , 
as almost invariably fixtures are placed and. through the careless- 
ness or negligence of the parties responsible for the work, no 
returns made to the water-works office. The item; may be 
entered in the inspection record under the following headings; 
Service number; Street and number; Owner and occupant of 
premises; Number and kind of fi.\tures (separate colunms are 
allowed for each class of fixtures ordinarily supplied and for 
which a charge is made); Use to which water is applied; Person 
to whom bill is made; Amount of bill; Remarks. 

The water-bills are made from the data contained in this record. 

Data with regard to meters purchased and placed by the 
water department should be preser\'ed upon forms prepared for 
that purpose. A page in a meter-record book or a card, if the 
card system is in use, should be allowed for each meter and the 
following items entered thereon. Meter record: Size; Type; 
Make; Manufacturer's number; Date purchased; Cost; Date 
tested; Result of test; Date re-tested; Result of test; Quantity 
registered since previous test; Dale set; Location; Date removed; 
Date reset; Location; Date repaired; Repairs necessary; Cost of 
repairs. 

Records of the amount of water registered by service-meters 
should be kept in convenient form and the meter-bills made 
therefrom The entries may be made in form somewhat similar 
to the inspection-record form previously mentioned except that 
in place of the items under the heading "Fixtures supplied" the 
number, size, and make of meter, the meter readings, and the 
quantities of water consumed are entered. 
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Extensions of existing works are called for from time to time 
to provide for the constantly increasing demands of a community, 
and these additions to a system often require careful study. In 
some instances the extensions are made in accordance with a pre- 
arranged scheme evolved by the engineer responsible for the 
original design; in others the matter is left to the discretion of the 
board or commission in charge of the works. In the latter case 
it not infrequently happens that little or no regard is g!^'en to 
the possible future demands nor to the requirements for fire 
protection, with the result that many distribution mains soon 
prove inadequate, particularly for the latter purpose. It may be 
stated that as a general rule it is not advisable to make additions 
without recourse to the advice of a competent engineer. 

Usually extensions of considerable extent may be made more 
economically through the medium of a good contractor, but small 
additions may be made by day labor. Before the work of con- 
struction is commenced, the location of the pipe-line should be 
marked on the ground and the position of specials, valves, and 
hydrants indicated by suitably marked stakes or by other means. 
A detailed plan or sketch of the proposed work should be placed 
in the hands of the foreman in charge, and no deviation from 
this plan should be permitted without the consent of the super- 
\-ising engineer. In case surveys are not made during the course 
of construction, measurements should be taken to alt points 
controlling the alignment, in order that such points may be accu- 
rately located on the surface when the surveys are carried out. 

The main pipe-line should be laid at a uniform distance from 
the street-line, a distance approximately equal to one-third the 
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street width serving as a guide except at sharp curves, where, 
owing to the decreased friction losses, it is often advisable to use 
special fittings instead of making long bends in the alignment. 
The depth at which the main should be laid is dependent upon 
the locality and in cities, upon existing underground structures. 
The usual practice in New England is to excavate ordinary trenches 
from four and one-half to six feet in depth. However, since the 
frictional losses are increased by abrupt changes in the alignment 
in the vertical plane as well as in the horizontal, due regard should 
be given to the grade of the pipe-line. 

Valves should be placed to control districts and streets in 
order that the water may be shut oh lor repairs. Valves located 
on branch lines should be set exactly on the hne of the street in 
which the principal main is laid, even if such location necessitates 
the cutting of a pipe to accomplish this end. Hydrant connec- 
tions from supply or otlier important mains should be provided 
with valves for use in making repairs to the hydrants. 

In thickly settled communities hydrants should not be placed 
more than 500 feet apart, and in sparsely settled districts 
these should tie located with a view to the ultimate location of 
hydrants at intermediate points. Plugged branches may be left 
at such points for future use. Since good drainage is essential to 
the proper operation of a fire-hydrant, care should be taken in 
their setting. In fine, compact, or clayey material the hydrant 
should be underlaid and the base surrounded with coarse gravely 
bricks, or small field stones. The hydrants should also be backed 
with heavy stones, brickwork, or concrete, as instances are on 
record where a hydrant has been forced from the branch, with 
consequent damage to the street and adjacent property. Inas- 
much as there is little or no circulation in tlie connections, care 
should be taken to set the inlet-valve and base of a hydrant 
below the depth ordinarily reached by frost. In order that the 
projecting nozzles may not be struck and broken by teams, 
hydrants should be set a short distance inside the curb-line. 

Care should be taken in the work of construction to reduce the 
obstruction to traffic to a minimum, and all trenches, tool-boxes, 
etc.. should be well lighted at night. For economy in operation the 
construction force should be divided into gangs, each performing 



a special duty; for instance, one party may excavate the trench 
in advance, another attend to the digging of bell-holes and the 
laying of the pipe, and another the back-filhng. W'henever pos- 
sible, however, the pipe-line should not be covered until tlie water 
is turned on or the joints tested under pressure, although in order 
to prevent the caving of the banks the trench may be partially 
refilled between joints. 

Long lines of pipe should not be left entirely exposed to the 
rays of the sun after the joints have been calked, as the expansion 




FlQ, 46. — Pipc-tlcrriLk. 

and contraction of the line resulting from the beating and sub- 
sequent cooling tends to start the joints. 

Stones, sticks, or other material should be removed from the 
pipes before they are lowered into the trench, a brush attached 
to a long pole being of service for cleaning the smaller sizes, and 
the end of the pipe-line should be protected at night or at cessation 
of work by a cover or plug of wood. 

The smaller sizes of pipe can be lowered into the trench by 
means of sling-ropes handled by men on the banks, but the heavier 



»3S 

pipes require the use of a derrick and skids. The pipe to be 
lowered is placed on skids over the trench and tlicn liandled by 
blocks and falls attached to a derrick. The derrick may be a 
special pipe-derrick (Fig. 46) or one of the tripod type. The 
latter, when the upper block is provided with a catch by means of 
which the weight can be held in any position, will also be found 
very useful in setting hydrants, large valves, and raising large 
stones from the trench. 

Small pipes should never be permitted to rest upon the bell 
alone; the bottom of the trench being carefully excavated in order 
that the pipe-barrel may have a continuous bearing. Mains of two 
feet and more in diameter are usually supported upon blocks and 
wedges, in which case the back-filling should be well compacted 
under and about the pipe. The blocks and wedges should be of 
sound wood, tlie blocks being from two to four feet long, eight to 




Fig. 47. — (Jos-ing Pipe-jointer. 



twelve inches wide, and three to six inches thick; the wedges, twelve 
to eighteen inches long, four to six inches wide, and three to four 
inches thick at one end, tajiering to a thickness of one-half inch 
at the other, depending upon the size of the pipe and the nature 
of the foundation soil. Two sets, i.e. two blocks and four wedges, 
are placed under each pipe. 

The pipe-joints should be carefully filled to tlie proper depth 
with yam of good quality, care being taken to preserve the bore of 
the line continuous. The lead should be soft and of good quality 
and the joint completely filled at one pouring, the lead extending 
to the back of the groove cast on the interior of the bell. The 
old-time clay roll used in leading the joints has been superseded 
by the many patent pipe-jointers made of asbestos or rubber now on 
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the market, the use of which effects a saving in time and material. 
The yarning and calking should be accomplished by experienced 
men furnished with suitable tools for the purpose. The lead 
is usually melted in a furnace similar to tlie one shown in the 
accompanying illustration. The yam, which should be free from 
tar, is driven tightly into the bell with a yaming-iron, and after 
the joint is poured tlie lead is compacted by a calking-iron. 
These irons are of the form shown by the illustrations, a set of 
tools consisting of a hammer, a cold-chisel, a yaming-iron, and 




Fic. 48. — Lead Keltic and Funwce. 

six calking-irons having calking edges varying in thickness from 
one-eighth to three-quarters of an Inch. Superfluous lead is cut 
away with a cold-cliisel. 

Pipe may be cut when necessary by the use of a pipe-cutting 
chisel (see Fig. 49). The pipe to be cut should be supported 
by planks or joists and should be slowly rolled along the supports 
while the chisel is struck with a hea\y sledge-hammer. A light 
cut should be first made entirely around the pipe. This cut ii 
made deeper by successive operations, during whch the force of the 
blow upon the chisel is increased, until the pipe parts. 

Tlie manner in which the reliUing of the trench is accomplished 
i5dei>endent upon local conditions and the character of the material, 
r-settleraent is not desirable, resort must be made to 
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thorough ramming with suitable tampers, the earth being deposited 
in four- to six-inch layers, wet tlioroughly, covered with a few inches 
of dry material and then well tamped. Care should be taken to 
consolidate the material at the edges of the trench, and the finished 
surface should be left slightly crowned at the center. Valve-boxes 
should be set with the covers at the original grade of the street- 
surface. Trenches in suburban streets or roads may be refilled 
more economically by depositing the material in water or by 
flooding the trench after tlie earth has been back-filled loosely in 
layers, but puddling or flooding should not be carried out with clay 
or earth containing a large proportion of that material. Previous 
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Fig. 49.— Pipe-laying Tools. 

to the filling of a trench with water, sufficient earth should be 
placed about the pipe to prevent its displacement. 

All materials should be inspected before acceptance on the 
work, and the spigot ends of cast-iron water-pipes should be re- 
examined before the pipes are lowered into the trench. Material 
rejected for any cause should not be allowed to remain uf»on the 
work, but should be removed immediately. 



Materials. 

The weight of cast-iron pipe to be used and the selection of 
valves and hydrants is governed more or less by the standards in 
use on the works, and a change in the type or make of %-alves or 
hydrants is not desirable unless experience has demonstrated that 
a departure from existing custom is advisable. 
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The use of cast iron for the mains of a distribution system is now 
the general practice, and the New England Water-works Associa- 
tion has developed a set of standard specifications for pipe and 
special castings of that material which serves as an admirable guide 
in the purchase of these supplies. With regard to the thickness of 
pipe for water-mains the conmiittee of the above association re- 
ported: " The thicknesses given in Table No. 2 were computed by 
the following formula, which is one used in determining the thick- 
ness of pipe used on the Metropolitan Water-works, which supply 
water to Boston and other cities and towns within a radius of ten 
miles; Class A being for a static head of fifty feet. Class B for one 
himdred feet, etc., each class advancing by fifty feet. This formula 
provides factors for the deterioration of the pipe by time and 
other conditions, for the internal strain due to the static head 
and to water-hammer, but, as has been previously stated, other 
conditions must also be considered. 

^=^^—-^-—+0.25, 
3300 ^[ 

in which /=» thickness in inches; 

^ = static pressure in poimds per square inch; 
^'= pressure in pounds allowed for water-hammer; 
r= internal radius of pipe in inches; 
3300 = i tensile strength of cast iron, taken to be 16,500 

pounds per square inch; 
0.25 = allowance for deterioration by corrosion and other 
causes. 

Values given to P' as follows: 

Diameter of Pipe. P' in Pounds. 

4-, 6-, 8-, and lo-inch 120 

12- and 14-inch no 

16- and 18-inch 100 

20-inch 90 

24-inch °5 

30-inch ^ 

36-inch 75 

42- to 60-inch 70 



"The committee does not recommend the classification of the 
weights upon the basis of static head, believing that to the engineer 
or superintendent should be left the final decision as to the thickness 
or weight of pipe suitable for the particular place in wliich it is 
to be used." * 

Tlie following tables show the "General Dimensions of Pipes and 
Special Castings" and the "Standard Thicknesses and Weights 
of Cast-iron Pipes" adopted by the New England Water-works 
Association. 

The hydrants in general use in small cities and towns are of 
the type known as "post" hydrants; the "flush" hydrant being 
rarely seen outside the large cities. Hydrants of the first class 
project above the surface, and the nozzles and upper portion of the 
valve-rod are above the level of the sidewalk; those of the second 
are entirely enclosed in masonry chambers built below the surface 
of tlie street. The details of the valve controlling the supply of 



water, its position when the hydrant 



mechanism vary widely in the several designs of post hydrants 



manufactured. The main valve t 



, and the operating 



sts of a number of leather 



disks held in place on the valve-rod by nuts and metal washers, 
or is made of metal, which in some designs is faced with leather or 
rubber. Hydrants supplied with water by a valve of the first type 
are usually termed " plug" or "compression" hydrants; tliose 
with metal or faced metal valves which move in a vertical plane, 
"gate" hydrants. The distinctive features of the two types are 
shown by the illustrations. A waste or drip is usually provided for 
the purpose of draining the water from the hydrant after use. 
The following details should be given consideration in the selection 
of the make of hydrant to be used: 

Simphcity of operation; 

Accessibihty of valve and operating mechanism; 

Durabihty; 

Ease and cost of making repairs; 

Drainage; 

Area of water-way and loss of pressure due to friction; 

LiabiUty of water-hammer; 

Liability of leakage when used frequently. 



• Jo, 



. N. E. Waict-works Assoc'n, Vol, XVI. pp. 89-5 
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MjIinten^nce and operation. 




Section of Eddy Hydrant. Chajirnan Hydrant. Matlicw? Hydi 



Post hydrants provided with two 2i-inch hose nozzles and one 
steamer nozzle will usually prove satisfactory for general use. 
Frost-cases may usually be dispensed with, but are occasion- 
ally needed when hydrants are set in clay soils. 

The valves used in street-mains are usually iron-body valves 
with bronze mountings, the wedge of which is operated by an 
inside screw. Valves made cntuely of iron are not suitable for 
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idlow Hyiirunt. 





Corey Hydntnt. 



Walker Hydronl. 



water-works use. The upper end of the screw or stem is capped 
with a square iron nut, and the screw is turned by an iron or steel 
rod with a socket on the lower end which fits over tlie nut, the 
latter being made accessible by the use of a cast-iron valve-box. 
Tlif pattern of wedge used b Uie chief feature of difference in the 
various makes; the wedges of certain valves being i:ast ;is a single 
piece, and those of others consisting of two or more parts which 
are held together by the stem. Valves provided with a divided 
wedge are teimed "adjustable-wedge" valves. 
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The smaller valves are usually placed in a vertical, and those 
larger than eighteen inches in size in a horizontal, position. In 
the latter cases gearing is required for the operation of the valve. 
Tlie largest val\-es are provided with a by-pass by which the pres- 




Fig. 56, — Seciion of Chapman Valve. Fig. 57.- 

sure on the sides of the wedge is equalized when the valve is 
opened, and are enclosed in masonry manholes. 

Sectional extension valve-boxes are placed over the smaller 
valves. Three designs of boxes are shown. Boxes composed 
of sections which have no mechanical connection are preferable 
in streets where the traffic is heavy, as the boxes with sections 
having threaded joints are more easily broken by road-rollers and 
heavy teams. 



Estimates of Cost. 



Estimates of the cost of proposed work are based upon the 
prevailing prices of materials and the wages paid in the locality 




where the work is to be done. The preparation of estimates of 
cost is facilitated by the use of tables or diagrams. The cost of 
cast-iron water-pipe is the principal factor in computations of cost 
of pipe-lines, and tliis cost is usually from 825.00 to S30.00 per ton, 
but often the quotations, particularly for the smaller sizes, exceed 
these figures. Fig. 61 shows the cost per foot at varying prices 
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per ton of 2000 lbs. of the several sizes of cast-iron water pipe 
from 4 to 24 inches in diameter, included in Classes A, C, 
and E of the New England Water-works Association. A similar 
diagram based upon the actual weights of pipe in use in 




. sg.^SeclioQ of Eddy V 



a given instance can be readily prepared and will often be found 
convenient in estimating. The value of the diagram will be 
increEised if to the cost of the pipe per foot be added the cost 
per foot of pipe-laying, etc. The latter may be ascertained from 
figures obtained from actual work previously performed, and three 
lines may be drawn upon the diagram lor each size o* "i™>: one 
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representing the total cost per ioot when the excavation is con- 
sidered easy, one when this is difficult, and a third when average 
conditions are encountered. 

The cost of excavating, back-filling, and pipe-laying per linear 
foot of trench under the average conditions which obtain in small 
cities and towns m New England is about as follows: 
Sizeot pipe, inches, ...4 6 8 10 u 14 16 18 jo 14 30 
Cost per foot, cents iS 11 25 30 35 43 50 60 70 95 S;.^* 





Fig. 60. — Valve-boxcs. 

The cost of rock excavation averages from $3.00 to S4.00 per 
cubic yard. 

From i\ to ij lbs. of lead are required for each inch of internal 
diameter for making joints in cast-iron pipe lines; i,e., the lead 
required for a 6-inch pipe-joint varies from about 7I to loj lbs. 
The pig lead used for joints costs from 4^ to 5 cents per pound. 
The amount of yam required for joints varies from 0.05 to o.i lb. 
per inch of internal diameter. The cost of yam or jute is from 4 
to 4J cents per pound, 

\'alves for water-mains cost about as follows when purchased in 
small quantities; 

Size, inches 4 <^ ^ 10 11 14 16 18 ao 14 

f «6 <[o 8.4 $1* IjS t44 Wo «8o •100 $140 

Cost {to to to to to to to to to to 

[ 88 513 8^0 81S M S54 87s 8100 Jus 8i8o 
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st from $2.75 to $4.00 each. 
mih. 6-inch connections, two zi-inch hose n 
nozzle cost from 825,00 to $31.00 each. 
to $3.00 additional. 

i 1 1 1 I 


ozzles M 
Frost- 1 

1 

a 












^H 


±3'" 
























































- - - VK-N i ^ sti^ ^ ^\H V Vt\ - 


s 


■ U-S^ 




^M 




81, 
, 1 


^:::::^±::: 


5 V \ \ \ \ \ 


Af 


» 5 

it 


|::: = = : = -| 


^^-V \ \ \ 




-l^===x\\\\ 


# 


a % 

1 
i 1 




















^^\\\\\^lf 


1 1 1 

special casting' 
discount from esta 
for castings. 


I 1 i " '1 

joojjdaoaidjoiBoo 
Fig. 61. — Cost of Caal-iron Pipe. 

, are either sold by the piece 
ilished lists or by the pound 


at vai 
it the 

■ 


; 

yingr. 
marke 

■ 


tesof H 
price H 



CHAPTER III. 
SERVICE 'CONNECTIONS. 



The link between the street-main and the interior piping on the 
premises of the consumer is the senice connection. ,^s a measure 
of precaution against possible leakage due to poor workmanship, 




Hall Tapping-machine. 



imperfect fittings, or the use of pipe of inferior grade, and un- 
authorized connections, made either with the mains or under- 
ground service-pipes, all service-pippR and fittings from the street- 
main to and including the stop and waste cock on the applicant's 
premises should be furnished, laid, and maintained by the water 
department. A proper charge may be made the consumer for 
the portion ot the connection which is outside the limits of the 
street or way, and an additional charge, if such is the custom, for 
the tap and street connection. 



350 



MMNJENANCE AND OPERATION. 



The service connection consists of the tap or corporation cock 
in the main pipe, a lead gooseneck, a curb-cock with suitable 
box, a stop and waste cock on the consumer's premises, and all 
intervening piping. 

The main pipe is tapped and the corporation cock screwed in 
place by a tapping-machine designed to operate with the main 
under pressure. There are several good machines for this purpose 
on the market, one of wliich is shown in Fig. 62. 




Fig. 63. — Service-clamp (Mueller Pattern). 



The check on the tap and drill should be adjusted to allow the 
corporation cock to project through the pipe wall about one-half 
to three-quarters of an inch, otherwise the tuberculation, which 
takes place on the interior of the main more rapidly at this point 
as a result of the injury to the protective coating, will slowly but 
effectually close the opeiung. The corporation cock is usually 
of the same diameter as the service-pipe, but as it is inadvisable to 
make large taps in small mains, since a good contact between the 
threads on the cock and in the main is impossible and the resulting 
joint possesses little strength or rigidity, it is occasionally necessary 
to make several taps and combine the goosenecks when large 
service connections are laid. The use of several taps may be nbvi- 
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ated by the use of a tapping-band or service-clamp, which insiires 
that the corporation cock will be held finnly in place. These bands 
are drilled and tapped for the reception of the corporation cock, 
bolted about the main pipe, and the connection made in the usual 




With straight Coupliog. 

Fig. 64.— Cotporati 
manner. Leakage is prevented by the use of 



With B«nt Coupling. 
Cockt. 



rubber gasket, and 
cement or lead placed in a groove cast in the band. 

As a general rule the smaller mains are tapped on top, and the 




Ftc. 65.^<SoosenecL. 



larger on the side. In the first instance corporation cocks with 
bent couplings are used, and in the second, those with straight 
couplings. 




Fro. 66 —Corporation Cock with Lead Flange^coupling. 

Unless lead pipe is used for the service, a lead gooseneck 
about two feet long is placed between the corporation cock and 
the service-pipe, care beii^ taken that the upper portion of the 
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bend is not placed too high in localities where the ground freezes 
near the main pipe. The gooseneck is provided as a safeguard 
against excessive strain, due to the settlement of either main- or 
service-pipe resulting from excavations for sewers or drains. 

The joint between the corporation cock and the gooseneck 
may be made with solder, either a "wiped" or a ''cup" joint being 
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Stop and Waste Cocks for Iron Pipe. 





Stop and Waste Cocks for Lead Pipe. 




3 




3 



Union-joint Stop and Waste Cocks for Lead Pipe. 
Fig. 67. — Stop and Waste Cocks. 

made, or the solder may be omitted and the connection made 
with a lead flange-coupling. The *' wiped " joint presents a more 
workmanlike appearance, but the "cup" joint when properly 
made has given entire satisfaction and requires less labor and 
material. The lead flange-coupling consists of a special union 
in which the end of the lead pipe is spread and flattened with 
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suitable tools to form a gasket for the joint. The material costs 
about the same as that for the " wiped " joint, but the joint does 
not require the skilled labor necessary in the latter instance. 

The corporation cocks and the stop and waste cocks should be 
substantially made, turned, and bored in a workmanhke manner, 
and should be of the type kno-ATi as " round way." The mate- 
rials entering into their composition and the proportions used 
at Providence, R. I., are as follows:* 
80 lbs. copper; 
6 lbs. tin; 
3 lbs. zinc; 
2 lbs. lead. 

Mr. William R. Hill recommends a mixture of 88 parts refined 
copper, 6 parts tin, 3 parts zinc, and 3 parts lead with the pro- 





FlG 6g. — Compression Slop 
and Waslc Cotk. 

viso that "if there is alkali or salt in the soil the zinc should be 
omitted on account of corrosion." Also that " the plugs should 
be lubricated by plumbago and Albany grease or vaseline. Bees- 
wax and tallow should not be used, as it will get hard and make 
it difficult to open or close the valve." f One objection to the 
ordinary plug-cock is overcome in the "inverted-key" type. 



•Jour. N. E. Water-works Assocn, Vol XVIII, p. 2. 
\!bid.. VoL Xm. pp. 37. 38. 
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The plug of this cock is inverted and the pressure upon the rod 
in opening or closing the valve tends to loosen the plug and facili- 
tate its movement. The joint is kept tight by the pressure 
of the water from the street side, a by-pass admitting water 
under pressure to the under side of the plug. The stop and 
waste cock at the curb is usually provided with a tee handle, 
that in the basement, with a lever handle. A compression stop 
and waste cock, somewhat similar in appearance and operation 
to an ordinary faucet, has been recently introduced on the mar- 
ket, and may be used to advantage in some cases. For lead-pipe 
work the fittings provided with union joints are to be preferred, 
as their use affords a means of ready access to the interior of 
the pipe in case of stoppages caused by small fish, eels, or ice. 
The joints between the lead pipe and fittings may be made in 
any of the ways mentioned in the consideration of the joint 
between the corporation cock and the gooseneck. 

The fbitures in any ordinary residence or building may be 
adequately supplied by a service connection of five-eighths or 
three-quarters of an inch in diameter, but hotels, business blocks, 
etc., olteH require services of larger size. 

For ordinary service connections, pipes of wrought iron, which 
may be plain, tarred, galvanized, or lined with cement, lead, 
or tin, and of lead or tin-lined lead are in common use. Services 
larger than two inches in diameter may usually be more eco- 
nomically laid with cast-iron pipe. The three classes of pipe 
first mentioned are a source of considerable annoyance and 
expense in many systems, as some waters corrode the iron with 
great rapidity, the tar or galvanized coatings as at present applied 
merely postponing this action in a measure. As a result of the 
corrosive action the pipes are quickly filled with rust, fixtures 
and meters dogged, and the water rendered objectionable for 
laundry purposes. 

Cement-lined iron pipe when properly lined often gives entire 
satisfaction, but has been found objectionable in some cases 
owing to the cracking and flaking off of the cement and the diffi- 
culty in obtaining rust-proof joints. This pipe has been success- 
fully used in Brookline, Massachusetts, for more than twenty-five 
years, and the methods used in its lining have been described in 
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detail by Mr. F. F. Forbes in a paper read before the New England 
Wator-works Association, from which the following extracts are 
taken;* 

"Our departure from the usual custom begins with the buy- 
ing; we specify that the lengths shall be about i6 feet long 
and also of standard weight. A pipe i8 or 20 feet long cannot 
be lined with the same degree of success which can be obtained 
with pipes somewhat shorter; and our experience has taught 
us that pipes about 16 feet long give the best results. After the 
pipes are delivered at our shop, we first straighten all which are 
much bent. The couphngs are then removed, turned around 
and screwed on the other end, in order that there may be no 
trouble in putting the lengtlis together when lined. The pipes 
are then carefully examined in order to make sure that no defect 
exists in the welds or other parts of them. The next step is to 
run a cutting-tool slightly smaller than the inside diameter of 
the pipe through each length to remove all dirt, scales, and pro- 
jections of iron from the welds. The pipes are now ready for 
lining. 

" No sand should be mixed with the cement. Portland cement 
is not fit for tliis work, being too heavy and liable to fall from 
the sides of the pipes before setting. We have used the F. 0. Nor- 
ton brand with great success; but any good American natural 
cement which does not set too rapidly and is freshly ground 
can be used mth confidence. It is very necessary to sift all 
the cement through a moderately fine sieve, as we find that even 
the best cements contain small pieces of unground rock and 
other substances whicli interfere seriously with the lining. It 
is also extremely important that the cement should be used 
quickly after wetting. When lining we have one man who does 
notliing but nux the cement, usually preparing enough for five 
or six pipes at one time and constantly working it over to keep 
it at the right thickness. If a little of the batch is left, we pre- 
fer to tlirow it away rather than to mLx it with the next lot. 
The press used for filling the pipe is made by the Union Water 
Meter Company, of Worcester, Mass. in fact, thej' make the 
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whole outfit, including cones, etc. It is necessary to fill the 
pipe entirely full of cement, and a little should be allowed to 
run out of the farther end. More of the cement will be pushed 
out by the cones, but this can be returned to the mixing-box 
and used again, with the exception of that from the last pipe filled 
from the batch, which is thrown away. In every case the cones 
are passed through the pipes twice. A handful of cement is 
pushed into the pipe before the cone enters the second time, 
and while it is being drawn through, the pipe is slowly revolved 
to keep the cone in the center of the pipe. We endeavor to 
keep the cones as near the center of the pipe as possible; we 
find, however, that the practical results are the same if the 
lining is quite uneven. The cones are thoroughly washed after 
each pipe is lined; before they are drawn through, a piece of 
pipe from 12 to 18 inches long is screwed to each end of the pipe 
to be lined, so that the lining at the end will be perfect. After 
the pipes have been lined from three to five days, or imtil the 
cement has sufficiently set, a thin gruel of cement is run through 
them. This is done by elevating one end of the pipe and pour- 
ing the gruel in from an ordinary watering-pot. A rubber cone 
is now drawn through, which leaves the inside of the pipe smooth 
and quite impervious to water. The ends are now reamed out 
to fit the composition ferrules and the threads cleaned. This 
completes the process, and the pipes are piled away for use. The 
number of feet of pipe of different sizes lined and grouted by 
one barrel of cement is as follows: 

1 -inch pipe 700 feet 

li- " '* 500 '' 

2 - " ** 300 " 

In 1898 the cost of labor, cement, etc., for lining 3000 feet of 
2-inch pipe and 9000 feet of i-inch pipe was as follows: 

Labor preparing pipes S65.79 

cementing 66. 65 

grouting 22 . 66 

reaming 39-98 

23 barrels cement @$i . 10 25 . 30 

Coal for heating shop 6.00 

$226.38 
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which gives the cost of lining 2-inch pipe 3.03 cents per loot, and 
cost of lining i-inch pipe 1.5 cents per foot. 

" Two men usually get the pipe ready lor lining, but during the 
process of lining, six men are found to be the most economical 
number to use, distributed as follows: one man mixing the cement, 
one man fiUing the press and overseeing the work, one man working 
the press, one carrying the pipes to the press and from the press 
to the coning-frames, and two men, one at each end of the pipe, 
doing the coning. In one day these men will line from four to 
five thousand feet of pipe. 

"A few words describing the ferrules we use at all joints. These 
are made of the best steam metal, five-eighths of an inch in diam- 
eter on the inside, the outside tapering slightly toward tlie end, 
They are of two kinds, called by us a double and a single ferrule. 
The double ferrules are used where the pipes are screwed together, 
and the single ferrules where the pipes are screwed into the side- 
walk stops and connections at the main, which are made with a 
shoulder at the end of tfie thread to hold the ferrules in place. 

" It has often been stated that the cement-Uned pipe cannot be 
bent without injury. We find, however, that the pipes can be 
bent to any reasonable extent, without any damage to the lining, 
if this is done with care. We rarely use any elbows or tees. If 
we Jiave to use a turn smaller than we think best to bend the pipe 
around, we use a short piece of lead pipe, perhaps a foot long, with 
a couphng on the end, and in making the connection use ferrules." 

Tin-lined pipe is not extensively used owing to its cost, but 
when of good quaUty it possesses an advantage over other service- 
pipes, inasmuch as tin is rarely affected by potable waters. 

The numerous reported cases of lead-poisoning resulting from 
the use of water drawn from lead service- pipes have prejudiced Some 
consumers against them, and have caused water-works officials and 
others to doubt the advisability of the use of pipes of this material. 
Under certain conditions such use may endanger the health of 
a community, and it would be advisable to enlist the services 
of a chemist conversant with this matter before the adoption of 
lead as the material for the service-pipes of a system. 

Investigations of the action of water upon lead pipe have been 
made in Massachusetts under the direction of the State Board of 
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Healtli, the results of which appear in the published reports of 
that board. Tlie results of these investigations indicate that the 
corrosive action of the potable waters of Massachusetts upon lead 
is due principally to the presence in the water of comparatively 
large amounts of carbonic acid, and, in a measure, oxygen; the 
extent to which the dissolving action takes place being dependent 
cliiefly upon the degree of hardness of the water. " The greater Uie 
hardness of the water, as compared with its free carbonic acid, the 
less effect did the carbonic acid have upon lead." * The followTng 
extracts from the published reports are of interest in this connection. 
"Nearly all of the serious cases of lead-poisoning resulting 
from the use of water taken from public water-supplies (in Mas- 
sachusetts) have occurred in those cities and towns which are sup- 
plied with ground-water; but surface-waters also act upon lead 
pipe, and thougli the quantity found in surface-waters drawn 
through such pipes has usually been small, there is, nevertheless, 
danger that injury to health may result even if the water is drawn 
from a surface source if lead pipe is used in its distribution." + 

"A water which ordinarily acts but shghtly on a lead pipe may, 
by some change in conditions, take up a much larger quantity of 
lead than under ordinary circumstances, and a change in the source 
of the supply of a city or town has been followed by a material 
increase in the action of the water upon lead ser\'ice-pipes." J 

"While the quantity of lead dissolved may be small, and a 
single dose might not seriously harm the user of the water, the 
continued use of water containing lead is harmful, because lead 
is a cumulative poison. Tlie exact amount of lead which may 
be taken into the system without producing harm is not definitely 
known and may vary with different people, but it is known that 
the continuous use of water containing quantities of lead as small 
as .05 of a part per 100,000, or about jj of a grain per gallon, has 
caused serious injury to health." % 

However.since many potable waters do not attack lead seriously, 
and in the case of some soft surface-waters, the presence in the 



• Report of Mass. Stale Board ol Ucahh, 1900, p. 488. 
^ Ibid., iQoi, p. xxxi. 
\ Ibid.. 1901, p. xxxii. 
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water of certain mineral matters results in the formation of coatings 
on the interior of the pipe which serve to protect the metal, pipes of 
lead, or of iron lined with lead, are frequently used. As a measure 
of precaution in any case where lead or lead-lined pipes are in use, 
the water which has stood in the pipes overnight or for any con- 
siderable length of time should be wasted. 

Tlie quantity of water contained in service-pipes may be OMn- 
puted with the aid of the following table. 



Internal diam. of pipe ii 

Contents in gallons per 

feet of pipe 



ill 1 .1 ,i , 

.01 1.59 J. 30 4.08 6.38 g.18 16.31 



The service-boxes in general use are of the telescopic pattern 
and usually consist of three parts: a base or lower section, an 
upper section, and a cover. The lower section is enlarged at the 
bottom in order that the curb-cock may be partially enclosed 
and also that resistance may be offered to the lifting action of frost. 
The upper section either slides over the lower or is connected to 
it by a threaded joint. One objection to the threaded joint is, 
that in some soils the entire box is lifted by frost action and can- 
not easily be driven back into place; another is that the upper 
section of a box of this kind is more liable to be damaged by 
teams. Circular covers are commonly used, but boxes set in 
brick walks should be provided wth square or rectangular covers. 
The top of the box or cover should have a beveled edge, as this 
offers less obstruction to passers-by. The cover is held securely in 
place by a brass screw-bolt provided with a triangular or pentagonal 
head, as loose covers or covers held in place by bolts with square 
or hexagonal heads are easily removed by small boys and other 
unauthorized persons. This bolt either screws into the top section 
of the box or forms a part of a special clamp designed to hold the 
cover in place. In several designs for ser\-ice-boxes another 
casting is added, the purpose of which is to hold the stop-cock 
in the center of the box with the tee head in a vertical position. 
Some boxes are provided with a short rod which is attached to 
the cock and held in the center of the box by lugs on the interior 
of the casing. Boxes of this type may be used occasionally to 
advantage in localities where the ground-water rises in a soft 
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material, with tlie result that the bottom of tlie box is often partly 
filled with mud. A disadvantage of the type b that it permits of 

too easy access to the shut-off by unauthorized persons. 

As a general rule, the service connection should be laid at 




Buffalo. Stacy. Chadbourne. 

Flo. 70. — ^Service-boies. 
right angles with the street-line and below the depth ordinarily 
reached by frost. It should enter the basement of the building 
to be supplied about one foot below the level of the floor, as this 
location affords better opportunities for the protection o( the pipe. 
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stop and waste cock, and meter, if meters are used, from freezing. 
Where pipes are brought through the foundation walls above 
the level of the basement floor, freezing is liable to occur on the 
street side of the stop and waste cock when the water is shut 
off at night in houses not provided with heat in the basement, 
and in others when the building is imoccupied temporarily, and 
the water not shut off at the curb. When lead pipe is used a 
small arched opening shoiild be left in the wall as a precaution 
against injury to the pipe caused by settlement or sliding of the 
wall stones. The location of the consumer's stop and waste 
cock should be such that it is accessible at all times, and in no 
case should the shut-off be placed in coal-bins, ash-pits, or in 
places where it may be covered with wood or rubbish. The 
stop and waste cock at the curb should never be omitted, as 
it will be found useful in the enforcement of regidations regard- 
ing non-payment of rates, and for cutting off the supply from 
premises which are vacant. On paved streets the cock should 
be so placed that the service-box will be in the sidewalk next 
to the curbstone, and in suburban streets, so that the box will 
be located in the grass ground between the gutter and the walk, 
as a precaution against accidents resulting from persons tripping 
over the box or cover. 

The water should be turned on and all joints tested under 
pressure before the trench is refilled, as the water escaping from 
an imperfect joint will, especially in sandy soil, with the aid of 
particles of earth, rapidly cut away the pipe or fitting. Many 
persons object to the use of one trench for both water and sewer 
connections on the ground that leakage from the service con- 
nection may enter the sewer undetected. However, a leak of 
sufficient size to be detected by the appearance of water on the 
surface of the street where escape into a sewer is impossible will, 
if such escape is possible, usually make its presence known to 
a water-taker by a disagreeable roaring or hissing sound from 
the interior piping. Nevertheless, in cases where service-pipes 
have previously been laid, it b advisable to make a separate 
trench for the sewer connection as a precaution against injury 
to the service due to settlement, particularly when the sewers 
are laid by contractors or individuals. 
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The prices of materials required for service connections depend 
upon the quantity purchased, its quahty, and the discounts from 
list prices in force at the time purchases are made. 

Tapping-machines including drills and taps for ordinary ser- 
vice work cost from $60.00 to $125.00. 

Corporation and stop and waste cocks when purchased in 
small quantities cost about as follows: 



Style. 


Size. 




f" 


\" 


i" 


Corporation cocks with coup- 
liiicfs 


$ 

0.55 too. 85 

0.60 to 0.75 
0.75 to 0.90 

IIS 

1.^5 

1.95 

1 . 00 to 1 . 1 5 


% 

0.80 to 1 .05 

0.55 too.85 

1-35 
Z.40 

. 80 to . 90 
I . 00 to I . 1 

1-35 
Z.80 

2.20 


$ 

1 . 20 to 1 .60 


Ordinary round-way stop and 
wastes for iron pipe 

Inverted key stop and wastes 
for iron pipe 


0.85 to 1.25 
2.25 

1.75 

1 . 00 to 1 . 50 
1.25 to 1.75 

2.25 

2.90 


Compression stop and wastes 
for iron pipe 


Ordinary round-way stop and 
wastes for lead pipe 

Ditto with union ]omt 

Inverted key stop and wastes 
for lead pipe. 


Lead flange stop and wastes 
for lead pipe 


Inverted key with lead flange 
connections 


Compression stop and wastes 
for lead pipe 


* D^ 







Service-boxes cost from 65 cents to $1.80. 

Cost op Galvanizep-iron Service-pipe. 

Size, inches i i li 

List price per foot $0.11) $0.16) $0.22) 

0.04 0.06 0.07} 
Net price per foot. 



to 
0.05 



to 
o.o7i 



to 
0.09 



$0.27 

0.09 
to 

O. II 



2 

to. 36 

O. 12 

to 
CIS 



Cost op Leap- ano Tin-linep Iron Service-pipe. 
Size, inches } i 



Lead-lined, per foot $0. 14 

Tin-lined, per foot o . 24 



$0.21 
0.32 



The cost of cement-lined iron pipe is about as follows when 
made by the department. This pipe cannot be purchased at 
present from dealers in service supplies. 
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Lead pipe costs from 5 to 5J cents per pound. 
The weight per foot ol lead pipe is governed in a measure 
by the pressure to which the pipe is subjected, and also by the 
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Fic. 71. — Dischaige of Service-pipes. 

standard weights supplied by the manufacturers. The weights 
given in the following table are sufficient for ordinary water- 
works purposes. The light pipe may be used on gravity works 
under a low head, the heavy for general purposes. 
Weights op Lead Pipb per Foot. 

Internal diameter, inches \ \ \ i i) 

Light, jjounds * li 3 4 6 

Heavy, pounds ,. 3 Jt 4) 6 9 
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Solder costs from 20 to 25 cents per pound. The following 
quantities are usually allowed for "wiped" joints. 

Diameter of pipe, inches i 8 i i li 

Pounds of solder } i i ij ij 

Very little solder is required for " cup " joints. 

Tin-lined lead pipe costs from 9 J to 10 cents per pound. 

The cost of the labor required for excavating, back-filling, and 
pipe-laying, including the tapping of the main, averages from 
10 to 25 cents per foot. 

It is seldom necessary to make any computations of the dis- 
chaiige of service-pipes, since an ample supply is usually furnished 
through any of the sizes of pipe ordinarily connected to a sys- 
tem. Such computations are sometimes made when" buildings 
are located at a distance from the street-mains and at an ele- 
vation where the pressure is low. Fig. 71 has been prepared from 
the figures given in Weston's Tables, and may be used for long 
lines of pipe having a very smooth interior surface similar to lead. 



CHAPTER IV. 

METERS. 

The meters in general use for measuring the water furnished 
consumers are of the positive type. Meters of this type measure 
and automatically record, with varying degrees of accuracy, the 
amount of water which has passed through them, and are divided 
into several classes, known as reciprocating, rotary, oscillating, 
and disc piston meters, depending upon the type and mode of 
operation of the piston which is displaced by the passage of the 
water. Meters of the first class are provided with pistons or 
plungers which operate in a manner somewhat similar to those 
of a reciprocating pump. Tliose of the second class are pro- 
rith either two pistons of irregular form which revolve 
about fixed centers within an oval chamber, much like the runners 
in a rotary pump, or a single-toothed piston, which moves in a 
cylindrical chamber, the interior surface of which is provided 
with a number of projections and indentations. In the latter 
case the piston does not rotate about a fixed center as in the 
previous instance, but moves in such manner that the projections 
on and recesses in the piston and walls of the casing form a series 
of measuring-chambers. In meters of the fourth class mentioned 
the piston has a disc form and moves with an oscillating or wab- 
bling motion, in its movement dividing the chamber alternately 
into receiving- and discharging-spaces. A radial slot cut in the 
disc embraces a fixed plate or wedge set vertically within the 
chamber and which prevents rotation of the di^c. The oscillating 
piston meters operate in a somewhat similar manner. 

For ordinary purposes the pistons or discs are made of hard 
rubber, which in some makes is reinforced with metal. Each 
complete revolution of the pbton or disc permits the passage 

*6s 
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through the meter of a quantity of water equal to the cootentsl 
of .1 chamber or series of chambers of known capicity. A spindle ■ 
attached to the piston or disc engages a train of geaimg by which I 
tlie movement of the piston or disc is transmittal to a dial orJ 
series of dials. The quantity of water which has passed through I 
the meter is thus registered upon the dials in ettber cabic feet f 
or gallons. 

The smaller meters are usually provided with strainers located 1 




■|-inch Union Rotary Piston Meter. 



within the base and forming a part of the meter. Similar strainers j 
are placed in some of the larger meters, but in general an addi- 
tional fitting known as a fish-trap is set in connection with the I 
meters of large size. Where the water carries considerable grit J 
111 suspension, or if small fish are often present in the pipes, the I 
WHi of an independent fish-trap or grit-chamber is often ad^'isable I 
with Iho smaller meters, since the former appUances are more I 
I'tadily cleaned. 

The l.VTC of meter to be used in any particular case depends J 
tu rt coiuiderable extent uimn local conditions: the size of ser- 
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vice, amount of water consumed, pressure, the presence of sand, 
or other sediment in the water which would cause excessive wear 
of the casing and moving parts, the accuracy of registration 
desired, etc. In the selection of a meter the following points 
should be given consideration: 

1. Accuracy. 

2. Sensibility. 

3. DurabiUty. 

4. Obstruction to flow. 

5. Accessibility of workmg parts. 

6. Liability of stoppage. 

7. Cost of repairs. 

8. Extent of damage as a result of freezing. 

9. Capacity. 
10. Cost. 

Service-meters of the usual size, five-eighths to three-quarters 
of an inch, when new should not over-register more than one per 
cent, and on varying rates of flow should register approximately 
the following percentages of the quantities of water actually 
passed through them: 



Flow in cubic feet per hour. 

I .0 
6.0 

15.0 to maximum capacity 



Per cent reinstered. 

90 

97 
98-99 



The maximum capacity of service-meters is given by the 
different manufacturers as follows: 



Sire inches. 

i 
i 

I 



Cubic feet. 
Per minute. Per hour. 



Gallons. 
Per minute. Per hour. 



4 
8 



120 
240 
480 



15 
60 



000 
1800 
3600 



Where the detection and prevention of waste are of importance, 
meters should be tested for their sensibility to small rates of flow. 
This factor may be determined by testing a meter under a flow 
just sufficient to cause registration and noting the quantity passed 
and the percentage registered in a given time. In many cases 
this sensibility decreases to a large extent with use and tests 
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o[ this nature are of more value when made in connection with 
t!ie durability test. The test for durability is made by passing 
through the meter a quantity of water equivalent to the consump- 
tion of an average family during five or ten years, approximately 
:oo,ooo cubic feet, after which the meter is tested for accuracy 
and sensibihty. This test is usually made only in the comparison 
of meters of various types or makes as a guide to the selection 
of the type or make of meter best adapted for use on the works. 




The obstruction to tiie How of water through a sendee con- 
nection due to the introduction of a meter is at times of impor- 
tance, since it may be necessary in a given instance to use a meter 
of larger size than would be the case if a type or make of meter 
causing a less loss of head was selected. Tliis consideration is 
of particular importance where meters are placed in pipes which 
supply water to motors or for purposes of fire-protection. Tlie 
published results of tests made by Mr. J. W, Hill, C. E.,* of twelve 
live-eighths-inch meters and one three-quarter-inch meter of differ- 
ent makes, and by Mr. J. Waldo Smith, C, E-.f of six five-eighths- 



• Trans. Am. Soc. C. 
i Ibid. p. 37J, 



E., VoL XLl. p. 407. 
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inch meters, indicate that the loss ot head caused by meters of 
the size tested is about as follows: 

13 to 30 8 to 33 



The meters included in the abo\-e table were all of tlie posi- 
tive displacement type. 

As a general rule, the size of meter to be used in a given instance 
should be based upon the amount of water used, and the rate of 




CylindLT. wiili piston. Bast. 

Fig, 75. — Cylinder, Piston, and Bast of AA Empire ML-tir. 

flow, rather than upon the size of tfie ser\'ice connection in which 
the meter is to be placed. A g-inch meter will usually prove 
satisfactory for domestic service. For this purpose meters of 
the disc type are commonly used in preference to those of the 
piston pattern, Aside from the durability, permanence ot regis- 
tration, and economy in first cost and maintenance of disc meters, 
meters of this type possess a peculiar advantage over other types 
as a leak-detector. Mr. Hill * found that a noticeable vibration 
of the discs and attached spindle in the meters of this pattern 
tested occurred with rates of flow due to small leaks in the ser- 



• Trans. Am. Soc. C. E . Vol. XLI, p. 350. 
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vice-pipe and fittings which were not sufficient to cause regis- 
tration. 

The following prices are given in the manufacturers' lists: 



I •■ 



Uc^m.. 



A considerable reduction from the above prices may usually 
be obtained when large numbers of meters are purchased. 




Meters should be tested for accuracy before being placed in 
ser\ice, and, wliere meters are used to a large extent, suitable 
testing apparatus should be pro\ided for this purpose. An inde- 
pendent supply-pipe should be laid from the street-main to the 
testing-room, a bench, connecting pipes, and fittings, pressure- 
gages, discharge-orifices from i^^ to J inch diameter, and a measur- 
ing-tank provided. Tiiis tank may be calibrated and provided 
with a glass-tube gage with a scale indicating the contents of 
the tank corresponding to the height of the water in the tube; 
or the tank may be placed upon a platlorm scale, the water 
weighed, and the contents of the tank in cubic feet or gallons 
computed or read from tables prepared for that purpose. This 
latter method of testing is that generally adopted. 






^ ^ ^kwMe. ut ' tS^ «m«' i^.< jli be 

i^qn^.^aifc at .ui ^Wiition ^nK'» 1i.it 

j^ a» «f as toicfecdeot so[ipiy-pipe 

■C5 3 more tmif onn i 
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Before starting a meter test, water should be allowed to pass 
through the meter for a short time or imtil the air in the meter 
is expelled and the moving parts work freely. Care should be 
taken to turn the water on slowly, otherwise the disc or registering 
mechanism may be injured. 

The meter should be stopped when the indicator of the one- 
cubic-foot dial is at the zero-point, the scale balanced, and the 
weight recorded. The flow is then started, time noted, and 5 to 
10 cubic feet passed at the maximum rate. During the test the 
readings of the pressure-gages on the inlet and outlet sides of 
the meter are observed and the loss of head recorded. The flow 
should be stopped when the indicator of the one-cubic-foot dial is 
at the zero-point, time noted, quantity passed noted, and weight 
observed. The method of procedure is similar at the smaller 
rates of flow except that a smaller quantity of water is passed 
through the meter. During tests with the smallest orifices the 
meter should be examined for leakage. 

For convenience, tables should be prepared which show the 
quantity of water in cubic feet corresponding to the weight of 
water found in the tank. The weight of a cubic foot of water 
varies with its temperature, but for ordinary work the weight is 
taken as 62.5 lbs. In some works the tables are based on the 
weight at 70° F. or 62.3 lbs. 

Weight op One Cubic Foot of Water. 



Temperature. 
degrees Fahrenheit. 


Weight, 
pounds, 


40 


62.42 


45 


62.42 


50 


62.41 


55 


62.39 


60 


62.37 


65 


62.34 


7^ 


62.30 


75 


62.26 



The accuracy of the meter, or the percentage of the actual 
amount of water passed which is registered on the dials, is obtained 
b}^ the following formula: 

^ ^ . , , /Quantity indicated by meter\ 
Percentage registered = ioo( Quantity in tank h 
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Data with regard to the meters tested, the details of the tests 
made, and the results obtained should be preserved in books 
or on cards for reference. 

In setting a meter, care should be taken that the meter is 
secured firmly in place and that it is level. Red or white lead 
should not be used in making joints, and the service-pipe should 
be flushed before the meter is connected. If there is a liability 
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Fic, 78,— Card tor Meter Tests, Baltimore Water Department. 
(/;«g, ^'^tt'.^, vol XLViii. p. 357.} 

that hot water may reach the meter from the interior piping, a 
check-valve should be provided near the outlet. 

Meters are placed in basements, manholes, or boxes, the loca- 
tion and method of protection being dependent upon local con- 
ditions. The meter should always be placed on the house side 
of the curb stop and waste cock, and valves should be placed on 
each side of large meters in order tiiat they may be accessible 
for inspection or repair. 

Meters placed in basements are enclosed in boxes of wood 
or brick, which are filled with sawdust, mineral wool, or other 
suitable material if any possibility ol freezing exists. Meters 
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placed outside buildings are set in manholes or boxes. Large 
meters should be enclosed in masonry vaults or manholes in 
order that the meter, fish-trap, and controlling-valves may be 
accessible without digging, Ser\'ice-nieters are placed in lai^e 
boxes of wood provided with iron covers, one or more lengttis 
of sewer-pipe, or a light cast-iron box, the meter being set near 
the surface in order that the dials may be easily read, with \'er- 
tical inlet- and outlet-pipes enclosed within the box; or the 
meters are provided with dial extensions and are set at the same 
grade as the service connections, the meter and dial extension being 



I 




—Manhole Setting for Large Meters. 



enclosed in a small iron box somewhat similar to a street or serv- 
ice-valve box. The use of dial extensions is objectionable, as the 
friction of the registering mechanism is increased and the sensi- 
bility of the meter often seriously impaired by the addition ot 
a, dial extension. 

Large numbers of service-meters have been set during recent 
years by the city of Cle\'eland in sewer-pipe, the method of setting 
at present in use being shown in Fig, 8i. The meter is protected 
from frost by a tight cover of wood treated with preservative 
chemicals, which is placed below the outside iron cover to pre- 
vent the circulation of air about the meter. This wood cover 
contiists of a circular rim, which is calked in place with oakum, 
and a small cover which is opened when the meter is read. An 
extra foot of sewer-pipe is used where the danger of freezing 
requires additional precaution. The experience with meters 
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set in this manner during the unusually severe winters of 1903 
and 1904 has been very satisfactory. 




SECTION A-B 
StaadArd C.I.Manhore and Corer 
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Pio. 81. — Setting for Water-meters, Cleveland, Ohio. 



The cost of setting service-meters in basements is found by 
different water departments to be about as follows: 

Taunton, Mass $2.50 

Watertown, " 

Brookline, " 

Springfield, '* 

Fitchburg, '* 

Lawrence, " 

Wellesley, " 

The cost of setting f-inch service-meters in Cleveland, Ohio, 
during 1903 is given in the following table: ♦ 



1. 00 
2.00 
1.50 to 2.00 

1-25 
1. 00 



♦ "The Meter System in Cleveland." Edward W. Bemis, Proceedings of 
Am. Water-works Assoc *n, 1904. 
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Basement settings. 

Brick $0.12 

Cement 0.05 

Cover 0.30 

Fittings 0.25 

Material $0.72 

Labor 3.23 

Total $3.95 



Brick vaults. 

350 brick $3*45 

Cement 0.38 

Iron ring and 

cover 3.21 

Fittings 0.50 

Material S6 . 54 

Labor 2.92 

Total $9.46 



Sewer>pipe settings. 

Sewer-pipe $1 .46 

Frost-cover 0.18 

Iron ring and 

cover 1.42 

Pipe and fittings 0.55 

Material S3. 61 

Labor 4.01 

Total $7.62 



" During the year 1857 f-inch meters were set in brick vaults, 
3,174 in basements, and 9,378 in sewer-pipe." The item of labor 
for setting in brick vaults is comparatively low per meter, since 
more than one meter was often set in a single vault. 

The estimated cost of setting f-inch meters in the improved 
setting in 1904 is as follows: 

Sewer-pipe $1 .84 

Frost-cover 0.47 

Cross-brace 0.04 

Ring and cover i .42 

Pipe and fittings 0.55 

Material $4 . 32 

Labor 4.51 

Total $8.83 

Meters on domestic services are read quarterly, and those on 
commercial services monthly, in many works; in others, all meters 
are read once a month. This latter method is, as a rule, to be 
preferred, as the liability of loss due to the stoppage of a meter 
or the breaking of any of the parts is thereby diminished. When 
such occurrences take place, the bill may be adjusted on the 
basis of the meter registration for the previous period, the regis- 
tration for the period after the meter has been repaired or replaced, 
or an average of the two. 

Whenever a decrease in the amounts registered between 
meter readings is noted, unless the variation can be satisfactorily 
accounted for, the meter should be removed for testing. Service- 
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that during the tests no water is used from the service except 
through the faucet to which the caps are attached. 

The cost of maintaining service-meters in works where a 
large proportion of the services are metered is about Si.oo per 
year per meter. Interest, sinking-, or depreciation-fund charges 
are not included in the above amount. This sum is divided 
approximately as follows: 

Reading and inspection $0.30 per meter per year. 

Repairs o. 45 

Office expenses (computmg and mak- 
ing bills, etc.) 0.25 



C( «( cc cc 



< < < < <( • * 



Total $1 .00 



«c cc cc c« 



In metered works the cost of reading meters is from 2 to 3 
cents per meter for each reading. The annual cost of readings is, 
therefore, dependent upon the number of readings made during 
a year. The office expenses are affected by the niunber of bills 
rendered each consiuner, and both expenses for reading, inspection, 
and clerical work are affected by the efficiency of the employ^. 
The average cost of repairs per meter is dependent upon the 
number of meters in use and the service to which they have been 
subjected. Where meters are new or are set in comparatively 
large numbers, the average cost of repairs, obtained by dividing 
the total expenditure for repairs by the niunber of meters in 
service, is about 10 cents per meter per year or less. In works 
where a small proportion of the services are metered, and many 
of the meters are large, the average cost for repairs often exceeds 
$1.00 per year. 



CHAPTER V. 

CARE OF APPURTENANCES. 

A REASONABLE amount of care should be exercised by the 
officials and employ^ in charge of a system of water-works to 
avoid any accident, due either to natural causes or neglect, which 
would impair the efficiency of the works or inconvenience con- 
sumers. Under favorable conditions the amotmt of care or 
oversight may be comparatively small, but usually considerable 
vigilance on the part of those in charge is required at times to 
maintain the system in good condition. 

Intakes and screens should be kept clean and free from obstruc- 
tion by ice, leaves, dead fish, or other debris. Ice, especially 
in the form of anchor- or needle-ice, is occasionally very trouble- 
some ajid often interferes seriously with, and even at times entirely 
prevents, the flow of water into the intake-pipe. Anchor- and 
needle-ice form at the surface of the water, the crystals being 
drawn down to the intake, to which they adhere in large masses, 
by the movement of the water toward the latter when the water 
is agitated by wind, or when the intake is located in a flowing 
stream. These forms of ice do not occur wlien the surface is 
frozen, except occasionally in streams where the particles are 
carried under surface-ice from open water by tlie current. The 
tendency is for needle-ice to accumulate on the lee shore. Since 
this ice does not cause trouble m still water, platforms, rafts, 
or log-booms liave been in instances moored over intakes as a 
means of protecting the latter. .\s methods for the removal 
or prevention of the fomiation of this ice in intake-pipes and 
on screens, wliich have been practiced with varjing degrees of 
success, may be mentioned the use of jwles, bars, and chains, 
steam, or hot water conveyixl through pijxs if the distance of 

2S0 
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the intake from Uic shore or gate-house admits of this method. 
and the use of compressed air. Tlie discharge of warm water 
from the condensing appiiratus near the inlet, and the re\ersaJ 
of the flow in the intake-pipe have been found effective in some 
instances. 

In a system supplied by pumps but not provided with reser- 
voirs or stand-pipes having a comparatively large storage capacity 
it is important that the supply of water should be uninterrupted, 
and if funds are available reserve machinery should be installed 
in the pumping-station for emergency use. The interest charges 
on such additions to the plant will usually be offset by the saving 
due to the increased efficiency and decreased depreciation of 
the machinery in daily use, owing to the opportunity afforded 
for more frequent overhauling and repair of the latter. The 
friction of the engine and pump sliould be kept at a minimum 
by the use of suitable packing, properly placed, and good oils. 
Air in tlie pump, due to either leaks in the suction-pipe or an 
excess of air in the air-chamber, causes "pounding" and its absence 
in the air-chamber produces a hke result. In the first instance, 
occupants of houses located at the lugher elevations are annoyed 
by the presence of air in the service-pipes, and in the second 
the pulsations of the pump give rise to more or less wafer-hammer. 
!f leaks in the suction-piping cannot be located and repaired 
the air may be removed by a vacuum-pump attached to a drum. 
If the discharge-chamber remains full of water, air should he 
forced in by a small pump until a sufficient "cushion" results. 

Sand causes cutting and excessive wear of pump-plungers and 
rings, the water-cylinder hnings of piston-pumps, and the valves, 
and should be prevented from entering the suction-pipe, or inter- 
cepted before it reaches the pump. 

The amount of attention given to the boilers and engines 
is dependent in large measure upon the character of the employtS 
in charge, and the position of engineer should be filled by an 
experienced and conscientious man. However, if everj'tliing 
runs smoothly little attention b often given to the slip of tlie 
pumps. Although the installation tests and duty trials of a 
pumpmg-engine show a slip of but from i to 3 per cent, and 
vith good care this should not exceed the latter hgurc. instances 
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are on record where the amount of sUp has been 40 and even 50 
per cent of the nominal amomit of water pumped. The slip 
may be due to short-stroking, loose water-pistons, worn valves, 
or a ccHnbination of these conditicms, and tests should be made 
from time to time for its determination. In the absence of any 
measuring device for gaging the quantity of water delivered 
by the pump, an approximate test may be made by closing a 
valve in the discharge-main, care being taken that this shuts 
tight, and noting the number of strokes or revolutions made 
by the engine in a definite time both before and after closing 
the valve. 



PUMP-SLIPPAGBS IN A NUMBBR OP CiTIBS AS DETERMINED BY 

PiTOMETER Measurements. 

(Bnffmeering News. Vol. LII. p. 53S.) 



Capftc- 

tty 

million 

8aUon« 

daily. 



10 

4 
I 
I 
6 

3 

ij 

5 

5 

5 

5 
10 

X 

10 



aty. 



Norfolk, Va. . 
« « • « 

So. Bend, Ind. 



« « • t 



• « 



« • « « 



« • 



• « 



« « 



Oskaloosa, la. 
Columbus, O. . 



« I 



Cleveland, O. 



i < 



New York. . . 

Brooklyn. . . . 
Dayton, O. . . 



Description. 



High-duty, inside -packed. . . 

Power-driven, inside-packed 

* * valves newly overhauled . . . 
Duplex, inside-packed 

Comp. ring and plunger 

Ring and plunger, inc. jet condenser. . . 

Inside-packed 

Vertical triple, inside-packed (valves were 
adrift) 

Well-pumping station 

New vertical triple, single-acting plung- 
ers, outside-packed 



Per cent 


of puns i>- 


a«e. 


4 


. 2 


1 1 


•9 


57 


.0 


20 


.0 


24 


.0 


19 


.0 


30 


.0 


3i 


.0 


33 


.0 


12.. 


.0 


10. 


. z 


55. 





25- 





I . 


5 



The principal factor by which the comparative efficiency of the 
pumping-plant may be determined year by year is the cost of lift- 
ing a stated quantity of water a definite height. The units in 
general use for this purpose are 1,000,000 gallons and i foot 
respectively. As the cost of supplies and repairs is usually a 
small proportion of the annual expenditures for operation, and 
the salaries of the employes practically fixed in amount, the unit 
cost mentioned is dependent chiefly upon the amount and cost 
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I of the coal consumed. Hence care and good judgment should 
I be exercised in the purchase and use of the fuel-supply. The com- 
l parisons mentioned cannot be made unless sufficient data are 
, recorded daily and preserved for reference in form similar to that 
outlined in Chapter I. 

The unit cost of pumping varies within wide limits and is 
affected by many conditions, as size and efficiency of plant, 
quantity pumped, total head, average daily duration of pumping, 
cost of coal, character of labor, etc., similar conditions rarely 
obtaining in any two localities, but the statistics given in the 
following table may be found to be of interest. 



Cost op Pumping 
(ProRi Jduf. N. B. Wati 



City or t-.«™. 


Towl 
purapngc 

g.llon«. 


heis"srf«t. 




on^'foot. 




13 

1,091 

56 

93 

.41 

IS' 

Soo 

400 

31.535 

78 

949 

.ir. 

576 

393 

io.S'3 

10,169 

3,927 


84 

"3 

204 
316 

136 

344 

'57 
714 
J40 

3'8 

Iso 
194 

iiS 
119 

ss 

139 


»4 
35 
30 
3' 
3' 

43 

47 
47 
48 
61 
86 
70 
97 
131 
65 

■3S 

•3* 


80-35 






0.369 








Atlantic City. N. J 

Westerly. R. I 


o8j 




0.077 
0.0s 
0.074 

o.os: 

0.071 
059 
0.51 
059 
0.03s 

0,030 
0.031 






Woonsocket, R. I 


Lawrence, Mass | 

Waltham. Mass 

Cambridge, Mass 

Metropolitan Water- 
worts. Mass 



Stand-pipes should be examined at intervals, leaks in joints 
r remedied by calking, and bolts or rivets which have been loosened 
I bv the movement of ice in the interior of the tank or from other 
I causes tightened. The interior of the stand-pipe should be painted 
[at intervals of two or three years, or as local conditions may require. 
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a durable paint of good quabty being used for that purpose. 
The metal should be clean and free from loose scale before the 
paint is appUed. Qeaning by aid of a sand-blast is the most 
effective method of treatment, but is usually not resorted to on 
account of the cost. The scale and rust may be removed by 
steel scrapers — articles made from flat files or old saw-blades 
ground on one edge and set in a suitable handle have given 
satisfaction — after which the metal should be thoroughly brushed 
with steel brushes. The exterior of the stand-pipe does not 
usually require repainting as often as the interior, and {>aint of a 
somewhat cheaper grade may be used. 

All public fire-hydrants connected with the works should be 
inspected at least twice yearly: once in the autumn before cold 
weather sets in, and again in the spring. At these inspections the 
hydrants should be oiled and the threads of the nozzles and cap^s 
lubricated. In .cold climates the fall inspection is of the utmost 
importance, as the value of the system for fire-protection depends 
upon the condition of the hydrants, and considerable loss may be 
incurred if these appliances are out of order or frozen. A hydrant 
may be rendered temporarily useless in cold weather by the freezing 
of water in the barrel. The water may come from the mams 
through a leaky valve, or surface water may find its way into the 
space between a hydrant and the frost-case and enter the drip, or 
water may remain in a hydrant after use owing to an ob- 
structed drip. In the first instance the leakage may be due 
to a cut or worn valve, or a sprung rod, and when such leakage 
is apparent the defective part should be repaired or renewed 
at j)nce. In the second instance the drip should be plugged and 
the hydrant pumped dry after use. A hydrant in which the drip 
is obstructed by tree-roots, rust, pebbles, or other matter will 
drain very slowly, if at all, and the fall of the water in the barrel 
when the hydrant is closed should be observed at tlie time of 
inspection. Tree-roots are very troublesome, as tlie cutting away 
of the roots merely postpones the time when the drip will be again 
closed until a new growth is made. The better way to deal with 
cases of this nature is to connect the drip with the street sewer by 
a service-pipe, the street surface-water drains usually being laid 
above the level of the bottom of the hydrant. Accumulations of 
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rust and earth in the drip may be removed by the admission of 
water to the hydrant alter the nozzle-caps have been made air- 
tight, after which the main valve is closed, when the escape of 
the water under the pressure due to the compressed air in the top 
of the barrel scours the waste-opening clean. 

The consensus of opinion among water-works superintendents 
is that the main valve of a hydrant should not be opened between 
the fall and spring inspections except in case of fire. In very cold 
weather the hydrants should be examined at intervals for the 
presence of ice or water in the barrel above the valve or drip by 




"5 



TOOL FOR TESTING FIRE HYDRANTS 



4i/' 






Fig. 82. 



the use of a flexible rod — an old whip answering this purpose — or 
a metal ball attached to a'cord. The device shown in Fig. 82 * has 
been used with success at Reading, Pa., for this purpose. A knot 
or marker on the cord which supports the weight indicates the 
depth of the barrel, the different depths of the several makes of 
hydrants being indicated by marks on the handle. 

Doubtful hydrants may be given a dose of wood-alcohol or 
salt, but the continuous use of the latter is objectionable owing 
to its corrosive action. 

Hydrants which have been used for fire or other purposes 
during the winter months should be examined after such use. 

Nozzle-caps should never be left loose, as mischievous boys 
often take advantage of the opporttmity thus offered and place 



♦ E. L. Nuebling, " A Simple Device for Testing Fire-hydrants," Proceed- 
ings Am. Water -works Assoc'n, 1903. 
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stones and sticks in the barrel. These may be washed out tlirough 
the steamer-nozzle, or the top of the hydrant if the cap is re- 
moved, or if these methods fail, tongs or hooks may be used to 
remove the obstructions. 

The indiscriminate use of hydrants by employes of street 
or sc'wer departments, contractors, or private individuals, or for 
the filling of street-sprinkling carts should never be permitted. 
In the former cases the hydrant should be opened and closed 
by an employ^ of the water department, or if the water is to 
be used for some time an ordinary wheel-valve, with or uithout a 
reducing coupling, should be placed on one nozzle and the hydrant 
opened in the morning and closed at night by a competent man. 
Sprinkhng-carts should be filled from stand-pipes or water-cranes 
provided for that purpose. 

The nuts securing the valves of plug-hydrants to the rod should 
not be allowed to become loose, or if the valve is not held firm, 
washers should be added, as water-hammer will result from the 
closing of such hydrants if the valve seats with the pressure. 

Valves and hydrants should be operated at a slow rate in 
order that water-hammer may not be produced. When water 
is turned on a m;iin which has been drained for any purpose, 
one or more hydrants located at dead ends and summits should 
be opened to allow the air contained in the pipe-Une to escape. 
Air should be admitted to the interior of a long pipe-line near 
the controlling valve when the pipe is drained in cases where 
the valve is located at a higher elevation than the outlet. Dis- 
regard of this precaution has at times resulted in injury to or 
destruction of the valve, or of portions ol the main below. This 
effect has been accounted for by the theory that, as a result 
of the vacuum produced in the main between the valve and the 
receding column of water, a portion of the latter is detached 
and returns with considerable momentum, the force of impact 
being sufficient to break the valve or main.* 

The valves of a system should be examined occasionally, and 
leaking stuffing-boxes made tight by a renewal of the packing 
about the valve-stem. Packing lubricated with oil and plum- 
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bago is suitable (or this purpose. Care should be taken in tlie 
operation of a valve that the disc or discs are not wedged, as 
stripping ni the threads or breaking ol the valve-stem is easily 
accomphshed in this case. After opening, a valve should not 
be left with the wedge set tight, but the gate-wrench should be 
turned in a reverse direction a few times in order that the disc 
may be left loose. 

Valves on circuit hnes should be examined frequently, espe- 
cially after they have been closed for repair or other work, as 
such valves are often left closed by careless workmen, no indi- , 
cation being given that such is the case, as would result when 
the line is controlled by a single valve. 

The tops of street- and service-boxes stiould be maintained 
flush with the surface of the ground or pavement. If the boxes 
are lifted by frost action, they may, if of the telescopic pattern, 
be driven down into place with a wooden maul. Hot water 
poured into the box will soften the ground and prove of ser- 
vice in obstinate cases. 

As is the case with hydrants, valve-boxes are often made 
receptacles for sticks, stones, and other rubbish when located 
in unfrequented places and alleys. Tongs, hooks, scoops, and 
other contrivances may be used to clear the box in these cases. 
A circular mirror about 3 inches in diameter will be found very 
useful in locating obstructions in the box, as the sunlight can 
be reflected into the box by the mirror, thus lighting the interior. 
The mirror will also be found useful in locating the tee head of a 
curb-cock, and by its use the wrench may be placed directly 
I on the handle of the shut-oft. Without the mirror more or less 
time is lost in fitting the wrench in place, and often the shut-off 
is struck and turned to one side. 

The space between the valve-box and its cover is often filled 
with ice. and the entire cover at times is covered by this sub- 
stance. Benzine or gasolene placed in a cuf>-shaped depres-sion 
cut in the ice over the cover will on ignition melt the ice and 
loosen the cover. A tiandful of waste soaked with kerosene 
will accomplish a Hke end. When but little snow is upon the 
surface of the street, frequent applications of salt to the covers 
will tend to keep them clear. ■ 
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The flow of water through service connections is often 
obstructed, entirely or in part, by the presence of small fish 
or eels in the corporation cock or service-pipe. If the fish or 
eel has not passed the corporation cock, the service-pipe may 
be disconnected in the basement of the building at the shut-off, 
a small force-pump attached, and sufficient pressure applied to 
force the obstacle out into the main. At the same time a hydrant 
or blow-off located on the main beyond the service in question 
should be opened. Obstructions of this nature between the 
corporation cock and the building may be removed by inserting 
a stiff wire, looped at the forward end, into the service-pipe from 
the basement. The material is broken up by the wire and brought 
out by the water. A wire of this kind will also be found useful 
in cleaning pipes which are clogged with rust. The looped wire 
should be pushed into the service-pipe against the pressure and 
the material loosened. The detached particles, and masses of 
rust, will be washed out by the running water, and the service- 
pipes should not be connected up again untU the water runs 
clear, otherwise the fragments will lodge in faucets or ball-cocks 
and cause trouble. 

The closing of the inlet of the corporation cock as the result 
of tuberculation of the main at this point may be remedied by 
excavating to the former, disconnecting the gooseneck, and 
drilling out the opening. If the corporation cock, when first 
placed, projects into the main one-half to three-quarters of 
an inch, little trouble should be experienced from obstructions 
due to the above cause. The decrease in the flow of water 
due to obstruction of the connection by rust will, unlike 
that due to the presence of eels or fish, usually be very 
gradual. 

More or less sediment, even with apparently clear waters, is 
deposited in the main pipes of a system, and the capacity of 
the mains is often decreased by the formation of growths or 
incrustations upon the interior. The sediment should be removed 
by increasing the velocity of flow through the pipes, and this 
may be accomplished by the discharge of water from fire-hydrants 
and blow-offs. When a main is shut off and drained for any 
purpose the water which first enters when it is again placed in 
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service should be wasted in tliis manner, or complaints tliat the 
water is dirty will be received from consumers. 

The presence of incrustations upon the interior of cast-iron 
pipes, or of growths of pipe-moss or fresh-water sponge upon 
pipes and conduits causes a reduction in the delivering capacity 
of the main affected by such growths. This reduction is due 
to the contraction of area of the pipe or conduit, to the retarda- 
tion caused by the increased frictional resistance offered to the 
flow, and to the production of eddies. The formation of incrusta- 
tions and growths is dependent upon the character of the water 
and the condition of the interior surface of the pipe. Incrusta- 
tion does not occur with some waters, but in other cases the 
coatings, as at present applied to commercial pipe, do not entirely 
prevent the formation of tubercules. The tubercules vary in 
size and appearance, the smaller presenting an appearance not 
unlike a blister, the larger resembling cones of varied form. 
These are usually hollow or contain a soft spongy mass of rust 
and other matter, and wlien first removed from a pipfe the out- 
side is quite hard, but after exposure to the air for some time 
the mass often crumbles and may be easily crushed by the hand. 
Tubercules or other growths may be removed by scrapers or 
brusfies drawn througli the pipes by hand or forced through by 
water-pressure. Several devices have tteen used with success for 
this purpose in Great Britain and its dependencies, but, with the 
exception of a few experimental trials, the method of scraping 
has not been introduced in any water-works systems in the 
United States. The scrapers used consist of a central shaft to 
which are attached steel cutting- blades or knives, and pistons of 
rubber, leather, wood, metal, or a combination of these materials. 
The shaft and cutting-blades are usually flexible, or the latter are 
held in place against the pipe by springs, in order that the appara- 
tus may pas^ slight obstructions which cannot be removed, and 
around curves of thirty or more feet in radius. The hand-scrapers 
I are little used except for cleaning short sections, as their use 
I necessitates frequent cutting of the main. The automatic scrapers 
are introduced into the pipe through openings cut in the latter, 
or hatch-boxes designed for the purpose, and when in place are 
' forced through the main by the pressure of the water behind them. 
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the course of the apparatus through the pipe being noted by 
observers on the surface, as the noise due to the action of the 
device is noticeable above ground. 

The results obtained by the use of these scrapers have been very 
satisfactory as regards the increase in the discharge of the pipes 
cleaned, since the delivering capacity of the main so treated has 
been increased from 25 to 100 per cent in several instances. 
This increase in capacity is, however, not permanent, as the in- 
crustations removed are soon replaced by a new growth. In 
order that the method may be of value the pipes must be scraped 
at frequent intervals, and hatch-boxes are set permanently in 
place at convenient points to facilitate the operation. 

The cost of the work is dependent upon the age of the main 
and the amount and character of the incrustation within it, the 
cost of rescraping being usually much less than the first cost of 
cleaning. 

The original cost of cleaning 4.3 miles of 24-inch supply- 
main at St. John, N. B., in 1897-98 was about $64.00 per mile, or 
12 cents per foot. The scraper used (Fig. 83) cost about $40.00 
and a distance of about 94.5 miles was covered to accomplish the 
work.* 

In 1886-87 58,000 feet of 6-inch and 20,300 feet of 12-inch 
distribution mains were cleaned at Boston, Mass., at a cost of 14 
cents and 20.6 cents per foot respectively, the costs including a 
royalty payment of 5 cents per foot for the right to use the 
scraper.f 

The supply-mains at Torquay, England, are scraped every 
year at a cost of about $3.50 per mile for labor. The mains are 
9 and 10 inches in diameter and the scraper used cost about 
$ii2.oo.t 

At Melbourne, Australia, the first cost of cleanmg about 164 
miles of pipe from 4 to 12 inches in diameter from 1897 to 1902 
varied from about Sro.oo to 8120.00 per mile of main cleaned. 



* "Clcaninix a Water-main in St. John, N. B." Wm. Murdoch, Jour. 
N. E. Water-works Assoc'n, Vol. XIII. 

t Discussion of above paper by Dexter Brackett. 

X ' ' English Practice in Cleaning Water-mains with Scrapers and Brushes/* 
Eng. News. Vol. XLIV, p. 154. 
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The scrapers used cost trom about 860.00 for the 4-inch sizi> to | 
$325.00 for the 12-inch size.* 

At Halifax, N. S., in 1898, 112,803 feet of water-pipe from | 
3 to 24 inches in diameter were recleaned at an average cost I 
of about S20.00 per mile.f 

The above method of increasing the delivery of pipes should I 
be found of v;ilue in the case of small cast-iron supply-mains, the 
capacity of which has been impaired by the presence of incrusta. 
tions. 

The flow of water through supply- or force-mains which are 
not tapped for service connections or hydrants is at times ob- J 




structed by accumulations of air at high points or summits along 1 
the main, and automatic air-valves are used to allow such accumu- 
lations to escape from the pipes. These devices usually consist j 
of a chamber which is attached to the main at summits, and \ 
which contains a ball or float. An accumulation of air in the 
chamber displaces the water, and the consequent downward 
movement of the float opens the valve, the air escapes, and the 
water re-entering the chamber lifts the float, thereby closing the 1 
valve. Types of automatic air-valves are shown in Figs. 84 and 85. 
Mains which are exposed to the weather, as is the case with 
pipes laid over streams or connected with elevated tanks, or which 
are laid with an insufficient covering of earth or other material, are ' 
liable to freeze in cold weather unless the circulation or flow of ] 

tralia," Bob. 
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• ■'Aulomalic Waler-pipe Scrapi 
News, Vol, Uin.p. 14- 

f'Bxperience with Mechanical Scrapers for Cleaning Water- 
at Halifax. N, S.," Eng, News, Vol. XLiV. p, u;. 
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water within the pipes is continuous. As measures of precaution 
ag:imst this liabibty, pipes are surrounded with hair-felt, mineral 
wool, ast)H3St05, wool waste, or leather cuttings; or the pipes are 
boxed with saw-dust, charcoal, rosin, tanbark, 
asphalt, or tar-concrete; or dependence is placed 
upon air wluch is confined by double or single 
boxing, in which case a space of from 2 to 6 
inches ts leit between the pipe and the sides of 
the box. 

The use of any fibrous material will prove 
ineffectual if the material becomes wet, as it 
will then freeze and lose its non-conducting prop- 
erties. The method of boxing has been tlif 
most satisfactory in many cases, provided there 
IS no opportunity for the air within the box to 
circulate, in extreme cases the confined air has 
been wanned by steam or hot-water pipes en- 
closed within the box and supplied from a con- 
venient boiler or heater. 

When service-pipes are laid where ledge is 
encountered, and the property-owner does not 
desire to incur the expense necessary to place 
the pipe at the proper depth, the pipe may 
be laid in a somewhat shallow trench and thoroughly bedded Ln 
asphalt or tar-concrete similar in composition to that used for 
walks. 

Mains laid in or under bridges should be provided with taps 
or blow-ofls Ihrougli which tlie water may be drawn off and the 
pipe drained in case it becomes necessary to shut off the main 
during cold weather. 

Notwithstanding precautions taken to prevent freezing, mains 
hydrants, and service connections, particularly the latter, occa- 
sionally freeze. When the flow of water within a main is stopped 
by the formation of ice, no time should be lost, but measures 
lor the restoration of the flow should be at once undertaken, 
otherwise the lorraation of ice. which commences at an exposed 
point, will often continue for some distance along the main. 
1! the pipe is exposed the careful application of steam or hot 
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wafer will heat the metal and thaw the ice; or the pipe may be 
surrounded with unslaked hme, which is moistened and covered 
in order that the heat produced may be utilized. The application 
of fire to a frozen pipe or hydrant is a questionable proceeding, 

as the cast-iron often cracks under this treatment 
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Ffg. 8(.. Til.' HurLiiil; Thnuing M^ichii.i. 

A, Force-pump; B. Coal Boiler and Gasobne Burner: C, Block lin Pipe 
on Reel; D, Suction Hose. - 

Frozen hydrants may be thawed by steam generated in a 
small portable boiler and introduced into the hydrant through a 
nozzle by a short hose, or hot water may be pumped into the 
hydrant from a pail heated over an ordinary plumbers' furnace. 
After a hydrant is thawed, it should be pumped drj- and examiaed 
at frequent intervals. 
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Service-pipes may be thawed in like manner by the use of a 
block-tin pipe of A or J inch internal diameter, which is inserted 
into the pipe at the point where the latter enters the building sup- 
plied, or at the stop and waste cock. The steam used is generated 
or the water heated in the manner mentioned, one man attending 
to the boiler or heater and a second forcing the thaw-pipe into 
the connection. The block-tin pipe is quite flexible and will 
pass easy bends but not an elbow. If the ground surrounding the 
service connection is frozen the pipe will freeze again unless the 
water is allowed to run. 

To obviate the necessity of allowing the water to flow con- 
tinuously through a service connection which has been thawed, 
the following method of thawing is used at Holyoke, Mass. Steam 
under 50 to 60 pounds pressure from a portable boiler is used 
through liose, to the end of which is attached a piece of j-inch 
iron pipe about 6 feet long, provided with handles. With steam 
on, the pipe is easily forced down through the ground to the 
service-pipe, where it is allowed to remain a short time. This 
ojjeration is repeated at points along the line of the connection 
until the pipe is entirely thawed. It has been the experience at 
Holvoke that services thawed in this manner do not again freeze 
during the season. 

Short lengths of main may be thawed by the use of steam or 
hot water used in a manner simJLir to that in the case of services, 
but larger boilers or heaters, and larger hose or thaw-pipes, are 
required in such cases. 

In localities where the electric current is available it may be 
advantageously used for thawing frozen pipes, the heat produced 
by the passage of a current of sufficient strength through the 
pipes being sufficient to melt the contained ice. This method 
was made practicable by Professors Jackson and Wood of the 
University of Wisconsin in iSqS-qg, and is outlined in a circular 
issued by that institution, as follows: 

"The current wliich is required for thawing service-pipes 
satisfactorily is from 200 to 300 amperes. The source of current 
should have a pressure of not less than 50 volts. Where electric- 
light lines carrying alternating currents are available, a transformer 
or transformers in parallel may be used as a source of current. 
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It is veiy impoftant that direct coimectioQ of pipes to house fines 
be avoided on account of danger of fire in which the house is placed 
by such connection. Where alternating cniroits are not availafate. 
continuous-current feeder-fines may be used, but these jghrm ld be 
entirely separated from the distributing network of coodoctors. 

'* The accompanying sketch will show the way in which the 
apypliances should be connected when an alternating correct is 
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Fig. 87.— Thawing Services by the Electric Ciureni. 



used with transformer. The secondary' leads from the transformer 
should be quite large, such as No. 3 B. & S. gauge or larger. In 
making connection to the pipes, one of the secondary' leads should 
be taken into the house to which the frozen ser\'ice-pipe leads and 
contact made at that point by some form of metallic clamp or by 
simjJy giving the conductor two or three tight twists about the 
pipe at any point where the pipe is exposed or at a faucet in the 
house. The other secondary lead should be put in contact with 
the water system outside of the house, and in a similar manner. 
This contact may be made at a hydrant, or at an adjoining service- 
box, or at pipes in a neighboring house. When there are two houses 
near togc^thcr, each with frozen service-pipes, the two secondar\' 
l(\'icls may be connected to the pipes within these houses and 
both frozen service-pipes thawed out at once. 

* * While the thawing process is going on, the faucet should be 
open in the house to which the service-pipe leads. In one of the 
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icondary leads sliould be inserted a water resistance, which con- 
ists ((or convenience) of a bucket of water containing a bowlful 
{ salt, and two sheet-iron or copper plates to which the ends of 
ihe severed lead are attached. This serves to control the current. 
Tn the primary leads from the electric-Ught Une to the transformer, 
it is highly desirable to have a fuse in each lead, and an ampere- 
meter. Wien all connections are made, the plates are placed 
in the bucket and are then moved towards each other until the 
ampere-meter records a proper current. If the primary pressure is 
looo \'olts and the secondary pressure 50 volts, the current shoidd 
(prdinarily approach 15 amperes. If the primary pressure is 
volts and the secondary pressure 50 volts, the ampere-meter 
reading should ordinarily approach 7.5 amperes. 

"Water ordinarily ttegins to flow in a time not much less than 
ben minutes or not greater than one hour. If the secondary cur- 
rent is quite close to 300 amperes the period seldom exceeds one- 
half hour. The frozen pipes are often split by the action ol the 
frozen water, and these at once begin to leak when the ice is 
thawed away. For this rcEison it is desirable to have a plumber 
I where he may be readily called to care for the leaky pipe. 

"The electric current when properly used will not damage the 
I pijjes. It is desirable to watch brass and iron connections to lead 
I or iron service-pipes, as they sometimes heat on account of poor 
I contact. If such heating appears to be excessive, the current may 
■be reduced with a resulting increase in tlie duration of time for 
Siawing. 

' ' After the pipe has been thawed it is desirable to let the water 
[ run continuously for a considerable time, inasmuch as the ground 
* all around the pipe is frozen and the pipe is Uable to freeze up 
again unless the water circulates." 

Tliis method of thawing frozen water-pipes is now used with 
success in a number of works, and the cost of thawing has been 
found to be aljoiit 84.00 to 87.00 per service thawed. The method 
is applicable in the case of frozen mains, but the current and 
voltage and the time required are increased. Several manufacturers 
»f electrical apparatus have recently placed on the market portable 
(Utfits designed for this particular purpose. 
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Contingencies frequently arise, even in well-designed works, 
that necessitate alterations in existing structures before additions 
can be made thereto. Such events more commonly occur in con- 
nection with the distribution system. Provision must often be 
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Fig. 88. — Cutting-in a Branch. 

made for branch pipes to serve new streets, large consumers, or 
additional hydrants. Connections with existing mains for such 
purposes are made in several ways. The method commonly used 
in the case of small and relatively imimportant mains is to cut 
out a short section of the pipe and insert in the line a suitable special 
casting. A short piece of pipe and a sleeve are used to close the 
opening made in the main. 
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Fig. 89. — Dunham Cutting-in Special. 

A saving in labor and material may be effected by the use of 
a "cutting-in" special in the above instance. Tliese specials are 
so constructed that one bell end can be slipped over one of the 
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ends of the severed pipe and the casting placed in position, as 
shown in Fig. 89, 

Connections with large mains may be made by the use of split 
branch sleeves. The two sections of a sleeve of this kind are held 
in place by bolts, an opening of the required size cut through the 
pipe wall, and the space between the ends of the sleeve and tlie 
pipe filled with lead and calked. 

Bolted sleeves provided with a bos5, wliich is tapped to receive 
a service connection, may be used in a like manner in place of 
the tapping-band mentioned in Chapter III. 

The disadvantage of the above methods is that the main 
pipe to which tlie cotmection is made must be shut off and drained 




Pio. 90. — Split Branch-sleeve. 



while the work is performed. This prcxiedure inconveniences con- 
sumers, often to a considerable extent, and the shutting off of a 
large and important main may at times be avoided by the use 
of a special tapping-machine. This machine operates in a manner 
somewhat similar to that of a service tapping-machine, and by 

, its use the sleeve is placed, the main tapped, and a valve set 

^ without discontinuing the supply. Since these machines are 
somewhat expensive, they are rarely owned by small works, but 

1 are usually to be found in all large cities and may be at times 

I rented. 

The cutting of a pipe in the trench by hand with a chisel 

I and hammer is a slow and laborious process, and the pipe is often 
cracked or broken when cut in this maimer. Several machines 

I have been designed for this purpose and may be purchased from 

f dealers in water-works supplies. 

It is practically impossible to separate two lengths of water- 

I pipe without injuring one of the pipes, when there is a bead on 

[ the spigot end of one and the joint has been well cilked. except 
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by mi'lting or cutting out a large part of the lead in the joint. 
As a general rule, the metliod of cutting by hand should be used 
only as a last resort, as it is very difficult and tedious work to 




■Hall Pipe-ctrtter. 



reinoi'e lead from a jcont in this manner. A wood fire may be 
built about the joint and the lead slowly melted, but a gasolene- 
or kerosene-flame under pressure is much more efficient. A No. 3 
Wells light was used successfully at Providence, R. I., in 1898 
for melting out the lead joints in a line of 24-inch cast-iron 




Fio. pj. — French Pipc-cuttfng Machine. 

pipe. A slicet-iron hood was used to concentrate the heat from 
the burner upon the joint. Kerosene-oil was used under a pres- 
sure of about 25 pounds to the square inch, and about two gal- 
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Ions were consumed for each joint melted. The time required to 
melt out a joint was about one hour. 

An apparatus for melting the lead in the joints of small pipe- 
lines may be made with two coils similar to those in an ordinary 
plumbers' furnace, which are attached to a piece of iron pipe, 
i This serves as a handle and is connected by rubber tubing with 
t a small tank parti:Jly tilled with gasolene. The air in the tank 




is compressed to the desiied degree by a small force-pump and 
the flame from the burners directed against the joint. 

The re-establishment of street grades at times necessitates 
the re-location of the grade of water-pipes, and when supply- 
mains are affected by such changes, the pipes must often be 
moved while under pressure. Where the ground under the pipe 
is firm and compact, the line may be lowered by excavating the 
eartii from tieneath the pipes, lea\ing each length supported by 
a short section of unexcavated material or by blocking. The 
line is then carefully lowered by rt^ma\Tng the material sup- 
porting the pipe or by digging from beneath the blocking. The 
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trench should be excavated of sulhdent width to allow room 
for work and bracing should be placed between the pipe-line 
and the side of the trench to prevent any lateral movement of 
the main. Flanks or timtxirs held in place by iron screw-braces 
are used for this purpose. These extension screw-braces are 
also very convenient in bracing the sides of excavations during 
repairs. 

Where excavations for sewers or other purposes are made 
beneath water-pipes these pipes should be supported in such 
manner that the line may be lield in place if settlement of the 
ground on either side of the excavation takes place while the 
work is in prepress. Water-pipes are usually supported from 
timbers placed across tlie excavation, tlie main being held by 
ropes or chains. The supporting ropes and chains are kept tight, 
and the water-pipe maintained at grade, by inserting a pick- 
handle or iron bar between the supporting lines and twisting 
these whenever tlie ropes or chains become slack, or when settle- 
ment of the supporting timbers tends to lower the pipe. 

A more satisfactory method at times is to support the pipe 
from a vertical iron bar wliich is provided with threads which 
engage those of a heavy plate upheld by cross-timbers. This 
form of apparatus is also of service in raising or lowering mains 
where the ground is unstable. 

The excavation of frozen material is at best expensive, par- 
ticularly when picks and wedges only are used. The building of 
wood fires along the hne of the trench results in the thawing 
of but a few indies of the surface and the adoption of this method 
is not usually advisable. Better results may be obtained by 
the use of unslaked lime, which is placed in a layer along the 
trench, moistened, and covered witli manure or tight boxes. 
The thawing may be accomplished economically by the use ol 
steam from a portable boiler if one be available. At Provi- 
dence, R. I.,* ground which was frozen to a depth of front 
12 to 24 inches was thawed by this method at a cost of about 
1,7 cents per square foot. Boxes 72 feet long, 20 inches wide 
: the top, and 24 inches wide at the bottom were placed on 
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the line of the trench, and alter all cracks and openings were closed 
with earth or b^ging, the boxes were filled wnth steam under 
about 50 pounds pressure from a small portable boiler. The 
steam was introduced at one end of the box and a small opening 
was left at the opposite end to cause circulation. The boxes 
were built of spruce boards and were made in sections 12 feet 
long. 

Water from leaks in main pipes or service connections usually 
appears upon the surface above tlie point at which the water 
is escaping, unless the street pavement is water-tight or the 




Kellogg Repair Sleeves. 



ground frozen. In the latter instances the water will often appear 
outside the limits of tlie pavement, or in grass ground in which 
the {rost has penetrateti to a comparatively slight depth. The 
appearance on the surface will be usually at a point about oppo- 
site the leak. The water often, however, in the above instances 
follows trenches in which water or sewer connections are laid, 
and appears at the surface in the immediate vicinity of valve- 
boxes or hydrants, or hnds its wav into the basements or cellars 
of adjacent buildings. 

An exception to the general rule i^ found at times when the 
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icsc are repaired whenever possible without discontinuing tlie 

ipply. Small holes m the steel conduit of the Rochester, N. Y,, 

'ater-works are closed with a wooden plug. A piece of sheet lead 

imewliat larger tlian the hole is then placed on the pipe and 

vtred with a steel patch, which is held in pLice by heavy iron 

:lamps or bands encircling the main. Tlie outside edges of the 

lead patch are ciilked. A somewhat simiLir method is used in 

Oirabridge, Mass., for repairing the steel mains. Rubber packing 

one-quarter of an inch in thickness is placed over the hole and 

covered with a steel patch five-sixteenths of an inch thick roUed 

to fit the outside of the pipe. The patch is held in place by shoes 

and bands as shown in Fig, 95, 

Some difficulty is at times experienced in running lead joints 
wlien water is present in tlie pipc-bell, as the steam generated by 
the heat from the lead often loosens the pipe-jointer, thus permitting 
the lead to escape, or blows out some of tlie metal. When tlie 
water corats from the interior of the pipe-line, the flow may be 
checked by calking a piece of small lead pipe into the joint before 
yarning; or yam smeared with lard or tallow may be used in 
making tlie joint. If but a small quantity of water is flowing, oil 
poured into the joint immediately before the lead will be found 
beneficial. 

Leaks m submerged pipe-lines are located by shutting off the 

line and pumping in air. The character of the leak is usually 

:ascertained, and the repairs made, by a diver. UTien split sleeves 

|- laced on submerged pipes, the sleeve may be_fitted to a pipe 

ilar to that needing repair and the lead 

lint poured but not calked. The joint is 

then cut in two, the separate portions of the 

joint and sleeve placed, the bolts tightened, 

and the lead calked by a diver. 

The particular size or pattern of split 

e needed to repair a damaged pipe is not 

ys on hand when wanted, and temporary 

ipairs may be made by winding rubber sheeting or painted canvas 

the pipe, this being held (irmly in place by a number of turns 

small rope or by wire; or a piece of rubber gasket may be 

Id tightly against the pipe by a thin plate of wrought iron 
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hammered to fit the surface of the mam and secured by suitable 
clamps or bands. An emergency clamp may be made of a piece 
of strap-iron of a length somewhat less than the circumference of 
the pipe, to the ends of which angle-irons are riveted. The angle- 
irons are drilled for the reception of bolts, by which the clamp 
is held in place. 

The common causes of leaks in service connections are loose- 
fitting corporation cocks and imperfect joints between the pipe 
and the stop and waste cocks, or between adjoining lengths of pip>e. 
It is usually necessary in such instances to shut the water off at 
either the corporation or curb cock and tighten the defective joint. 
Defective cup joints in lead pipe should be melted out and remade. 
The threads of iron pipe on the street side of the house stop and 
waste cock frequently rust away, when it is necessary to cut 
new threads and replace the stop-cock on the pipe. When shut- 
off cocks are not placed at the curb, the water cannot be shut 
off without digging to the corporation cock. Frequently the curb 
cock is not properly located and cannot be found when wanted 
without digging. Several devices have been made for use under 
these conditions to check the flow of water while making repairs 
without recourse to excavation in the street. These devices are 
very similar in operation to the ordinary testing-plug used by 
plumbers, the pipe being closed by a rubber ring which is com- 
pressed between two metallic discs and expanded against the 
interior of the pipe. One pattern is so constructed that the 




Fig. 97. — ^Thomas-Nusser Stop-cock Replacer 

apparatus may be attached to the house side of the stop-cock, the 
cock opened, the plug inserted a sufficient distance in the pipe, 
and the stop-cock removed, together with a portion of the appa- 
ratus. After the new shut-off has been placed, or new threads 
cut and the old one replaced, the plug may be removed by reversing 
the method of procedure. No water escapes under pressure during 
the operation. 
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Seirice connections must at times be laid beneath steam- or 
elect ric-raihvay tracks, or paved walks or driveways, and at such 
times the inconvenience and expense incidental to tlie work 
may be reduced by the use of machines designed to lorce pipe 
through the soil, provided the conditions are favorable to their 
operation. These maclunes may also be used to advantage (or 
renewing service connections under like conditions, or where 
excavations in lawns are undesirable. In these instances the 
ends o! the service connection and the pipe at the curb cock are 
made accessible, the old pipe withdrawn and the new placed by 
attaching it to one end of the former. 

Leaks in earthen dams or reservoir embankments should 
receive prompt attention if the escaping water is washing any 
material out of the structure. Usually the water must be drawn 
down and permanent repairs made on the water side of the embank- 
ment. When located, the hole in the bank is enlarged and the 
Ofwning carefully filled with well-compacted puddle. At times 
it may be necessary to excavate from the top of the bank to a 
point slightly below the leak and refill the excavation with selected 
material. 

Leaks on the water side of masonry dams, or on the inside of 
conduits, are often located by throwing sawdust into the water 
and noting the points where the sawdust is drawn into the masonry 
after the water has been drawn down and the surface exposed. 
Small leaks are occasionally stopped in this manner. Large aper- 
tures should be cleaned and filled with a grout of Portland cement. 
Cracks may be repaired by calking with soft ribbon lead. 

The masonry linings of distribution reservoirs sometimes 
crack in consequence of settlement of the underlying material, 
frost action, or from other causes, Coats of plaster upon stone 
paving or concrete, if improperly applied, are liable to scale off 
in course of time, to the detriment of the appearance and water- 
tightness of the reservoir. 

Leakage from a reservoir due to the above causes is remedied 

[ by repairing the lining or by replacing it with new material. 

I Cracks or open joints in an otherwise impervioo.'^ lining are repaired 

f by filling the openings with asphalt or Portland-cement mortar. 

[ Old linings are made more or less water-tight by the application 
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of asphalt, Portland-cement grout, washes containing certain 
chemicals, or an additional lining of concrete. 

Asphalt was used in repairing the Queen Lane reser\^oir of 
the Philadelphia water-works in the following manner; '*The 
material used was composed of 4 parts of Bermudez asphalt 
and I part of the liquid or F grade of Alcatraz asphalt. These 
were melted together and poured on the surface to be treated, 
which had been previously primed with a thin coating consist- 
ii^g of 3 parts of the F grade of Alcatraz asphalt and 7 parts 
of gasolene. The asphalt was only partly liquid, and it was 
necessary to melt it before it could be dissolved in the gaso- 
lene. The priming coat was allowed to dry thoroughly before 
the asphalt was applied over it, in order that all the gasolene 
might escape. The use of this priming coat was found to be 
of the utmost importance. Asphalt placed on it adheres quite 
tenaciously, while if applied directly to the original surface of 
the cement concrete, it breaks off readily." (J.C. Trautwine, Jr.> 
Trans. Am. Soc. C. E., Vol. XXXV, page 93.) 

Some of the basins connected with the new filtration system 
of the Philadelphia water-works are lined with asphalt to insure 
water-tightness of the structures. As a result of exf)eriments 
made to determine the character of the mixture which would 
remain upon the slopes without creeping, the following mixtures 
were used.* 

** Floor and first layer of slope: 
585 pounds Seyssel mastic, 

315 '' grit, 
50 * ' refined Trinidad asphalt, 
50 * * " Bermudez asphalt. 

** Second layer of slope: 
598 pounds Seyssel mastic, 
332 '* grit, 
33 ' ' refined Trinidad asphalt, 
37 " " Bermudez asphalt." 

The mixture "containing the larger percentage of bitumen 
was placed on the floor and first coat of \ inch on the slopes; a 

* Report of the Bureau of Filtration, 1903. 
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second and finisliing coat of j inch containing slightly less bitumen 
was also placed on the slopes." The asphalUc linings were hiid 
i inch thick on the concrete linings of the basins, As an addi- 
tional precaution against movement of the layers on the slopes, 
tile surface of the concrete was grooved. 

A small reservoir in Chelsea, Mass., connected with the Metro- 
poUtan Works was repaired in 1904 by replacing portions of the 
defective lining with Portland-cement concrete.* The con- 
crete on the slopes was placed in two layers, the lower being com- 
posed of I part cement, 2\ parts sand, and 6i parts crushed stone 
from i inch to li inches in diameter; the upper of I part cement, 
li parts sand, ij parts stone-dust, and 4 parts stone. A layer 
of asphalt about J inch thick was placed between the two con- 
crete layers. The asphalt was heated as hot as possible with- 
out burning it and poured upon the slopes. Two coats of the 
hot asphalt were applied. The upper layer of concrete was left 
about an inch low and finished with a coat of phister composed 
of I part cement, if parts sand, and jj parts stone-dust, which 
was carefully worked and finished in a manner similar to the 
method used in making granolithic walks. This plaster coat 
was appUed while the concrete was still moist in order to secure 
a perfect bond between the layers. The earth bank was well 
wet before any concrete was placed, and the concrete surfaces 
were protected with moistened burlap. 

To secure the best results with concrete, the sizes of the aggre- 
gates and the proportions of the materials used should be such 
as to insure a dense mass, and the materials should be thoroughly 
mLxed. When dry mixtures are used, thorough ramming is 
necessary to fill the voids, and owing to this fact concrete is 
usually placed quite wet in order that the mass may be well 
compacted. Any plaster or finishing coat should be applied to 
concrete before the latter lias set. 

Satisfactory results have been obtained in the waterproofing 
of walls of gate-chambers and reservoir linings by the applica- 
tion of soap and alum solutions. The method is known as the 



•'■Repairs lo the Lining of a Small Reservoir on Powder H'.m Hill. Chel- 
sea. Mass." C. B- SaviUe, Jcur- N. E. Watcr-works Ass.«:'n. Vol XIX. 
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Sylvester process. The soap solution is composed of J pounc 
ot soap dissolved in one gallon of water, and the alun 
solution of J pound of alum dissolved in four gallons of water 
The washes are apphed alternately, the soap solution beinj 
appUed first at a boiling temperature. Twenty-four hours ar( 
allowed to elapse between the applications, and these are con 
tinned until the desired result is obtained. 

In repairing a reservoir of the Pennsylvania Water Com 
pany, this process was used in waterproofing the old concrete 
Two washes of soap and two of alum were applied at an aver 
age cost of about $2.26 per thousand square feet of surface treated.' 



♦Jour. N. E. Water-works Assoc'n, Vol. XVIII, p. iSo. 
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A water-supply of satisfactory quality and free from pollu- 
tion by sewage or manufacturing wastes once obtained should 
be preserved in that condition. 

If funds are available for the purpose, the catchment area 
from which a surface-water supply is derived should be pur- 
chased entire by the municipality. Otherwise a strip of land 
bordering on the storage or impounding reservoirs should be 
acquired, and such laws as may be enacted by the legislature, 
or regulations framed by the state board o£ hcaltli regarding 
pollution, strictly enforced. The location of bams and stables, 
pig-pens, privies, cesspools, etc., on the borders or in the imme- 
diate \'icinity of storage-reservoire and tributary streams should 
be prohibited. The discharge of polluting material into or depo- 
sition near such reservoirs or streams should never be permitted. 
Bathing in lakes, ponds, or other sources of supply should be 
prohibited, and boating, fishing, and the gathering of ice should 
be allowed only under such restrictions as it may be necessary 
or desirable to impose. 

Siu-face-water supplies are often affected by growths of micro- 
scopic organisms wliich cause disagreeable odors or tastes. 
Although the presence of such organisms docs not, as a rule, 
impair the healthfulness of the water, the odors or tastes pro- 
duced by them are at times very objectionable and cause con- 
sumers to resort to the use of water from springs or wells for 
drinking purposes. In many cases the water from these latter 
I sources may be apparently of good quality but in reality, owing 
■to sewage contamination, its use may be productive of serious 
^consequences. 
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The cause of the presence of these micro-oiganisms in water- 
suppHes is not at present definitely known, but the extent of their 
growth appears to depend in large measure upon the amount and 
character of the organic matter present in the water. Tliis 
organic matter may be derived from accumulations on the water- 
shed, which are carried into the streams and reservoirs by wind 
or rain, from swamps on the catchment area, and from the 
bottoms and shores of muddy ponds or storage-reser\'oir5 which 
have not been properly prepared for the reception of water. 

Water obtained from catchment areas which include little or no 
areas of swampy land, which is free from contamination by sewage 
or other objectionable material, and which is retained in storage- 
reservoirs that have been carefully prepared by the removal of 
soil and organic matter from the slopes and bottoms, is rarely 
affected seriously by these growths. 

A surface water-supply may be improved in some cases by grub- 
bing and stripping the shores of ponds or storage-reservoirs between 
the high and low water-levels. Deposits of peat or mud on the 
bottom of the pond or reservoir should also be covered with a 
foot or more of clean sand or gravel. Improvement will also result 
from the filling or draining of stagnant pools and swami>s on the 
catchment area, since these often serve as breeding-places for 
microscopic organisms. In the drainage of swamps, the water 
from the uplands is intercepted before it enters the swamp and 
conveyed in ditches to the reservoir. 

A large amount of work of this nature has been carried out 
by the Metropolitan Water Board, and the methods used are 
described by Mr. E. S. Lamed, C.E., in a paper * read before the 
New England Water-works Association. 

The methods used varied with the character of the swamp; in 
some instances a single main drain with cross-drains was sufficient, 
and in others drains entirely surrounding the swamp were con- 
structed. The drains were ordinarily laid in sand or gravel below 
the peat formation, thus intercepting some ground-water as well 
as surface-water. A cross-section of a drain as constructed is 
shown in Fig. 981 

* *' The Drainage of Swamps for Watershed Improvement," Jour. N. E. 
Water-works Assoc'n, Vol. XVI. 
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"The drain* has a board bottom, twelve inches wide, upper ade 
planed, resting on mudsills 2"X4"X2'. spaced about 3 tcet apart 
and set flash with the ground; on either side are wood strt)is made 
of 4" X 4" stock, sawed on the diagonal and rabbeted to set over 
the edge of the board about three-eighths of an inch, serving as a 
footing for the stone paving on the sides of the channel, and to 
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hold the boards in place when the nails used may give out through 
the action of rust." 

" The side slopes, two horizontal to one vertical, are protected 
by paving from 6 to g inches tliick, up to a point above the normal 
surface of the water; at all turns and connecting ditches the 
exposed slopes are protected by paving for the full height; 
paved gutters are made for influent streams coming in from the 
side," 

The drainage ditches are designed to carry a run-ofE of ] of an 
inch in 24 hours, the maximum velocity of flow being fixed at z 
feet per second. 

The depth of the drains or ditches varied from ij to 3 feet, with 
the average depth about 2 feet. The cost of constructing about 
g miles of drains was approximately 28 cents per foot, exclusive 
of engineering. 

The results obtained have been very satisfactory, especially as 
regards the color of the water. This has apparently been reduced 
about 30 per cent. Fig. 99 shows the appearance of a swamp 
before and after the construction of drains. 

The character of the water contained in a pond or reser\'oir of 
a depth of from about 20 to 200 feet varies greatly during the 
course of a year, particularly if the bottom is muddy or covered 
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with deposits of organic matter. During the winter months the 
water at the bottom approaches the point of maximimi density. 
This occurs at about 39.2 degrees Fahrenheit and the water in the 
lower layers is warmer than that near the surface, which, although 
colder, is hghter. When the ice breaks up in the spring the surface 
layers become warmer until the temperature throughout the mass 
becomes uniform. More or less circulation of the water takes place 
at this time. Through the summer months the upper layers of water 
are warmer than those near the bottom, and the water lying below 
the level usuaUy affected by wind, twenty to twenty-five feet, 
remains stagnant. In the autiunn the surface-water becomes 
colder, the temperature of the entire body becomes more unifonn, 
and circulation again takes place. These four periods are respect* 
ively termed periods of wintei and sunmier ''stagnation*' and 
spring and fall "circulation" or ''overturning." 

During the periods of circulation the organic and mineral 
matter and the products of decomposition which have accu- 
mulated in the water of the bottom layers as a result of sedi- 
mentation, or are dissolved from deposits, are brought near 
the surface, where they afford a food-supply for microscopic 
organisms. 

If the storage-reservoir is of comparatively limited extent, the 
water of the lower layers may be drawn off through the waste- 
pipes pre\dous to the periods of circulation with a view to the 
limitation of the growth of microscopic life. During the periods 
of stagnation, the supply may be advantageously taken from the 
upper layers, if the gate-chamber is provided with intake-valves 
or ports for that purpose. 

The microscopic organisms which cause the most trouble 
from odors and tastes in surface-water supplies are Asterionella, 
Anabicna, Clathrocystis, Ccielospha^rium, Aphanizomenon, Dino- 
br\'on, Poridinium, S\Tiura, Uroglena, and Glenodinium.* The 
natural odors caused by these organisms and the usual season 
during whicli the largest growth of the organisms occurs are 
shown by the table on page 317. 

♦ Whipple, *' Microscopy of Drinking-water," p. Si. 
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Oreuiisn. Nalunil odot. Sesim 

Asterionelta Aromalic, geranium, fishy.. Spring and a 

CyanopbyceiE. 

Anabxna Grassy and mouldy Summer 

Clathrocystis Grassy, . , " 

Ccelosphaerium " " 

Aphaciiomi'iion " " 

Protozoa. 

Dinobryon Fishy Spring and autumn 

Peridinium " Summer 

Synura Cucumber, bitter taste. . . . Spring and autumn 

Uroglena. Fiahy.oily Winter 

Glenodinium Fishy Summer 

The natural odors are due to oils or other substances con- 
tained in the organisms and not to their decomposition. These 
odors are intensified by tiie disintegration of tlie organisms, and 
many of tliese are broken up in their passage through tlie pipes 
of a distribution system or by heat. On account of this fact 
the water drawn from the service-pipes, particularly when heated, 
will often be objectionable, while the odor of the water obtained 
directly from the source of supply will be only slightly noticeable. 
The odors due to the decay of these organisms and others not 
mentioned are much more disagreeable than the natural odors. 

The Cyanophyces are often termed '' blue-green alg<-e." These 
organisms form scums upon the surface of the water, and the 
odors produced when the organism is decomposed are very 
offensive. At thLs latter stage in the decay of the organism the 
odors produced are aptly termed " pig-pen " odors, " Ana- 
b^ena, Clathrocystis, and Ccelosphieriura seldom give trouble 
unless the temperature of the water is above 70° F," {Whipple, 
I Microscopy of Drinking-water, p. 100. } 

Wlien a water-supply is obtained from more than one storage- 
' reser\oir it is at times practicable to temporarily shut off the 
supply-pipes from tlie one affected by organic growtlis, and 
draw the water for consumption from the remaining rcservoire, 
A similar procedure may be followed when the water in a dis- 
tribution-reservoir is affected. 

Supplies derived from flowing streams without storage rarely 
give trouble from odors or tastes caused by microscopic organisms. 
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At the present time little is known with regard to methoi 
for tlie removal from water-supplies of the odors or tastes pr- 
duced by micro-organisms. The experiments of the Massachu- 
setts State Board of Health indicate that in some instances 
single or double filtration through sand may remove the odors 
and the organisms which produce them.* 

A method originating with Dr. Geo. T. Moore appears to 
be of value if carefuUy used when the reservoir or other source 
of supply is not covered with ice.t 

This method is known as the ''copper sulphate treatment." 
The copper sulphate is added to the water of the reservoir affected 
in the proportion of one part of chemical to from one to ten million 
parts of water; the quantity of chemical used being dependent 
upon the amount and character of the growth which it is desir- 
able to destroy, and the temperature of the water. The copper 
sulphate is placed in a coarse bag, which is drawn through the 
water from a boat rowed back and forth on the reservoir. A 
knowledge of the specific organism which is the cause of the 
objectionable odor is necessary in order that this treatment 
may be intelligently applied. This information may be obtained 
by a microscopical analysis of the water affected. The best 
results from the use of this chemical are apparently obtained 
during the early stages of the growth of the organisms, since, if 
the growth is well established, a second application of the copper 
sulphate may be necessary. Furthermore, if an excessive amount 
of the chemical is used, there is danger that fish, particularly the 
smaller sizes, will be killed, and the healthfulness of the water 
may be impaired. This method was used successfully, particu- 
larly for the removal of Anabaena, in a number of instances during 
the summer of 1904. 

Trouble from odors caused by microscopic organisms is not 
usually experienced when the supply of water is obtained from 
the ground and stored in reservoirs or tanks which are covered 
so as to exclude the sunlight. Since ground-waters usually 

* " Removal of Color, Organisms, and Odor from Water." H. W. Clark 
Jour. N. E. Water-works Assoc'n, Vol. XVII. 

t Bulletins Nos. 64 and 76, Bureau of Plant Industry, U. S. Depart- 
ment of Agriculture. 
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mtain more or less mineral matter in solution wliich forms 
for plant-life, water of this character is very liable to 
leteriorate if exposed to the light. Filtered water is also sub- 
Xt to a like deterioration under similar circumstances. 

Ground-waters are not, however, entirely free from organic 
"Dwths, as some organisms do not require sunlight for their 
jevelopment. Of these forms, Crenothrix often causes trouble 
Et water-supphes which are derived from wells driven in swampy 
md, or which are imperfectly filtered. This organism causes 
; precipitation of oxide of iron, which makes the water turbid 
jnd objectionable for laundry purposes. Conditions favorable 
the growth of Crenothrix are often produced by excessive 
fetes of pumping from wells or filter-galleries. Aeration of the 
rater, or treatment with chemicals with subsequent filtration, 
pfias been employed for the removal of the iron. 

In general the number of organbms found in the water con- 
tained in the pipes of a distribution system is smaller than the 
number present in the water of the source of supply. Growths of 
Crenothrix or some of the varieties of fresh-water sponge, however, 
occasionally occur in pipe lines or conduits. Since many organ- 
isms require light for their development and existence, and 
many disintegrate when subjected to pressure or to rapid motion 
of the water, numbers die and decompose when carried into 
the pipes of a distribution system. These disintegrated and 
decomposing organisms tend to collect at low levels and at dead 
ends, and accumulations of tliis nature at the latter points, with 
the accompanying decomposition, result in a diminution or entire 
exhaustion of the dissolved oxygen in the water. In conse- 
quence water drawn from or near dead ends is more hable to 
be affected by disagreeable odors or tastes, and such odors and 
tastes persist longer at these points than at others where circu- 
lation of the water is possible. On this account dead ends 
should be avoided whenever possible and those of a system 
should be thoroughly fluslied at frequent intervals. During 
' the summer months, when the temperature of the water is com- 
Lvely high, dead ends should be flushed once a week; at 
seasons longer intervals of time between flushings may 
allowed to elapse. 
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It is good practice to flush the entire system of distribution 
once or twice a year, the water being wasted through blow-ofb 
and hydrants. 

Sediment or organic matter should not be allowed to accu- 
mulate in distribution reservoirs to any large extent. Floating 
matters will be driven to one side of the reservoir by the wind 
and may then be removed from the surface by skimming. Reser- 
voirs with slopes paved with asphalt, brick, or concrete are best 
cleaned by the use of brooms, scrapers, or squeegees. During 
the operation of cleaning, the valves on the supply- and outlet- 
pipes are closed, the waste-valve opened, and the water-level 
gradually lowered in order that the material on the sIop>es may 
not become dry before it is removed. The cleaning is i>erformed 
by men working from a raft which is held against the slop>e by 
ropes, and drawn along as the cleaning proceeds. When the 
bottom is reached, the material is worked toward the outlet 
and allowed to flow away through the waste-pipe. A hose stream 
will be found useful at this time to stir up the sediment and 
keep it in motion, or the material may be scraped into piles and 
removed with buckets or tubs. The material should not be 
allowed to become dry, as it then adheres to the surface with 
which it is in contact, and if the cleaning of the entire reser- 
voir cannot be accomplished in one day, the waste-valve should 
be closed at the cessation of work and not opened imtil the work 
is resumed. 

Valuable aid in the maintenance of the quality of a water- 
supply is afforded by sanitary examinations of the catchment 
area and the water derived therefrom. A complete sanitary 
examination of a water-supply consists of five parts: an exam- 
ination of the catchment area, reservoir, and tributary streams, 
a physical examination of the water, a microscopical examination 
a bacteriological examination, and a chemical analysis. The 
first is of primary importance, as upon it depends the proper 
interpretation of the results obtained from the subsequent exam- 
inations and analyses. The latter are also dependent in large 
measure one upon another for their interpretation. After the 
general characteristics of a water have once been determined, 
partial examinations and analyses only are usually made, since 
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the results obtained from certain portions do not warrant the 
expense involved in their determination. 

The funds required for the installation and maintenance of a 
laboratory equipped with modem appliances for the examinatioD 
of water are not, as a rule, available, except in the case of large 
or extensive works supplying districts or the largest cities. How- 
ever, several States are now following the lead taken by Massa- 
chusetts in the establishment, under the control of the State 
Board of Health, of laboratories and experiment stations of 
tills nature, and the pubhcation of the results obtained therein. 
The excellent example set by Massachusetts and a limited num- 
ber of the other States in this respect will probably be followed 
by other States in the future. 

The physical examination of water consists of the deter- 
mination of its temperature, turbidity, the amount of sedi- 
ment, color, and odor. The turbidity of a water is due to mat- 
ter in suspension; the color to coloring-matters extracted 
from leaves, etc., and held in solution. When an analysis of water 
is made a sample is aUowed to stand about twelve hours and 
the amount and general character of the sediment noted. The 
turbidity or color of a water is expressed in arbitrary units, 
and is determined by comparing the sample with standard solu- 
tions. In the former instance similar results are obtained by 
noting the distance below the surface of the water a platinum 
wire of standard diameter disappears from \aew. Highly colored 
waters are often improved in appearance by storage, with expo- 
sure to sunlight, wliich results in bleaching, or the drainage of 
swamps on the catchment area. Odors are caused by living 
organisms, vegetable matter in solution, or organic matter which 
is undergoing decomposition. Tlie odors vary with the specific 
organism or matter to wliich they are due, and are usually inten- 
sified by heating the sample. 

The microscopical examination is of value for the determina- 
tion of the cause of the turbidity, color, and odor observed. 
This examination is of particular value in the latter instance, 
since the specific organism which is tiie cause of the odor may 
be ascertained when the odors observed are due to the presence 
of microscopic hie. 
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At the pRseot tme the bacteriological examination is itscij 
pnodpofly as a means of gaging the efficient- of pim&otion 
nietbo(K The bacterial cooteot of a water before and aficr 
filtratkn is detenmoed, aod the redaction in numbers, exprvfaed 
as a percentaee, ts a valoaUe aid in (be management of filtra- 
tian-plants. When poOotkn by sewage or animal u-astes is 
suspected, a water is examined lor the presence of the BadDiB 
colL This orgamsni is present in the intestines of man and 
waim-Uooded ammab, and when found in a water-suppiv is 
prooi of more or less serious contaminatioa. 

The chemical analysis of a water furnishes e\'idence widi 
regard to the amount and conditioa o( the organic matter, and 
the qtuntity of mineral matter contaiDed in the water in ques- 
tioo. As nitrogen is an essential element of all oi^anJc life. 
detemunations of the nitrogenous matter present are expressed 
as "albuminoid ammonia," "free ammonia," nitrites, and ni- 
trates. AlbumincNd ammonia represents the organic matter 
present w!uch has not begun to decompose. Free ammonia 
b usually an indication of the presence of organic matter which 
is undergoing decomposition. The final stage in the decom- 
position, or oxidation, of organic matter is represented by the 
nitrates. The nitrites represent the products of decomposition 
piexious to the final mineralization of the organic matter. 
Nitrites sliould not be present in a good ground-water, and only 
to a linuted extent in an unpolluted surface-water. Evidence 
as to the amount of organic matter present is also given by the 
determinations of the "oxygen consumed," " total organic nitro- 
gen," and the "loss on ignition." Other determinations are 
the " hardness" or soap-destroying power of the water, the amoant 
of iron, the "chlorine" content, and the "total residue on evap- 
onition." The "fixed solids." or the remainder of the "total 
residue" .ifter ignition, is an indication oi the amount of mineral 
matter present in the water. 

The clilorine content of a water is of special significance 

since salt once introduced into a water always remains therein. 

A clJorine content in excess of the normal for the locality from 

which the water is derivixl affords evidence of either present 

^OT past pollution by the waste products of animal life. If 
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are drawn upon a map through the points where the normal 
chlorine, that is the chlorine content of an impolluted water, 
is the same, a series of lines termed **isochlors" are obtained. 
Isochlors have been established as a result of systematic exam- 
inations and analyses in several States. 

An excessive amotmt of chlorine, free anmionia, and nitrites 
is usually an indication that the supply is contaminated by 
sewage or other objectionable wastes, and that such contami- 
nation is recent. An excessive amount of chlorine and nitrates, 
in general, indicates that the water has been polluted and sub- 
sequently purified. 

The amount of foreign material present in a water as deter- 
mined by a chemical analysis is usually expressed in parts per 
million or per one hundred thousand. 



CHAPTER VIII. 

WATER WASTE. 

At the present time the problem of reducing the waste of 
water, which invariably occurs in all immetered cities and towns, 
is receiving an amount of attention from engineers and water- 
works officials equal to that formerly given to the problem of 
securing additional supplies, when the demands for water bid 
fair to exceed the capacity of the source in use. 

The modem sanitary requirement that water supplied for 
domestic consumption shall be free from disease-producing 
organisms, or pollution which may give rise to the presence of 
these organisms, results in a more rigid investigation of pro- 
posed sources of supply, and consequently many are now con- 
sidered unsafe which formerly would have been accepted witli- 
out question. In such instances resort must be made to methods 
of purification, and the disastrous experience of many com- 
munities with polluted supplies has also made purification desira- 
ble, if not an urgent necessity, in many existing works. 

The records of consumption in various cities and towns 
indicate that the amount of water wasted often far exceeds the 
quantity necessar\^ to satisfy the demands of health or conveni- 
ence. This waste results largely from the failure of the majority 
of consumers to appreciate the value of a supply of pure water. 
The installation of plumbing fixtures of inferior grade, which 
remain tight but a short time, the failure to keep pipes and fix- 
tures in good repair, and carelessness in the use of water impose 
an unnecessary burden on the works. A continuation of these 
conditions entails increased expenditures for additional supplies 
new mains, pumping machinery, purification works, etc., with a 
corresponding increase in the annual expenditures for their main- 
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tenatice and operation, and often necessitates the postponement 
of measures designed for the improvement of supplies in use. 

A large proportion of the waste of water is preventable, espe- 
cially that portion which has its origin in the erroneous 
behef of many consumers that water is free, and, therefore, to 
be used without regard to economy. Tliis misuse of the supply 
is due to the custom of many consumers to allow water to run 
freely: in the winter to prevent the pifies from freezing, in the 
summer that the water may be cool for drinking, at all times 
under the impression that the drainage system is kept cleaner, 
and to the neglect of leaky pipes and fixtures in order that a 
plumber's bill may be saved. The loss of water through inferior 
fixtures, the leakage of which passes unnoticed or is disregarded 
by the average consumer, and the excessive use on lawns in 
suburban districts, still further increase the volume of waste 
on the premises of the water-taker. 

In this respect the municipahty is often equally at fault in 
permitting the excessive use of water in public buildings, espe- 
cially schools, in drinking and ornamental fountains, for street- 
sprinkling and sewer-flushing. 

Still further losses are due to leakage from reservoirs, from 
the numerous joints of the pipes composing the supply, distri- 
bution, and service systems, and from small breaks, the leakage 
from which does not appear on the surface. In general these 
losses are practically non-preventable. 

The loss occasioned by the slippage of pumps, referred to in 
a previous chapter, is, strictly speaking, not a loss of wcter, 
but of power. 

The amount of water required for domestic purposes, in 
which may be included that used on lawns and in private stables, 
I varies from five to fifty gallons per person per day, and is depend- 
ent chiefly upon the character and mode of life of the individual 
consumers. The water used for manufacturing purposes is usu- 
ally, or should be, metered, and therefore need not necessarily 
be considered in all investigations of waste. The following 
•statistics regarding the consumption of water in various cities 
land towns are of interest and value in the consideration of tliis 
mbject. ' 
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Metered Consumption for the Year 1902 in Citibs and Towns where 

Meters are Largely Used.*' 





Estimated 
ntunber of 
consumers. 


Percent 

of services 

metered. 


Total daily 
average 


Gallons per consumer 
per day. 


City or town. 


metered 

consumption. 

Gallons. 


Domes- 
tic. 


Manu> 

factur- 

ing. 


Totak. 


Brockton, Mass 

Fall River, Mass 

Newton, Mass 

Ware. Mass 


37.800 

107.650 

35.400 

7,690 

34,474 

5.147 

119.330 

51,000 


90.0 
96.0 
86.0 

100. 
86.7 

100. 

94.5 
98.7 


822,670 

2,607,100 

1.202,740 

203.430 

762.380 

132.540 

4.331.030 

2.413.380 


15.5 
23 I 
25-4 
II .6 
25.6 
16. I 
19.7 


6.5 

5-2 

4.6 

I . I 

10.5 

0. 1 
17.8 

22 .0 


21. N' 
22.2' 

34.0' 

26.5 
22.1 

257, 
42.7* 


Woonsocket, R. I 

Wellesley, Mass 

Worcester, Mass 

Yonkers, N. Y 




398.49^ 




12,475,270 


16. 7 







' Includes water tised for public purposes. 



Consumption of Water through Meters in Belmont, Malden, Milton, 

AND WaTERTOWN, MaSS.* 



City or town. 



Belmont.. . 
Maiden. .. . 
Milton. . . . 
Watertown 



Number of 
consumers. 


Gallons 
per day. 


190X. 


190a. 


1901. 


190a. 


3.600 

21,100 

6.850 

9.650 


3.900 
22,550 

7.450 
10,250 


63,760 
414,030 
115,000 
147,200 


66,630 
450,160 
143.500 
152,900 


41,200 


44,150 


739.990 


813,190 



Gallons per day 
per consumer. 



190Z. 



190a. 



^11 
19.6 

16.8 



17. 1 
20.0 

193 
148 



18.0 



1S.4 



*'In the towns of Belmont and Milton every service-pipe is 
metered, in Watertown 89.5 per cent, and in Maiden 63.4 
per cent. The above quantities include water used for stables 
supplied in connection with dwellings and that used for lawn- 
sprinkling, as well as that used strictly for household purposes. 
In all these municipalities the meters have been in use but a 
comparatively few years, and it is not probable that they have 
become worn so as to cause a large percentage of error in regis- 
tration." * 



♦ "Report on the Measurement, Consumption, and Waste of Water 
Supplied to the Metropolitan Water District." Dexter Brackett, C.E., Jour. 
X. E. Water-works Assoc'n, Vol. XVIII. 
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H Use op Water in Tbnbuent-hocses in Boston oi-hixo 1901* | 


H Ward. 


Number 


[■mllis. 






Monthlr 
nnul. 


ol 


family. 


Per 
capita. 


^H Ward 6 

■ Ward 7 

V Ward J 

m Ward 8 

Ward 9 

Ward a 

Ward 8 

Ward:o 

Ward.o 

Ward 11 

Ward 11 

Wardii 


S 
13 

9 


163 

7S 
155 
'3' 
'7' 

88 
jog 
ISO 


1Ij6 
365 
755 
615 
758 
553 
4J0 
949 

H35 
545 
437 
398 


"S 

V. 
113 

93 
141 

.38 

150 

190 
194 
JI8 


14-5 
13.1 
»3-7 

%:l 

19,0 

33-' 

43-9 

38-7 

39-5 

44-4 


Si) toSib 

16 to ao 
16 to 10 
11 to 10 
10 to IS 
IS to 30 
IS to 30 
JO to 40 
IS to 45 
35 to 55^ 
JO upwards 


.69 


"735 


8.66 


•39 


39,63 




Domestic Consumption PEk Capita in Nswton, Pall Rivbr, Worcester, H 

AND LONDO-J. EnG . AS DETERMINED BV MeTER MEASUREMENT.* | 


City or town. 


II 


1 


■3j 


G«lloiii. 


Rntarki. 


.SI, 


A 


Newton. . . . 
Newton. ... 

Newton 

Fall River. . . 
Fall River. . . 

Woreeater- . 
Worcester. , . 
Worcester. . . 
Worcester. . . 
Worcester. , . 
London. Eng. 

; London. Eng, 


490 

38 

U69 

717 


490 
619 

139 


300s 
■390 
170 
740 

317 
1S7 
447 
1104 

809 
S.83 

S089 


13^ 5 

34.5 
i»7-5 
49. c 

8«,i 
118. 1 
9S.O 
SS-' 
5S-t» 


36.5 

6.6 
6.9 
15-S 

8.4 

19,9 
13-4 
19.8 

"S-S 

ia.6 


All houses supplied with mod- 
era plumbing 

These families have but one 
faucet each 

These families have but one 
faucet each 

The most expensive houses in 
the city 

Average class of houses, gen- 
erally having bath and 
water-closet 

Woodland Street, best class 
of houses 

Cedar Street, best class of 

Elm Street, houses of moder- 

Southbridge Street, cheaper 

houses 
Austin Street, cheaper houses 

Houses renting from $150 to 
$600; each have bath and 
two water-closets 

Middle class, average rental, 

SlOO 


• '■Report on the Memiurement, Consumption, and Waste of Water ■ 
Supplied tu the Metropolitan Wau-r District." Dexter Brackett. C.E . Jour H 
V E. Water-works Assoc'n, Vol. XVIII. ■ 
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In localities where water is paid for at meter rates and a 
minimum rate established, the records of the consumption in 
cases where a less quantity of water is used than the consumer 
is entitled to tmder the minimum charge furnish data with 
regard to the actual requirements for domestic purposes. In 
1888 an analysis of the accounts of consumers in the city of Provi- 
dence who paid only the minimum rate — this minimum being 
$10.00 per year, for which amount the use of 91.32 gallons per 
day was permitted — showed the following results: * 



Per annum. ■. ^^*^- f *" 
day per tap. 

167 families drew less than 1500 cu. ft. — 30.74a — 

337 families drew the previous amount but 

less than aooo cu. ft. ■- 40 . qSq •■ 

361 families drew the previous amoimt but 

less than 2500 cu. ft. •- 51 . ^36 — 

44$ families drew the previous amotmt but 

less than 3000 cu. ft. ■■ 61 .4S4 •" 

446 families drew the previous amount but 

less than 3Soo cu. ft. — 71.731 — 

46a families drew the previous amoimt but 

less than 4000 cu- ft. — 81 .978 ■■ 

435 families drew the previous amount but 

less than 4457 cu. ft. — 9X<3a4 " 



Which, at s 

pemos per family. 

6.Z5 gais. per capita 

8. so smls. per capita 

to. as saIs. per capiu 

ia.30 smls. per capita 

<4'35 smls. per captu 

16.40 gals, per capita 

x8. 97 gals, per capita 



A similar analysis of accounts of the year 1901 in the city 
of Maiden, Mass. — ^where the minimum rate is $12.00, for which 
amount the use of 130 gallons per day is permitted — showed the 
following results: f 



Cubic feet per year. 


Number of 
services. 


Gallons per 
day per 
service. 


Cubic feet per year. 


Number of 
services. 


Gallons per 
day per 
service. 


Less th&n ^00 


28 

259 
441 


» 6.4 
»l6.I 

*33-9 

52-5 


Between 3000 and 4000 . 
Between 4000 and 5000. 
Between 5000 and 6300, 


566 
560 
621 


72.0 

92.0 

114. 


Between 500 and 1000 . 
Between 1000 and 2000 
Between 2000 and 3000 


2527 


77.4 



* Many of these were metered for but a portion of the year. 



Mr. Dexter Brackett has engaged in many investigations of 
the consumption and waste of water in Boston, Mass., and vicinity, 

*J. H. Shcdd, *' Requisite Amount of Water for a Public Supply," 
Jour. N. E. Water-works Assoc'n, Vol. XVIII, p. 8. 
t Jour. N E. Water-works Assoc'n. Vol. XVIII, p. 146. 



U^^TER IV AST E. 



and his estimate of the quantities required for all legitimate pur- 
poses by a community is as follows: 



Domestic use 

Manufacturing, mechanicai, and trade u 

Public use 



15.0 gallons per capita per day 



Total SS-S 

The estimate of the quantity required for public use is divided 
as follo»-s: 

Public buildings 3.78 gallons per capita per day 

Drinking and ornamental fotintaina i.oo 

Street-sprinkling 2.13 " 

Flushing water-pipes and sewers and extin- 
guishing fires o. so 



Total. . 



7-1 



The statistics which have been given refer to the average 
consumption; the actual daily consumption is subject to more 
or less fluctuation throughout the year, the departures from the 
average being usually more marked in unmetered communities. 
The average consumption may be exceeded 50 per cent or more 
during days in summer when water is used extensively on lawns, 
and in winter when water is wasted to prevent freezing. 

In all metered cities and towns the amount of water registered 
by the service-meters is less than the measured amount delivered 
into the mains, the discrepancy amounting to from 20 to 50 per 
cent of ihu- quantity supplied. This discrepancy is probably 
due to errors in the various measurements caused by the slip 
of pumps, by the under-registration of meters, and to losses 
through leakage from the mains and services and, in some instances, 
from unauthorized connections. According to various authori- 
ties the losses due to leakage from the distribution system should 
not exceed about 3000 gallons per day per mile of main. How- 
ever, this figure b often exceeded, especially where compara- 
tivelj- large leaks- occur without any surface indications. In 
1902 four such leaks were discovered in the course of a waste 
investigation at Stoneham. Mass.. which wasted about 470,000 
gallons per day; similar investigations in Boston have disclosed 
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leaks amounting in single instances to from 24.000 to loo.opo 
gallons per day. 

The following instances afford illustrations of the 1 
wliich water may be wasted by a municipality. In the * 
of 1903 it was found that the consumption of water in tlie pu! 
lie schools of Syracuse, N. Y.. was at the rate of about jo gal- 
lons per pupil daily, the range being from 2 to 497 gallons.* In 
contrast to these figures the consumption of \vater iu mctenxl 
school buildings in the Boston metropohtan district was found 
to vary from 2.2 to 7 gallons per pupil per school day. Se«,i-er 
flush-tanks are in many cases oi doubtful value, and in any case 
should not use more than 300 to 500 gallons per day, but 57 sucli 
tanks in Richmond, Ind., were found using 223,370 gallons daily, 
the discharige from one tank being at the rate of 17.280 gallons 
in that time.f 

Wliere meters are not extensively used the larger portion of 
the waste of water takes place on the premises of the consumers 
as a result of negligence or wilfulness on the part of the latter. 
"The greatest source of negligent waste from defective fixtures 
is undoubtedly the bait-cock which controls the flow of water 
into tanks supplying water-closets and other fixtures. The ba ll- 
cock seldom remains tight more than a few months, and 1 
defective allows a constant stream of water, often of consideral 
size, to flow unseen, though not always unheard, to tlie sewer.' 
The losses due to a leaky ball-cock may often be limited only 
by the capacity of tlie service-pipe, and the drippings from faucets 
may amount to 100 gallons per day and upwards in single instance 

Investigations of Waste. 
In all investigations of waste it is essential that means :j 
available for the determination of the amount of water suppln 

• " Municipal Use and Waste ol Water."' Jolm Venner, Jour, N. E. WaJ 
works As-soc'n. Vol. XV 1 1 . p. 270. 

t ■■ Results of an Investlgailon of the Amounl of Proc Water Suf 
Ihe City of Richmond, Ind." H. A. Dill, Proc. Am, Water-wotks 

t Brackett. "Report on the Measurement. CoRsumptlon. and Waa 
I Water Supplied to the Metropolitan Water Dlstriol," Jour. H. E. Wnj 
' worts Assoe'n, Vol. XVIII, p. 134. 
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and the variation in the flow during twenty-four hours. In the 
case of a direct-pumping system computations may be based 
upon observations of the indications of the pump-counters, but 
the results obtained are, however, often considerably in error, 
owing to the slip of the pumps, Wliere stand-pipes or dis- 
tributing reservoirs of a capacity equal to the daily consumption 
are available, data may be obtained by shutting off all other 
sources of supply and noting at intervals the decrease in height 
of the water surface of the stand-pipe or reservoir, from which 
the total consumption and the consumption during each hour 
of the day may be determined. In the latter instance, how- 
ever, the figures relating to the total consumption may be affected 
by leakage from the reservoir, but the differences in the hourly 
rates should not be appreciably aflected thereby. Where the 




■Venturi Meter Chart. 



reservoir is of comparatively large extent and the drop of the 
water-surface small, observations of the latter are ol little value. 
The total consumption may be ascertained by a Venturi 
meter provided with a register, and the rates of flow at inter\als 
during the twenty-four hours by this apparatus with the addi- 
tion of a chart-recorder, or by a Ventun tube and manometer. 
The Venturi meter has been described in Chapter I; the manom- 
eter consists of a U tube partly filled with mercury, one side 
of the apparatus being connected by a pipe with the inlet pres- 
sure-chamber of the meter-tube and the other by a second pipe 
with the throat pressure-chamber. When water flows through 
the meter-tube the inequality of the pressures at the inlet and 
the throat causes a difference m the height of the mercury columns 
in the U tube, which is measured by a sliding scale graduated 
to indicate the rate of flow corresponding to tliese diflerences. 
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The resalts obtained with this instniment are limited by the num- 
ber of observations made. 

The Deacon waste-water meter has 
been used in the tourse of waste in- 
\'estigations in sorae English dties and 
in B<»too for the detennination of the 
rates of flow. This meter is set on a 
by-pass, which with the mam pipe-Iiiie 
fe provided with valves by which the 
flow may be di\-erted through the meter 
during experiments. 

" The cast-iron body of the meter 
contains a hollow, cone-shaped chamber 
of brass. Suspended in this chamber 
C b a composition disc D of the same 
diameter as the upper end of the cone. 
The fine wire by which tlie disc is sus- 
pended passes through a small hole in 
the top of the chamber over the puUey 
R, and is attached to a counterweiglit 
W. When the water m the pipe is 
at rest the disc is held at the top of 
the cone by the counterweiglit. but 
when water is drawn through the 
meter the disc is pressed downward, 
its position depending upon the quan- 
tity of water passing through the 
meter. By means of a [>encil attached 
to the wire tlie motion of the disc is 
recorded upon a drum. E, revoKed by 
clockwork once in twenty-four hours. 
The meter does not, like the ordmaty 
house meter, record the total quaotih 

wliicli lias passed between anv 
Fig. ioi. — Manometer, , "^ , , , •' 

observations, but it records 
diagram the rate of flow at each and every instant,"* 



• Dexter Brackelt, C.E., "Consum; 
Am. Soc. C- E., Vol. XXXIV. p. 198. 
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Fio. loi. — Deacon Wast e-waUr M tier. 
(From Trans. Am, Soc. C. E., Vol, XXXIV.) 



*LOTiX*w^ AS^ JV£jt.-#77Jl.V. 



:? Sti-i = 3»3sr:c •^•^= i ini^-ss = <ize. the register- 

- "- vr-ij- i>.ir: IS. >K snIJrcs ■XT hour. This type 
. ar-^z;: :i: rs sje s art wtl adapted for use in 

Ttirtj :c "f aiw :c -wiz^ =. a pjpe with a Venturi 
iK^jr r?c— :ri Tie ■• ~ "tr r: zzii ^^f" pipe, and when 
■ ZTKCE- riZDrc r*s rjCLvsiiiEitiv removed during the 
■;ecti-:c5 raay be overcome 
. a2 iastnimeDt which has 



^ . 




V 



JsX-s iijvi:! iV,c \- 



:•- v.v,:-.: ;;;viW.^.i::on> c: w\\sto in New York 

v.: ;> j«:i:v.,r. ily .^ r,ite-moter. depending as it 
.vitv ot the '.witer within the main.... Two 
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^ft brass tubes bent at their lower ends with careiully formed orifices 
^1 of i inch internal diameter are held in a suitable cap which 
^B screws upon a standard i-inch corporation cock through which 
^|. the tubes may be readily introduced into any main and as easily 
^B withdrawn. Heavy cloth-insertion rubber tubing connects the 
^P orifice tubes with a long glass manometer or U tube, and blow- 
off cocks are provided to remove air from the instrument. The 
U tube is half filled with a mixture of carbon tetrachloride and 
gasoline having a specific gravity of 1.25, and when in use the 
water from the pipe fills all the space in the U tube and con- 
nections. The orifices are set to receive the maximum velocity 
within the main, which is usually near the center, and is readily 


^KKT" 




Fig, io4.-Pitomcter Uucor.J. 

indicated by the deflection in the manometer. Tliis deflection, 
by virtue of the differential action of the water and the slightly 
heavier and insoluble liquid, is just four times that due to the 
actual difference of water-head' on the orifices produced by the 
flowing stream. The current impinges directly on one orifice. 
but the other is turned down-stream and gives something less 
than the static head within the main, thus magnifying the differ- 
ence of pressure produced. This difference is then multiplied m the 
U tube, the result being that a low velocity within the pipe produces 
a readable deflection. Without this effect the Pitot tube would 
hardly indicate a velocity less than one foot per second, while 
the pitometer may be depended upon, if carefully used, to measure 
velocities as low as 4 inches per second. At the ordinary veloci- 
ties the U-tube deflections may run up to 24 inches and need 
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Dot be read with any great nicetj'. The photo-recorder coi 
of a box in whicli a drum-canning Velox paper revolves bcforfe 
a fine vertical sJit, just ia front of which is locked one leg oi the 
V tube in soch a position that the raj's ol light from an oij-lamp 
will be partly intercepted on their way through the colored liquid 
in tlie lower half of the manometer. As Uie Uquid rises and 
falls with the velocity in the pipe it will record a line or band of 
shade oo the Velox paper whose ordinates vary according to the 
weil-knoHH formula 

in which k b otten^uarter oi the U-tube deflection in feet; 
half the recorded ordinate on the paper. A 1 2-hour or 4S-h< 
photographic record is i8 inches long and lo inch&s high. .Auto- 
graphic horizontal lines are formed by notches in the drum-sht, 
spaced so as to correct for the angularity of the light and enable 
the deflection to be readily taken from the diagram at an\' points 

" The accuracy of the pitometer has been established by 
many weir tests and by cahbration in open channels wliere tlte 
absolute \'elocities indicated by the instrument were compared 
with float measurements. 

*' The calibration constant c of the orifices has thus 
experimentally determined to be .800 in our formulas. 

" We then have 
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= 3.2I2\ rf. 



in whidi rf is the U-tube deflection in feet. The actual velw 
of the water is indicated in this way wherever the oiifices i 
be placed within a pipe, and by completely traversing a { 
pipe section on one or two diameters we may easily compi 
the ratio of mean to maximum velocity at some one rate of fi 
Tliis ratio once determined for a given pipe is the same e 
velocities. One may then set the orifices permanently to \ 
the maximum or center velocity within the pipe, reading off I 
mean velocity and the discharge from a table construiited { 
the particular siae of pipe and velocity ratio."* 

• Edward S. Cole, C.E.. "Water Waslc and Us tki«:ii 
ii 190J, before ihe Wesicm Sudeiy -I Engineers, i_hi. ■■ 
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Mr. Cole considers that "the flow may be determined by 
the pttometer method within z or 3 per cent of the truth in fairly 
clean pipes when the velocity exceeds i or 2 feet per second." 

The first step in an investigation of waste is the determination 
of the probable amount of water wasted or lost, considering the 
community as a unit. In few instance is water required for 
legitimate purposes between midnight and four o'clock in the 
morning, and the rate of consumption, as determined by the use 
of one of the methods of measurement heretofore mentioned, 
during the intervening hours is usually a good indication of the 
amount of water hourly wasted and lost through leakage. Having 
ascertained these figures the next step is the determination of 
the distribution of the waste. For this purpose the city or town 
is divided into convenient sections, and by closing the valves in 
the mains, section after section is cut off, the time when a sec- 
tion is shut off and the indication of the measuring deWce being 
noted. In Uke manner the waste may be further localized by 
closing vah'es in the mains supplying the various streets. The 
distribution of the waste on tlie streets may be best determined 
- by closing all the valves on the mains leading to the street in 
question and supplying the latter through one or more lines ot 
hose laid from a hydrant on an adjoining street to a hydrant on 
the main which is shut off. The amount of water supplied may 
be measured by a service-meter placed in the hose line. Tlie 
losses from the service connections beyond the curb, and the 
leakage from tha street mains and services to the curb cocks, 
may be differenaated by closing the latter and noting both time 
of closing each and the reading of the meter. 

The loss due to leakage from the latter portion of the sys- 
tem cannot, however, bo determined with accuracy if the valves 
in the mains are not tight. Leakage through a val\'e will be 
manifested by a hissing sound, whicli is audible to a person liold- 
ing an ear to the shut-off rod, when the latter is in contact with 
the valve-sterti. This hissing sound will be magnified by the 
use of a waterphone, an instrument somewhat resembling an 
ordinary telephone-receiver. 

The losses in some streets may be so smaU that it will not 
be necessary to carry the work through to tlic extent indicated 
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tbe records pblMued by the first tliree methods outlined 1 
eating which streets may or may not be examined in detail, ' 
The AcXual work inv(Jved in an ini-esttgation of waste is usu- 
ally not as simple as the ioregoiug brief outline may. perhaps, 
ioAcale. particularly that in connection with the determination 
of the sub-di\TsioiB ot the waste. Old and leaky valves, abandoned 
senice connections which have not been shut off at the curb or 
corporaoon cock, unauthorized or surreptitious connections, the 
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absence o( curb codss on many service connections in use, 
introduce complications and increase the cost of and time j 
quired for the experiments. TI\e value of a complete set of t 
and records will be appreciated at this time if not before. 

• Waste Prevention. 

Tlie methods used for the prevention of waste have I 
limited in practice to the f^ilbwing: 

I, The extenave use of ser\ice-mctcrs. 
i, llo\iso-to-house inspection. 
3, The DeaiMU sj'stem. 
The first method requires no explanation, the second met 
locates and attempts to check the waste beyond the curb e 
on the premises of the consimiers, and the third indicates I 
waste substantially by the methods heretofore outlined and <\ 
connection with the second attempts to check it. 

In the house-to-house inspection system of waste preventi 
inspectors ttst the service connections at night for lei 
listening, with the aid of a waterplionc am^ 
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curb cock for the hissing sound which is an indication that water 
b passing through the latter, The sound is intensified by closing 
the cock slowly, and is made more evident in doubtful instances 
by closing the cock entirely and then partly reopening it. I( 
no leakage is manifested, no further examination of the premises 
is made, but if it is evident that water is being used or wasted 
the fact is reported, and an inspector examines the interior piping 
and fixtures during the day. If leaks or defective fixtures are 
found the property-owTier is notified and requested to place the 
plumbing in good repair. 

The inspection methods have been found expensive, a source 
of annoyance to the occupants of suspected houses, a cause of 
more or less friction between the property-owner and the water 
department, and unless persisted in the results obtained are 
not of permanent value. 

On tile contrary, the use of meters has proved satisfactory 
to both consumers and department in all works where these 
appliances have been installed. The use of meters results in 
the co-operation of both parties in the prevention of waste when 
the water is furnished at meter rates instead of schedule rates. 
"It does this immediately, yet without need of argument or 
urging. The mere establishment of an instrument ■ to keep a 
record of amounts drawn, and the presentation of quarterly bills 
based on such amounts, is all that is needed. The bills con\ey 
their own lesson, and it is not possible to convey such a lesson 
without such bills."* ' 

The value of the water-meter as a waste preventive agent 
is very forcibly illustrated by the diagram (Fig. lo6), pre- 
pared by Mr. Freeman, for his report on " New York's Water- 
supply." 

Further illustrations are afforded by the following statistics, 
which, in connection with those previously given, serve as the 
best arguments in favor of the use of water-meters for the pre- 
vention of waste. 



• Clemens Hcrschel, C.B., "An Attempt to Prove that Thrift In the 
Operation of Water-works Is more Economical than Waste." Proceedings 
Am. Waler-works Assoc'n, igoi. 
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Nevertheless service-meters, useful as they are, do not reduce 
losses due to leakage from the street mains and services, and do 
not entirely eliminate waste on the premises of the consumer. 
The former losses may be reduced by careful work in the con- 
struction of extensions and service connections, and by the repair 
of breaks and defects in the system. Losses due to the under- 
registration of service-meters may be reduced by more rigid 
requirements as regards the quality of the plumbing fixtures to 
be connected with the works. 

Population, Water Consumption, and Receipts for Water Sum- 
marized AND Averaged in Accordance with Percentage of Taps 
Metered.* 





No. 

of 

cities. 


Popiila- 
tion.f 


Consumption, 
gallons per day. 


No. 

of 

cities. 


Popula- 
tion.! 


Aeceipts. 


Per- 

centaf^e 

of taps 

metered. 


Total. 


Average 
per 
con- 
sumer. 


Total. 


Aver- 
age 
per 
con- 
sumer. 


o to lO 
lo to 25 
25 to 50 

50 to IOC 


71 
18 
22 
23 


12.713,866 
1.657,454 
1.686.635 
1.600.333 


1,947.378,000 
182,991,000 
175,632 000 
lOQ, 616.000 


153 
no 

104 
62 


53 
12 

17 
20 


11.802,154 
1,108.142 

1,448.633 
1.455-442 


$26,432.3x6 
2.491.7 19 

3.255.149 
3.253.606 


$2 24 

2.25 
2.25 
2.24 


Totals 
an. I 
averaRcs 


»34 


17.658.288 


2,415.617.000 


137 


102 


15.814.371 


$35,432,790 


$2.24 



* Geo. I. Bailey. C.E.. " The Effect of Water-meters on Water Consumption in the Large 
Cities of the United States," Engineering News. April 18. 1901. 

1 1 he table is based on the population supplied^ where separately reported . otherwise 
on the total population by the census of 1900. The cities included have populations of more 
than 25,000. 

Average Daily Consumption of Water per Person in 1900 in Cities 
and Towns of Massachusetts, Arranged in Groups According 
TO THE Percentage of Services which are provided with Meters.* 



Average of 14 cities and towns in which more than 75 per cent 
of the services are metered 

Aver age of 24 cities and towns in which more than 25 per cent 
^.ST'l^ss than 7 5 per cent of the services are metered 

Average of 31 cities and towns in which not more than 25 per 
cent of the services are metered 



Gallons per 
persoa. 



39.8 



47.1 



59-7 



♦ "Consumption of Water in Cities and Towns in Massachusetts," Report of State 
Board of Health, 1900, p. 608. 
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A Comparison of thb Per Capita Consumption op Water in Cities and 
Towns whbrb Meters are in General Use (A) with that in 

THOSE WHERE WaTBR IS PaID FOR AT SCHEDULE RaTES (B) * 

(Compiled by Dexter Brackett, C.E.. 1903.) 

A. 



City or town. 



tt 

II 
tt 



tt 



Totals. 



Qty or town. 



II 
tt 
It 
tt 
tt 
tt 
II 
II 



Totals. 



Milwaukee, Wis . 
Providence, R. I, 
Worcester, Mass. 
Fall River, 
Lowell, 
Lawrence, 
Brockton, 
Newton, 

Woonsocket, R. I 

Ware, Mass 

Wellesley, Mass 

Reading, 



Number 

of 

constuners. 



308,000 
198,400 

119.330 
107,650 

100,000 

65,000 

37.800 

35.400 

34,474 
7,690 

5.147 
4.385 



Per cent of 

services 

metered. 



1,023,276 



80.0 

84.5 

94.5 
96.0 

65.0 

83.0 

90.0 

86.0 

96.0 

100. 

100. o 

100. o 



B. 



Buffalo, N. Y 

Indianapolis, Ind 

New Haven, Ct 

New Bedford, Mass 

Cambridge, 

Haverhill, 

Lynn, 

Waltham, 

Salem, 

Montague, 

Dedham, 

Braintrce, 



Number 

of 

consumers. 



360,000 

169,100 

108,000 

61,000 

94.150 
37,200 

74,000 

24,550 

36,250 

6,150 

7.500 

5.980 



Per cent of 

services 

metered. 



983.880 



2.0 

6.0 

2.6 

18.0 

15.0 

10. o 

25.0 

6.0 

30 

2 .0 

2.0 

1 .0 



Consumpticm 

(sals, per cUt 

per consumer). 



" 



81.0 

58.0 

68.0 

41 .0 

570 

530 

36.0 

54.0 

29.0 

44.0 

49 o 
33 o 



61 .7 



Consumption 

(sals, per day 

per consumer). 



3240 
79-0 
150. c 
104.0 
85.0 
950 
63.0 
99.0 
790 
73 O 
83.0 
91 .0 



178.5 



In the above table " an attempt has been made to elimi- 
nate ... as far as possible " differences due to the effect up)on 
the consumption caused by *' the differences in climate, in 
character of business, and in location, as affecting the available 
supply of water." 

♦Jour. N. E. Water-works Assoc'n, Vol. XVUl, p. 143. 
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The recent wide spread introduction of street-railways using 
electricity as a motive power presents a new problem in the 
maintenance of water-works, that of electrolysis. In the usual 
construction of railways of this kind the single trolley system 
is used; the current is conveyed from tlie positive side of the 
generator by the overhead wires to the trolley on the car, thence 
to the operating motor, and then returns to the power-house 
through the rails, ret urn- feeders, water-pii>es. or other under- 
ground metallic structures, and the earth to the negative side 
of the generator. This return current is divided in accordance 
with the established law that the amount of current which is 
carried by a number of conductors is distributed inversely as 
the resbtance of the several paths. 

In many cases the resistance offered by the soil between the 
rails and the water-pipes and the piping system is comparatively 
small and considerable current is diverted to the water-mains, 
where serious damage occurs at the points where the current 
leaves the pipes. .\t the points where electrolysis occurs, the 
conditions are similar to those which obtain in an electrolytic 
cell. The pipe corresponds to the positive plate of the ceil, the 
rail, or other metiUlic structure, to the negative plate, and the 
moisture in the soil holding in solution salts of the alkaline earths 
which are readily decomposed by a current of electricity forms 
the electrolyte. A difference of potential of about one and one- 
half volts is required for the electrolysis of water, but the salts 
ordinarily found in solution in the moisture present in soil are 
decomposed by a potential difference of a small fraction of a volt. 
In this latter instance the metal of the pipe is attacked by the 
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acid radicals produced by the decomposition of the soluble salts. 
To these secondary chemical reactions a large proportion of the 
disintegrating effect of the current is due. 

.\s a result of electrolytic action the metal of the pipes is 
pitted or softened. The softening often occurs to such extent 
that the pipe can be cut with a knife or nails driven into the pipe 
wall. The pipes are reduced in thickness and strength until 
ultimately they burst and more or less damage and incon\-enience 
results. The effect of electrolysis upon a cast-iron water-pipe 
is shown in the accompanying illustration from the annual re- 
port of the City Engineer of Pro\-idcnce, R. I., for the year 1903. 




07.— Four-inch Cast-iron Water-pipe, showing Effect of Elcctrolyas. 



The amount of damage caused by stray electrical currents de- 
pends upon several conditions. One is the nature of the salts 
present in the ?oil. Professor Jackson concludes as a result of 
experiment and investigation that the order of acti\'ity of these 
salts is as follows: chlorides, nitrates, sulphates.* Another con- 
dition is the character of the material of which the pipes are 
composed. "With a given current density and potential cast 
iron is affected the least, wrought iron the next, mild steel the 
next, high carbon steel the next, and lead the most."t The ex- 
tent of the damage is also dependent upon the current strength 
(amperes) and the time during which the flow takes place. The 
current also depends upon the electrical pressure or potential 
difference, and the resistance of the soil between the pipes and 



• "The Corrosion of Iron Pipes by the Action of Electric Railway 
Currents," Jour. Assoc of Eng. Soc, Vol. XIII. 

t Report of Albert B. Herrick, E E , to the Citv Engineer of Rocbester 

N.Y., 1903. 
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the rails. The drier the soil the more resisiance it offers to 
the piissage of the current. 

The amount of leakage from the rails and other return coi 
ductors pro\ided by tlie street railway companies depends \ 
the character of the construction of the road and the amount 
of traffic. Owing to this fact the amount of current diverted 
to the water-pipe system may be no larger in a city where im- 
proved methods of construction are used than in a suburban 
locahty where the traffic is comparatively small but the con- 
ductivity of the track return \'ery poor. 

Service-pipes, particularly those of lead, which pass tmder 
or near street-railway tracks usually present the first indica- 
tions of electrolytic action. It was observed in Peoria, 111., that 
about 96 per cent of the breaks in service-pipes occurring on 
streets where car tracks were laid took place in instances where 
the pipes passed under the tracks.* In this instance it was also 
observed that the metal removed from thu- lead service-pipes 
was redeposited in other form on the particles of gravel and earth 
lying in the path of the current from pipe to rail. 

The points at which the most serious injury to the pipes takes 
place, or the so-called "acute" points, are where the current leaves 
the pif>es. These are usually in the vicinity of power-stations, 
switches, and turn-outs, or near points where tlie street-rail 
way tracks cross those of a steam road. As the injury to main 
pipes is in general first evidenced at such points, it was formerly 
deemed ad\'isable to connect the water-mains with the rails 
or negative side of the generator. Althougli this method of pro- 
cedure proved beneficial so far as local damage to the pipes at 
the points where tlie connections were made was concerned, it was 
found that the method resulted in an increased flow of current 
through the pipe sj^tem. 

Later in\estigations showed that the cast-iron pipes of a system 
were not continuous conductors, and that the pitting and wast- 
ing away of the pipe previously observed at the acute points 
also occurred at the joints in the pipe-lines. Although the lead 
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i of injury to, or destruction of, pipes and appurtenances 
wrted during the past ten years. Aside from the question 
[ the cost of replacing and repairing pipes and appurtenances 
injured, considerable damage may be caused to adjacent 
roperty by the sudden breakage of large mains. Consumers 
lay also be seriously inconvenienced if supply or large distri- 
IDtion mains are ■ affected, or the value of a system for fire 
■otection may be at times greatly reduced. 

Since the cause of electrolytic damage is not under the con- 
?ol of the water department, measures for the prevention or 
nution of such injury should be undertaken by, and at the 
; of, the street-railway companies. However, investiga- 
bns and tests sliould be undertaken by the water department, 
1 localities where electric roads are in use, in order that data 
rith regard to the existence or probability of such damage may 
approximately ascertained, and if conditions favorable to 
Electrolysis obtain, the matter should be brought to the attention 
t the parties responsible therefor. 

As an aid in the investigation of this subject a map or plan 
bould be prepared upon which the location of water-pipes 
"and appurtenances, street-railway tracks, and power-stations is 
shown, Measurements are then made of the difference of poten- 
tial between pipes and rails at convenient points, and also to 
ascertain the approximate current carried by the pipes. The 
measurement of potential difference is made with a portable 
voltmeter, with one lead in contact with the rail and the other 
with tlie water-pipe or an adjacent hydrant. .\n instrument 
with the zero in the center of the scale is to be preferred, since 
positive or negative readings are recorded without the necessity 
of changing connections; or two voltmeters may be coupled 
together, the positive readings taken from one and the nega- 
tive readings from the other. For convenience, voltmeters 
provided witli two or three scales should be used. A millivolt- 
meter will be required to measure very small differences of poten- 
tial. 

The voltmeter measurements indicate the direction of the 
current flow and the ubctrical pressure or difference of potential. 
I positive reading is indicated by a voltmeter with the 
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positive binding post in electrical connection with a pipe or 
hydrant, and the negative with the rail or other metal in the 
ground, oirrent will be found to be flowing from the pipe. 
On the contran-, if the pipe is found to be negative to the rail 
the current is flowing to the former. 

The readings of a voltmeter will fluctuate with the move- 
ment of the trolley-cars and the observations made at a given 
point should be extended to cover the various conditions depend- 
ing upon the positions of the cars. The size of the voltmeter 
readings at a given point will also vary with the varying amount 
of moisture at different periods of the year. Any metallic con- 
nection between pipes and rails will tend to reduce the size of 
voltmeter readings. 

Tlie results obtained from the observations with the voU- 
meters should be noted upon the map or plan, and notes with 
roirard to the conditions obtaining at the time the readings were 
taken should be preserved. The areas in which the pipes are 
noirative to the rails, those in which the pipes are positive and 
ilu>so when? they are altemately positive and negative may 
then be approximately determined. 

At or near t!ie points where the highest positive readings aru 
obtaiiu\l (pipe to rail), excavations should be made and the 
pijvs examined for evidence of electrolytic action. Accumu- 
lations of rust and scale should be removed from the exterior 
ot t!ie pi[x\ the depth and size of the pits, and the degree of soft- 
ness of the metal noted. 

Measurements of the current flow should also be made where 
the piix^ is exjx^sed in the trench. The direct method of measure- 
ment is seldom applicable, as this would necessitate the cutting 
of the pi[x\ and joining the ends with a copper wire, with an 
ain|HMv meter in the circuit. Usually the measurement of the 
eiiMvnt llow is made by the "drop-of-potentiar' method. This 
metliod is based on Ohm*s law, that the current varies directly 
as the electromotive force and inversely as the resistance of the 

E 
eireuit or ^ ="m. when (^ = amperes of current, £ = volts, and 

/C — oluns of resistance. The measurement should preferably be 
made on a straight piece of pipe between joints, and the con- 
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tacts of the instrument leads with the pipe should be carefully 
made. The drop of potential is measured with a millivoltmeter. 
The resistance of the pipe is an unknown factor, but its approxi- 
mate value may be determined by experiments upon similar pipes. 
In this instance currents of known strength are caused to flow 
through the pipe under test and the corresponding drop of poten- 
tial in a given distance measured. Tables may then be prepared 
from which the current flow in different sizes of pipe correspond- 
ing to the observed drop of potential may be ascertained; or 
special tests for the determination of the resistance of cast-iron 
pipe may be dispensed with and the current How corresponding 
to the observed drop of potential taken from tlie tables prepared 
by Mr, D. H. Maury, C.E. The table for use with cast-iron pipe 
is as follows: 

Cl'BBBVT Fwiw I 

(Frf>m tests showing a 



Cast-iron Pipb with One Millivolt Dbsp" 
■eragc resistance r«r pound per foot —0.00144 ohn 



1 -I -I -I ■! •! -I •! -I 



Current on inpe prr millivolt dmp. 



1 (or BlKirolyili and ihelr RcsulU 



D. H. Hkory. Ptw. An. WaU 



When the above table is used, care should be taken that 
jape beUs or joints are not included between the points of con- 
tact of the leads from the instrument. 

The following method for the approximate determination 
of the flow of current is given in Herrick's Electric Railway Hand- 
book. Wires from a voltmeter and an ampere-meter arc inde- 



OS (rf tbe hydrants to the mains are electricany 
good, appraamate resiahs may be obtained by this method bv 
ooonectinK the leads from the instniments with adjacent hydrants 
on the sane nun. Owiag to the uncertainty with regard ta 
these c o oD ec t iops. bowevtr. the expOTments should be made no 
sevenl sets of Inrdrants. or opoo a compaiattvely short length of 
pipe exposed m an excavatioQ. 

lo an teste the surface of the pipe should be tnightened with 
a file and care taken to secure good decthcal connections between 
the instniro ent leads and the pipe. The pdmary in\'estigations 
are pceierably made under the directk» of an experienced engineer 
~ hseqoent periodical examioatioas may be made by em- 
of the department provided with suitable instruments 
purpose. 

itioos Ia\'OTable to dectrol>-tic action as regards M-atcr- 
not found when the return-current of a street-rail«-av 
is completely removed from the ground. The practicable 
method by which this remo\-al may be effected b the adoption 
by the street-rail»"ay companies of the double trolley system. This 
method is not r^artied with favor by the railway corporations 
since new problems of construction and maintenance and con- 
siderable financial outlay are in\-Dh-ed in a change from existing,-™ 
conditions, .\lthough the injurj' to water-pipes and appw " 
nances resulting from the operation of electric railway's 1 
singli^- trolley s\^tem is now an established fact, such legal a 
as liave been instituted for the purpose of compelling eltxtri 
corporations to change from the singlt 
ve not as yet accomplished tl 
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The flow of the current from the rails to the water-pipes where 
Ingle-trolley systems are in use may be reduced by the adoption 
[ better methods of track construction, such as drainage of the 
tab-grade, the use of heavier rails, and improved methods of 
tending, and the installation of overhead return-circuits con- 
Kted to the rails at frequent intervals. Rail bonds often work 
! and as a result the efficiency of the track return is greatly 
mpaired. Tlie electrical condition of the pipe system should, 
ftierefore, be examined at intervals by the methods mentioned. 

It is often assumed that serious damage will not occur if the 
readings obtained in voltmeter tests do not exceed one volt, but 
even in these instances considerable injury may result in the 
course of time, particularly if the soil surrounding the pipes is 
moist and impregnated with mineral salts, and the pipes are com- 
posed of metal wliich contains many impurities. 

Care should be taken in the location of new mains to place 
the pipes, valve-boxes, and hydrants as far as possible from the 
rails. On the other hand, when tracks are laid in streets which 
contain water-pipes, the rails should be placed at a distance from 
the pipes. The location of tracks directly over and parallel to 
water mains should be avoided if possible. Cast-iron water pipes 
may also be advantageously laid with the bells toward the direction 
in which the current will flow, as tlie wasting effect due to elec- 
trolytic action will then be confined to tlie heavier and larger 
bell ends instead of the spigot ends of the pipes. 

Several methods have been suggested by various writers for 
the protection of service-pipes wliich pass beneath railway tracks, 
such as enclosing the service-pipe in asphalt, placing the pipe in a 
rubber hose, or wrapping it with tape or other insulating mate- 
rials. When main or service-valve boxes are in close proximity 
to the rails, a portion of the box may be replaced with vitrified 
pipe, Where the flow of current is from branching mains to a 
large supply or distribution main, insulating joints have been 
made in the branch connection as a means of partially protecting 
the larger and more impwrtant pipes. These jomts consist of 
kIwo special castings which are separated by a heavy rubber 
iket. 



CHAPTER X. 

FIRE PROTECTION. 

The capacity of a system of water-works, particularly that 
of the smaller distribution mains, is usually determined in large 
measure by the requirements for adequate protection against fire. 
When works are first constructed, the amount of water supplied 
for domestic and manufacturing purposes is usually but a com- 
paratively small proportion of the total capacity of the system; 
but as the business of the department increases, this amount like- 
wise increases, and the quantity of water under suitable pressure 
for the purpose of extinguishing fire becomes less. The character 
of the service may, also, change as the commercial districts expand, 
so that although the provision for fire protection was satisfactory 
at the outset, the increased demands for domestic and manufac- 
turing purposes, together with the additional requirements for fire 
protection in the commercial and the thickly settled districts, 
result in rates of draft which reduce the available pressures 
below the points at which satisfactory service can be given in 
emergencies. 

A diminution of the efficiency of the works in case of fire should 
be guarded against by measures taken to restore or maintain 
this efficiency, provided the financial condition of the works admits 
of the necessary expenditures for that purpose. Much may be 
done by the installation of additional hydrants, the reinforce- 
ment of the system by the lajnng of circuit lines, and the re- 
newal of some of the older and smaller distribution mains with 
pipe of larger diameter. WTien the pressure is inadequate after 
measures have been taken to improve the hydrant service, de- 
pendence is usually placed upon steam fire-engines when large 
conflagrations occur. 
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Tlie efficiency o£ an existing system ol worKs as a means of 
protection against fire may be measured approximately hy cer- 
tain general rules or standards. This efficiency is also at times 
indicated, often to the surprise of persons who have based their 
Ideas with regard to the capacity of the works upon static hy- 
drant pressures, when Lirge demands are made upon the works in 
the case of a serious fire. 

The proper allowance for a good fire stream is placed by 
different authorities at from 175 to 250 gallons per minute. That 
suggested by Mr. John R. Freeman, C.E.. is a stream of 250 gal- 
lons per minute, delivered tlirough a ij-inch smooth nozzle, witli 
a pressure at the base of the nozzle of about 45 pounds per square 
inch.* With this pressure a i-inch smooth nozzle will deliver 
about 200 gallons per minute, a j-inch smootli nozzle about 
150 gallons, and a J-inch smooth nozzle about no gallons, A 
stream of from 150 to 200 gallons per minute will usually prove 
satisfactory where fires occur in residential districts, the smaller 
quantity probably being satisfactory where buildings are so situ- 
ated tliat a fire in one does not greatly endanger adjacent propi'rty. 

The number of good fire streams which should be furnisli^d 
simultaneously from a system is dependent upon the conditions 
which obtain in a given instance more than upon the population 
or \*aluation. Tfie liability of considerable loss from fire is greater 
and the need of prote<:tion more if in the compact parts of the 
city or town the buildings are largely of wood. Tlie width of 
streets, the character of the industries, the nature of the equip- 
ment of the fire department, whether or not steam fire-engines 
are available, and the presence or absence of streams from which 
such engines may derive their supply are factors to be taken into 
account in the consideration of tliis question. Information upon 
this subject given by previous experience in the tiandling of large 
fires in the municipality is also of value. 

The number of fire streams of 250 gallons per minute each, 
based upon tlie population of the protected community, wliich 



•John R. Freeman. "The Arrangemenl o( Hydrants and Water-pipes 
for the Protection o( a City against Fire," Jour. N. E, Water-works Assoc'n, 
Vol. VII. 
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ioEbwing r e c f imr r nf titions are made by the same 
authority: **So tir as a gisieral statement may ^ppky^ . . . the 
pcpes sbxiil be lir^ eooogh and the hydrants nmneitms enough 
so that two-thirfc of the above number of streams cookl be con- 
centrated upon any one square in the compact, valuable part 
of the city or upon any one extremdy large building of sr>ecial 
hazard. Better than by data based on population, the ques- 
tion of the numba of streams which it should be possible to con- 
centrate at any one point, as w^ll as the question of the total 
number of lire streams to be pro\ided for the dty, can be best 
solved Dy a tour around the given cit\\ studying out the spots 
where a large number of streams would be needed to check a 
conflagration which may be conceived to have so got beyond 
control as to hold some one of the largest buildings in flames 
from top to bottom and from end to end." 

' ' Ten streams or as large a proportion thereof as the financial 
consideration will permit may be reconmiended for a compact 
group of large, valuable buildings irrespective of a small popu- 
lation/' 

Fig. 109 t shows the mmiber of fire streams, based on popula- 
tion, considered necessary by different authorities. 



♦ See previous reference. 

\ Prepared from table and diagram, page 15, of "The Financial Man* 
agemcnt of Water-works." E. Kuichling, Trans. Am. Soc. C. E., Vol. 
XXXVIII. 
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It should be borne in mind that the quantities of water to be 1 
allowed (or purposes of fire protection are in addition to the H 
consumption for domestic, public, and manufacturing purposes. H 
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PopulBlloD 00 Pnrtecled Are* 
PiC. 109.— Number ot Fire Streams Required in Cllies. 

In general, the amount of water required for fire protection is 
added to the maximum hourly or daily rate of consumption for 
other purposes, and provision is made for a total draft equal to 
this amount for a period of from one to six hours. 

The fire-hose in general use is 2J inches internal diameter, 
and the comparatively high velocities of flow when water is dis- 
■ charged through a nozzle at rates of from 175 to 250 gallons 
H per minute result in a large loss in pressure owing to the energy 
H consumed in overcoming the frictional resistance of the hose. A 
H like loss of energy occurs when water is drawn in large quantities 
H from long lines of small pipe. 

H In general, hydrants should be so placed that hose lines of a 
H length greater than 500 feet are not required in residential dis- 
H tricts, and of not more than about one-half that length in busi- 
^B ness or manufacturing districts. The hydrants in a residential 



rci 



£-r ?* i: 






iiT ci hr^ M iurs two good fire streams 

500 feet apart; bat since 
at street intersec- 



Ti^zrd to 



»c 1:: 



^tiitd. If 45 pocnds be taken 

tie pressures 
^A7T:r SLTt &-jmjnz, and the best 
bcKc of 2§ JDcaes internal diaxne' 



the distance between hj-drants 

tmo streams are required 

onSnaiihr exceed the figures 

the pressuie at the base of 

at the hvdrants when the 

quality smooth rubber-lined 

is used, are about as fol- 



'^'j 



.-V 



! . 



i-tnch. 



ftnjcired mX hynrant- 






2 CO 
4CO 



• « 

« • 

• « 



47 
4S 

51 

54 

57 
59 



lb«- 



49 n»- 


52 lbs. 


51 * 


5^ !* 


57 ' 


65 •• 


62 •• 


74 " 


67 •• 


83 •• 


72 " 


91 " 



56 

63 

77 

92 

106 

120 



lbs. 



• • 



• • 



• t 



Since the pressures at the hydrants usually range from 75 to 
100 pounds in the majority of instances, it follows that good 
fire streams cannot under ordinary' conditions be delivered through 
more than 300 to 400 feet of 2j-inch hose. The hydrants in 
the commercial district should, therefore, be arranged with this 
fact in view, and the opportunity to concentrate the number of 
streams deemed necessary for efficient protection should be 

afforded. 

In cases where long lines of hose are necessary, or the hydrant 
pressures low, much of the energy used in forcing water through 
the small hose lines may be saved and made available at the 
noz/Us bv the use of two lines of hose, which are connected with 
a Si.uuise couj^linc; to one or more lengths to which the nozzle 



> |.»ln» R iMtvtuan. "Sotno Now Experiments and Practical Tables 

,,|,ilt>v'. to I-ltv Streams." Jcnir. N E. Water-works Assoc'n. Vol. IV; also 

rvjM ilnuMit'i relating' lo Ilytlraulics of Fire Streams," Trans. Am. Sdc. 

r r Vol \\i 
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is attached. This saving is due to the fact that by the use of 
two lines from a hydrant the velocity of flow is decreased and 
likewise the friction Josses in the hose. 

Long lines of 4-inch pipe cannot, under ordinary conditions, 
be depended on to furnish a supply for more than one good hose 
stream, and in some cases not even one strong stream can be made 
available. With a given loss of head due to friction, the dis- 
charging capacity of a 6-inch cast-iron pipe is about three times, 
and that of an 8-inch pipe six times, that of a 4-inch pipe of equal 
length and under similar conditions. The loss of head in new, 
clean cast-iron pipe, due to friction, is about as follows for pipe 
of the diameters mentioned: 



Discharge. 

gallons per 

minute. 


Loss of head in feet per looo feet. 


4-inch. 


6-inch. 


8-inch. 


100 
200 
300 
400 
500 
600 


7-5 
27.0 

58.0 
97.0 


I .0 

3.8 
8.0 

13.5 
20.5 

28.5 


0.27 

0-93 
1 .96 

3-35 
510 

7.00 







The advantage of using 6-inch pipe for street mains instead 
of 4-inch is clearly indicated by the above table, and pipe of 
larger diameter than 4 inches should be used for mains whenever 
possible. The minimum sizes of pipe usually adopted for residen 
tial districts are 6- and 8 inch, and for commercial districts, 10- 
and 12 inch. 

The diagrams (Figs. 112 and 113) will be found useful in a study 
of the efficiency of a system as a means of protection against fire. 
The diagrams relating to the discharge of smooth nozzles and 
the friction losses in hose are based upon the experiments of 
Mr. Freeman, to which reference has been made. The pressures 
at the nozzles and at the hydrants are the pressures at these 
points when streams are flowing. If the elevations of the nozzle 
and the hydrant are not the same, an allowance for the difference 
in height should be made. 
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^^1 The dugrun^ stwwing tlw friction Iw^es in cast-iron pif^J 
^1 arc bostfd on computations made by the HaziU3-\Mlliants foS 
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•More complete tJiagrams based on this fomiula aad compttrteona wll^| 
other lormiils and data are giv^n in a paper * Hydraulic DLaj,Tau» iui^H 
Further Noli?s Upon the Haieti- Williams Slide Rule," by Leonard Metcal^l 
C.E.. Eng. Record, Vol. 47- ^M 
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for new. clean pipes and lOo for old and tubcrcu- 
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CHAPTER XI. 

ACCOUNTS 

Accurate and detailed accounts of all funds received and 
)ended for water-works purposes should be kept in suitable 
is. arranged in as simple lorni as possible consistent with 
ntclligible presentation of the facts. 

The larger part of the book-keeping of a system deals withr 

r the accounts of the individual consumers, as receipts for water 

supphed at meter or schedule rates, service connections, etc.. 

and the items are usually entered in books to which the name 

registers has been applied. 

Since the number of bills rendered in the course of a year for 
the several items varies to a large extent, these items may be 
conveniently kept in three books, namely, a register in which 
all bills rendered for water supplied at schedule rates are entered, 
a register for meter accounts, and a service-connection register. 
The use of one book for all the above purposes is inconvenient, 
since but one person can have access to the accounts at any one 
time; the amount of space wasted is large, and the names of the 
consumers require rewrilmg at frequent inters-als. 

The register containing the accounts of consumers to whom 
water is furnished at fixed rates may be arranged as follows: A line 
extending across two opposite pages of the book is allowed to 
each account, and the items are entered in columns under the 
following headings: Service number, Name, Address, and Rate for 
year ending .... (or Rate for six months ending .... ), tlie latter 
^tcolumn being subdivided under tlie following headings: Amount 
^Rf bill, .Amount abated, Amount paid. Amount uncollected, and 

^■Pate of payment. The items included under "Rate for " 

^nre repeated across the two pages of the register in order that a 
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number of successive bills may be entered opposite the name of a 
consimier. 

A similar arrangement may be used for the other registers 
by changing the colimin headings to conform to the purpose 
for which the book is intended. 

Or the accounts may be kept by the card system, in which 
case a card is used for each consumer. Advantages derived from 
the use of cards for this purpose are: that several clerks mav 

AprU h 1904. 
WATER RATE. 



Service Jfo. "^"^ 




Amount 



^ X^O 



Abatement 



Total f. 
Paid 



Credit to 
fVater Maintenance Acct. 

Fig. 114. — Coupon. 



work on the accounts at one time, that changes due to the moving 
of consumers from one building to another, etc., may be adjusted 
more readily, and that the paid and unpaid accounts may be 
kept in separate files. Two disadvantages of the card system are 
that all figures must be taken off in computation books before 
total amounts can be ascertained, and the liability that cards 
may be misplaced or lost. 

The bills are made from the data contained in tlie inspection 
meter, and service records, and all bills rendered by the depart- 
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nent should have coupons attached upon which the date of bill, ', 

e number, name of consumer, amount of bill, etc., are noted. 
these coupons are torn from the bills by the person to whom 
layments are made, and returned to the water-works office. In 
■der that the coupons of bills made for different purposes may 
e easily distinguished, tlie bills and attached coupons may be 
Tinted upon paper of different tints, or the type or the color of I 
ink used on tlie coupons may be varied. J 

The amount of a bill is entered in the proper column of the I 
register before the bill is sent out. Upon receipt of the coupon | 
irom the collecting officer the amount paid or abated is entered 1 
in the register. The total receipts on the different accounts as I 
shown by the coupons are computed and the results entered in I 
the cash-book or journal daily, weekly, or monthly, as may be 
found convenient. The coupons should be preserved until the 
accounts are made up for the year, and may tlien be destroyed. 
At the close of the fiscal year the total footings of the columns 
of the registers should be ascertained. The aggregate amount 
of the bills rendered should equal the aggregate totals of the 1 
■various subdivisions of the register, and the aggregate amount 
of the payments should equal the totals of the entries made in 
the cash-book or journal. 

In general all bills rendered by the water department are i 
payable witliin tliirty days, but the instance is extremely rare 
where all bilb are paid before the expiration of that period. Du- 
plicate bills are occasionally rendered, but usually statements of 
accounts due, or notices so worded that the attention of the delin- 
quents is called to the fact that bills are overdue, arc sent to the 
consumers after a reasonable time has elapsed. In case the i 
statement or notice does not accomplish its purpose, a shut-off | 
notice is sent, and if this notice is disregarded the supply is dis- J 
continued until the arrears are paid. 
L The receipts from various sources and the expenditures incurred 
Bbr construction, maintenance, and operation may be kept in a 
Kash-book, journal, and ledger of the ordinary form. Or sepa- 
Kste sets of books may be kept for the Construction and Main- I 
■enance accounts. Or in the case of small works where the | 
■lumber of detailed accounts kept is small, the entries may be 1 
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made in a single book under headings arranged on two pages 
somewhat as follows: 









Receipts. 

CONSTRUCTION. 


MAINTBNANCK. 


Date. 


Received from: 


Total i 
amotint. ' 


Loans. 


Services. 


Sundry 
acc'ts. 


Schedtile 
rates. 


Meter 
rates. 


Sundry 
ace ts. 





















Expenditures. 



CONSTRUCTION. 



Date. 



Paid to: 



ToUl 
amotint. 



Distribution. 



Services. 



Meters. 



Special. 



MAINTENANCE. 



Administration . 



Pumping. 



Care of 
appurtenances. 



Repairs. 


Meters. 







Stindry 
acc'ts. 



The receipt or payment is entered in the colimin headed "Total 
amount," and also credited or charged to the proper account as 
indicated by the headings. The footings of the columns are 
carried forward from one page to the next, and the condition of 
the accounts, or any one account, can be readily determined 
when desired. 

All bills, particularly those for suppUes and material purchased, 
should be filed after payment for future reference. 

In order that the data with regard to items of cost may be 
accurately compiled for the various records mentioned in Chap- 
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ter I, or for other purposes, both Force and Material accounts 
should be kept. These accounts are made daily and filed at 
the water-works office by the foremen or inspectors in charge 
of the \'arious portions of the work. The form shown below is 
adapted for use with a small force working under the direction 
of a foreman or inspector. The blank forms are about 3l"x6" 
and may be carried conveniently in the pocket in a loose-leaf 
binder or in pads. The names of the employ^ appear on the 
sheet, the work performed is noted in the space at the head of a 
column, and the time given by each employi? is entered below 

Water-wokks PoacB Account. 



John Williams, foreman 
Henrv Murray 

H. K'fllcy 

J, Smith 

Fred White 



opposite the name. The pay-rolls are made from the daily Force 
accounts. Daily reports of the amount of material used, the 
character of the material, and where used, should be made upon 
prepared forms or upon the back of the Force sheet. 

In the case of continuous work, such as extensions of mains, 
etc., the time of the individual laborers may be more conveniently 
kept in a time-book, and the aggregate time entered on a Force 
sheet. This time may be apportioned to items such as teaming, 
excavation, pipe-laying, back-filling, etc.. and data regarding 
the progress of the work, the material received, removed, or used, 
should also be given. 

A Stock account is very desirable and may be kept in a book 
prepared for that purpose, in which the amount, kind, and cost 
of material piu^chased and used is entered. At the close of the 
year the figures should be checked by making an inventory of the 
stock on hand. 
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CHAPTER XII. 

FINANCIAL MANAGEMENT. 

To the requirements that extensions of, or additions to, a 
system of water-works be made in accordance with good engineer- 
ing practice, that the efficiency of a system from a mechanical 
standpoint and the sanitary quality of the supply be maintained 
or improved, should be added the requirement that the depart- 
ment be operated on a business basis. In general, conditions 
favorable to such operation more often obtain in works owned 
and operated by private companies than when these are strictly 
municipal enterprises. Even in the latter instances, however, 
the affairs of the department may be conducted in a business- 
like manner if political or personal interests are eliminated. 

At the outset a distinction should be made between funds 
expended and obtained for purposes of construction and of main- 
tenance. The cost of the original works is charged to the Con- 
struction account, and expenditures for extensions, additions, 
or improvements are also properly chargeable to that account. 
Under this heading are included the cost of new mains and 
appurtenances, services, meters, pumping machinery, reservoirs 
or stand-pipes, filtration works, and expenditures incurred for 
the improvement or extension of the source of supply. 

Expenditures for the purpose of renewing portions of the 
system, such as mains and appurtenances, pumping machinery 
etc., which are either worn out or of insufficient capacity, are 
usually charged to the Construction account. Current practice 
is in this respect, however, varied. In some cases the cost of 
renewing minor portions of the works, as small mains, services, 
and meters, is charged to the Maintenance account or is divided 
between the two general accounts. In any case it is advisable 
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that the accounting of renewals be made in such manner that 
expenditures for original construction and for renewals may be 
distinguished from each other. 

Funds for purposes of construction are usually provided by 
the issue of bonds or notes. \Vlien the works are owned by the 
municipality, these bonds or notes bear interest at certain speci- 
fied rates, usually 3 or 4 per cent per annum, and are payable 
at a stated time, usually ten. twenty, or thirty years, after the 
date of issue. In some municipalities the cost of extensions is 
paid from assessments upon abuttmg property. 

Minor items of construction, as yearly expenditures for new 
service connections or meters, are often, although charged to 
the Construction account, paid for from the surplus annual 
revenues. 

Extensions of existing works wliich have as their object the 
improvement of tlie efficiency of the system are often made with- 
out regard to any financial benefit which would be directly derived 
therefrom. Sucli is not usually the case, however, when mains 
are extended in new streets, in streets not previously supphed 
with water, or in private ways. Mains are not generally laid 
in public streets unless the revenue to be received from the sale 
of water will yield a fair return upon the investment. Whea 
the revenue based on the estabhshed schedule of rates is insuffi 
cient for this purpose, and the indications are that sufficient 
revenue may be received in the near future, extensions are occa- 
sionally made, provided the water-takers served by the particular 
extension agree to pay. as special water rates, a sum equivalent 
to the fair return for a stated period of time. These special 
rates are fixed to produce an income of from 4 to 7 per cent 
annually on the cost of the work. Where extensions are made 
in private ways, the entire cost of the work is usually borne by 
the parties benefited, although provision may be made that the 
cost be refunded at such time as the ways become pubUc. 

The cost of service connections outside street limits b borne 
by the consumers. The cost of connections within street limits 
is in some cities and towns assumed by the department; in others 
a stated simi varying with the size of connection is charged. As 
a general rule, service connections are not laid unless the revenue 
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to be demvd tfaercfnxn is at kast equal to the established annual 
rate for a smgle tanoet. 

Water-meters sfaottU be owned and controlled by the water 
departn»ent, and not by the mdi\-idiial consomers. The cost ol 
metets b oltiinatdy borne by the coosumers in either event, 
and meters may be removed for testing or repairs, or replaced, 
with kss fnctioo between the department and the consumers in 
the tormer instame than would be the case id the latter. 

.\I1 expeoditiires incuired for the maintenance and operatioa 
of a s>-5tan of water-works are charged to the Maintenance account. 
The items of espeoditure included in this account are the salaries 
(rf administrati\'e and executive officials, office expienses, wages 
ot permanent employfe, pumping expenses, purification expenses, 
care and repair of the system; in brief, all expenditures incurred 
in maintaining the sj-stem in good condition and for its opera- 
tioQ. The annual interest charges on ootstanding bonds or 
notes are also paid from the Maintenance account. In addi- 
tion, pa>Tnents to a sinking-fund which shall be sufficient to pay 
the outstandii^ indebtedness when it becomes due are made 
from this account, where the works are owned by the miinicipality. 
Where works are owned by pri\'ate companies, similar annual pay- 
ments may be made to a depredation fund, as a provision for 
the replacement of portions of the sj^stem when this becomes 
necessary. In this latter instance a reasonable profit in addi- 
tion to the foregoing cliarges is to be desired. 

The funds required to provide for the varied expenditures for 
maintenance and operation are derived from the receipts frxKn 
the sale of water, minor receipts for repairs and the sale of mate- 
rial, and from the general tax levy. These receipts constitute 
the Income account. The principal sources ot revenue are the 
water rates and the appropriation from the tax Ie\';', and 
the proportion of the aimual income derived from the former, 
as compared with that derived from the latter, is subject to 
variation wittiin wide Umits in different communities. 

Primarily the water rates represent the \'alue of the water 
iirtiiallv or presumably used by the individual consumers, and 
Ihi' appropriation in a measure represents the value of the fire 
nmtrrtion and other indirect benefits afforded by the works. 
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Tic several departments of a municipality should be considered 
upon the same basis as private persons, and the water depart- 
ment should receive funds in the form of cash payments or credits 
for all water suppbed for municipal purposes. This includes 
water used in public buildings, fountams, for sewer flushing, 
street sprinkling and cleaning. 

Water rates are divided into two general classes: schedule, 
fixed, or assessed rates, and meter rates. The former are based, 
not upon the amount of water actually used, as are the latter, 
but upon the amount presumably used, the convenience or luxury 
derived from the practically unlimited use of the supply, the 
opportunity afiorded (or the waste of water, or a combination 
of these items. The methods by which the amount of the annual 
rate is ascertained in a given instance differ widely in practice. 
In general, schedule rates are based upon one or more of the fol- 
lowing items: size of lot. street frontage, assessed value of build- 
ing supplied, number of persons supplied, number of rooms, 
number and kind of fixtures, and annual rental value of premises. 
In the majority of works the rate annually assessed upon a build- 
ing or apartment occupied by a single family is limited by a so- 
called maximum rate, which is usually from fifteen to twenty- 
five dollars. 

Rates (or metered water are either uniform, i.e.. one price per 
unit of quantity regardless o( the amount consumed, or vary 
with the quantity furnished. In this latter case a certain price 
per unit quantity is charged for the supply up to a definite 
amount, and reduced rates are charged for excess quantities. 
The following is an example of a graduated schedule o( this 
kind: 
For quantities not exceeding 3000 cubic feet per quarter, 

per 100 cubic (eet So . 20 

Excess above 3000 up to 10,000 cubic (eet per quarter, 

per too cubic feet 0.15 

Ixcess above 10,000 up to 50,000 cubic feet per quarter, 

per 100 cubic (eet o. 10 

^Excess above 50,000 cubic feet per quarter, per 100 cubic 

feet o . 075 

A graduated scale which offers any inducement for con- 
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sumers to waste water should never be established. A schedu] 

of this character would read somewhat as follows: 

For quantities not exceeding 3000 cubic feet per quarter, 

per 100 cubic feet So. 20 

For quantities not exceeding 10,000 cubic feet per quarter, 

per 100 cubic feet o. 15 

For quantities not exceeding 50,000 cubic feet per quarter, 

per 100 cubic feet o. 10 

For quantities exceeding 50,000 cubic feet per quarter, per 

100 cubic feet 0.07 

Under a schedule of this form a consumer would, in case 
when the consumption approached one of the limits given, b 
inclined to waste water in excess of that limit in order to reahz< 
the benefit of the lower rate. 

Whenever water is sold by measure, a definite sum is fixe( 
as the minimum annual rate regardless of the actual registra 
tion of the meter. The minimum rates established in differen 
works range from about five to fifteen dollars per year. Tw( 
principal reasons for the establishment of a minimum rate an 
advanced. The first, which maybe termed the financial reason 
is that a certain amount of money is required each year to meei 
tlie fixtMi charges of maintenance and operation, including inter 
est charges and sinking-fund requirements. The interest or 
outstanding bonds, sinking-fund payments, the salaries of per- 
manent officials and employ^, and the cost of repairs are affected 
but shghtly, if at all, by variations in the total amount of watei 
annually furnished. By the collection of minimum rates, funds 
applicable to the partial pajTnent of these fixed charges are 
assured. The second reason is that as a sanitary measure exces- 
sive economy in the use of water should not be encouraged, and 
under the minimum rates in use an ample supply for an average 
family, if waste be restricted, may be obtained for all domestic 
purposes. Established rates for water supplied by meter measure- 
ment to domestic consumers range from twenty to thirty cents 
per thousand gallons, or about fifteen to twenty-five cents per 
one hundred cubic feet. 

In an ideal system the annual revenue from rates and the 
appropriation should equal the annual expenditures plus the 
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mtribution to the sinking- or depreciation-fund and the inter- 
the outstanding bonds or notes; the cost of the ser\'ice 
lould be equitably divided between the consumers and the 
payers, and the rate^ should be equitably apportioned among 
Ihe individual consumers. This result can, however, be only 
ipproximately realized under the most favorable conditions, 
'sually the annual receipts from the sale of water show an in- 
:rease year by year, and the surplus revenue is used to make larger 
intributions to the sinking- or depreciation-fund. Or the amount 
ti the hydrant rental or contribution from the general tax levy is 
iminished. 
In addition to the direct benefits which the water-takers 
3 community receive from a S5;stem of water-works, the instal- 
ition of works of this kind results in more or less indirect bene- 
fit to both consumers and taxpayers, In consequence of the 
:istence of water-pipes in the public streets, real estate abut- 
ting on these streets is increased in value, the rental value of tene- 
lents and apartments supplied with water is likewise enlianced, 
and a saving in fire-insurance premiums is effected. The capacity 
of a system of water-works is increased, often to considerable 
extent, to provide for the large rates of flow necessary for efficient 
fire protection, and also as a provision for future demands, above 
the ordinary requirements of a community for domestic and 
manufacturing purposes. A certain proportion of the annual 
;penditures may, therefore, be equitably assessed upon taxable 
-operty. According to various authorities, the provisions for 
fire protection increase the cost of a system of works about one- 
third. The expenditures for maintenance and operation arc 
likewise somewhat increased, hence it is assumed that 50 per 
cent of these expenditures, including interest and sinking-fund 
charges, may be taken as an approximate measure of the value 
of the fire protection and other indirect benefits afforded by the 
works, and may be properly raised by general taxation. Ttie 
laining 50 per cent of the annual expenses may then be appor- 
ioned among the individual consiimers. The equitable division 
of tliis portion of the expenditures is l)est accomplished by the 
of meters. 
The method for the apportionment of the cost 0! maintain- 
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ing and operating a system of water-works outlined above is 
rarely followed in practice at present, particularly in the est^ 
Ushment of a schedule of water rates for new works. It is, how- 
ever, of \-alue in the adjustment of existing schedules. Rats 
established in accordance with the method outlined are based 
both upon the cost and the value of the service, and these Iw) 
factors constitute the only proper and reasonable basis for such 
establishment. Since the cost of service is affected principalis 
by the local conditions which obtain in a given case, and thcinU;- 
est charges and sinking- or depreciation-fund requirements de- 
pend upon the cost of construction, the cost of service may 
widely different in any two communities. This difference 
particularly marked if comparisons are made between woi 
respectively supplied by gravity and by pumping. Rates esta 
lished by the method indicated would, when based upon the ci 
of maintaining and operating a new system with a comparativi 
small number of consumers, be excessive and the increase 
new business, in consequence, limited. Furthermore, the au 
age consumer pays little or no attention to the cost of delivi 
ing water upon his premises, but bases his criticisms with 
to the reasonableness of rates upon comparisons made wi 
scliedules which obtain in adjacent cities or towns. It is tl 
usual custom, therefore, when a supply of water is introdua 
in a city or town, to base the schedule of rates in large measu 
upon the schedules in use in works in close proximity to t 
case at hand. The yearly deficit is then made up by appr 
priations from the general tax levy, and during the first yea 
of operation the payments to the sinking-fund are small. T 
appropriation from the general funds of a municipality for wat« 
works purposes is usually made in the fomi of hydrant rent; 
i.e., a specified sum is paid for each pubhc hydrant connecti 
with the works. 

Since funds are necessary at all seasons of the year for U 
payment of bills incurred by the department, it is customai 
to collect the whole or a portion of the water rates in advanC 
Bills for water furnished at schedule rates are usually rend< 
annually or semi-annually, and are payable in advance. Whej 
water is furnished at such rates, the total annual revenue to 
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:eived for a given year may be quite closely computed, and 
this fact constitutes the chief advantage of this method of assess- 
lent. On the contrary, the revenue to be derived from the 

le of water by meter measurement is often very uncertain. 
nimum rates may be collected in advance, but the total 

■eipts can only be approximately ascertained until the close 
if the fiscal year. Meter bilU are usually rendered quarterly 
V semi-annually to domestic consumers, and monthly or quarterly 
to manufacturers or other large consumers. 

Water furnished for manufacturing purposes is usually metered, 
and the rates at which it is sold, when the domestic consumption 
is not metered, are, in general, arbitrarily fixed. With a view to 
the encouragement of manufacturing enterprises the meter rates, 
particularly when on a graduated scale, are often made purposely 
low. In such instances a change from the schedule to the meter 
system of furnishing water to domestic consumers results in a 
decrease in tlie annual revenue unless the schedule is revised. 
Owing to this fact, due consideration should be given to the cost 
of delivering water, when manufacturing rates are established, 
in order that radical changes in the schedule may be avoided when 
the domestic consumption is also metered. 

The proposition is often advanced that when water is fur- 
nished by measurement all consumers should be treated ahke 
and on an equal basis, regardless of the quantities consumed. 
i.e., the water should be furnished at a uniform rate per unit 
quantity. .\n adherence to a uniform meter rate would in many 
cases cause large consumers to obtain water from sources other 
than the public supply, to the financial disadvantage of the 
department. Sucli conditions may also obtain that the quantities 
used by a few consumers constitute a considerable proportion 
jjof the total consumption, and therefore a material reduction in 
'the unit cost of delivering water results. Under a uniform 
schedule the small consumers would then receive the benefit of 
the reduced cost. In general, the adoption of a graduated scale 
is consistent with good business policy, and such schedules, 
if g(X)d judgment is exercised in their establishment, do not 
favor large consumers at the expense of the small or domestic 
^consumers. 
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^Kby a uniform minimum rate charge unless that charge be txces- 
^^Bve. As a means of providing revenue suHicient to meet the 
^Bxed charges the graduated minimum rate method used by 
^^Hr. Freeman C. Coffin, C,E., is of value. The minimum rates 
^Hltablished by this method, and the quantity of water furnished 
^Hd a consumer under these rates, vary with the kind of fixtures 
^Blppiied from the metered service connection. The minimum 
^Hleter rates established at Merrimac. Mass., afford an illustra- 
^Kon of the use of a graduated minimum scale. In these works 
^H minimum charge of six dollars per year is made where ordinary 
^Bucets only are supplied, eleven dollars per year for faucets and 
^Hpater-closets, fifteen dollars per year for faucets, water-closets, 
^Bod bath-tubs, and twenty dollars per year for the above fix- 
^Blires with hose, etc. This latter charge is the highest minimum 
^Bliarge made for water supplied to a single family. The minimum 
^Kiarges are payable quarterly in advance, and excess bills based 
Bbpon the r^ular schedule are rendered at the end of each quarter. 
f Provision for the cost of maintaining meters is made in some 
■works by the collection of meter rentals. An ordinary service- 
meter set in place costs from ten to sixteen dollars. The expense 
of maintaining these small meters is about as follows: 

Interest on first cost at 4% per annum $o,4olot384 

Contribution to sinking- or depreciation -fund, i% of coat. . o 40 to 0.84 

[Dual maintenance: reading. Inspection, testing, repairs, 
and clerical work. . . 1 .00 i 00 

Total annual maintenance Si .80 to S2.6S 
At tfie expiration of twenty years the sinking-fund will be 
ficient to pay the original cost of the meter or to replace it, 
and the life of an average meter is usually assumed to be equal 
to that period. Since this life is, in general, dependent upon 
the character and amount of water passed through the meter, 

K]e duration of service of a meter may be more or less than 
irenty years. Within this limit the items of maintenance affected 
y the amount of water consumed through a metered ser\-ice are 
those of repair and testing only, and since these are a small pro- 
portion of the total annual expense, the cost of maintaining 
leters may be equitably divided equally among the individual 
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consumers without r^ard to the amount of water furnished. 
The sum of two dollars per meter is, therefore, usually charged 
for the annual rental of an ordinary service-meter. This sum is 
ncreased with the increase in size of the meter in prop>ortion to 
the additional interest, sinking-fund, and repiair charges. A 
further charge is at times included in the rental of large meters 
to provide for the amount of water which may pass these meters 
without r^istration. This charge corresponds to the value of 
the possible unrecorded flow at the established rates. 

The following charges may then be, and are usually, made 
when water is furnished through metered service connections: 

First, an annual rental depending upon the size of meter 
which will meet the expense of its maintenance, and also pro- 
vide for the under-r^istration of large meters at small rates 
of flow. 

Second, a minimum annual rate which shall provide in a 
measure for the fixed charges for the maintenance and ojjeration 
of the works, and which shall prevent undue economy in the 
use of water for domestic purposes. 

Third, a graduated scale of rates for metered water. 
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Rules and regulations governing the use of water are usually 
prescribed by the water commissioners where the works are 
owned by a municipality, and by the company when these are 
private enterprises. Such rules and regulations as are estab- 
lished, or are in use, should be exphcit and should be impar- 
tially enforced. A limited number of rules which are avail- 
able in printed form, and are strictly enforced, are of more value 
in the management of water-works than a large number of regu- 
lations inscribed in records and forgotten or rarely observed by 
the parties concerned. 

The following directions and reservations are commonly 
included in the rules established by various works. 

An application for a supply of water is required to be made 
upon a prepared form and signed by the owner of the property 
supphed or his agent. 

In some works the material and labor required for making 
a service connection is furnished, and the connection made by the 
department from the street main to the stop- and waste-cock in 
the cellar of the applicant's building. In other works the pipe is 
furnished and laid with the necessary appurtenances by the de- 
partment to the street line only, all work lieyond the street line 
being performed by plumbers. Or the entire work is performed 
by licensed plumbers, although in some cases the street main is 
tapped by employ<Ss of the department. Where any portion of 
the work of making a service connection is performed by plumbers, 
permits are issued by the department covering each connection 
made, returns upon prepared forms of the service and fixtures 
connected therewith are required, and the work is inspected by 
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employfe of the department before it is concealed. The s\a 
ol pipe, and the material ol the pipe and fittings to be used, are 
usually specified by the department. 

The method of making service connections, and the charges 
to be bome by the applicant therefor, should be clearlv stated 
in the rules and regulations. 

Ulicn the entire service connection from the street main 
the building supphed is laid by tlie department, plnmbeis or 
other unauthorized persons are not allowed to disturb in any 
manner the pipe or fittings placed bj' the department. 

Notice of alterations in, or additions to, the fi,\tures origi- 
nally supplied is required Irom the water-laker or the plumber 
doing the work. In some works no notice is required where 
alterations made consist merely in the replacement of a fixtiire 
by another of the same class. 

Unnecessary waste of water is prohibited, and water-takeis 
are required to maintain the interior piping and fixtures con- 
nected thereto in good condition and repair. 

Consumers are not allowed to furnish water to persons not 
entitled to its use. nor to conceal the purposes for which water 
is used- 

VVhere service connections are not metered, the use of hose 
for sprinkling street or lawns or for irrigating gardens is usually 
restricted. Regulations restricting the use of hose are more readily 
enforced if the hour or hours ol the day dunng which such use 
is permissible are stated explicitly. 

When meters are owned by the department and are located 
in buildings, consumers are usually held responsible for damage 
to the meter due to their negligence or to freezing. Consumers 
are also required to protect pipes and fixtures on their premises 
from freezing. 

The times at which bills are rendered and are due are stated 
and when several tenants are supphed through a single ser\'ice- 
pipe the property-ovMier is held responsible ior the water rates. 

Wlien water is furnished at schedule rates. dLscounts or abate- 
ments are usually allowed. pro\-ided that notice w given when 
premises are vacant in order tfiat the water may be shut of! i( the 
department so desires, and that fixtures not in use may be sealed. 
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Officials or employ^ of the works are allowed to enter the 
premises of water-takers at all reasonable times to inspect the 
service, and to test, repair, or replace meters. 

The supply of water may be interrupted in case it becomes 
necessary to shut of! a main for repairs or other purposes. Pre- 
vious notice of such interruption is usually given whenever pos- 
sible. 

The water is usually shut off from the premises of any taker 
who fails to comply with the rules and regulations or neglects 
to pay water rates after having been notified to do so. In these 
instances a charge is usually made for letting on the water after 
the cause for complamt has been removed. 

The department usually reserves the right to place a meter 
upon a service and to charge for water supplied at meter rates. 

When connections are desired for purposes ot fire protection, 
detailed plans ot the location of all pipes, valves, hydrants, etc., 
are required. All outlets from connections of this nature are 
sealed, the seals to remain unbroken except in case of fire or when 
water is used for tests, unless the connection is metered or pro- 
vided with other devices for indicating a flow of water through 
the pipes. Connections between the fire-pipes and those in ordi- 
nary use are not allowed. 



CHAPTER XIV. 

ANNUAL REPORTS. 

The water commissioners of a city or town which is provided 
with a public water-works system annually present to the munin- 
pality a report regarding the system under their direction and con- 
trol, m accordance willi the provisions ol legislative acts, municipal 
ordinances, or as a result ol estabhshed custom. These annual 
reports should iumish information concerning the condition ot 
the works, financial and otherwise, the amount and nature o( 
tlic work pcrlormed during the penod covered by tht report, 
recommendations with regard to any action that the municipality 
should take, and lacts which will enable the commanity to deal 
intelligently with the recommendations made. 

A brief statement of the financial condition of the works is 
usually presented in the reports. This statement should show 
the cost ot the works, the amount ol the outstanding bonds or 
notes, the amount of the sinking-fund, and the net debt at the 
dale ttie report is made. The work performed ior purposes of 
construction should be briefly described, and if any portion ot 
tlus work has tx?en done by contract, information with regard 
to the nature of the work, the name ot the firm or individual 
to whom the contract was awarded, the amount of the contract, 
and the progress made, is usually given. When competitive 
bids are received a summary ot the bids may be included. 

Statements with regard to the extensions of mam pipes and 
services, and the additional hydrants, valves, meters, etc., placed 
during the year, may be made in tabular form, similar to the 
forms followed in the construction records. Alterations in or 
renewals ol any parts of the existing works should be treated 
in similar maimer. The tabulations may be supplemented by 
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such explanatory matter as it may appear necessary or advisable 
to append thereto. Data with regard to the total amount of 
pipe of the several diameters, the total number of valves, hydrants, 
service connections, and meters of the several patterns and sizes 
in use, are to be desired. 

Tlie recorded results of such observations as are made of the 
precipitation on the catchment area, the yield of this area, or the 
flow of streams, and the meteorological observations, should be 
presented in more or less detail. Data with regard to the con- 
sumption of water and the operation of pumping or puriEcation 
plants should also be given. 

The annual financial statements should be made with a view 
to the preservation of data of value or interest to the department 
and the community rather than to the gratification of the curi- 
osity of a few inquisitive individuals. The sums received from 
various general sources and the expenditures for construction, 
maintenance, and operation should be stated in concise form. 
Financial statements covering pages of detail regarding the 
amounts paid various persons or corporations for labor, mate- 
rials, etc., are of httle value as compared with summarized state- 
ments of total expenditures for pumping, purification, repairs, 
maintenance of meters, hydrants, etc. Summarized statements of 
the cost of maintaining and operating water-works make the 
reports of value, not only to the municipality served by the 
works in question, but to the water departments of other cities 
and towns. 

Water-works officials may derive much of benefit at times 
irom the reports of other works, particularly if data upon different 
subjects can be compared upon a uniform basis. .Means for such 
comparison are afforded by the use of established forms, and 
the form for statistics adopted by the New England Water-works 
Association is now used by a number of public water departments. 
This form is given on the followmg pages. 
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SUMMARY OF STATISTICS 

For the Year Ending 

In form recommended by the New England Water-works AssociatiofL 



.Water-works. 



(aty or Town.) (County.) (State.) 



GENERAL STATISTICS. 

Population by Census of 19 

Date of construction, 

By whom owned, 

Source of supply. 

Mode of supply (whether gravity or pumping) , 



PUMPING STATISTICS. 



I. Builders of Pumping Machinery, 

a. Kind 



2. Description of 
fuel used, 



b. Brand of coal, 

c. Average price of coal per gross ton. delivered, $ . . . . 

d. Percentage of ash, 

. e. Wood, price per cord, $ 

3. 0)al consumed for the year, lbs. 

4. [Pounds of wood consumed]-}-3 =equivalent amotmt of coal, \^ 

4a. Amount of other fuel used, 

5. Total equivalent coal consumed for the year= (3) +(4), 15s 

{with 1 
without J allowance 
for slip. 

7. Average static head against which pumps work, feet. 

8. Average dynamic head against which pumps work f^^^ 

9. Number of gallons pumped per pound of cquiva'ent coal (5), 

-^ gallons pumped (6) X 8. ^4 (lbs.) X 100 X dynamic head(8) 

10. Duty = — r-- — ; , ■ . — = s= 

lotal fuel consumed (5) 

Cost of pumping, figured on piimptng-siation expenses, viz., $ 

1 1 Per million gallons pumped. $ 

12. Per million gallons raised one foot (dynamic) , $ 
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FINANCIAL STATISTICS. 



Receipts. 

Balance brought forward: 

(a) From ordinary (mainte- 

nance) receipts, $ 

(b) From extraordinary re- 
ceipts (bonds etc.), 



Total, $ 

From Water Rates. 

A. Fixture rates, $. . . . 

B. Meter rates, $. . . . 

C. Total from consumers, $. 

D. For hydrants, $ 

E. For foimtains, .... 

F. For street water- 

ing, 

G. For pub. b'ld'ngs 

H. For miscel. uses, 

I. Gen'l approp'n, 

J. Total from munic. depts.,. 
K. From tax levy, 

L. From bond issue, 
M. From other sources: 



, $ 



N. Total, 



Expenditures. 

Water-works Maintenance: 
AA. Operation (man- 
agement and 
repairs), 
BB. Special: 



CC. Total maintenance, 
DD. Interest on bonds, 

(CC+DD), 

EE. Payment of bonds, 
FF. Sinking-fund, 

Water-uforks ConstrucHon: 

CjG Extension of 

mains, 
HH. Extension of 

services, 
II. Extension of 

meters, 
J J. Special: 



• • • 



KK. Total construction, 
LL. Unclassified expenses: 



MM. Balance: 
(aa) Ordinary, $, 

(66) Extraordinary, 
Total balance, 

N. Total, 



Disposition of balance 

O. Net cost of works to date $. 

P. Bonded debt at date, $. 

Q. Value of sinking-fund at date, . . $. 

R. Average rate of interest per cent. 
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STATISTICS OF CONSUMPTION OF WATER. 

1. Estimated total population at date, 

2 . Estimated population on lines ot pipe, 

3. Estimated population supplied, 

4. Total consumption for the year, gallons. 

5. Passed through meters, gallons. 

6. Percentage ot consumption metered, 

7. Average daily consumption gallons. 

8. Gallons per day to each inhabitant, 

9. Gallons per day to each consumer, 

10. Gallons per day to each tap, 

11. Cost ot supplying water, per million gallons, figured on total main- 

tenance (item CC) , $ 

12. Total cost of supplying water, per million gallons, figured on total 
maintenance + interest on bonds, $ - 



STATISTICS RELATING TO DISTRIBUTION SYSTEM. 



Mains. 

1 . Kind of pipe, 

2. Sizes, trom inch to . . . .inch. 

3. Extended teet during year. 

4. Discontinued. . .feet during year. 
5 Total now m use, miles. 

6. Cost of repairs per mile, $ 

7. Number of leaks per mile, 

8. Length of pipes less than 4 

Inches dlam miles. 

9 Number ot hydrants added dur- 
mg year (public and private), 

0. Number ot hydrants (public and 

private) now in use, 

1. Number of stop-gates added 

during year 

2. Number ot stop-gates now in use, 



3. Number of stop gates smaller 

than 4-lnch, 

4. Number of blow-offs, 

c Range of pressure on mains 
lbs. 

10 ^^* 



Services. 

16. Kind of pipe, 

1 7 . Sizes 

18. Extended feet. 

1 9. Discontmued f^^ 

20. Total now in use miles 

21. Number of service-taps added 

during year 

22. Number now in use, 

23. Average length of sei-vice. . .feet. 

24. Average cost of service for the 

year, S 



25. Number of meters added 

26. Number pow in use, 



2y. Percentage of services metered 



28. Percentage of receipts from me- 

tered water (B-f-C),. 

29. Number of motors and elevators 

added, 

30. Number now in use 
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PART Til. 

\NCHISE. WATER RATES. DEPRECIATION. 

Isolated families obtain a wholesome water-supply in sufB- 

!nt quantity for individual use by exercising ordinary caution 

prevent contamination, and with a sufficient expenditure of 

loney they may even possess the convenience of water under 

;sure in their houses and drainage facilities for removing 

ite to a safe distance from the premises. However, these 

iveniences for family use are rather e.\pensi\-e, and unless the 

per skill is bestowed upon their design and construction and 

■ration they may prove a source of considerable annovance 

id inconvenience, to say nothing of a menace to health. 

Small communities depend upon individual exertion with 

a considerable degree of safety and satisfaction, because, as a 

rule, the buildings are so generally isolated t!iat co-operation in 

matters of water-supply and drainage is rather more than less 

expensive than individual effort. 

Communities in which tiie population is sufRciently dense 
to render the hazard from fire collective and tlie preser\'ation 
of the purity of the individual water-supply interdependent, and 
in wluch the rights and interests are clearly interwoven, find 
economy and security in co-operation. The larger the community 
the more imperative becomes the necessity for united action 
ipality. A commimity desiring the advantages whicb 
ted action lor the common good bestows often undertakes 
le development and distribution of a public water-supply as 
a purely municipal enterprise, and with the undertaking accepts 
all the attending responsibilities. These responsibilities increase 
in the direct proportion in which the increasing density of the pop- 
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ulation of the community itself and of the adjoiaing ni 
hood multiplies the dangers of water-supply pollution, 
call for a corresponding increase of vigilance on the 
those in authority. But in the interest oi the publii 
municipalities liave the right to delegate these obligatioBs 
others, and for various reasons, in the exercise of these i^ 
in the past, the municipality has granted a franchise to 
individual or pubUc-service corporation, usually for 
fied period of years, to construct and operate water-workt 
authority to collect compensation from the water-consumeis 
rates not exceeding those of a specified schedule. Usually ( 
ordinance granting the franchise also embraces a contract i 
furnishing pubhc fire protection and for a restricted use of t 
water for other public purposes at a specified rate of compc 
sation. Thus the water service becomes largely a commo^ 
embracing not only a tangible necessity of lite but also 
ticular form of service ministering to the comforts and 
nience of the community. 

The inviting prospects of gain in the production and sale 
this commodity readily attracted private capital, and httle di 
culty was experienced in the past in either granting or dt^MI 
of a water-works franchise to parties who were in a positjdl 
get the funds required for construction. The essential ^ Ifm 
which gave stability to the enterprise in the eyes of the invol 
was the (act that the franchise carried with it a contract bu 
ing the city to pay semiannually, usually during the life of 1 
franchise, a specified amount for each and every hydrant 
stalled for fire protection. This hydrant rent, being a fixed incoc 
was readily set apart and pledged as interest for money UJ 
in the construction of the water-works and was secured by mo 
gage on the plant and franchise. The plan of tlie promoters vi 
frequently to make the money thus available meet the 
the original construction. Sometimes it was more, soi 
less, than was necessary for this purpose. 

The operating company was usually stocked for a a 
able amount, but the stock in many cases represented 
tively little or no original cash investment. TTius 
possessed altogether a speculative value, depending 
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trader of management, the quality of the water ser\ice, and 
! degree of prosperity and growth of the community served 

J the pubhc-service corporation. In the more prosperous cities 

■rapidly increasing business may have brought value to the 
; and accordingly may have resulted in profit to the pro- 
Irters. In the smaller cities and towns of comparatively slow 
wth this plan of operation was not so successful, for the 

iDsmess, often increasing slowly, could scarcely support the 
interest on the cost of the original construction and meet the 
ordinary expenses of operation and repairs. Accordingly, the 
stock poss^sed little or no initial value, but frequently came to 
represent an actual c;ish investment in proportion to the amount 
of money expended in the support and maintenance of the prop- 
erty during the period of insufficient income for these purposes. 
Sometimes these conditions were aggravated in a large measure 
by an inferior quality of the water or of the service furnished. 

Reorganization of the pubUc-service corporation was not 
uncommon during the life of the franchise, and usually some 
improvements and extensions followed in the wake of the reor- 
ganization. Finally, in the larger or more prosperous commu- 
nities, the service became entitled to and received profitable 
patronage. But, as a rule, in the smaller communities, con- 
siderable portions of the franchise lite usually elapsed before 
water-works property became wholly self-supporting. Consider- 
able time, effort, and expense were generally required to build 
up a profitable patronage, and so soon as this patronage drew 
upon the plant for water service to the Umit of its capacity it 
became necessary to enlarge, extend, and improve in order to 
maintain the service and to accommodate new business. 

But important and expensive improvements are subject to 
much delay and postponement when the necessity for these 
becomes apparent during the later years of a limited francliise, 
for the reason that an investment wliich provides for future as 
well as for present requirements is often of doubtlul expediency 
in \'iew of the uncertainty arising in connection with a renewal 
of a franchise at the expiration of the original franchise. This 
uncertainty and the natural wariness of capital to seek invest- 

lent under such circumstances financially cripples some public- 
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service corporation and serves to delay improvements e^-en thon^ 
a failure to make them promptly results in a deterioration 
service to a greater or less degree. Public -service corporal 
which have pursued a policy of anticipating requirements 
making unprovements, regardless of franchise bmitations 
time, appear to have suffered no serious impairment of tiwr 
investment as the result of the venture, but rather to have for- 
tified their position to ask for an extension of their franchise 
pri^-ileges. Nevertiieless there appears some good basis for tbe 
claim frequently made that the indirect effect of a limited ban- 
chise for water-works is to create conditions which serve to deteri- 
orate the water service and in a measure the physical propertj 
during the later years of its time limitation. A remedv for this 
alleged defect has been offered in the fomi of an indefinite or un- 
hmited franchise wholly independent of any contract, pro\-iding (or 1 
the fixing of the charges for water in some non-partisan manner ' 
and subject to termination through purchase by the municipality 
at a price for the physical property fixed by mutual agreement, 
arbitration, or condemnation proceedings, and exacting a suit* J 
able penalty for failure on the part of the public -ser\'ice corpow 
tion to render good service and to furnish wholesome water 
sufficient quantity — the central idea being to secure, on the 
hand, acknowledgment on the part of the raunicipalitv of I 
existence of vested rights until the franchise shall have expil 
through the purchase of the property by the city in the mant 
previously suggested, and, on the other hand, a binding oblii 
tion upon the pubhc-service corporation to provide wholesoi 
water and good service. 

The suggestion has also been oflered that in order to attn 
private capital it may be necessary to show a certain dea 
of hberahty in the application of the purchasing power of I 
municipality by limitmg the application of this power to li' 
year intervals for a penod of the first ten to fifteen years *i\ 
franchise and thereafter limiting it only to the interval of a y« 
for the reason that as a rule the first period of ten or fiftfl 
years is the most trying and uncertain period for the pu] 
water-service corporation. 

There seems to be considerable justice at times in the 
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hich is made with regard to the effect of the hmited franchise in 
Jstponing improvements to the property of the public water- 
vice corporation, and there is undoubtedly some merit in the 
iggestion of a few years' delay in the exercise of the option to 
irchase in order to allow proper time and compensation for the 
kpense usually required to establish a water-works property on 
I paying basis and to recover the equivalent of the depreciation 
[ the property resulting from progressive deterioration, and pos- 
ibly also from the decrease in the market value of tlie materials 
construction. Deterioration of the physical property is 
mavoidable and should be represented by a correspronding 
fliarge against the earnings of the property and by setting apart 
some manner a portion of the income of the business as 
Tipensation for tlie loss. 
But prov-ision in the income for depreciation resulting from 
L fall in the market prices of the materials may be altogether 
EbSset by enhancement of value at some other period of the life 
tot the franchise resulting from a rise in market prices above 
prevailing at the time of construction. This situation 
ight \'ery readily be met by making legitimate cost the basis 
|bf valuation for purchase or for rating that portion of the in- 
come required to take care of the actual investment in physical 
property were it not for the fact that the principle of the use 
of the market prices of material prevailing at the time of pur- 
chase seems to be regarded in many quarters as a fixed prin- 
ciple in the valuation of tangible or physical property. Assuming 
tliis principle to be correct for the purchaser, then the option to 
purchase at one-year intervals could be readily exercised in a 
year of low prevaihng prices, but not so readily exercised in the 
same manner under an option to purchase at five-year intervals, 
but as the five-year option is intended to apply only for two 
or three terms while the business is bemg established, the sug- 
sstion is made that in all probability tlie period of years so 
»vered is one during wtiich a city would be tlie least likely to 
ucercise the option of purchase or desire to do so, and that the 
practical effect of an indefinite franchise in the matter of option 
5 purchase would be to exercise that option during the period of 
me-year intervals. Were this assumption correct it would follow 
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Oat Iht iDvotmait sbxxU be protected tn- s 

ported by the water rents against deprecutkn of tbsl 

bot it b open to tbe ot^cctiaa that a large (fiscrepancy 

the prk:c5 (A material at tbe tirae of c on strue taon <d a 

property and at the time of porcbase ts more 

real, for tbe reasoa (hat ia tbe Dnlmar>- omrae of cvoits 

tbe original constniction or the purchase 04 a water- 

crty is undertaken at a season of general pro^ierit^- 

prices of material are 6nn and in all pnihabilttA- 

tfaan bdow the genera] average of the maiicet prices. 

The situation is jnst this: the owtkt or seller of a vr^v 
works property bases his estimate of the value of Iiis pji'. 
property at cost, and the purchaser of that propertv fcase^ 
estimate ol value on the cost of duphcating tbe physical pro 
erty at the time of purchase less depreciation; therefore it ft 
lows that the income from the sale of the commodity for whit 
the plant was constructed most return the owner not only tl 
interest up to the time of purchase, but also a sinking-fund covt 
ing the loss through depreciation of all kinds if his tnvestme^ 
fiocure. In the event of a failure of the income alter dedi^H 
the necessary expenses of operation, repairs and interest to ifl 
fluflicient amount to provide the stated sinking-fund, the o3 
naturally feeb that the value of the physical property coni[ 
on the basts of cost of reproduction less depreciation shoul^ 
increased at least by an amount which would equitably comf 
sate him for his losses during the preceding years, or that- 
ownership be undisturbed until losses thus incurred liave h 
returned to liim with interest through the earnings of subs^i 
years. 

On the other hand a purchaser is quite Ukely to regard ft 
losses as an incident of a somewhat speculative venture under 
contract which not only fixes the rates which can be charged b 
water-service, but also allows the purchaser the option to pnrcha; 
at stated intervals, and accordingly the purchaser is inclined 1 
ignore any obligation to make good losses ol the characti 
described. 

The conditions and circumstances which develop ttiese radical! 
different views have also developed quite as radical views 
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^ard to the interpretation of tliat portion of the franchise 
Ordinance which relates to the valuation of a water-works prop- 
rty at the time of purchase — the owner maintaining that the busi- 
sss which he has accumulated and the unexpired portion of liis 
^anchise, as well as the physical property, are equally elements 
value and shoiJd all be valued; the purchaser maintaining that 
[he franchise is simply a grrmt which renders the physical prop- 
erty wortli the cost of reproduction at the market price of the 
materials of which it is composed, less depreciation, and therefore 
tossesses an inherent value only, or one which admits of no iden- 
tity or valuation independent of the physical property. 

It is a fact, however, that the owner of a water-works property 
5 subjected to more or less pecuniary loss while he is accumulat- 
; a patronage and at the same time meeting regularly the fixed 
Jiarges which are necessary to properly operate, support, and 
' maintain his investment, and therefore may be entitled to a 
consideration of these losses in the valuation of his property, for 
the reason that the purchaser in taking possession of an estab- 
lished patronage as well as a physical property becomes possessor 
of a going concern with an established income and is thereby the 
gainer. 

The purchaser, however, while he may concede tlie equity of 
considering a going value in connection with value of physical 
_ property, in so far as going value relates to the expense of accumu- 
■'lating a patronage that is sufficient to operate the physical prop- 
^Lcrty and support and maintain the actual investment therein, may 
Boot so readily, concede the equity of considering going value as 
Hit relates to the establishing of a patronage and earnings in excess 
Bof those required for tlie above-stated purposes or those apphed 
to the support of a fictitious investment, particularly if the pur- 
chaser is the grantor of the franchise which makes the conditions 



The franchises of the past are not comprehensive enough with 

gard either to the rules which should govern in appraising a 

water-works property or which should govern in the formation 

1 preservation of an equitable schedule of water rates — -.in fact 

> weakness may extend to the statutory laws or even to the 

mstitutJon of a State. 
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The rate of interest on a water-works investment is a matte 
which depends upon circumstances in general. The rate may b 
moderate or even low under an unlimited franchise if the prindpl 
of vested rights is generally acknowledged and morally accepte 
(for if morally accepted it can easily be made legally accepted 
and if the water rates are fairly and non-partisanly adjusted t 
the amount and general character of the investment in phj'sia 
property and to the necessary expenses incurred in establishin 
the business on a paying basis. 

Of course the option of the municipality to purchase as aj 
plied to one-year intervals eliminates future earnings from coi 
sideration in the matter of valuation; and the power to adjus 
water rates periodically, to meet the requirements of each city i 
particular as occasion may require, eliminates Sf>eculative vali 
from such property, and reduces the water-works problem to or 
of good engineering and soimd business management. It may t 
difficult to finance a project shorn of its speculative attractioi 
at the present time, particularly a private water-works projec 
for the shearing process having been applied indiscriminately i 
many instances during or at the expiration of limited water-worl 
franchises, for which condition of affairs municipalities and publi 
service corporations are about equally responsible, needs son 
mcxlification and the use of a methodical and equitable basis 
valuation before mutual confidence is restored. 

Evidently there is room for improvement of the conditio] 
imdcT which public water-service corporations operate — ^improv 
monts which would be generally beneficial and should commai 
the attention of the public and of legislators in some States 
least. 



Water as furnished in the form of a public water-supply 
regarded largely as a commodity. The products of the farm ai 
industrial institutions are also commodities, but they are st 
by specific measurement, while water as a commodity is sc 
often .without any pretense of measurement. Water is clever 
regarded as a product of nature and to that extent may be proper 
considered free to all. So is air a natural product, but were i 
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Whe cooled or warmed artificially, conducted in pipes, and cir- 
nilated in dwellings for the seasonal comfort of tlie inmates the 
lervice thus rendered would possess a value as a commodity 
vhich should not be wasted through carelessness or extrava- 
jance, and so with solar heat — it is free to all as naturally dis- 
pensed, but turned into energy artificially and disposed of as a 
!ommodity, the service thus rendered would have value in defi- 
lite proportion to the amount consumed. Even coal, the natural 
product of solar heat, possesses comparatively little value until 
nined and transported for use, when it is sold as a commodity 
ay definite measurement. 

But with water service too little consideration is given to 
the expense of collecting and distributing it, and of removing 
the pollution naturally or artificially present, to arouse unquali- 
5ed assent to treating it thoroughly as a commodity subject to 
sale in a definite amount. The sale of water service without 
neasurement tot a specified annual cost, regardless of the amount 
Df water used, is manifestly a crude basis of dispensing a com- 
nodity, accommodating itseU to a day and an age when a cheap 
ind convenient method of measurement was unknown. It is a 
■nethod which appeals to the sense of justice neither of the seller 
lor the purchaser, but is nevertheless strongly intrenched behind 
:ustom. 

The value of a specific volume of any commodity depends, 
Brst, upon the costs of producing and distributing it; second, upon 
Ihe cost of maintaining indefinitely the methods and means 
through which the production and distribution o( the commodity 
:ire effected. All of these costs become distinctive elements of 
I'alue which vary relatively in different loc.ihtics. The greater 
the distance water must be conveyed, the higher the elevation 
to which it must be lifted, and the more labor, fuel, and sup- 
plies that are consumed in coUectmg, purifying, and distributing 
water at serviceable pressure, the greater becomes the cost and 
the value of tlie water service. It may require 20 feet of pipe- 
line in one city to carry water from one consumer to the next 
:onsumcr, and 100 Icet in another city; but one thousand gal- 
lons of water in one city is one thousand gallons in another city, 
and it may cost five cents to make that one thousand gallons 



make up any deficit of water-service revenue throu 
upon the property of the citizens. But even the 
of a city is limited by law, and if a deficit in water- 
continues and finally becomes too great annualb 
up through sp)ecial taxation, a floating debt accui 
may become a serious matter, whether the munic 
cannot absorb it legally through an issue of bonds 
of this kind is likely to confront a city engaged ir 
ment of public utilities, particularly if expenditure 
tion are heavy: either the water tariff to the c< 
be proportionately heavy or the tax upon the p 
or less burdensome. Under such circumstances th 
permit water to be wasted and should sell above the c 
tion in cases where the property is taxed for inter 
ing-fund of bonds issued for construction purpose 
safe course for small cities in general and those 
heavily indebted for water-works is to sell wate 
measurement and above cost, yet not at a price i 
hibitive. For a year or two in the beginning of the 
service, while connections are being made for consun 
of revenue may result, which may have to be provid 
through a special tax or out of the general fund ui 
out of the surplus revenue of succeeding years. 

It is difficult indeed to present figures convincing 
munitv on the eve of embarldne uDon a water-wo 
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5 the rates somewhat, regardless of its adaptation to the local 
lation and requirements. The fact that the water-works do 
; pay, but annually accumulate a deficit, is something oj a 
delation and becomes the source of more or less political bicker- 
It may require several years of experience to locate the 
! of trouble and still longer to correct it. lor the difficulty 
litically of raising a schedule of water rates is great even though 
; necessity for doing so is apparent to every one. 
The error committed is a double one: iiret. in ever consider- 
; for a moment any other method of selling the water than 
' actual measurement; second, in not having made the rate 
^h enougii to cover the cost of producing the water service, 
Bter allowing one to three years for acquiring patronage, or in 
pt making it even fiigher, for if made too high it can be gradu- 
reduced without difficulty after making up the first year 
r two of loss, 
However, there is a form of water service which must be con- 
ri'd, but to which the observations of the few preceding pagfs 
lating to the water service lor domestic and trade purposes 
liust be applied with considerable modification. Probably the 
lual rate for the use of an indefinite amount of water is the 
practical and convenient method of charging for water 
msumed in fire-service, excepting so far as the fire-hydrants 
lay be used lor other purposes than the extinguishment of fires, 
*en the actual volume so abstracted from a hydrant should 
-; the basis of sale and purchase. This modification becomes 
Necessary largely because there is no simple and satisfactory 
way of measuring the large volume of water used for fire pur- 
poses. The danger of waste of water in fire-service is small, for 
ordinarily the penalties imposed by city ordinance for the unau- 
thorized use of fire-hydrants are sufficiently rigid to prevent 
waste of water, in view of the fact that the hydrants are upon 
public ground and continually exposed to public gaze and police 
sur\'eil lance. Moreover, the water actually used for fire-ser\'ice 
annually is small in the aggregate, but large relatively for the 
rief periods that it is required tor use. 

The essential principle of good fire protection is a prompt 
md capacious service which can be applied in large volume imme- 
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^BoXxiy qpoo the djscovery of a fire and before it can \astS 
to spnad to unccntrolUble proportions. The applicatiQn i 91 
pnnc^ife requins, first, an abui]d;uice of water and a ajui 
«l phnt m execs of that required for the ordinary daily a 
snmpooo; seccod. a a»tiiiuity of ser\'ice that can respariil 
cknth- to fire requirements upon demand. In the deoielYKal 
pKd d»tncts of the bostness centers of large dties, whmtal 
may be many large and lofty buildings, the demand 6x b^l 
qoate 6re protectiaa b so axcessive as often to require l R*| 
tern of street pipes and pumping machinery entirely indepaiiisl 
of the system used lor the distribution of water for generJ ■ 
posK. This kind of protection any cit>- possessing buildme 
tricts of the Idnd described, particularly if occupying a siu - 
nigged topography, can well afloid to provide, and the dtj-sl 
impose a direct tax upon the property immediately bei 
cox^ring the co5t of operation and possibly of maintena 
the district fire protection, thus freeing the city as a whol 
an oUigation excefrt: that of providing the means for i 
the original in\'estment in physical property for this ! 
purpose. 

The expense of fire-serx-ice for which property, _ 
speaking, b hahle is at least twofold: one the expenstTof - 
porting and maintaining the in\-estnient in the physical prc'i^ 
in excess of that required for the ordinary water-service <^ 
sumption; the other the expense of the annual outlay reqdi 
in support of an ever-ready and prompt tire-service. It is dd 
the part of the property to bear this expense, 11 

The pubhc-service corporation in its dealings with the mani 
polity has attempted to meet tlie situation by charging^ 
city some specific amount annually for each hydrant as hvdrji 
rent and obligating the city to provide the hydrant reni- 
annually le\-ying a tax for the purpose upon property, 
governing principle underlying the annual charge for \ 
vice, termed livdrant rent, was intended in many cases i 
dxice a distinct fund of an amount which in tlio aggregate \ 
be sufficient to pay the interest on the cost of the original w--' 
works. The apphcation of the principle of property participa t j 
in water-works maintenance in the manner described, tJiougii it do« 
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lot discriminate between an investment made for fire protection 
nly and that made for ordinary industrial and domestic purposes. 
; in effect but little different from tlie case when a municipality 
lutlding its own water-works taxes the property for the interest 
B the bonds Issued for the purpose of general construction and 
or the support of a sinking-fund to redeem the bonds at maturity, 
lie difference in the two applications of the same principle is 
olely the difference of the rate of interest paid on private and 
Ity bonds respectively, in view of the fact that the obligation 
> support a sinking-fund should rest equally upon both parties, 
leither application of the principle may be strictly equitable 
s between the obligations of the property and the consumer 
1 the support of a water service; still, in spite of its shortcoming, 
: may have been and may yet be under existing conditions an 
asy practical way of solving a problem otherwise intricate and 
mcertain, at least for the five or ten years following the first 
lonstruction of a water-works. After a period of years, which 
nay vary in length in different localities, the principle may be 
B^plied upon a more equitable basis; that is to say, it may be 
lased upon an equitable division of the investment as between 
requirements for fire-service and those for domestic and 
industrial purposes. 

But in v-iew of the fact that hydrant rent has developed into 

1~ a stumbling-block for both the public-service corporation and the 

municipality, it seems as though further discrimination should 

be made in proportion to the benefits received and to tlie fire 

hazard to which property is exposed in different districts of a 

city. It is known that a densely built-up portion of a city is 

more exposed to a fire hazard than is the residential portion, 

■and that this hazard further decreases in proportion to the degree 

■of isolation of indepjendcnt residences. In a city of rugged topog- 

Iniphy, buildings on low ground receive better fire-service than 

phose on high ground, and buildings near are better served than 

wildings remote from the center of water distribution. The 

' mechanical facilities for stopping a fire are more accessible and 

more promptly concentrated in the business portion than in the 

residential portion of a city, a situation which affects only indi- 

^^ectly the available service of the pipe system. Moreover, tbe 
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The resistance of fire-hose to the flow of water, though it is ^^^H 
matter usually well understood and appreciated by a public- ^^^^| 
rvice corporation, is often misunderstood or disregarded by ^^^H 
le casual observer and even by members of a fire department. ^^^^| 
mtroversies over fire-stream efficiency on particular occasions ^^^H 
ave arisen, and the most frivolous sort of evidence has been ^^^^| 
itroduced in court in support of a claim of inefficiency of fire-- ^^^H 
(TV'ice, which a resort to the development of the facts ajid cir- ^^^^| 
Dmstanccs could have avoided. ^^^| 
he painstaking and elaborate experiments of Jofm R, Free- ^^^^| 
lan have given us a reliable standard with which the efficiency ^^^H 
Dd capacity of fire-hose may be verj' satisfactorily compared and ^^^^| 
eficiencies obser\'cd. Commercial considerations, often control- ^^^H 
ing the selection of an equipment of a fire department, may ^^^^| 
■csult in an inefficiency- of fire-service for wliich the system of ^^^| 
Itreet pipes and its equipment is in nowise responsible. Obser- 1 
rations recently made of fire-department hose gave the results 1 
expressed in the following table: ^^J 

Table ^^H 
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The tests, with the exception of the first one recorded, show a ^^^| 
deterioration of hose or predominating tendency to a selection ^^^H 
of rather an inferior quality of hose, although in the assortment ^^^| 
there were some sections of a very good quality. The first test ^^^| 
under loo poimds pressure indicates a friction loss of a less amount ^^^| 
than that indicated by Freeman's tables, a circumstance which ^^^| 
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was probably due to the expansion of the hose wliile under the 
stated liigh working pressure. 

To illustrate the effect of the variation of the diameter o: 
hose from the nominal diameter of 2J inches the following com- 
putation is made under the recognized physical law that I'rk 
discharge varies as the square foot of the fifth power of the dian 
eter, and the resistance inversely as the fifth power of the diair 
eter, hence the following tabulation: 

Tadle II. 



Diameter uf hose 
in inches. 



2» 

2t 



Ratio of 
resistance. 



I . 29 

1 .00 
0.88 
0.78 



Ratio of 
discharge. 



0.8S 
0.94 
I .00 
I .06 



The table shows that for a decrease of hose diameter of tV < 
an inch the resistance is increased 13 per cent or more and tl 
discharge decreases 6 per cent, and for an increase of hose dian 
eter by a like amount the resistance is decreased 12 per cen 
and the discharge increased 6 per cent. 

The illustration develops good reasons for desiring a bettt 
basis of determining the efficiency of fire-service relating to tl 
street pipes than a physical test of fire streams. The fact the 
Freeman's tables are accepted as a standard affords opportunit 
of basing measurements of fire-service efficiency of the pipe sv 
tem upon pressure observations at the hydrant, leaving the respoi 
sibility for the use of inferior grades of hose upon the party respor 
sible for its selection, where it belongs. 

The progressive introduction of meters is graduallv placin 
water-works upon a more rational basis of dispensing water sei 
vice as a commodity. But notwithstanding the fact of p^o«yre^ 
in this direction there is still a well-marked popular object io 
to the use of meters, which only time and acquaintance with thi 
system of measurement can overcome. However, in \iew c 
the past prevalence of the annual rate system, it is interestin 
to see its effect upon revenue and the financial supp)ort whicl 
it has afforded water-works property. 
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Tlie Fourteenth Annual Report of the Commissioner of Labor 
or iSgg gives information from which the following data have 
been compiled. In the computations no distinction is made | 
between revenue earned by meter and that earned by the appli- 
cation of the annual rate system, but generally the annual rate 
predominates. A showing is made of gross income independent 
af the hydrant rent or the income from the sale of water used 
for public purposes, in order that the income of private water- 
works may be compared with the income from municipal water- 
works. This comparison may not be altogether a fair one, for 
the reason that the extent to which the taxing power of munici- 
palities may have been used to make up a deficit of incoms from 
water rate is unknown. 

T*Hi.E III. — Private Water. works. 
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Examination of Tables III and IV shows clearly that, notwith- 
standing the comparatively large gross income received and the 
reasonable cost of production annually per one million gallons 
by private water companies, the net income averages only a 
small rate of interest on the investment, if provision be made 
for a sinking-fund. The reason of this in small communities j 



embracing annual consumption of water from i to 15 niilliottj 
gallons: 

Average total gross earnings of private pfants. per million gallons. .$113.4 

Per cent ol 
gniB ewninti.'I 

Average gross income private plant, less hydrant rent 73-7 

Average gross income private plant, less cost of production 54.3 

Average cost of production and taxes 45-8 

Average cost of production, less taxes 38.9 

Average gross income ol municipal plant 6j,6 

Average cost of production of municipal plant J* • 5 

Averse rate of Interest which gross earnings, less tax<^ and cost 

of production, will pay on private investment is shown to be. . 5.65% i 

Deductions made from the foregoing table show the excess! 
income of the private water-works over municipal water-works,) 
amounting to $41.28, to be distributed as follows per one million I 
gallons: 

Average hydrant rents. - S19.83 

Average taxes 7-83 

Income from commercial sources 3.6a 



That portion of the total gross income which remains after"! 
deducting the cost of production and ta-\es is seen to pay ani 
average of 5.65 per cent on the average investment. Many off 
the pubUc-service corporations mortgaged the water-works prop-1 
erty to raise the funds for construction. and, from sourcesof infor-f 
mation independent of the report referred to, it is found that! 
out of a total of 358 private water-works in 27 different States! 
scattered throughout the Union 61.2 per cent floated securities! 
at 6 per cent, and that the average rate of interest of all the! 
securities is 5.82 per cent. 

It is also noticed that the cost of production of the municipal! 
pLints is $7.26 per million gallons less than the corresponding! 
cost, exclusive of hydrant rent and taxes, of private plants — a! 
difference due largely to the greater amounts e.xpended in saLiries I 
under private management. The di.screpancy is not material ^ 
except in relation to the larger plants, where it is quite as likely 
to be due to conservatism on the one hand as to liberality 
on the other. The discrepancies in three groups of plants | 
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woJJ indicate such a probability and that an average nar;. 
con>i='i*^ntly be taken of the cost of production of those poi,: 
of j'Lnts where the difference is material. The predonim-.i:i 
cii.iractvr of the s\"5tem of ^^•ater-works, whether gra\ity : 
pumping system, would necessarily influence the average in i:: 
resp^-ctive cases. 

\\\re the discrepancy to be averaged it would make the ;iv :• • 
age rate of interest on the average investment scarcely 6 {•: 
Cent. It is apparent, therefore, that the statistics show m - 
gonorJ way little or no speculative value in private water-wor^- 
prc«perty as a class, also that the average income has been in^iii- 
cit-nt to proN-ide a sinking-fund to cover depreciation resultuu: 
from the progressive deterioration of the phj^ical property dur- 
ing tlie usual hie of a limited franchise. 

T'nis condition of income of water-works operated under a 
hir.ittd franchise must sooner or later react disastrously and 
represents a substantial foundation for the claim now frequently 
heard of the importance of the unlimited francliise as applie-i 
to the successful operation and maintenance of this particiiLi: 
form of public-service property. It is also clear that a 4 or 5 fvr 
cent investment under an unlimited franchise gi\Tng good str- 
\-ice would be worth more to an investor and would prove more 
satisiactorv to the consumers than a 6 per cent investment under 
a twenty-year franchise with ever\' incentive offered at tinit-s 
to squeeze the service in order to protect the in\-estor from lorS 
through unavoidable depreciation and the uncertainty^ of the 
future wlien the franchise shall have expired. 

It is quite certain that the influence of metered services instead 
of the predominating influence of the annual rate sj'stem during 
the past experience of water-works pubhc service corporation: 
would have acted as a protection to the water-service patron^ 
and the investor jointly by eliminating an incentive to economize 
unduly and eliminating also the losses attending the wast^^ ci 
water and service which has prevailed to a greater or loss extent 
under the influence of the annual rate system. 

So long as water service is considered a commodity the income 
from the sale of it under private management sliouki pav tlie 
interest on the mvestment in physical property actually required 
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) produce the commodity, a smking-lund to redeem tlie invest- 
(ent eventuaUy and to renew the physical property as it becomes 
teless, operatmg expenses, minor repairs, taxes, insurance, and 
I addition a reasonable surplus to meet emergencies. The longer 
Bid more secure the tranchise under which a private property 
, buill and operated the lower should be the rate of interest 
pd sinking-fund, 

A municipahty operatmg its own water-works as though 
iducing a commodity must necessarily follow a similar course, 
bccept that the interest and sinking-fund in part may be, as they 
Bually are, a tax upon the property, and the income from the 
insumers may be limited to the actual cost of production plus 
I part of the sinkmg-fimd and an excess to cover emergency 
Btpenses and repairs. But a city is privileged to cease treating 
Jie water service as a commodity, or to deliver the water at 
)st or below, and to provide for a deficit in any amount by appor- 
IjDnment from the general fund of the city, or by a special or 
!neral tax upon the property of the city, or any combination 
; these facihties that may be convenient and legal. The de- 
Brture from the commodity basis is not liable to result in any 
»nomy or improvement of the water service to the consumer 
r tlie public generally, and is rather a dangerous expedient for 
nail towns to adopt, as pointed out on preceding pages. The 
fUethod will prove a fitting companion to the annual rate basis 
wA dispensing a water service, for the reason that it places no 
iheck upon extravagance or waste, and presents no lesson in the 
joatter of either personal or civic economy. Moreover tlie burden 
i the expense attending either the reckless or extravagant use o( 
iie water service falls, as a rule, most heavily upon the provident 
rather than the improvident, upon the careful rather than the 
careless or extravagant citizens. 
^ .Among the objections to the general use of a water-meter, 
^Khe prejudice or misunderstanding of the general public is more 
B«asily overcome than is the objection of the owners of rental 
property who desire to avoid responsibility lor the careless use 
of fixtures by tenants. Experience will usually overcome preju- 
dice in this regard, but some method may be necessary to com- 
■cel the owner of rental propertj to make repairs which he per- 
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sistently neglects or will not make voluntarily. ^| 
matter of self-protection that the tenant will insi^| 
from waste through leaky fixtures, but fias no poR 
the owner to remedy the delect. The right to sfiut) 
should be exercised with discretion in such a ca* 
not f)e exercised at all if the owner, after due notu^M 
the repairs, provided the value of the water se^H 
can be charged against the property and l<;gaUy^| 
lien against it. A law or ordinance of this characS 
lar one would prove effective. 

The method of dispensmg a water service by defi 
must finally prevail, and with a view of facilitating 
tation of a gross income a table is prepared, based n 
average but somewhat modified cost oi producing theil 
contained in Table IV. The computation also eml 
rately the elements of interest and sinking-fund when 
is to be provided. 

The computations are intended simply as 
judgment, and the cost of production is regard 
base rate subject to modification in particular ca; 
in the memoranda immediately foUowmg the tab! 
where more definite data are not available. 

The cost of production is supposed to embracS 
charges, such as salaries of administration and opera 
insurance, fuel, supplies, and other minor items of co 

The average working pressure of the works emfaj 
computations of Table V is 60 pounds, and fuUy,3 
of the works have pumping machinery. I 

The average salaries of administration and opera tioi 

cent, and average wages 26 per cent of the total cost 

between the limits of 100 and iqq^^^^^^^ 
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ind after such additions to cover interest and depreciation of 
lvalue of the physical property shall have been made, the final 



Table V. — Base Rate per Million Gallons. 






Average 
investment 
per million 




Cost of production plus interest 00 average 


Average annual 


Average 
cost of 




m vestment at — 




consumption in 












million gallons. 


gallons 
annual con- 
sumption. 


production. 


4% 


5% 


t% 


7% 


8% 


I to 15 


•4692 


$146 


*334 


$381 


S427 


S474 


$521 


IS ** 25 


2168 


96 
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248 
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25 ;; so 


1663 


S9 
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142 
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192 


50 100 


1209 


46 


94 


106 


119 


131 


143 


100 ** 150 


lOIO 


37 


77 


88 


98 


108 


118 


150 •• 250 


858 


33 


67 


76 


84 


93 


102 


250 ** 500 


64s 


25 


51 


57 


64 


70 


77 


500 •• 750 


632 


23 


48 


55 


61 


67 


74 


750 ** 1000 


640 


20 


46 


52 


58 


65 


71 


1000 ** s®°° 


622 


18 


43 


49 


55 


62 


68 


5000 '* I 0000 


600 


17 


41 


47 


53 


59 


65 


1 0000 and over 


568 


16 


39 


44 


50 


56 


6x 



The cost of production of — 

Gravity plants 150 to 10,000 million gallons and over is 80 to 60 per 
rent of stated cost of production. 

Pumping-plants 1000 to over 10,000 million gallons of high-grade 
sngines pumping water once, as tabulated. 

Pumping-plants 1000 to over 10,000 million gallons of high-g^rade 
engines pumping water twice, add 40 per cent to tabulated cost of pro- 
iuction. 

Pumping-plants 100 to 750 million gallons of medium-grade engines 
)tmiping water twice, add 40 per cent to tabulated cost ot production. 

Table VI. — Average Cost op Fuel prom Report op Commissioner op 

Labor. 



Annual consumption 


Cost of coal 


Annual consumption 


Cost of coal 


in million gallons. 


per ton. 


in million gallons. 


per ton. 


I to 5 


S2. 14 


150 to 175 


•i-59 


5 


10 


2.59 


175 ** 200 


215 


10 


\\ '5 


2.51 


200 ** 250 


2.46 


15 ' 


20 


2.36 


250 ** 500 


2.27 


20 


\\ ^5 


2.52 


500 •• 750 


2.32 


25 ' 


50 


2.22 


750 1000 


2.09 


50 


75 


2.36 


1000 ** 5000 


2 .26 


75 


100 


2 . 16 


5000 ** lOOOO 


2 '64 


100 ' 


* 125 


2 .02 


10,000 and over 


2 .29 


125 *• 150 


2 66 







esult should be reduced to a sliding scale of cost per looo gal- 
ons of water, for application as a tarifi upon the water service 
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of individual consumers in proportion to the amount o: 
consumed. 

The matter of depreciation resulting from the deterion:i 
pliysical property should be considered in relation to plants ■ 
municipal own(*rsliip and administration as well as those ■ 
private ownership and control. Unless prof)er provision i? 
for the maintenance of the property under either kind of i 
ship and administration, that is to say, provision for the 
incident to physical deterioration, there must necessarik 
progressive shrinkage of value, for which there is no i.ii 
equivalc?nt. Provision of this character must come from 
definite source, when the physical proj>erty subject to deie 
tion is jLssembled into a mechanical unit for a definite pui 
as for the production and sale of a commodity. Evidentl 
income from the sale of that commodity must be the s 
from which is derived the revenue with which to operat« 
maintain the physical property. If it is necessarv to e: 
money in addition to that expended in the construction c 
physical property, in order to make a market for the conim 
in such amount and at such a price as to secure an income 
cii-nt to operate and maintain the phj-sical property an'J 
interest upon the investment therein, the amount of mon 
expend(Hl is a cost of estabUshing the business. Income cv 
ally derived from the sale of the commodity which is in i 
of tliat needed to support tlie physical property in the ni 
indie ated and to pay interest upon the money exj>endod in i 
li^liing the business is an asset against which negotiable 
of some sort may be and usually is issued in a purolv pi 
and unrestric^ted undertaking in some definite amount. > 
j)(>ssc:sses vahui in tlie comintTcial market of an ainount del 
ing u])on the interest or di\idends which the excess income 
su])port. Fre(iuently a portion of this excess income is 
set asi(l(j as a surj)his fund available for emergencv cxix^n? 
;w a substitute for the ca])itah/ation represented bv the n 
able paj)er and the remainder only applied to dividends. 

In the case of a j)ublic-service corporation, dependint^ ui 
franchise for the right to constnict and operate works fo 
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iduction and sale of a commodity at some fixed rate, tlie capi- 
tiization of the excess income as l)efore described is sometimes 
med franchise value. However, under a limited franchise con- 
ling express provision of the grantor's right to purchase and 
i implied intention of purchase at some stated interval or at 
! expiration of the francliise, it is often asserted that securi- 
representing purely capitalized income should have but a 
nited circulation in the financial market at any time, as they may 
lave no value at the expiration of the franchise or an indefinite 
5 at a time of purchase before the expiration of the franchise. 
f is also maintained that the public as a grantor of a franchise 
(Ceiving no compensation for the gift should not be expected 
luch less required to buy back the franchise at the time of the 
iirchase, particularly at the expiration of the period covered in 
; grant. Claim is also made, with regard to the rates under 
ihich water is dispensed as a commodity by a public water-service 
wration, that they were never intended to accumulate more 
; than is necessary to pay operating expenses and to pro- 
Ide a reasonable fund for interest upon and maintenance of the 
ivestment, and that any income in excess of this should be con- 
[dered the result of the use of an excessive water rate, and accord- 
Igly should be applied to the liquidation of the investment, or 
e water rates should be proportionately reduced. 
The fact is when water-works franchises were granted years 
1^0 little thought was expended upon matters of this kind, the 
Bunicipality desired the water service, and private individuids 
; ready to accept the obligation of supplying municipalities 
nd to speculate somewhat upon the venture. What income 
he water rates would return was largely speculative, aside from 
fi-ved income of hydrant rent. The question of franchise 
jlue as appUed to water-service corporations becomes there- 
>re a question of the moment and of the occasion, susceptible of 
msidcration in some instances and of none in others, depiending 
fergely upon the ternis of the franchise ordinance itself and the 
^ality of and equity in claims of this character. 

It is perfectly evident that the proper support and main* 
nance of the physical property is of first consideration and 
lat there can be no consideration of franchise value whatever, 
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■which, though originally producing an acceptable and 

I lie water, hus through the lapse of years become polluted 

unpic veritable sources or influences, or water from a 

v". liich originally required purification, but which is inade- 

purified through neglect to extend the purification works 

IrJ, or tiirough an effort to reduce operating expenses at 

pL'nse of the water service. 

• *"_■ converse of thLs situation is also true. The earnings of 

■ I ifs^ which does not properly support the original investment, 

M-x with that needed from time to time to reinforce the 

and to maintain an efficient service, should receive in them- 

s reinforcement through an increase, if necessary, of the 

ciulc of charges for the water service. 

^Considerations of this character are particularly necessary 

- -j^wi, for any reason, an effort is made to reach a commercial 

^^^ae of a property through a capitahzation of net earnings. 

B^lect to observe them is particularly Uable to result in over- 
lation of a property appraised at or near the expiration of a 
ited franchise, and may in other instances result in under- 
itation, when the actuating policy of the management is to 
Ulforce and build in anticipation of future requirements. 

Attempts are made to harmonize both tyTxjs of deterioration 
^ basing estimates of depreciation upon the serviceable Lfe 
t the materials of construction as assembled in units rather than 
pen the actual physical life of the materials, independent of 
he us(-ful hfe of the respective units into which they may be 
ibled. The serviceable life is shorter than tlie physical life 
amounts depending upon the actual conditions and reqiure- 
its of service. 

There are three methods of computing depreciation which 
ive had more or less extended application — each method recog- 
liuing progressive physical deterioration. 

The first ttuihod assume-s a certain annual rate of depreciation, 
and computes the annual depreciation for each year upon the 
original investment. For instance, assume a rate of depreciation 
')f 2 per cent per annum — which is equivalent to an assumed 
pliysical life of fifty years — then the annual depreciation for 
. ich $1000 of investment by tlus method becomes 820 and fur 
■..vonty years is S400. 



* - * r *'^ •• \jr.^z, *•--'- i.r r.-f T^^^ ^•flr '_£ 11- ! 

" * '. ■ •• ■ ■,-^^* »•" ^^^ • » • • • ^ ^^ ■" • ^ ••-» - » _ . _ g _- 

• . ■ - » • • * * 

If 'i-:pr-.-^,i5ttion i= e^'iniiU-c on ihis ixisif, :: si:-: 
iid^zZ'A tl'jit the ounu-J pajineiits are irriznediitelv 
j/^irtixJ pa^.TT.'rr.-^ on the orldr.J investment arri : 
\y'Ji.rir.z portion thereof accordinriy reduced. F: 
a.-,hi:.v: th-: §1000 vilvLition upon whi:h the de-r: 
b.-en comp'it'rd to dra-.v 6 prr cent interest, then ih- 
by wj.i^l'i tho- annud interest woJd be decreased, ai 
$20 ?innu;il pa\Tnents to be Lmmediatelv applied t^ 
on the ori;/ir;'J principal, is 6 per cent of S20 or S 
this litter amount should be considered as an annui 
liave to \y: inve-st^rd at about 8 per cent to amount ti 
eri'-e l^^rtween the SiO>2, the amount of the S20 annuitv. 
ti'je fjriirn-i] investment, or at a proportionatolv hi*: 
int^T'-.t for a 3 jx.-r r.^-nt investment, etc. Evidentlv 1 
^.jII-, lor too ]i':'>i\'y a rate of d-preciation, and for an 
of thi: .'inmi'il };ayments not usually made. 

The 'xcond method of computin;:^: depreciation ass 
rat.^' of M^-pn.^iation, ris in the preceding case, but co 
d'-pn-' iation on llie principal of the preceding vear 
on the origiii.'il invf-stmrmt continuously. For in- 
:t..\ui\'(\ r;it<- of fl«-[)renrition of 2 per cent a vear 
a. follow-. j><!r ij()(y) investment: 

ICnd of jir^l y(rar §1000.00X0.02 = 820.00 

" " second " 980.00X0.02= 19.60 

" " third ** 960.40X0.02= 19.21 

** ''twentieth '* O81 .2.3X0.02= 13.62 
*' ** fifti<.'tli " 371.60X0.02= 7.43 




FRANCHISE. WATER RATES. DEPRECIATION. 413 

frfind, therefore, at the end of twenty years tlie depreciation 
^fcx.Oo- $667.61- $332.39, instead of J400.00 by the pre- 

I method, 
principle upon whicli this metliod of computation is 

is tiiat the present value of a property at the end of any 
,1 is that sum which if the interest on it at some selected 

II compounded annually, it will at the end of the chosen 
il of time equal the original investment. Theoretically, 

I 'ic, Uiere must always be some present value lo an invcst- 

. in ixrishable property, and as the depreciation is computed 

M difference between this value and the original investment 

iTi iiL-ver equal the investment. Effort has been made to over- 

_ .e the apparent inconsistency of this method of computing 

rcciation by making computations upon the sinking-fund 

•is. 

_^ The third method of computation upon a sinking-fund basis 

.umes a hfe for the physical property, computes the annuity 

^^ucli at some stated rate of interest will equal the investment, 

^ td then the amount of tliis annuity for that portion of the ex- 

red physical life which may be under consideration. For 

^istance, assume the physical life to be fifty years and rate of 

iterest 2 per cent, then S11.S2 is foimd to be the aimuity for 

. och $1000 of investment and the amount of this annuity for 

"in expired inter\'al nf twenty of the fifty years becomes $287 

aer Siooo, the amount of the depreciation, or, if considered on a 

3 per cent basis, the depreciation becomes 8239, or 8197 on a 

4 per cent basis. 

"* This method contemplates refunding the investment at the 
"end of some specific period, the duration of which depends upon 
the rate of deterioration of the physical property under con- 
sideration and an investment of the money set apart for this 
purpose in productive property or securities. The method is 
similar to that provided by law for the extinguishment of munici- 
pal, state, and national debts, and is being extensively employed 
in the valuation of water-works properties. 

In order to apply this method of estimating depreciation, a 
sinking-fund table {pp. 414, 415) is given showing the annuity 
ri^quired to redeem one dollar at rates of interest \arying from 
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2 to 4 per cent and for an interval of one to one hundred yi 
the deposit being made at the end of each year. 

The amount ot an annuity of one dollar for any partic 
period and rate of interest is the reciprocal of the correspon 
amount in the table. Accordingly in finding depreciation f 
period of twenty years, for instance, on a 2 per cent baa; 
property possessing a hie of fifty years, divide the annuity « 
will redeem the investment in fifty years by 0.0412 — which 
$1000 is $ii.82^o.o4i2 = $287. 

The rate of interest at which annuities to a sinking- 
may be invested should vary inversely as the life of the ar 
of which the depreciation is sought, or approximately as folk 



For a life of 100 years 

' 80 " 
' 60 " 



2 per cent 

2i " 

2i " 
3 

3l '* 

3i '* 

33 " 



In order to show the application of Table VII, the expen 
of a small city may be offered as an example: 

Original cost of physical property $e6o. 

Capacity in million gallons per year 

Average investment per million gallons annual consumption. . $i c 

Avt'ragc working pressure 80 oc 

All water pumped twice with the ordlnar>- grade of pumninp^ii 
and filtertd. ^ 

I. Average cost of production of a water service o£ 37 millioa 

gallons per year, Table V e, 

I, Add lor double pumping and filtering 

3, Add for station expenses, exclusive o(=alaries required to pump 

ag;iinst 20 pounds excess pressure 

4. Add ij per cent of the average investment per million gallons 

annual cnnsumption for surplus to rnect emergency ex- 
penses and to provide for renewals 

Total, exclusive of Interest, taxes, and sinking-fund, . . . jT] 
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The estimated cost of ii.6 cents per one thousand gallons 
Fould usually be exceeded during the period that the town re- 
erred to is gradually approacliing the rate of consumption of 
17 million gallons per year and similarly reduced as the annual 
lonsumption exceeds the 37 raiUion gallons. 

Tables III, IV, and V may be employed as an aid to munici- 
>alities desiring to rate the water service oi a new water-works I 
>r to rerate the water service of a recently purchased water-works, 
\n actuiil case of a water-works plant owned and operated by a j 

municipality is offered to illustrate the distribution of revenue j 

from the sale of water service. 

Average annual consumption In mUlion gallons 385.40 

Investment per million gallons annual consumptlOQ Siaoo.oo 

Cost of fuel per ton. 4.00 

Average pressure in city 80 pounds 

Piunplng^ngine duty In million foot-pounds 33 



The actual cost of production, Including the necessaiy'expendlture 
for maintaining the service 

^e amount of Interest at 4 per cent paid on the existing balance 
of the original cost of construction 

The amount applied to sinking-fund to redeem the bonds repre- 
senting the unpaid cost of construction Is about 

The amount applied to reinforcement and similar current expenses 

Gross Income. 



»S9.o< 



$117.00 



The city has been forty years in paying off about 50 per cent 
of the cost of constructing the water-works, and during the interval 
has maintained the plant generally in an efficient condition, but 
deterioration of the source of water-supply lias reached such a 
stage that purification works are now required at an estimated 
cost of construction of nearly $60,000, without prospects of any 
corresponding increase of earning capacity of the water-works, 
but with a proportionate increase of the cost of operation and 
of the current expenses of maintenance. 

This example illustrates both a successful management : 
the advisability of maintaining water rates considerably abov( 
the cost of production, in order to provide for emergencies of 
vice and reinforcements as the necessity arises from time 
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time. The example affords additional illustration of a city t 
ing the water service on a commodity basis and accordi 
charging the income from consumers for interest and sini 
fund, and at the same time charging the city annually over % 
for the public use of the water service. 

Assuming the city to have purchased the property at its 
of $1200 per million gallons annual consumption, and des 
to rerate the water service through the use of the table it n 
proceed as follows: 



Pen 



*: 



Average cost of production, Table V 

Add cost of fuel above average cost and of maintaining the pres- 
sure of water service above average and a small percentage 
of double pumping, 2sXS3%XiJ j 

$^ 

Interest on investment at . 

•••••••••• 4" 

Sinking-fund at 3 per cent to redeem the investment in about 50 

years, as per Table VII ^ 

Contingent expenses of operation and maintenance 1 

Total per cent 5 

Thence by Table V opposite $1209 investment under 6 
cent column take 119, deduct the corresponding tabulated 

f\ A 

of production of S46, multiply by -j-, add $45, the cost of 

duct ion estimated above equals $123 per million gallons 
fair base rate for the stated conditions, which base rate sh 
be so apportioned among the consumers as to produce a i 
annual income of about $47,400. But, in the event of the 
struction of a filter, the expenditure before stated of S6c 
must be supported bj^ the earnings to the extent of 6.4 per 
on the investment for iiiterest, sinking-fund, etc., and operr 
expenses provided for to the amount of about $2 per mi 
gallons, aggregating about S12 per miUion gallons, ma 
the corresponding base rate S135 per milhon gallons, and 
gross annual income a httlc more than 852,000. This base 
and accordingly the gross income may Ix^ lowered progrcssi 
as the sinking-fund is apphed in the redemption of the orii: 
■■' ' investment. 
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In many instances the base rate thus obtained should be J 
JOrrected by some amount corresponding to the losses of water "I 
inavoidably taking place between the source of water-supply I 
tnd the faucet of the consumer, particularly where the use of 
pumps is necessary in the distribution of the water ser\'ice. These 
tosses between the pumps and the faucet of a consumer often 
unount to fully 25 per cent of the water registered as dehvered 
by the pumps. In other words, for every 1000 gallons of water, I 
pump delivery, there is 750 gallons, faucet delivery. Accordingly I 
t base rate per milhon gallons, estimated upon the basis of pump I 
delivery, stiould often be increased by about one-third in order I 
to get a proper value for the Water service per million gallons I 
at the faucet. I 

Where the law provides that the property shall be taxed for I 
Ihe interest and sinking-fund of the bonds issued in construction 
or purchase of water-works, the gross income should exceed the 
cost of production by an amount equivalent to from ij to 2 per 
lOent of the investment, in order to pro\'ide the surplus usually 
needed to a greater or less extent in meeting contingent expenses 
of operation and in the repairs, reinforcement, and maintenance 
of the water-works property. 

The foregoing illustrations are further intended to caution 
those who may have occasion to use the table relating to the 
cost of producing the water service to do so guardedly, in view 
of the fact that they represent general averages and that the 
tabulated computations must receive proper correction in order 
to render them applicable to a specific case. In this manner 
they may prove of assistance to the judgment, when definite 
data of a similar character is not available. 

In summing up what has been said about water rates, it may 
be said that the base rate should embrace the following essen- 
tial items, cost of production, interest on investment, repairs, 
sinking-fund, unavoidable losses of water, and a surplus of an 
amount or percentage depending upon the particular character 
of the system of water-works under consideration. 
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Absorbing capacity of soils and sand8» 

43 
Accounts, 361 ff. 

Air-lock, 56 

Air-valves, 292, 293 

Albuminoid ammonia, 3, 322 

Algicides, 158 

Alkalinity, observations of, 146; ratio 

of, to coagulant, 141 

Alterations and repairs, 298 ff. 

Ammonia, albuminoid, 3, 322; free, 3, 

10, 3-22 
Analysis of water, 154, 322 
Annual reports, 380 ff. 
Annuities to a sinking-fund, 416 
Appurtenances, care of, 280 ff. 
Aquaphone, 338 
Artesian basin, amount of water fur 

nished by, 17 
Artesian water-supplies, 19 
Artesian well, 10; at Hitchcock, Tex., 

18; at Memphis, 18 
Asphalt, use of, 308 ff. 
Average annual consumption, income 

and cost, in water-works property, 

401, 402, 407 
Average daily consumption of water 

per person, 341 

Bacillus coli, 322 

Bacteria, 2, 4; harmless and danger- 
ous, 167 

Bacterial examination, 322 

Bacterial purification, 1 1 7 

Bacteriology, 4 

Baffles, 136 

Ball-cock, greatest source of water 
waste 330 

Base rate per million gallons of water, 
407 418; items to be embraced 
in, 419 

Basin, raw -water, 127 

Bathing in sources of water-supply, 31 1 



Berm, 217 

Bills for water, when payable, 363 

Boilers, station record ot, 191 

Boiling, 1.34, 135 

Borings along Missouri River, 34 

Boston, Mass., tenement-houses in, use 

of water in, 327 
Branch, cutting-in a, 298 
Branch-sleeve, split, 299 
Bremen, Germany, water-supply of 

168 
By-pass pipes, 118 

Calking-hammer, 237 

Calking-iron, 237 

Carbonic acid in natural waters, 139 

Carelessness in use of water, 324 ff. 

Casing-tubes for strainers, 69 ft. 

Cast* iron for mains of distribution 
system, 238 

Cast-iron pipe, flange-jointed, for pipe 
lines, 73; lead-jointed, 73, 74; 
current flow in, 349 

Catchment area, characteristics of, 5, 
6; danger of epidemics when in- 
habited, 204; yield of or run-off 
from, in Sudbury, Wachusett, 
Croton, Perkiomen, Neshaminy, 
Tohickon, 226, 227; sanitary ex- 
amination of, 320 

Chemical analysis of water, 322 

Chlorine, 4, 8, 322 

Circulation, 127, 314; swinging motion 
of water a form of, 1 36 

Clamp, 305 

Clarification, 116; by natural sedi- 
mentation, 123; by the aid of a 
coagulant, 137; by natural sedi- 
mentation and coagulation, re- 
sults of, 149; and purification, 162 

Gearest water, 136, 137 

Clearness and wholesomeness, connec- 
tion between, 15 

481 
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ky system and elcclrolytic 

t<i,ji3; coslof coostrucl- 
J 

:eDtial method of currcni- 
easuremeni, 348 
69 d.. 72; diameter of, So 

T. M., sanitary water anal- 



gross, of private plants, 
urrents, damage caused by, 
I. 343 ff- ; effect o(, on cast' 
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■ action, double- trolley sys- 

d. J50 

nts. Sec Dam! 

Lnd catchment areas, 104 

f cost, 245 

It from a water-surface. 



:s of, i 



■.3'i 



back -filling, and pipe- 



lW method, 117; difficulty 

nt, standard of purity of a, 

y, 49; development of, 51 ; 
if construction of. 54; sub- 
for. .'i4i 56 i limitation tt!. 



of, 163J failures of nicchanical, 
167; dUsappoiutiDg result of slow 
sand, 167; Englisli, 171; yield of, 
172; planof mechanical, 174; bio- 
logical, rai 
Fillration. [61 fi. ; rate of, 161; clari- 
fying and purifying, distinction 
between, x(ii; mechanical and 
slow sand, iSr; preliminary prep - 






r for, I 



sewer, 330; 



Rich. 



Financial management, 366 ff. 

Financial stalenienls, jHi 

Fire-hose. 355. 356 

Fire- hydra nta, 355; care of, 884; tool 
for testing, iS*s 

Fire protection. ,151 ft., 379 

Fire-service, water consumed in, 395; 
eflBciency of. 398, 399, 400 

Fire streams, allowance for, 353; num- 
ber of, in cities, iSS-m ; height 
of, 358 

Fisher governor, 197 

Fixed solids in water, 331 

Flow, radial, t>i ; parallel. S4; uni- 
formity of, through filler, 166 

Flow head, relation of, to friction head, 
77 

Flowof water, through sands and sand- 
stone. 31; through unassorted 
sands, 36 

Flushing, 310 

Flush -tanks, 

mond, lnd., J30 

Force account. 365 

FormuliE re b ling 1 
supply, 6\ B. 

water-works, 385 ff., 409 
Friction head. 77 
Friction losses in hose. 359 
Frost -cases, cost of. nH 
Frozen material, excavation of, 301 
Fuel, average cost of, 407 

Gage, pressure and recording, 330 

Gallery and tubular -well method^ | 
costs of, 8 J 

Galveston. Tex., water-supply of, 7 

Germicides, iij, 158 

Gooseneck. 75 1 

Gow meter -clam ping device, iji 

Gowing pipe-jointer, 335 

Gravel, water- hearing, 51 

Gravity-Row pipe connecting wells. 54 

Ground -water, an ideal drinking-aater. 
I ; bans of popular acceptance of, 
j; sanitary analysis of. 3. general 
superiority of, 13, softness of. ij, 
quantity of, 16 ff. , yield of. 16. 
velocity of flow of, 16. develop 
ment in, 4S, more desirable than 



ground-waier 



inLpuir surface- wnler, itj 0. 
.1 nulural coagnlam, l60; 

Ground -water curves, 5J 

Uniund -water supply, quality, ■ , 1 

(|Uiuitity, 16; subiltty of, 16; I Laboralury fuf ri 

shallow, 19; conditions of Missis- 
sippi River valky near Muiicatine. 

la., 10 ; prabkitis to be solvctl, 13 ; 

diaf^tain relating to, 4; ; develop- 

meni of, 48; single upcn well, 48; 

filter -gallery, 49; series of large 

o|)en wcUs, 54; series of sninll 

tuluiiar wells, 56, 57: (onnute 

relating to, 6t fl. 
GtDund-water lalile, fluctuatioDS in, 



Hardness, temporary, 139; permanent, 
"39. 3i» 

Hazen- Williams fonnula. J5S 

Hose, lire-service, 399, 400 

House-to-house inspection, 338 

Hydrant rents, yjd, 397, 39S; average, 
403 

Hydrants, 233; post, 139; flusli, 339; 
plug or compression, 939; gate, 
239; details to be consideted in 
s^electingmakeof, 2J9; Eddy, 241; 
Chapman, 242; Mathews, 242; Lud- 
low, 343; Corey, 243; Walker, 243 

Hydrate of alumina, 135, 139, 151 

Hydrate of iron, 152, 153 

Hydrologieal survey, 42 

Hydroxide of iron as a coanilant, r6o 

Hygienic quality of water from puri- 
fication works, 112 

Ideal water, 13 



403 

Income account, 3'>a 

Infiltration gallery. See FiUer-gaUety 

Insjiection, 338 

Interest, rate of, on a water-works in- 
vestment. 392. 403 

Investmeni, private, interest on, 391, 
403 

Iron, removal of, 85 ff. ; remedy for, 
86 

Iron pipe, cement- lined, 154; cost of, 

Iron water, filter<'d, iii 
Irrigated sections in Colorado, 44 
Isochlors, 333 

lolmson corrugated steel rods, 105 
joint, cup, 2S2; wiped. 252; solder 

required tor wiped and cup, 264; 

lead, 301 



' Kansas Qly, Uix, t 



331 
Lead keltic niul funuce, ];< . 
l.cad pipe, Intd- ur lia^lorC r- I 

precaulians, 159. waffaJf 

foot, 3<i,i 

I..ead -poisoning resuttiac '' 
drawn from lead k — ~ 



>5S 



"y,3»»-""a 

19, la BtMhll 



p«pe.e 



^,Ji«4.)i*>a 



l-cakag:e, loss of water tbaiv 

maxiinuRi per day,3J«;il 

ham, Mass., " ~ 

33«; liow ledncc 

elect rolysis. j«5 
freaks in maui pipes or mtntm 

lions. 303 11. ; nine* J, .* 

[»air of. ,v>7 
Lime-water, treating r 

•53 
Location of atain valv 
I..0SS of head in ca«-in„. „,. 
Losses, due to iealage, j»i 
under-reg^ist ration of - 
lers, 34 1 

Main, steel, repair of 304 
Main pipeline, posiiion «(, ,y ■ 
Mam valve, sketch of lo«iiia«flL4 
Mams of distribution systew. £ 

. for. 23S 
Maintenance account, 361. vH.t» 
Maintenance »nd operaUon of ■ 

works. ;i8 tr. 
Maintenance records, 223 
Manhole setting for large • 
Manonieter, 332 
Mitcrial account »65 
Materials. 337 flr_ -^^ 
.Measurement, plunger 

metbodof, i93;*pie, 

odof,i93;„eirmeas 
Mechamcal efficiency ■ 

puniping-cngines, i«4 
Melting out lead joints, wi 
Merrimac, Mass.. mioimuin nwM 

of, 375 
Meter-box, VoUthardt j-s 
Meter -clam ping device i-j 
Meter-dials. round-readfuR red 

Metered waier, rates for 
Meters, 265 ff, ; classes 'itt - 
reciprwating, rotary. 







■ 36s. 



1 be considered in selectiLin -.i. 
|3br; maximum capacity of, id;; 
I Lniun rutary-pistun, ^66; Crown, 
i 36B; Worliungton disif, 169; 
"- ■'-■, 370; cost of. 171; ap- 
i for leslin^, 17); where 
174; manhcile setting for, 
.osl of setting, 376, 377; 
duf testing accuracy of. 27S; 
_ 8 of, 279; cost of mntmajn- 
_ Ji 379. ,175 ; cost of reading, 179 ; 
I itMt of repairs, 179; fur Masie 
WBter, J33, 333; effect of use of, 
on consumption of water, 340 
Mf-OTKamsms, in lakes and reser- 
voirs, 107, 311 IT,; table of, 317; 
expcriraents in removing, .^iB; in 
ground-waters, 3"9; in pipea, 319 
letsl matters, 10 
nissippi River, 113, 117, 114 

115. 140, 143, 14S; experiment in 
drinking when treated with sul- 
phate of alumina solution, iji 
Bouri River sands, analyses of, 33 

tjiddiness. 133 

' iKatine, la., water-supply, problems 
presented tor solutton, 33; water- 
level observation, 15: ground- 
water table during pump test. iS; 
sand and gravel, mechanical anal- 
yses of. y>; sands, elTeclive sixe 
and uniformity coefficient of, 38; 
conditions, 81 
EMtine Isknd, geologiiiral structure 

of, II 

btuml coagulation, 159 
Jew Croion dam. 3if> 
Hew England Water- works Association, 

13S. IJ9. H6. 3S1-3S4 
Htratcs. 3. 4. 333 



o River, suspended matter in, 134 
n well, 48 IT. 
n -welt construction, 71 
dilating meters, 365 
rertuming, 314 
hygen consumed, 313 

rallcl rtow. R4 
■ I, 111., breaks in service-pipes of, 

„4.S 

capita consumption, metered, 
inipnied with schedule -rate, 341 
miiiting cupiictty of soils. 43, 44 
mnnent yielding capacity, factors 
for the determination of, 41 
'~r method of mea^rcment, 



Pig -lead, cost of, 347 

Pipe, cement-lined iron, cost of, 261, 
363; lead, cost of, 363; lead, 
weights of, 363; tin-lined lead, 

354, 3J7, 264 

Pipe coiuiections, details of, ijG 

Pipe -cutler. Hall, 300 

Pipe-cutting machine, French, 300 

Pipe-derrick, 334 

I^Ije for water-mains, thickness of, 23a, 
357 

Pipe -jointer, 335 

Pipe-laying, cost of, 347 

Pipe-laying tools. 237 

Pipe -line, main. 332 

Pipc-scrai)er, 391 

Pipes, care of, in extending water- 
works, 334-336; cast-iron, stand- 
ard thicknesses and weights of, 
341; cost of, 248; wrought -iron. 
254; cracktd, 304. See aLsi) Pi^ 

Pipes and special castings, gcnewl 
dimensions of, 340 

Pilomeler, Cole-Flad. 334 

Pitometer record, 335 

Piltings at joint in water-main, 346 

Planks, cuYlain of, 1 19 

Plans, construction. iiS 

Plans and records of maintenance and 
operation, 21S ff. 

Plants, average cost of. 401, 401, 407: 
cost of jiroductionof municipal and 
private. 403; earnings of , 403 

Platting, results of, 35 

Plumbing fixtures and water waste. 

Plunger-displacement method of meas- 



Plunger- packing, librous, 196; metat. 
196 

Plunger- pump, 1^ 

Polluting matter, 6; discharge of. 311 

Pollution, S.) 

Population, water consumption, and 
receipts for water, summarized 
and .iveraged, 341 

Post hydrants, cost of, 248 

Pounding, cause of, 181 

Precipitation, measurement of. 334 

Pressure, stand-pipe, for domestic 
service. 197; direct, for lire-ser- 
vice. :97 

Pressure -recording gages, 339 

Private water-works property, no spec- 
ulative vcluc in. 404 

Production, cost of. 40} 

Proximity to desirable locality for 
water-supply development. 83; 
danger of pollution, 84 

Pump-shppages in a niunlier of cities, 
:8i 
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See A/ffeTj 
. . e-pipes, lead, 157, 358; quantity 
I of WHter coniitiiied in, ajQ; gal- 
iMtiized-iron, cost of, ibi ; lead' 
I tin-Uiicd, cost of, 2(ii\ dis- 
cbarge of, 363; cement-lined, F. 
F. Forbes on, 155; of Peori.i, 111. 



;, thavting, by the electric cur- 
rent, J96 
■tUing-baaiiis, for clarifying muddy 
water, 116, 117 ff. ; mclliods of 
operating, 117; with baffle-wails, 
119; plans of, I30 ff.; of Kajjsas 
Qty (Mo.) waier-worka, 114, 115, 
133; Quindaro, 117; on displace- 
nwnt plan, operating, 1x9; tem- 
perature of water in, 134; deep, 
136; figure of, 137; advantages 
af> 'SSI when an inadequate 
mfeguurd, 1 57 ; difBculties in 
operation of, i73;capadtyof, 17J; 

Trage contamination, 311, 3ii 
- I mastic, 3"8 

IV ground-water supplies, 19 
t-siroke, defined, rgj 
e number and effective aze of sand 
grains, 35 
igle-trolley system, injury to water- 
pipes resulting from use of, 350, 
351 
tnktngfund, table, 414, 41s; applica- 
tion of, 416; annuities to a, 416 
.honpii*. 54.ft., Tiff. H' 
Kpliuns cunnecLing «el3s, 54 ; multiple, 

ton plan ot distribution system. 



■Softening of water, 16 
loils, percohling capacity of, 43, 44 
'oils and sands, absorliing capacity of, 

I of. 164 
^pill»av. 116 
Stagnation, 314 
Sland-pipes, care of, 383 
"" ition duty of puroping-machinery, 
diagram of, iSS; table of, igt 
ition duty vs. test duty of pumping- 
engtne, tB; 
"istics, general, 382; pumping, 382; 
linancisl, i9,y. of consumption of 
water, 3S4; relating to distribu- 
tion system, 384 

consumption in pumping-cn- 
gine, 186 



X. 4*7 ' 

Steel main, metJiod of repairing, 304 

SlerUijation of water, 167 

Stock accomit, 365 

Stop and waste cocks, 251; union- 
joint, 351; inverted-key, 253; 
compression, 253; locationof, 161 ; 1 
cost of, 16 J 

Stop-code replacer, Thomas-.Nusser, 306 

Storage, clcur-waler. 173 

Storage reservoir, reinforced-coocretc, 
178; water from, preferred to j 
tbat taken from a stream, 104; 
safeguards against epidemics, 2aj ; 
condition of oottom of, 205 

Storing water-supphes, i IT. 

Strainers, 59 ?. ; casing-tubes for, 69 fT. 

Strati Rcation, tendency to, 133, 135 

Streams, dry-weather How of, 41 

Subsidence, natural, 123 

Subsiding-basin. See SelUirtg-batin I 

Suction-pipe, 73 fl. 

Sudbiuy catchment area, yield of. 

Sulphate of fliimiina, 137 fl., 152; fi>r J 
clarification, 142; consumptior. T 
□f, in Kansas City subsiding ' 
basin, 147; as a coagulant, 14S 

Sulpliate of copper, as an algicide, 1 jS ; 
combined with sulpha te'of -iron 
coagulant, 15S 

Sulphate of iron, 152, 154; asacoagu- 
lanl, 1 4$ 

Sulphate of lime and magnesia, 139 

Supervision, skilled, tjg 

Supplies, impounded, 204; micro-or- 
ganisms in, 107: high tempera- 
ture of, 210; capacity of. 210 

Surface currents, to avoid. 119. 136 

Surface-water, filtered, ii;; impure, 
ground -water more desirable ihun, 
113; purification, 1 1 4 

Swamp before and after constructloa J 
of drains, 313, 315 

Swamp drainage for watershed im* 
provement, 312, 315 

Swinging motion of water, 136 

Sylvester process, 310 

Tap ping- machine. Hall, 249; cost of, 

262 
Taxes, average, 403 
Temperature observations, 134 ff. 
Thaning. method used at Holyoke, I 

Mass., 295; by the electric CUTT" "' 

iflS, '97 
Thawing -machine, Burbank, 294 
Tools, pipe-laying. 237 
Town, proximity of, to ground-warn I 

supply, S3 
Trench, one, for both water and si 
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Tiibermk*, remond of, jSg 
Tabular wdh, 64, 79 B^ 8j 
Tortittliiy. u:ol><«rvati>)*i^ ijj, 143 If., 
169; ttoMffcDl, Mj; Undlof^iTo 
Tnrtiinr-iwBip^ Ingh'Wt, toa 

UnkfAKr. vebxity of, to get, 39, to; 

volsnic ol. 41 
UDdetKTDund nin-ofl. 41, 43 
Unifumiiiy oteffideiu, 33 
Unii vulume, iSj 

Valiir. on what it depends, 39J 

Valvc, msutt, ito; podtion of. 133; 
Chapman, 344; Coffin, 244; Lud- 
kiw, 243; Eddy, 246; odjunable- 
wedge, 343; (or water-main, cost 
(4, J47; can tif, 286 

Va]vc- boxes, 247 ; cost of, 348; care of, 
J87 

VjlvF-liiCation book, 119 

Veniuri meier, JI5, ii6, 331, 334; 
meter chart. 331 

Vultmctcr measurements, 347, 351 

Wash -nraier, pcrcenta^ and cost of, 1 7> 
Waste, invest Iguttons of, 330 (f. 
Wasie prevention, 33S ff. 
Waste-water meter. Deacon, 332, 333 
Water, shallow-well, fi; deep-ground, 
7; id«al. 13; softemng of, 16; 
flow (if, thmugb sands and sand- 
stones, 3:; dow uf, through un- 
assorted sands, formula for, 36; 
actually pumped, 4S; filtered well, 
III; swinging motion of, 136; 
clearest, 136, 137; clarification by 
sedimentaiion and coagulation, 
149; sieriliiation of, 167; colorof, 
effect of long storage upon, 305; 
in Lake Cochituate and Ashland 
reseiToirs, 306-209; weight of one 
cubic foot of, 273; in pond or 
reservoir, character of, 313; phys- 
ical and niicroscnpical examina- 
tion of, 321 ; chemical analysis of, 
3!); for domestic purposes, 325; 
metered consumption of, 3i6\ in 
tenement -houses, 327 ; tjuanlities 
rHjuired by a community, 329; 
quantity required for public use, 
329; discrepancy between water 
registered by meters aad amount 
delivered into mains, 329; receipts 
for. 341; scliedule-tutc consurap- 
liun of. 34^: use of, rules and 
regulaltnns governing. 377 ff.; n- 
gnrdcd as a oomniodily, 393 ; as a 
product of nature, 392 
Wuler-I)cariiig capacity of a sand, ^iH 
Wiiter bearing gravel, depth of, 51 
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^^'aterproMfing of ■... 
(■ers and roen-.e: 
„. Sylvesier procn*. i« 
VV atcr-purificaiioa •ods. 
131; at Ricluaotul, 3£^ 
■04; at Litwrty, )L, 
VgJMUC quality ol .:i 
> 1 2 ; cumbimng iwe^ -;, 
de Dc«. coExgula (ion,at>ita 
filtration, 1-^4 
\\ ater rates, 36^ 6. , J9) fl.; I 
fixed, or assessed. jOq; r' 
collected tn advance, j 
ated nuatnnitn. jn 
*^ aler senice. sale «(, »"iih 
'"cot. 393; graded L 
rerating, 41H 

_. ff. ■(<6. 4tT 

>v_ a tcr-sof t etiine_ 

W ater-supplics, devekfons 
and storing metboib 
pies of, I ff. 

Waicr supply, of C*l»-esta 
oessof, 14; developm« 
01 Bremen, Gprmanv, 
flowing streams, ^il 

... ftaminatioi, of, iro 

Water ul>le, liniii of depnl 

Water waste. 314; pju^l 
f^l. 3^4: pre^-entobh 
cock gTieatest source of; 

water-works, extensaons 1 
detenoration of. j.Sy- 
315; private, 40I ' 
municipul, 402 

Water-»orks foroe acroinii. 

Water-works s>'sieiii, befl 
371 

Weir melliod of incasurcnic 

i29ff, fo* of water over. 

Well, deep, water fr«m 7 ff ■ 
opcn.4S: siibsJimte for «!■ 
72; water, filtered. iiT 

Well-strainers, 59; le„«i, ^ J 
of openings. 66, 67- S" 
important cottsidwalin™ 

Well system, layout of Sm 
capacity, 83; jdpc nttS 

Well water, from ifcen < 
filtered, u' ^ 

Wells, light, jt 
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*, water of, 168; United States 

'ivers comparable with, 169 

%8omeness and clearness, 15 

rx>w electrical indicating and 

lecording apparatus, 229 

er treatment of river-water, 156, 

«57 



Wrought iron, pipes of, 254 

Yam, cost of, 247 

Yaming-iron, 237 

Yielding capacity, factors for the 
(ktermination of, 40, 41; per- 
manent, of sand-bed, 48 
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